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Reduce Blower Motor Noise
Silencer Package

© Copyright 2014, Proto-Vest, Inc. All rights reserved.

*Specifications subject to change without notice.
NOTE: Proto-Vest dryer’s dimensions will vary with  

the Silencer Package.

E

General Description
The Proto-Vest “Silencer Package” was developed to enable our dryers to meet OSHA, federal, state and local noise reduction  
standards. The OSHA permissible noise exposure is 85 dB for an 8-hour shift. By reducing noise levels into the 70 dB to 80 dB range, you can be 
assured of a pleasant environment for both your employees and customers. The Silencer Package reduces decibel levels on Proto-Vest dryers on 
an average of 10 decibels making them approximately 10 times quieter than the un-silenced models!
The Silencing Package is an optional product for any Proto-Vest dryer.

With Silencer	 Without Silencer
(WS)	 (WOS)
Windshear InBay - (2) 30hp Dryer:
WS: 10 ft=88 dBa;	 WOS: 10 ft=94 dBa
WS: 20 ft=82 dBa;	 WOS: 20 ft=88 dBa
WS: 30 ft=78.4 dBa;	 WOS: 30 ft=84.5 dBa
WS: 40 ft=76 dBa;	 WOS: 40 ft=82 dBa
WS: 50 ft=74 dBa;	 WOS: 50 ft=80 dBa
WS: 60 ft=72.4 dBa;	 WOS: 60 ft=78.4 dBa
Windshear - 30hp Dryer:
WS: 10 ft=76.9 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=70.9 dBa;	 WOS: 20 ft=84.9 dBa
WS: 30 ft=67.4 dBa;	 WOS: 30 ft=81.4 dBa
WS: 40 ft=64.9 dBa;	 WOS: 40 ft=78.9 dBa
WS: 50 ft=63 dBa;	 WOS: 50 ft=77 dBa
Windshear II - (2) 30hp Dryer:
WS: 10 ft=88 dBa;	 WOS: 10 ft=99 dBa
WS: 20 ft=81.9 dBa;	 WOS: 20 ft=92.9 dBa
WS: 30 ft=78.4 dBa;	 WOS: 30 ft=89.4 dBa
WS: 40 ft=75.4 dBa;	 WOS: 40 ft=86.9 dBa
WS: 50 ft=74 dBa;	 WOS: 50 ft=85 dBa
S130 - 30hp Dryer:
WS: 10 ft=76.9 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=70.9 dBa;	 WOS: 20 ft=84.9 dBa
WS: 30 ft=67.4 dBa;	 WOS: 30 ft=81.4 dBa
WS: 40 ft=64.9 dBa;	 WOS: 40 ft=78.9 dBa
WS: 50 ft=63 dBa;	 WOS: 50 ft=77 dBa
SideShot - 15hp Dryer:
WS: 10 ft=74.5 dBa;	 WOS: 10 ft=82.9 dBa
WS: 20 ft=68.5 dBa;	 WOS: 20 ft=76.9 dBa
WS: 30 ft=64.9 dBa;	 WOS: 30 ft=73.4 dBa
WS: 40 ft=62.4 dBa;	 WOS: 40 ft=70.9 dBa
WS: 50 ft=60.5 dBa;	 WOS: 50 ft=69 dBa
SideShot II - 30hp Dryer:
WS: 10 ft=76.9 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=70.9 dBa;	 WOS: 20 ft=84.9 dBa
WS: 30 ft=67.4 dBa;	 WOS: 30 ft=81.4 dBa
WS: 40 ft=64.9 dBa;	 WOS: 40 ft=78.9 dBa
WS: 50 ft=63 dBa;	 WOS: 50 ft=77 dBa

IP Stripper - 30hp Dryer:
WS: 10 ft=85 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=79 dBa;	 WOS: 20 ft=85 dBa
WS: 30 ft=75.5 dBa;	 WOS: 30 ft=81.5 dBa
WS: 40 ft=73 dBa;	 WOS: 40 ft=79 dBa
WS: 50 ft=71 dBa;	 WOS: 50 ft=77 dBa 
 
IP330 - 30hp Dryer:
WS: 10 ft=76.9 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=70.9 dBa;	 WOS: 20 ft=84.9 dBa
WS: 30 ft=67.4 dBa;	 WOS: 30 ft=81.4 dBa
WS: 40 ft=64.9 dBa;	 WOS: 40 ft=78.9 dBa
WS: 50 ft=63 dBa;	 WOS: 50 ft=77 dBa
 
IP345 - 45hp Dryer:
WS: 10 ft=76.9 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=70.9 dBa;	 WOS: 20 ft=84.9 dBa
WS: 30 ft=67.4 dBa;	 WOS: 30 ft=81.4 dBa
WS: 40 ft=64.9 dBa;	 WOS: 40 ft=78.9 dBa
WS: 50 ft=63 dBa;	 WOS: 50 ft=77 dBa
 
TailWind - 30hp Dryer:
WS: 10 ft=85 dBa;	 WOS: 10 ft=91 dBa
WS: 20 ft=79 dBa;	 WOS: 20 ft=85 dBa
WS: 30 ft=75.5 dBa;	 WOS: 30 ft=83.5 dBa
WS: 40 ft=73 dBa;	 WOS: 40 ft=79 dBa
WS: 50 ft=71 dBa;	 WOS: 50 ft=77 dBa
 
90N/90XS - 15hp Dryers:
WS: 10 ft=74.5 dBa;	 WOS: 10 ft=82.9 dBa
WS: 20 ft=68.5 dBa;	 WOS: 20 ft=76.9 dBa
WS: 30 ft=64.9 dBa;	 WOS: 30 ft=73.4 dBa
WS: 40 ft=62.4 dBa;	 WOS: 40 ft=70.9 dBa
WS: 50 ft=60.5 dBa;	 WOS: 50 ft=69 dBa
(Proto-Vest’s Silencing Package is standard on all of the 
Untouchable series.)
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Appendix C 
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Rockwall TX
Octave spectra of the sources in dB(A) - 004 - 120HP Stealth - Standard: Outdoor SP

3

Name Source type l or A

m,m²

Li

dB(A)

R'w

dB

L'w

dB(A)

Lw

dB(A)

DO-Wall

dB

Emission spectrum 63Hz

dB(A)

125Hz

dB(A)

250Hz

dB(A)

500Hz

dB(A)

1kHz

dB(A)

2kHz

dB(A)

4kHz

dB(A)

8kHz

dB(A)

16kHz

dB(A)

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

Point 81.0 81.0 0 Vacutech - in car 61.6 69.0 76.6 72.9 71.4 73.2 72.6 67.6 58.1 

001 - 120 HP Stealth -  Standard Tunnel-Entrance Area 10.80 79.7 0.0 79.7 90.0 3 598_Transmissive area 01 63.2 67.8 82.4 88.5 80.0 67.3 53.5 39.5 

001 - 120 HP Stealth -  Standard Tunnel-Exit Area 10.80 89.3 0.0 89.3 99.7 3 601_Transmissive area 01 71.5 76.6 87.4 96.1 94.1 91.7 86.7 77.9 

001 - 120 HP Stealth -  Standard Tunnel-Facade 01 Area 24.83 79.9 57.0 30.4 44.4 3 597_Facade 01 37.0 27.6 40.3 40.3 23.0 6.7 -10.0 

001 - 120 HP Stealth -  Standard Tunnel-Facade 02 Area 160.20 86.5 57.0 35.1 57.2 3 599_Facade 02 50.9 42.0 51.4 53.5 41.6 34.7 26.4 18.4 

001 - 120 HP Stealth -  Standard Tunnel-Facade 03 Area 24.83 89.0 57.0 37.0 51.0 3 600_Facade 03 44.9 36.0 44.7 47.4 36.3 29.9 21.9 14.7 

001 - 120 HP Stealth -  Standard Tunnel-Facade 04 Area 160.20 86.5 57.0 35.1 57.2 3 602_Facade 04 50.9 42.0 51.4 53.5 41.6 34.7 26.4 18.4 

001 - 120 HP Stealth -  Standard Tunnel-Roof 01 Area 264.03 86.2 57.0 34.8 59.0 0 590_Roof 01_ 52.7 43.8 53.2 55.4 43.4 36.5 28.3 20.5 

SoundPLAN 9.0
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Rockwall TX
Octave spectra of the sources in dB(A) - 004 - 120HP Stealth - Standard: Indoor SP

3

Name Source type L'w

dB(A)

Lw

dB(A)

KI

dB

KT

dB

LwMax

dB(A)

DO-Wall

dB

Emission spectrum 63Hz

dB(A)

125Hz

dB(A)

250Hz

dB(A)

500Hz

dB(A)

1kHz

dB(A)

2kHz

dB(A)

4kHz

dB(A)

8kHz

dB(A)

20 HP Side Columns Point 95.9 95.9 0.0 0.0 0
80HP Stealth IDC Blowers -
120HP 105.8HP

67.0 72.1 83.6 92.0 90.2 88.4 84.2 77.1 

20 HP Side Columns Point 95.9 95.9 0.0 0.0 0
80HP Stealth IDC Blowers -
120HP 105.8HP

67.0 72.1 83.6 92.0 90.2 88.4 84.2 77.1 

80 HP Hoggers Point 101.9 101.9 0.0 0.0 0
80HP Stealth IDC Blowers -
120HP 105.8HP

73.0 78.1 89.6 98.0 96.2 94.4 90.2 83.1 
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Rockwall TX
Contribution level - 004 - 120HP Stealth - Standard: Outdoor SP

9

Source Source typeLeq,d

dB(A)

Receiver R1   Fl G   Lr,lim  dB(A)   Leq,d 54.0 dB(A)   Sigma(Leq,d) 0.0 dB(A)   

001 - 120 HP Stealth -  Standard Tunnel-Exit Area 53.1 
Point 37.4 
Point 36.5 
Point 36.3 
Point 35.7 
Point 35.5 
Point 35.0 
Point 34.7 
Point 34.3 
Point 34.3 
Point 33.9 
Point 33.9 
Point 33.4 
Point 33.2 
Point 32.6 

001 - 120 HP Stealth -  Standard Tunnel-Entrance Area 20.0 
001 - 120 HP Stealth -  Standard Tunnel-Facade 04 Area 5.2 
001 - 120 HP Stealth -  Standard Tunnel-Facade 02 Area 5.1 

001 - 120 HP Stealth -  Standard Tunnel-Roof 01 Area 4.9 
001 - 120 HP Stealth -  Standard Tunnel-Facade 03 Area 3.9 
001 - 120 HP Stealth -  Standard Tunnel-Facade 01 Area -14.8 

Receiver R2   Fl G   Lr,lim  dB(A)   Leq,d 49.6 dB(A)   Sigma(Leq,d) 0.0 dB(A)   

001 - 120 HP Stealth -  Standard Tunnel-Entrance Area 49.2 
001 - 120 HP Stealth -  Standard Tunnel-Exit Area 34.8 

Point 28.5 
Point 28.4 
Point 28.2 
Point 27.8 
Point 27.6 
Point 27.2 
Point 22.4 
Point 22.3 
Point 22.2 
Point 22.1 
Point 21.6 
Point 21.5 
Point 19.8 
Point 19.1 

001 - 120 HP Stealth -  Standard Tunnel-Facade 04 Area 13.5 
001 - 120 HP Stealth -  Standard Tunnel-Roof 01 Area 10.4 

001 - 120 HP Stealth -  Standard Tunnel-Facade 02 Area 9.4 
001 - 120 HP Stealth -  Standard Tunnel-Facade 01 Area 3.9 
001 - 120 HP Stealth -  Standard Tunnel-Facade 03 Area -2.7 
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Rockwall TX
Contribution level - 004 - 120HP Stealth - Standard: Outdoor SP

9

Source Source typeLeq,d

dB(A)

Receiver R3   Fl G   Lr,lim  dB(A)   Leq,d 60.6 dB(A)   Sigma(Leq,d) 0.0 dB(A)   

001 - 120 HP Stealth -  Standard Tunnel-Exit Area 60.4 
Point 39.9 
Point 39.1 
Point 38.5 
Point 37.8 
Point 37.0 
Point 36.4 
Point 36.1 
Point 35.9 
Point 35.5 
Point 35.0 
Point 34.8 
Point 34.4 
Point 33.9 
Point 33.4 

001 - 120 HP Stealth -  Standard Tunnel-Entrance Area 31.0 
001 - 120 HP Stealth -  Standard Tunnel-Facade 04 Area 17.7 

001 - 120 HP Stealth -  Standard Tunnel-Roof 01 Area 12.6 
001 - 120 HP Stealth -  Standard Tunnel-Facade 03 Area 12.4 
001 - 120 HP Stealth -  Standard Tunnel-Facade 02 Area 5.6 
001 - 120 HP Stealth -  Standard Tunnel-Facade 01 Area -6.1 

Receiver R4   Fl G   Lr,lim  dB(A)   Leq,d 67.1 dB(A)   Sigma(Leq,d) 0.0 dB(A)   

001 - 120 HP Stealth -  Standard Tunnel-Exit Area 65.8 
Point 56.9 
Point 55.1 
Point 52.4 
Point 49.1 
Point 46.4 
Point 44.3 
Point 43.7 
Point 43.2 
Point 42.6 
Point 42.1 
Point 41.6 
Point 41.1 
Point 40.7 
Point 40.0 

001 - 120 HP Stealth -  Standard Tunnel-Entrance Area 27.4 
001 - 120 HP Stealth -  Standard Tunnel-Facade 03 Area 17.7 
001 - 120 HP Stealth -  Standard Tunnel-Facade 02 Area 14.2 

001 - 120 HP Stealth -  Standard Tunnel-Roof 01 Area 12.0 
001 - 120 HP Stealth -  Standard Tunnel-Facade 04 Area 9.9 
001 - 120 HP Stealth -  Standard Tunnel-Facade 01 Area -9.1 
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