
ARCHITECTURAL REVIEW BOARD MEETING: JUNE 27, 2023 

AGENDA   
NOTES ABOUT PUBLIC PARTICIPATION = RED 
 
(I) CALL TO ORDER  

 
(II) OPEN FORUM 

 
This is a time for anyone to address the Architectural Review Board (ARB) on any topic.  Per the policies of the City of Rockwall, public 
comments are limited to three (3) minutes out of respect for the time of other citizens.  On topics raised during the OPEN FORUM, please 
know that the Architectural Review Board (ARB) is not permitted to respond to your comments during the meeting per the Texas Open 
Meetings Act. 
 

(III) CONSENT AGENDA 
 

These agenda items are administrative in nature or include cases that meet all of the technical requirements stipulated by the Unified 
Development Code (UDC), and do not involve discretionary approvals.  

 
(1) SP2023-019 (BETHANY ROSS) 

Discuss and consider a request by Ryan Joyce of Michael Joyce Properties on behalf of William Johnson of LTL Family Holdings, LLC 
for the approval of a Site Plan for the Marina Village Subdivision being a 6.88-acre tract of land identified as Lot 4, Block A, Spyglass Hill 
#4 Addition and Tract 134-12 of the E. Teal Survey, Abstract No. 207, City of Rockwall, Rockwall County, Texas, zoned Planned 
Development District 8 (PD-8) [Ordinance No. 92-39] for Zero Lot Line (ZL-5) District land uses, generally located on the south side of 
Henry M. Chandler Drive west of Ridge Road [FM-740], and take any action necessary. 
 

(2) SP2023-021 (HENRY LEE) 
Discuss and consider a request by Matthew J. Peterson of DB Constructors, Inc. on behalf of Jeff Fleming for the approval of a Site Plan 
for a New and/or Used Indoor Motor Vehicle Dealership/Showroom on a 1.99- acre portion of a larger 3.853-acre tract of land identified 
as Tract 2-09 of the J. A. Ramsey Survey, Abstract No. 186, City of Rockwall, Rockwall County, Texas, zoned Planned Development 46 
(PD-46) District for Commercial (C) District land uses, situated within the SH-276 Overlay (SH-276 OV) District, generally located on the 
southside of Springer Road east of the intersection of Springer Road and Corporate Crossing, and take any action necessary. 
 

(IV) ADJOURNMENT  
 

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters listed 
on the agenda above, as authorized by Texas Government Code §551.071 (Consultation with City Attorney). 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must be 
made 48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, in a 
place readily accessible to the general public at all times, on June 23, 2023 prior to 5:00 PM, and remained so posted for at least 72 continuous 
hours preceding the scheduled time of said meeting. 

ARCHITECTURAL REVIEW BOARD MEETING 
CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS 
JUNE 27, 2023 IN THE CITY COUNCIL CONFERENCE ROOM AT 5:00 PM 
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6'-0" HT. ORNAMENTAL METAL FENCE.
REFER TO DETAILS 1&2/L8.

6'-0" HT.  MAIN ENTRY MONUMENT
REFER TO DETAILS 1/L7.

NOTE:
REFER TO CIVIL ENGINEERING PLANS FOR RETAINING
WALL AND SIDEWALK LAYOUT AND DETAILS.

PLANT LEGEND

SYMBOL KEY COMMON NAME SCIENTIFIC NAME SIZE SPACING

LO LIVE OAK QUERCUS VIRGINIANA 4" CALIPER AS SHOWN

SO SHUMARD OAK QUERCUS SHUMARDII 4" CALIPER AS SHOWN

BO BUR OAK QUERCUS MACROCARPA 4" CALIPER AS SHOWN

CE CEDAR ELM ULMUS CRASSIFOLIA 4" CALIPER AS SHOWN

DW DESERT WILLOW CHILOPSIS LINEARIS 2" CALIPER AS SHOWN

RB TEXAS REDBUD
CERCIS CANADENSIS VAR.
TEXENSIS

2" CALIPER AS SHOWN

TEXAS SAGE LEUCOPHYLLUM FRUTESCENS 7 GALLON 48" O.C.

SUNSHINE LIGUSTRUM LIGUSTRUM SINENSE 'SUNSHINE' 3 GALLON 36" O.C.

LIRIOPE GRASS LIRIOPE MUSCARI 1 GALLON 18" O.C.

ANNUAL COLOR TO BE SELECTED BY OWNER 4" POT 8" O.C.
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9APPROVED:

I hereby certify that the above and foregoing site plan for a development in the

City of Rockwall, Texas, was approved by the Planning & Zoning

Commission of the City of Rockwall on the        day of               ,            .

WITNESS OUR HANDS, this        day of                ,             .

   ________________________________                     _______________________________

   Planning & Zoning Commission, Chairman                                       Director of Planning and Zoning

NOTE:
ALL GROUND-MOUNTED MECHANGICAL
EQUIPMENT WILL BE SCREEND WITH
EVERGREEN SHRUBS A MINIMUM OF 36" HT. AT
TIME OF PLANTING.
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9APPROVED:

I hereby certify that the above and foregoing site plan for a development in the

City of Rockwall, Texas, was approved by the Planning & Zoning

Commission of the City of Rockwall on the        day of               ,            .

WITNESS OUR HANDS, this        day of                ,             .

   ________________________________                     _______________________________

   Planning & Zoning Commission, Chairman                                       Director of Planning and Zoning

NOTE:
ALL GROUND-MOUNTED MECHANGICAL
EQUIPMENT WILL BE SCREEND WITH
EVERGREEN SHRUBS A MINIMUM OF 36" HT. AT
TIME OF PLANTING.



MARINA VILLAGE

GENERAL NOTES - HARDSCAPE CONSTRUCTION
CAST-IN-PLACE CONCRETE
1. ALL CONCRETE SHALL BE 3000 PSI, NORMAL WEIGHT, 28 DAY STRENGTH WITH A 4 TO 6 INCH SLUMP.  THE

CEMENT SHALL BE TYPE 1 AND SHALL CONFORM TO ASTM C150.  AGGREGATES SHALL CONFORM TO ASTM C33.
2. ALL MIXING, TRANSPORTING, PLACING, AND CURING OF CONCRETE SHALL COMPLY WITH ACI 318.
3. CONCRETE SHALL NOT BE PLACED IN RAINING OR FREEZING WEATHER.
4. CHLORIDES SHALL NOT BE USED.
5. MAXIMUM AGGREGATE SIZE = 1".

CONCRETE REINFORCING STEEL
1. ALL REINFORCEMENT SHALL CONFORM TO ASTM A615 60 GRADE AND DEFORMED PER ASTM A305.  PROVIDE

38 BAR DIAMETER LAP SPLICES FOR ALL CONTINUOUS BARS UNLESS NOTED OTHERWISE.
2. PROVIDE THE FOLLOWING MINIMUM COVER FOR CONCRETE CAST IN PLACE REINFORCEMENT:

2.1. CONCRETE CAST AGAINST EARTH AND PERMANENTLY EXPOSED TO EARTH: 3 INCHES
2.2. CONCRETE EXPOSED TO EARTH OF WEATHER:

2.2.1. (A) BARS LARGER THAN NO. 5: 2 INCHES
2.2.2. (B) BARS NO. 5 AND SMALLER: 1-1/2 INCHES.

2.3. CONCRETE NOT EXPOSED TO EARTH OR WEATHER:
2.3.1. SLABS, WALLS AND JOISTS

2.3.1.1. (A) BARS, LARGER THAN NO. 11: 1-1/2 INCHES
2.3.1.2. (B) BARS NO. 11 AND SMALLER: 3/4 INCHES.

2.3.2. BEAMS AND COLUMNS: 1-1/2 INCHES
2.3.3. SHELLS AND FOLDED PLATES

2.3.3.1. (A) BAR LARGER THAN NO. 5: 3/4 INCHES.
2.3.3.2. (B) BARS NO. 5 AND SMALLER: 1/2 INCHES.

3. ALL REINFORCING STEEL SHALL BE CLEAN AND FREE OF GREASE.

DRILLED PIERS
1. PIERS NOT SPECIFICALLY LOCATED ON THE PLAN SHALL BE CENTERED ON WALL OR BEAM.
2. PIER REINFORCING AND CONCRETE SHALL BE PLACED IMMEDIATELY OR TO WITHIN A MAXIMUM OF 8

HOURS AFTER DRILLING IS COMPLETE.
3. STEEL CASING IS REQUIRED WHEN MORE THAN 2 INCHES OF STANDING WATER IS PRESENT AT THE BOTTOM

OF THE SHAFTS PRIOR TO PLACEMENT OF STEEL AND CONCRETE.
4. PROVIDE 64 BAR DIAMETER LAP SPLICES IN ALL VERTICAL PIER REINFORCING AS REQUIRED
5. PROVIDE PIER TO GRADE BEAM DOWELS TO MATCH SIZE, QUANTITY, AND LOCATION OF LONGITUDINAL

PIER REINFORCING.  MIN DOWEL PROJECTION INTO PIER = 30 BAR DIA.  MIN DOWEL PROJECTION INTO BEAM
= TOP LONGITUDINAL GRADE BEAM REINFORCING.  PROVIDE STANDARD HOOK AT TERMINAL END OF
DOWEL IN GRADE BEAM.

STRUCTURAL CONCRETE MASONRY UNIT
1. CONCRETE MASONRY UNITS SHALL BE HOLLOW LOAD-BEARING TYPE N-1 CONFORMING TO ASTM C90 AND

HAVE A MINIMUM COMPRESSIVE STRENGTH OF 1900 PSI.
2. CONCRETE MASONRY UNITS SHALL HAVE A MINIMUM PRISM STRENGTH of 1500 PSI AT 28 DAYS.
3. MORTAR SHALL BE ASTM C270, TYPE S, WITH A MINIMUM COMPRESSIVE STRENGTH OF 1800 PSI IN

ACCORDANCE WITH ASTM C780.  MASONRY CEMENT IS PROHIBITED.
4. COARSE GROUT SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 2500 PSI AND A MAXIMUM AGGREGATE

SIZE OF 12" IN ACCORDANCE WITH ASTM C476.REFER TO DETAILS FOR WALL REINFORCING BAR SIZE AND
SPACING.

5. REINFORCE HORIZONTAL JOINTS WITH GALVANIZED LADDER-TYPE STEEL IN ACCORDANCE WITH
ANSI/ASTM A82.  SIDE AND CROSS RODS SHALL BE 9 GA MINIMUM.

6. HORIZONTAL REINFORCEMENT SHALL BE SPACED AT 16" MAXIMUM.  PROVIDE A 16" LAP AT SPLICES.
7. JOINT REINFORCING SHALL BE DISCONTINUOUS AT CONTROL AND EXPANSION JOINTS.
8. LAP VERITCAL REINFORCING BARS AT 72 BAR DIAMETERS.
9. LAP HORIZONTAL REINFORCING BARS AT 48 BAR DIAMETERS.
10. PLACE GROUT USING LOW-LIFT METHOD, 6'-8" MAXIMUM LIFTS.
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THESE
DOCUMENTS

ARE FOR
INTERIM REVIEW
ONLY AND NOT
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CONSTRUCTION
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SCALE: 1/2"=1'-0"

6'-0" HT. MAIN ENTRY MONUMENT
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15'-0"1'-6" 1'-6"

18'-0"

CONCRETE BEAM PER
STRUCTURAL CROSS SECTION

18" DIA. PIER PER
STRUCTURAL CROSS SECTION

18'-0"

BOARD FORM CONCRETE
BASE

1-4" FLAGSTONE SLAB AS
CONTINUOUS WALL CAP

STANDARD RUNNING BOND BRICK,
WHITE IN COLOR.

12" HT. BRUSHED ALUMINUM PIN-MOUNTED LETTERING
PAINTED BLACK WITH 1" THREE-DIMENSIONAL FINISH.
FONT TO BE PERPETUA.

SCALE: 3/4"=1'-0"
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18" DIA. CONCRETE PIER SPACED
8'-3" O.C. MAXIMUM.  REFER TO
DETAIL 3/L7.

3" CLR ALL SIDES

2-#5 BARS TOP AND BOTTOM

#3 STIRRUPS SPACED 18" O.C.
CONTINUOUS GRADE BEAM
(18"X18")
CONTINUOUS 4" HT. TRAPEZOIDAL
VOID BOX BY SAVWAY BENEATH
GRADE BEAM.

FINISHED GRADE PER CIVIL PLANS

8"X8"X16" CMU BLOCK WALL WITH BOARD FORM CONCRETE
FACADE. FILL ALL CMU CELLS CONTAINING VERTICAL
REBAR WITH 3000 PSI CONCRETE.

#5 VERTICAL REBAR SPACED 16" O.C.
EXTEND TO TOP OF WALL.
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APPROVED:

I hereby certify that the above and foregoing site plan for a development in the

City of Rockwall, Texas, was approved by the Planning & Zoning

Commission of the City of Rockwall on the        day of               ,            .

WITNESS OUR HANDS, this        day of                ,             .

   ________________________________                     _______________________________

   Planning & Zoning Commission, Chairman                                       Director of Planning and Zoning
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SCALE:

One Inch

1" = 20'
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REFER TO
DETAILS

THESE
DOCUMENTS

ARE FOR
INTERIM REVIEW
ONLY AND NOT
INTENDED FOR
CONSTRUCTION

OR BIDDING
PURPOSES.

MM-DD-YYYY

1. THE CONTRACTOR IS RESPONSIBLE FOR MAKING HIMSELF FAMILIAR WITH ALL UNDERGROUND
UTILITIES, PIPES, AND STRUCTURES EITHER SHOWN OR NOT SHOWN ON THE PLANS.  THE
CONTRACTOR WILL BE RESPONSIBLE FOR ANY COST INCURRED DUE TO DAMAGE OR
REPLACEMENT OF SAID UTILITIES AND STRUCTURES CAUSED BY HIS FORCES.

2. ALL CONCRETE USED IN FOOTING AND PIERS SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH
OF 3000 PSI @ 28 DAYS.

3. THE CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED PERMITS AND TOWN INSPECTIONS.
4. ALL ORNAMENTAL METAL TUBES, POSTS, RAILS AND PICKETS SHALL BE FLUSH AND FREE OF ALL

DENTS, SPURS, AND SHARP EDGES AND SHALL BE INSTALLED LEVEL, PLUMB, AND SQUARE.
5. PROVIDE CONTINUOUS WELDS ALONG ALL EDGES OF FENCE MEMBERS.
6. GRIND SMOOTH ALL WELDS.
7. ALL METAL SURFACES SHALL BE PRIMED AND PAINTED WITH TWO COATS OF RUSTPROOF PAINT,

COLOR TO BE FLAT BLACK.  CONTRACTOR TO SUBMIT SAMPLES AS REQUIRED.
8. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL DIMENSIONS BEFORE MANUFACTURING

GATES AND FENCE.  GATE LOCKING MECHANISM SHALL BE SELECTED BY OWNER.
9. ALL ORNAMENTAL METAL FENCE MEMBERS ARE TO BE TUBULAR MEMBERS IN ACCORDANCE

WITH ASTM 513 HOT ROLLED STRUCTURAL STEEL 50,000 PSI TENSILE STRENGTH, 60,000 PSI YIELD
STRENGTH.

10. FENCE MEMBER SIZES TO BE AS FOLLOWS:
10.1. PICKETS,  3/4" SQUARE 16 GA.
10.2. RAILS,  1-1/2" X 1/2" SQUARE 16 GA.
10.3. POSTS,  2" SQUARE 11 GA.

11. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR ALL FENCE GATES AND OPENERS.  SHOP
DRAWINGS SHALL INCLUDE ALL PRODUCT CUT SHEETS AS WELL AS INSTALLATION AND
MANUFACTURING DETAILS.  CONTRACTOR TO BE RESPONSIBLE FOR STRUCTURAL DESIGN OF
GATES.

12. CONCRETE FOOTING FOR POSTS SHALL BE 3X POST WIDTH FOR 2" SQUARE POSTS AND 2X POST
WIDTH FOR 6" SQUARE POSTS. .

13. POSTS SHALL BE PLACED AT A MINIMUM DISTANCE OF 6'-0" O.C AND A MAXIMUM DISTANCE OF
8'-0" O.C.

14.  FENCE SHALL MEET LOCAL CODES AND REQUIREMENTS. CONTRACTOR SHALL BE RESPONSIBLE
FOR ENSURING COMPLIANCE INCLUDING NECESSARY UPSIZING OF POSTS, PICKETS AND
HORIZONTAL BARS AND INCREASING THE HEIGHT OF THE FENCE AS IT APPEARS IN THIS DETAIL
AT NO ADDITIONAL COST TO THE OWNER FOR MATERIALS AND/OR LABOR.

ORNAMENTAL METAL FENCE NOTES

6
'-
0
"

3"

3"

4" O.C. TYP

6'-0" MIN. 8'-0  MAX SPACING

SCALE: 1/2"=1'-0"

6'-0" HT. ORNAMENTAL METAL FENCE
ELEVATION

1
'-
0
"

4
'-
9
"

8" O.C. TYP
3/4" SQ. TUBULAR STEEL
PICKET @ 4" O.C. MAX TYP.

3/4" SQ. TUBULAR STEEL
PICKET @ 8" O.C. MAX TYP.

1-1/2" x 1-1/2" TUBE RAILS AT
TOP, MIDDLE AND BOTTOM

2" X 2" TUBULAR SQUARE
STEEL POST W/ CAP, TYP.

BEVEL TOP OF FOOTING SHALL
BE CROWNED 1" ABOVE GRADE

3000 PSI CONCRETE FOOTING

FINAL GRADE
PER PLANS

6"

3
'-
0
"

SCALE: 1/2"=1'-0"

TYP. METAL POST FOOTING
SECTION

6
'-
1
" 
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6"

BEVEL TOP OF FOOTING SHALL
BE CROWNED 1" ABOVE GRADE

FINAL GRADE
PER CIVIL PLANS

3,000 PSI CONCRETE FOOTING

2" X 2" TUBULAR SQUARE
STEEL POST W/ CAP, TYP.

1-1/2" x 1-1/2" TUBE RAILS AT
TOP, MIDDLE AND BOTTOM

4
'-
7
"
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APPROVED:

I hereby certify that the above and foregoing site plan for a development in the

City of Rockwall, Texas, was approved by the Planning & Zoning

Commission of the City of Rockwall on the        day of               ,            .

WITNESS OUR HANDS, this        day of                ,             .

   ________________________________                     _______________________________

   Planning & Zoning Commission, Chairman                                       Director of Planning and Zoning



L9 of 9
0

j:\
ci

v
il 

3
d
 p

ro
je

ct
s\

m
jp

 -
 m

ic
h

ae
l 
jo

yc
e 

p
ro

p
er

ti
es

\
2
2
0
9
 -

 m
ar

in
a 

v
ill

ag
es

 -
 t

o
w

n
h

o
m

es
 -

 r
o

ck
w

al
l\

la
n

d
sc

ap
e\

m
jp

2
2
0
9
 -

 h
s_

ls
.d

w
g

JVC No MJP2209

SCALE:

One Inch

1" = 20'
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DETAILS

GENERAL LANDSCAPE NOTES

INSPECTIONS:
1. NO EXCAVATION SHALL OCCUR IN CITY R.O.W. WITHOUT A R.O.W. PERMIT--CONTACT THE PUBLIC

WORKS DEPARTMENT.
2. THE CONTRACTOR SHALL MARK ALL WATER LINES, SEWER LINES, AND TREE LOCATIONS PRIOR TO

CALLING FOR ROW INSPECTION AND PERMIT.
3. THE LANDSCAPE INSTALLATION SHALL COMPLY WITH APPROVED LANDSCAPE DRAWINGS PRIOR TO

FINAL ACCEPTANCE BY THE CITY AND ISSUANCE OF A CERTIFICATE OF OCCUPANCY.
4. WATER METERS, CLEANOUTS AND OTHER APPURTENANCES, SHALL BE ACCESSIBLE, ADJUSTED TO

GRADE, CLEARLY MARKED WITH FLAGGING AND COMPLIANT WITH PUBLIC WORKS DEPARTMENT
STANDARDS PRIOR TO CALLING FOR FINAL LANDSCAPE AND ROW INSPECTIONS.

LANDSCAPE STANDARDS:
1. PLANTINGS AND LANDSCAPE ELEMENTS SHALL COMPLY WITH THE CITY'S ENGINEERING DESIGN

STANDARDS, PUBLIC R.O.W. VISIBILITY REQUIREMENTS.
2. UNLESS OTHERWISE SPECIFIED, TREES SHALL BE PLANTED NO LESS THAN 4' FROM CURBS, SIDEWALKS,

UTILITY LINES, SCREENING WALLS AND OTHER STRUCTURES. THE CITY HAS FINAL APPROVAL FOR ALL
TREE PLACEMENTS.

3. A MINIMUM THREE FEET (3') RADIUS AROUND A FIRE HYDRANT MUST REMAIN CLEAR OF LANDSCAPE
PURSUANT TO THE FIRE CODE.

4. STREET TREES, WHERE REQUIRED, SHALL BE (10') MINIMUM FROM THE EDGE OF A STORM SEWER CURB
INLET BOX AND THE EDGE OF THE ROOT BALL SHALL BE (4') MINIMUM FROM THE WATER METER.

5. THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1-2004) SPECIFICATIONS SHALL GOVERN
PLANT QUALIFICATIONS, GRADES, AND STANDARDS.

6. TREE PLANTING SHALL COMPLY WITH DETAILS HEREIN AND THE INTERNATIONAL SOCIETY OF
ARBORICULTURE (ISA) STANDARDS.

7. A 2-3" LAYER OF MULCH SHALL BE PROVIDED AROUND THE BASE OF THE PLANTED TREE. THE MULCH
SHALL BE PULLED BACK 4" FROM THE TRUNK OF THE TREE.

8. TREE PITS SHALL BE TESTED FOR WATER PERCOLATION. IF WATER DOES NOT DRAIN OUT OF TREE PIT
WITHIN 24-HOURS, THE TREE SHALL BE MOVED OR DRAINAGE SHALL BE PROVIDED.

9. ALL BEDS TO HAVE 3" OF COMPOSTED SOIL, LIVING EARTH TECHNOLOGY, OR APPROVED EQUAL
TILLED AND TURNED TO A DEPTH OF 8" MINIMUM.

10. ALL PLANT BEDS SHALL BE TOP-DRESSED WITH A MINIMUM OF 3 INCHES OF HARDWOOD MULCH.
11. NATIVE SITE TOPSOIL IS TO BE PROTECTED FROM EROSION OR STOCKPILED.  NATIVE SITE TOPSOIL

SHALL BE LABORATORY TESTED BY AND ACCREDITED LABORATORY AND AMENDED PER SAID
LABORATORY'S RECOMMENDATIONS.

IRRIGATION STANDARDS:
1. ANY CHANGES TO THESE APPROVED IRRIGATION DRAWINGS SHALL BE AUTHORIZED BY THE CITY.
2. CONTACT DEVELOPMENT SERVICES FOR AN IRRIGATION PERMIT PRIOR TO INSTALLING THE

IRRIGATION SYSTEM.
3. IRRIGATION OVER-SPRAY ON STREETS AND WALKS IS PROHIBITED.
4. MAINLINES, VALVES, OR CONTROL WIRES SHALL NOT BE LOCATED IN THE CITY'S ROW.
5. ET IRRIGATION CONTROLLERS SHALL BE PROGRAMMED AND ADJUSTED TO NOT EXCEED THE

LANDSCAPE WATER ALLOWANCE (LWA) PRIOR TO APPROVAL OF LANDSCAPE INSTALLATION.
6. VALVES SHALL BE LOCATED A MINIMUM OF (3') AWAY FROM STORM SEWERS, AND SANITARY SEWER

LINES AND 5 FEET FROM CITY FIRE HYDRANTS AND WATER VALVES.
7. THE BORE DEPTH UNDER STREETS, DRIVE AISLES, AND FIRE LANES SHALL PROVIDE (2') OF CLEARANCE

(MINIMUM).
8. IRRIGATION HEADS THAT RUN PARALLEL AND NEAR PUBLIC WATER AND SANITARY SEWER LINES;

SHALL BE FED FROM STUBBED LATERALS OR BULL-BEADS. A MINIMUM FIVE FOOT (5') SEPARATION IS
REQUIRED BETWEEN IRRIGATION MAIN LINES AND LATERALS THAT RUN PARALLEL TO PUBLIC WATER
AND SANITARY SEWER LINES.

9. NO VALVES, BACKFLOW PREVENTION ASSEMBLIES, QUICK COUPLERS ETC. SHALL BE LOCATED CLOSER
THAN 10' FROM THE CURB AT STREET OR DRIVE INTERSECTION.

MAINTENANCE STANDARDS:
1. THE OWNER SHALL BE RESPONSIBLE FOR THE ESTABLISHMENT, MAINTENANCE, AND VIGOR OF PLANT

MATERIAL IN ACCORDANCE WITH THE DESIGN INTENT AND AS APPROPRIATE FOR THE SEASON OF
THE YEAR.

2. LANDSCAPE AND OPEN AREAS SHALL BE FREE OF TRASH, LITTER AND WEEDS.
3. NO PLANT MATERIAL SHALL BE ALLOWED TO ENCROACH ON R.O.W., SIDEWALKS OR EASEMENTS TO

THE EXTENT THAT VISION OR ROUTE OF TRAVEL FOR VEHICULAR, PEDESTRIAN, OR BICYCLE TRAFFIC
IS IMPEDED.

4. TREE MAINTENANCE SHALL BE IN ACCORDANCE WITH THE STANDARDS OF THE INTERNATIONAL
SOCIETY OF ARBORICULTURE.

5. TREE STAKING MATERIALS, IF USED, SHALL BE REMOVED AFTER (1) GROWING SEASON, NO MORE
THAN (1) YEAR AFTER INSTALLATION (STEEL TREE STAKES, WIRES, AND HOSES ARE PROHIBITED).

TREE PROTECTION NOTES:
1. CONTACT DEVELOPMENT SERVICES FOR A TREE REMOVAL PERMIT PRIOR TO REMOVAL OR

TRANSPLANTING OF ANY TREES.
2. ALL TREES WHICH ARE TO REMAIN ON SITE SHALL BE PROTECTED WITH A (4') TALL BRIGHTLY

COLORED PLASTIC FENCE, OR SILT FENCE, PLACED AT THE DRIP LINE OF THE TREES.
3. PRIOR TO THE PRE-CONSTRUCTION MEETING OR OBTAINING A GRADING PERMIT, ALL TREE

MARKINGS AND PROTECTIVE FENCING SHALL BE INSTALLED BY THE OWNER AND BE INSPECTED BY
DEVELOPMENT SERVICES.

4. NO EQUIPMENT SHALL BE CLEANED, OR HARMFUL LIQUIDS DEPOSITED WITHIN THE LIMITS OF THE
ROOT ZONE OF TREES WHICH REMAIN ON SITE.

5. NO SIGNS, WIRES, OR OTHER ATTACHMENTS SHALL BE ATTACHED TO ANY TREE TO REMAIN ON SITE.
6. VEHICULAR AND CONSTRUCTION EQUIPMENT SHALL NOT PARK OR DRIVE WITHIN THE LIMITS OF THE

DRIP LINE.
7. GRADE CHANGES IN EXCESS OF 3 INCHES (CUT OR FILL) SHALL NOT BE ALLOWED WITHIN A ROOT

ZONE, UNLESS ADEQUATE TREE PRESERVATION METHODS ARE APPROVED BY THE CITY.
8. NO TRENCHING SHALL BE ALLOWED WITHIN THE DRIP-LINE OF A TREE, UNLESS APPROVED BY THE

CITY.
9. ALL REMOVED TREES SHALL BE CHIPPED AND USED FOR MULCH ON SITE OR HAULED OFF-SITE.
10. ALL TREE MAINTENANCE TECHNIQUES SHALL BE IN CONFORMANCE WITH INDUSTRY IDENTIFIED

STANDARDS. IMPROPER OR MALICIOUS PRUNING TECHNIQUES ARE STRICTLY PROHIBITED.
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October 27, 2022

LANDSCAPE PROVIDED

MINIMUM TEN (10) FOOT LANDSCAPE BUFFER PROVIDED

1 - 4" CAL. CANOPY TREE & 1 ACCENT TREE / 50 LF OF LINEAR FRONTAGE
576 LF OF FRONTAGE / 50 LF = 12 - 4" CAL. TREES & 12 ACCENT TREES REQUIRED.
PROVIDED: 12 - 4" CALIPER CANOPY TREES & 13 ACCENT TREES PROVIDED 

HENRY M. CHANDLER DR.

TREE MITIGATION

191.5 CAL. INCHES REMOVED

43 - 4" CAL. CANOPY TREES & 13 - 2" CAL. ACCENT TREES = 198 CAL. INCHES REPLACED.

PLANT LIST

KEY
ESTIMATED
QUANTITY COMMON NAME SCIENTIFIC NAME SIZE SPACING REMARKS

LO 13 LIVE OAK QUERCUS VIRGINIANA 4" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM BRANCHING
HEIGHT AT 6'-0"; MINIMUM 10'-0" OVERALL HEIGHT.

SO 11 SHUMARD OAK QUERCUS SHUMARDII 4" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM BRANCHING
HEIGHT AT 6'-0"; MINIMUM 10'-0" OVERALL HEIGHT.

BO 8 BUR OAK QUERCUS MACROCARPA 4" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM BRANCHING
HEIGHT AT 6'-0"; MINIMUM 10'-0" OVERALL HEIGHT.

CE 11 CEDAR ELM ULMUS CRASSIFOLIA 4" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM BRANCHING
HEIGHT AT 6'-0"; MINIMUM 10'-0" OVERALL HEIGHT.

DW 7 DESERT WILLOW CHILOPSIS LINEARIS 2" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM 8'-0"
OVERALL HEIGHT.

RB 6 TEXAS REDBUD
CERCIS CANADENSIS VAR.
TEXENSIS

2" CALIPER AS SHOWN
NURSERY GROWN; FULL HEAD; MINIMUM 8'-0"
OVERALL HEIGHT.

14 TEXAS SAGE LEUCOPHYLLUM FRUTESCENS 7 GALLON 48" O.C. CONTAINER GROWN; FULL PLANT.

4 SUNSHINE LIGUSTRUM LIGUSTRUM SINENSE 'SUNSHINE' 3 GALLON 36" O.C. CONTAINER GROWN; FULL PLANT.

75 LIRIOPE GRASS LIRIOPE MUSCARI 1 GALLON 18" O.C. CONTAINER GROWN; FULL PLANT.

114 ANNUAL COLOR TO BE SELECTED BY OWNER 4" POT 8" O.C. CONTAINER GROWN; FULL PLANT.

104,914 COMMON BERMUDA GRASS CYNODON DACTYLON
SQUARE

FEET
SOLID SOD MINIMUM 100% COVERAGE ALL AREAS SHOWN

NOT TO SCALE

TYPICAL TREE PLANTING

SECTION

DO NOT CUT
CENTRAL LEADER

FINISH GRADE

TRUNK FLARE SHALL
REMAIN VISIBLE

TOP OF ROOTBALL
AT THE SURFACE

BLACK, 1/2" WIDE
NYLON TAPE

REMOVE BURLAP FROM TOP
HALF OF ROOT BALL

MULCH LAYER AS SPECIFIED

4" EARTHEN WATERING RING

MINIMUM 2"x2"x36" WOOD
STAKE.  POSITION TO
SECURELY STABILIZE TREE.
PROVIDE (3) TOTAL ON EACH
TREE.

PLANTING MIX AS SPECIFIED

UNDISTURBED NATIVE SOILROOT
BALL

2X ROOT BALL

1

NOTE:
1. TRIANGULAR SPACING IS PREFERRED.

USE SQUARE SPACING ONLY IN SMALL
RECTILINEAR AREAS.

2. "D" EQUALS THE SPACING DISTANCE AS
SPECIFIED ON THE PLANT LEGEND.

SPACING AS SHOWN
ON PLANT LIST

1/2 SPACING AS SHOWN
ON PLANT LIST

CONCRETE SIDEWALK

SQUARE SPACING TRIANGULAR SPACING

NOT TO SCALE

TYPICAL SHRUB AND GROUNDCOVER PLANTING

PLAN/SECTION

D

D

D

D

D

UNDISTURBED NATIVE
SOIL

PLANTING MIX AS
SPECIFIED

CONCRETE SIDEWALK

PLANTING MIX AS
SPECIFIED

SPACING AS SHOWN
ON PLANT LIST

MULCH LAYER AS SPECIFIED

TOP OF ROOTBALL
SHALL BE 1-2" HIGHER THAN

FINISH GRADE WHEN PLANTED

REMOVE ALL LABELS AND TAGS

REMOVE CONTAINER AND
PRUNE ANY CIRCLING ROOT

TOP OF MULCH SHALL BE
1/2" BELOW SIDEWALK

1/2 ROOTBALL DIAMETER

2

MAX. 1" DOWN

PLANTING MIX
AS SPECIFIED

MULCH LAYER AS SPECIFIED

TAPER PLANTING BED DOWN
TO TOP OF EDGING

PLASTIC EDGING STAKES @ 3'-0" O.C. MAX. WITH PLATED
DECK SCREWS FOR ATTACHMENT, LOCATE ON
PLANTING SIDE OF EDGE

4" BENDA BOARD EDGING AS SPECIFIED

NOT TO SCALE

TYPICAL BED EDGING DETAIL

SECTION

4
"

FINISH
GRADE

3

NOTE:
ALL COMMON AREAS WILL RECEIVE PERMANENT
UNDERGROUND IRRIGATION SYSTEM.

NOTE:
ALL GROUND-MOUNTED MECHANGICAL
EQUIPMENT WILL BE SCREEND WITH
EVERGREEN SHRUBS A MINIMUM OF 36" HT. AT
TIME OF PLANTING.
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APPROVED:

I hereby certify that the above and foregoing site plan for a development in the

City of Rockwall, Texas, was approved by the Planning & Zoning

Commission of the City of Rockwall on the        day of               ,            .

WITNESS OUR HANDS, this        day of                ,             .

   ________________________________                     _______________________________

   Planning & Zoning Commission, Chairman                                       Director of Planning and Zoning



PROJECT COMMENTS
CITY OF ROCKWALL
385 S. GOLIAD STREET

ROCKWALL, TEXAS 75087

PHONE: (972) 771-7700

DATE: 6/22/2023

PROJECT NUMBER:

PROJECT NAME:

SITE ADDRESS/LOCATIONS:

CASE CAPTION: Discuss and consider a request by Matthew J. Peterson of DB Constructors, Inc. on behalf of Jeff Fleming for the approval of a Site 

Plan for a New and/or Used Indoor Motor Vehicle Dealership/Showroom on a 1.99- acre portion of a larger 3.853-acre tract of land 

identified as Tract 2-09 of the J. A. Ramsey Survey, Abstract No. 186, City of Rockwall, Rockwall County, Texas, zoned Planned 

Development 46 (PD-46) District for Commercial (C) District land uses, situated within the SH-276 Overlay (SH-276 OV) District, 

generally located on the southside of Springer Road east of the intersection of Springer Road and Corporate Crossing, and take any 

action necessary.

SP2023-021

Site Plan for Corporate Crossing

3101 SPRINGER RD

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

PLANNING Henry Lee Needs Review

06/22/2023:  Please address the following comments (M= Mandatory Comments; I = Informational Comments)

I.1 This is a request by Matthew J. Peterson of DB Constructors, Inc. on behalf of Jeff Fleming for the approval of a Site Plan for a New and/or Used Indoor Motor Vehicle

Dealership/Showroom on a 1.99- acre portion of a larger 3.853-acre tract of land identified as Tract 2-09 of the J. A. Ramsey Survey, Abstract No. 186, City of Rockwall, Rockwall

County, Texas, zoned Planned Development 46 (PD-46) District for Commercial (C) District land uses, situated within the SH-276 Overlay (SH-276 OV) District, generally located on

the southside of Springer Road east of the intersection of Springer Road and Corporate Crossing.

I.2 For questions or comments concerning this case please contact Henry Lee in the Planning Department at (972) 772-6434 or email hlee@rockwall.com.

M.3 For reference, include the case number (SP2023-021) in the lower right-hand corner of all pages of all revised plan submittals. (Subsection 01.02(D), Article 11, Unified

Development Code [UDC])

M.4 Please remove all proposed signage from the site plan. All signage will be covered by a separate permit. (Subsection 06.02. F, of Article 05, UDC)

I.5 The subject property will be required to be Final Plat, to establish the new lot lines and new easements.

M.6 A Material Sample Board must be provided by the June 27, 2023 Architecture Review Board (ARB) meeting. (Subsection 03.04. A, of Article 11, UDC)

M.7 Provide the standard signature block with signature space for the Planning and Zoning Chairman and the Planning Director on all pages of the plans. Also remove the red

placeholder text from the signature block. (Subsection 03.04. A, of Article 11, UDC)

APPROVED:

I hereby certify that the above and foregoing site plan for a development in the City of Rockwall, Texas, was approved by the Planning & Zoning Commission of the City of Rockwall 

on the ____ day of __________, _____. 

WITNESS OUR HANDS, this _____ day of __________, ______. 

06/22/2023

PROJECT COMMENTS: SP2023-021: Site Plan for Corporate Crossing PAGE| 1



__________________________________ ______________________________

Planning & Zoning Commission, Chairman Director of Planning and Zoning

M.8 Site Plan:

(1) Please remove the ‘Per Plat’ language from the fire lanes. (Subsection 03.04. B, of Article 11, UDC)

(2) The dimension of a typical parking space is 9’x20’. Please correct the parking spaces to reflect this. (Engineering Standards of Design and Construction)

(3) Is there and existing or proposed fencing. If so, please indicate the location, height, and material. (Subsection 08.02. F, of Article 08, UDC)

(4) All pad mounted equipment must be screened with 5-gallon evergreen shrubs. (Subsection 01.05. C, of Article 05, UDC)

(5) RTUs must be fully screened by an enclosed parapet system (i.e. the parapet must go all around the building). (Subsection 01.05. C, of Article 05, UDC)

(6) Please provide a dumpster detail that addresses the dumpster enclosure requirements, which are as follows. Trash/Recycling enclosures shall be four (4) sided. These 

receptacles shall be screened by a minimum eight (8) foot, solid masonry dumpster enclosure that utilizes the same masonry materials as the primary building and incorporates 

an opaque, self-latching gate. The enclosure must have 5-gallon evergreen shrubs planted around it. (Subsection 01.05. B, of Article 05, UDC)

(7) Please expand the landscape screening for the south and east roll up doors, and provide shrubs adjacent to the building next to the east roll up door. (Subsection 01.05. A, of 

Article 05, UDC)

M.9 Landscape Plan:

(1) Please delineate the landscape buffer along Springer Road. (Subsection 05.01, of Article 08, UDC)

(2) A row of canopy trees must be provided at the rear of the property. (Subsection 06.02, of Article 05, UDC)

(3) Please indicate the visibility triangles for all driveways. (Subsection 01.08, of Article 05, UDC)

M.10 Photometric Plan:

(1) Provide the same site data information required in Section 2.1 of the site plan checklist. (See Section 2.1 of the site plan checklist)

(2) No light pole, base or combination thereof shall exceed 20 feet. (Subsection 03.03. D, of Article 07, UDC)

M.11 Building Elevations:

(1) Exterior walls should consist of 90% masonry materials excluding doors and windows. This will be a variance. (Subsection 06.02. C, of Article 05, UDC)

(2) At least 20% natural or quarried stone shall be utilized on each façade. This will be a variance. (Subsection 06.02. C, of Article 05, UDC)

(3) Please remove the windows from the material percentages. Doors and windows do not count toward the total percentage. (Subsection 04.01, of Article 05, UDC)

(4) The use of tilt-wall is an exception. (Subsection 04.01, of Article 05, UDC)

(5) Please provide a note indicating the parapet will be enclosed (i.e. wraps around the building) and will be finished in the same material as the exterior facing material. 

(Subsection 04.01, of Article 05, UDC)

(6) Please indicate the parapet height on each side of the façade. (Subsection 04.01, of Article 05, UDC)

(7) Per the four (4) sided architecture requirements in the overlay district, each façade is a primary façade. Given this, the wall length requirement on the south and east façades 

do not meet the requirements (Wall Length = 3 x Building Height), and the wall projection requirement on the north façade does not meet the requirements (Wall Projection = 25% x 

Building Height). This will be variance to the primary articulation. (Subsection 04.01. C, of Article 05, UDC)

I.12 Staff has identified the following exception(s) and variance(s) associated with the proposed request: [1] 90% masonry, [2] 20% stone, [3] tilt wall, and [4] primary articulation. 

Should you decide to request these items as variance(s)/exception(s), please provide a letter that lists the variance(s)/exception(s), why they are being requested, and the 

subsequent compensatory measures. For each variance/exception requested the UDC requires two (2) compensatory measures (Subsection 09.01, of Article 11). Examples of 

compensatory measures include the increased use of masonry material or stone, increased articulation, increased architectural elements, more pedestrian amenity, larger 

landscape planting sizes, etc. 

I.13 Please note that failure to address all comments provided by staff by 3:00 PM on July 5, 2023 will result in the automatic denial of the case on the grounds of an incomplete 

submittal. No refund will be given for cases that are denied due to an incomplete submittal, and a new application and fee will be required to resubmit the case.

I.14 Staff has identified the aforementioned items necessary to continue the submittal process. Please make these revisions and corrections, and provide any additional 

information that is requested. Revisions for this case will be due on July 5, 2023; however, it is encouraged for applicants to submit revisions as soon as possible to give staff 

ample time to review the case prior to the July 11, 2023 Planning & Zoning Meeting.
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I.15 Please note the scheduled meetings for this case: 

1) Planning & Zoning Work Session meeting will be held on June 27, 2023. 

2) Planning & Zoning meeting/public hearing meeting will be held on July 11, 2023. 

I.16 All meetings will be held in person and in the City’s Council Chambers. All meetings listed above are scheduled to begin at 6:00 p.m. (P&Z). The City prefers that a 

representative(s) be present for these meetings. During the upcoming work session meeting with the Planning and Zoning Commission, representative(s) are expected to present 

their case and answer any questions the Planning Commission may have regarding this request.

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

ENGINEERING Sarah Johnston Needs Review

06/22/2023:  - All water lines are public and need to be centered in a 20' easement.

- Parking must be 20'x9' if you have wheel stops installed.

- add note for each paving design "min 6.5 sack mix"

- Min 8" lead for over 50' fire hydrant

- Check with fire marshal regarding if this fire hydrant is needed since you are fire sprinkling the building. The fire hydrant coverage is different.

The following items are informational for the engineering design process.

General Items:

- Must meet City Standards of Design and Construction

- 4% Engineering Inspection Fees

- Impact Fees

- Minimum easement width is 20' for new easements. No structures or overhangs allowed in easements.

- Retaining walls 3' and over must be engineered.

- All retaining walls must be rock or stone face. No smooth concrete walls.

- Must plat the property. Remaining tract must be platted as well. 

Roadway Paving Items:

- Driveways have a minimum separation of 100' 

- Parking to be 20'x9'.  

- No dead-end parking allowed, must have a City approved turnaround. 

- Drive isles to be 24' wide.

- Fire lane to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 

- Fire lane to be in a platted easement. 

- Must build 5' wide sidewalk along Springer Road. 

- Springer Road pro-rata $11.47/lf of frontage. 

Water and Wastewater Items:

-  Show existing/proposed utility lines (Water, Sewer, etc.)

- Any water lines must be a minimum of 8", looped, and must be centered in a 20' wide easement. (Meet City of Rockwall Standards of Design and Construction)

- Water lines must have 10' separation from all other utilities.

- Water line crossings of Springer Road must be by bore. Open cut not allowed.

- One fire hydrant will be needed. Additional hydrants may be needed based on site layout. .

Fences and signs may not be within easements.

- Sewer connection will need to be at a manhole, a new manhole may be required. 

- Sewer pro-rata $981.51/acre

- Springer Sewer pro-rata $21/lf of frontage. 

06/22/2023
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Drainage Items:

- Detention is required. Runoff coefficient calculated based on zoning. Detention pond must be platted in a drainage easement.

- No vertical walls in detention area. 4:1 max slope on sides of detention

- Dumpster areas to drain to oil/water separator and then to the storm lines. 

- Trash rack required at detention pond outfall.

Landscaping:

- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.

- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

BUILDING Craig Foshee Approved w/ Comments

06/22/2023:  DUMPSTER ENCLOSURE DETAIL AND SITE PLAN NEEDS TO SHOW THE INLET DRAIN AND SPECIFIY SIZE AND LOCATION OF THE OIL/WATER SEPARATOR 

BEFORE DISCHARGING TO THE STORM DRAIN LINE

06/22/2023

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

FIRE Henry Lee N/A

 No Comments

06/22/2023

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

GIS Lance Singleton Approved w/ Comments

06/19/2023:  Address will be 3101 SPRINGER RD, ROCKWALL, TX 75032

06/19/2023

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

POLICE Henry Lee N/A

 No Comments

06/22/2023

DEPARTMENT REVIEWER STATUS OF PROJECTDATE OF REVIEW

PARKS Travis Sales Approved

 No Comments

06/19/2023
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SJohnston
Text Box
General Items:
- Must meet City Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees
- Minimum easement width is 20' for new easements. No structures or overhangs allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls must be rock or stone face. No smooth concrete walls.
- Must plat the property. Remaining tract must be platted as well. 

Roadway Paving Items:
- Driveways have a minimum separation of 100' 
- Parking to be 20'x9'.  
- No dead-end parking allowed, must have a City approved turnaround. 
- Drive isles to be 24' wide.
- Fire lane to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 
- Fire lane to be in a platted easement. 
- Must build 5' wide sidewalk along Springer Road. 
- Springer Road pro-rata $11.47/lf of frontage. 

Water and Wastewater Items:
-  Show existing/proposed utility lines (Water, Sewer, etc.)
- Any water lines must be a minimum of 8", looped, and must be centered in a 20' wide easement. (Meet City of Rockwall Standards of Design and Construction)
- Water lines must have 10' separation from all other utilities.
- Water line crossings of Springer Road must be by bore. Open cut not allowed.
- One fire hydrant will be needed. Additional hydrants may be needed based on site layout. .
Fences and signs may not be within easements.
- Sewer connection will need to be at a manhole, a new manhole may be required. 
- Sewer pro-rata $981.51/acre
- Springer Sewer pro-rata $21/lf of frontage. 

Drainage Items:
- Detention is required. Runoff coefficient calculated based on zoning. Detention pond must be platted in a drainage easement.
- No vertical walls in detention area. 4:1 max slope on sides of detention
- Dumpster areas to drain to oil/water separator and then to the storm lines. 
- Trash rack required at detention pond outfall.

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

awilliams
Cloud+

awilliams
Cloud+
Must be 20'x9' if you have wheel stops installed

awilliams
Callout
add note for each paving design "min 6.5 sack mix"

awilliams
Callout
Min 8" lead for over 50'

awilliams
Callout
All water lines are public and need to be centered in a 20' easement

awilliams
Text Box
x


awilliams
Text Box
x


awilliams
Text Box
x


awilliams
Text Box
x


awilliams
Text Box
No sand allowed

awilliams
Callout
Check with fire marshal regarding if this fire hydrant is needed since you are fire sprinkling the building. The fire hydrant coverage is different.
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