
ARCHITECTURAL REVIEW BOARD MEETING: OCTOBER 15, 2024 

AGENDA   

NOTES ABOUT PUBLIC PARTICIPATION = RED 

 
(I) CALL TO ORDER  

 

(II) OPEN FORUM 
 

This is a time for anyone to address the Architectural Review Board (ARB) on any topic.  Per the policies of the City of Rockwall, public 
comments are limited to three (3) minutes out of respect for the time of other citizens.  On topics raised during the OPEN FORUM, please 
know that the Architectural Review Board (ARB) is not permitted to respond to your comments during the meeting per the Texas Open 
Meetings Act. 
 

(III) ACTION AGENDA 
 

(1) SP2024-040 (HENRY LEE) 
Discuss and consider a request by Mckenzie Joseck of BGE, Inc. on behalf of Shawn Valk of Saro Partners, LLC for the approval of a 
Site Plan for two (2) Office Buildings on a 2.72-acre tract of land identified as Tract 26-4 of the W. W. Ford Survey, Abstract No. 80, City 
of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, addressed as 5543 Horizon Road [FM-3097], and take any action 
necessary. 
 

(IV) ADJOURNMENT  
 

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters listed 
on the agenda above, as authorized by Texas Government Code §551.071 (Consultation with City Attorney). 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must be 
made 48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, in a 
place readily accessible to the general public at all times, on October 11, 2024 prior to 5:00 PM, and remained so posted for at least 72 continuous 
hours preceding the scheduled time of said meeting. 

ARCHITECTURAL REVIEW BOARD MEETING 
CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS 
OCTOBER 15, 2024 IN THE CITY COUNCIL CONFERENCE ROOM AT 5:00 PM 
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CITY OF ROCKWALL 
PLANNING AND ZONING COMMISSION CASE MEMO 
 

PLANNING AND ZONING DEPARTMENT 

385 S. GOLIAD STREET • ROCKWALL, TX 75087 
PHONE: (972) 771-7745 • EMAIL: PLANNING@ROCKWALL.COM 

 

 

TO: Planning and Zoning Commission 
 

DATE: October 15, 2024 
 

APPLICANT: McKenzie Joseck, BGE, Inc. 
 

CASE NUMBER: SP2024-040; Site Plan for 5543 Horizon Road 
 

 

SUMMARY 
 
Discuss and consider a request by Mckenzie Joseck of BGE, Inc. on behalf of Shawn Valk of Saro Partners, LLC for the 
approval of a Site Plan for two (2) Office Buildings on a 2.72-acre tract of land identified as Tract 26-4 of the W. W. Ford 
Survey, Abstract No. 80, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, addressed as 5543 
Horizon Road [FM-3097], and take any action necessary. 
 
BACKGROUND 
 
The subject property was annexed into the City of Rockwall on May 17, 2004 by Ordinance No. 04-34 [Case No. A2004-001]. 
On September 7, 2004, the City Council approved a zoning case [Case No. Z2004-027; Ordinance No. 04-50] to rezone the 
subject property from Agricultural (AG) District to Commercial (C) District. According to the Rockwall Central Appraisal District 
(RCAD) there is an 84 SF storage building, and a 250 SF shed located on the subject property, both constructed in 2009.  
 
PURPOSE 
 
On September 13, 2024, the applicant -- McKenzie Joseck of BGE, Inc. -- submitted an application requesting the approval of 
a Site Plan for the purpose of constructing an Office Building and a Gym on the subject property. 
 
ADJACENT LAND USES AND ACCESS 
 
The subject property is addressed as 5543 Horizon Road. The land uses adjacent to the subject property are as follows: 

 
North: Directly north of the subject property are two (2) tracts of land (i.e. Tracts 20-01 & 20-02 of the W. W. Ford 

Survey, Abstract No. 80), one (1) developed with a single-family home (i.e. 289 County Line Road), and one (1) 
developed with several Commercial (C) District land uses. Beyond this is County Line Road, which is identified as 
a Minor Collector on the Master Thoroughfare Plan contained in the OURHometown Vision 2040 Comprehensive 
Plan 

 
South: Directly south of the subject property is Horizon Road [FM-3097], which is identified as a A4D (i.e. major arterial, 

four [4] lane, divided roadway) on the Master Thoroughfare Plan contained in the OURHometown Vision 2040 
Comprehensive Plan. Beyond this is the City of Rockwall Corporate City Limit. 

 
East: Directly east of the subject property is a 4.97-acre tract of land (i.e. Tract 26 of the W. W. Ford Survey, Abstract 

No. 80), developed with a Mini-Warehouse Facility. Beyond this are two (2) parcels of land (i.e. Lots 1-2 of the 
Rainbow Acres Addition) developed with single-family homes. Following this is a 3.466-acre parcel of land (i.e. 
Lot 1, Block A, Patriot Paws Addition) developed with Commercial (C) District land use (i.e. Patriot Paws). All of 
these properties are zoned Commercial (C) District. 

 
West: Directly west of the subject property is Horizon Road [FM-3097], which is identified as a A4D (i.e. major arterial, 

four [4] lane, divided roadway) on the Master Thoroughfare Plan contained in the OURHometown Vision 2040 
Comprehensive Plan. Beyond this is a vacant 39.347-acre tract of land (i.e. Tract 93-01 of the E. Teal Survey, 
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Abstract No. 207) zoned Agricultural (AG) District. Following this is a 5.68-acre tract of land (i.e. Tract 3-1 of the 
E. Teal Survey, Abstract No. 207) established as a North Texas Municipal Water District property. 

 
DENSITY AND DIMENSIONAL REQUIREMENTS 
 
According to Section 01, Land Use Schedule, of Article 04, Permissible Uses, of the Unified Development Code (UDC), an 
Office Building and a Gym are permitted by-right land uses in a Commercial (C) District. The submitted site plan, landscape 
plan, treescape plan, photometric plan, and building elevations generally conform to the technical requirements contained 
within the Unified Development Code (UDC) for a property located within a Commercial (C) District with the exception of the 
items noted in the Variances and Exceptions Requested by the Applicant section of this case memo.  A summary of the 
density and dimensional requirements for the subject property are as follows: 
 
Ordinance Provisions Zoning District Standards Conformance to the Standards 

Minimum Lot Area 10,000 SF X=2.7391 acres; In Conformance 

Minimum Lot Frontage  60-Feet X= 234.38-feet; In Conformance 

Minimum Lot Depth 100-Feet X=501.75-feet; In Conformance 

Minimum Front Yard Setback 15-Feet X>15-feet; In Conformance 

Minimum Rear Yard Setback  10-Feet X>10-feet; In Conformance 

Minimum Side Yard Setback 20-Feet X>20-feet; In Conformance 

Maximum Building Height 60-Feet X=30-feet; In Conformance 

Max Building/Lot Coverage 60% X=41.74%; In Conformance 

Minimum Number of Parking Spaces 
1 Parking Space/300 SF (Office) 
1 Parking Space/200 SF (Gym) 

Total: 112 Parking Spaces 
X=115; In Conformance 

Minimum Landscaping Percentage 20% X=29%; In Conformance 

Maximum Impervious Coverage 85-90% X=71%; In Conformance 

 
TREESCAPE PLAN 
 
The treescape plan provided by the applicant indicates a total of 15 caliper inches will be removed from the site during 
construction. Based on the landscape requirements, the applicant is providing 132 caliper inches of canopy trees on site, 
which will satisfy the required tree mitigation. 
 
CONFORMANCE WITH THE CITY’S CODES 
 
The applicant is requesting to construct an Office Building on the subject property. According to Subsection 02.02(D)(2), Office 
and Professional Uses, of Article 13, Definitions, of the Unified Development Code (UDC), an Office Building is defined as a 
“…(a) facility that provides executive, management, administrative, or professional services … but not involving the sale of 
merchandise except as incidental to a permitted use...” In addition, Subsection 02.02(E)(9), Recreation, Entertainment and 
Amusement Land Uses, of Article 13, Definitions, of the Unified Development Code (UDC), a Gym is defined as a “… public or 
private facility operated to promote physical health and fitness. Activities may include exercise, physical therapy, training, and 
education pertaining to health and fitness. Uses or combinations of uses or facilities would typically include -- but are not 
limited to -- game courts, weight lifting and exercise equipment, aerobics, swimming pools and spas, and running or jogging 
tracks.” In this case, the applicant’s request for an Office Building and Gym is permitted by right according to Section 01, Land 
Use Schedule, of Article 04, Permissible Uses, of the Unified Development Code (UDC).  
 
According to Subsection 01.06, Residential Adjacency Standards, of Article 05, District Development Standards, of the Unified 
Development Code (UDC), “(a)ny non-residential or multi-family land use or parking area that has a side or rear contiguous to 
any residentially zoned or used property shall be screened with a masonry fence a minimum of six (6) feet in height with 
canopy trees planted on 20-foot centers...” In addition, “(a)s an alternative, the Planning and Zoning Commission may approve 
an alternative screening method that incorporates a wrought iron fence and three (3) tiered screening (i.e. [1] small to mid-
sized shrubs, large shrubs or accent trees, and canopy trees or [2] evergreen trees and canopy trees) along the entire length 
of the adjacency…” In this case, the applicant is proposing an alternative screening method that incorporates the three (3) 
tiered landscaping as mid-sized shrubs, large shrubs, and canopy trees; however, the applicant is not providing the wrought 
iron fence. The proposed screening represents an exception to the Unified Development Code (UDC), and the Planning and 
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FIGURE 1. AERIAL OF SHARED PROPERTY LINE BETWEEN 
THE SUBJECT PROPERTY AND THE RESIDENTIALLY USED 
PROPERTY. 

Zoning Commission must include this item with their motion. The proposed site plan also generally conforms to the 
requirements of the General Commercial District Standards as stipulated by Article 05, District Development Standards, of the 
Unified Development Code (UDC), with the exception of the exception being requested as outlined in the Variances and 
Exceptions Requested by the Applicant section of this case memo. 
 
VARIANCES AND EXCEPTIONS BY THE APPLICANT 
 
As stated above, the applicant’s request conforms to the majority of the City’s codes; however, staff has identified the 
following exceptions:  
 
(1) Building Standards. According to Subsection 04.01(C), General Commercial District Standards, of Article 05, District 

Development Standards, of the UDC, all buildings are required to meet the primary and secondary articulation standards 
as described and depicted in Figure 7: Commercial Building Articulation Standards, contained in Article 05, of the UDC. In 
this case, both of the applicant’s buildings do not comply with the primary and secondary articulation standards. This will 
require an exception from the Planning and Zoning Commission. 

 
(2) Residential Adjacency. According to Subsection 01.06, Residential Adjacency Standards, of Article 05, District 

Development Standards, of the Unified Development Code (UDC), “(a)ny non-residential or multi-family land use or 
parking area that has a side or rear contiguous to any residentially zoned or used property shall be screened with a 
masonry fence a minimum of six (6) feet in height with canopy trees planted on 20-foot centers...” In addition, “(a)s an 
alternative, the Planning and Zoning Commission may approve an alternative screening method that incorporates a 
wrought iron fence and three (3) tiered screening (i.e. [1] small to mid-sized shrubs, large shrubs or accent trees, and 
canopy trees or [2] evergreen trees and canopy trees) along the entire length of the adjacency…” In this case, the 
applicant is proposing an alternative screening method that incorporates the three (3) tiered landscaping, without the 
wrought iron fence. This will require an exception from the Planning and Zoning Commission. 

 
According to Subsection 09, Exceptions and Variances, of Article 11, Development Applications and Review Procedures, of 
the Unified Development Code (UDC), an applicant may request the Planning and Zoning Commission grant variances and 
exceptions to the provisions contained in the Unified Development Code (UDC), where unique or extraordinary conditions 
exist or where strict adherence to the technical requirements of the Unified Development Code would create an undue 
hardship. In addition, the code requires that the applicant provide compensatory measures that directly offset the requested 
variances and exceptions. At this time, the applicant is not proposing any compensatory measures. That being said, the 
applicant’s letter details that there is an existing row of trees 
between the subject property and the residentially used 
property, and in order to install the required wrought iron fence 
this row of trees would need to be removed. The applicant 
believes that “…it is in the best interest of both the current 
residents and our Client to preserve the existing trees instead 
of installing an open metal fence in this instance.” Staff should 
note that based on the provided treescape plan only one (1) 
tree greater than four (4) caliper inches is located on the 
subject property along this shared property line, which can be 
seen in the Figure 1. Given this, the request to keep the 
existing trees in lieu of the required wrought iron fence does 
not appear to offset requested exception to the Residential 
Adjacency Standards. Requests for exceptions and variances 
to the Unified Development Code (UDC) are discretionary 
decisions for the Planning and Zoning Commission. Staff 
should note that a supermajority vote (e.g. six [6] out of the 
seven [7] commissioners) -- with a minimum of four (4) votes in 
the affirmative -- is required for the approval of a variance or 
exception. 
 
 
 

SUBJECT PROPERTY 

RESIDENCE 
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CONFORMANCE WITH OURHOMETOWN VISION 2040 COMPREHENSIVE PLAN 
 
According to the Land Use Plan contained in the OURHometown Vision 2040 Comprehensive Plan, the subject property is 
located within the Southwest Residential District and is designated for Commercial/Retail land uses. The District Strategies for 
the Southwest Residential District designate the subject property as a Transitional Area or an area “…currently transitioning 
from interim land uses and building types to more permanent structures with conforming land uses. These areas should be 
given special consideration with regard to requests that further the establishment of uses and structures that will improve the 
property values of the adjacent properties …” In this case, the proposed site plan would establish a development with 
conforming land uses (i.e. Office Building and Gym) and remove two (2) non-conforming accessory buildings. According to 
Goal 03, Visual Impacts, Policy 4, of Chapter 09, Non-Residential, of the OURHometown Vision 2040 Comprehensive Plan, 
“(l)ong, blank wall facades on all nonresidential buildings should be subdivided with vertical breaks -- or “articulated” in 
architectural terms…” In this case, the applicant is requesting an exception to the articulation requirements; however, as a 
compensatory measure the applicant is providing stone on the building in amounts of 6.75%-32.17% depending on the 
façade. The addition of stone brings the proposed building closer in line with Goal 04, Commercial Building Design, of Chapter 
09, Non-Residential, of the OURHometown Vision 2040 Comprehensive Plan, which states that “(a)ll non-residential buildings 
should … incorporate high quality materials…” With all that being said, the applicant’s request appears to generally conform 
with the OURHometown Vision 2040 Comprehensive Plan. 
 
ARCHITECTURAL REVIEW BOARD (ARB) RECOMMENDATION 
 
On September 24, 2024, the Architecture Review Board (ARB) reviewed the proposed building elevations and recommended 
that the applicant provide stone in lieu of the dark grey stucco, finish the backsides of the parapets, provide a new material 
sample board, provide an exhibit of the awning projections and articulation, and remove the signage from the building 
elevations. The Architecture Review Board (ARB) will review the updated elevations at the October 15, 2024 meeting. 
 
CONDITIONS OF APPROVAL 
 
If the Planning and Zoning Commission chooses to approve the applicant’s Site Plan for the construction of an Office Building 
and Gym on the subject property, then staff would propose the following conditions of approval: 
 
(1) All staff comments provided by the Planning, Engineering and Fire Department must be addressed prior to the submittal 

of engineering plans; and,   
 

(2) The accessory buildings on the subject property must be removed during construction; and, 
 

(3) The dumpster enclosure must be faced in the same stone material as the primary structure; and, 
 

(4) Any construction resulting from the approval of this Site Plan shall conform to the requirements set forth by the Unified 
Development Code (UDC), the International Building Code (IBC), the Rockwall Municipal Code of Ordinances, city 
adopted engineering and fire codes and with all other applicable regulatory requirements administered and/or enforced by 
the state and federal government. 
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NOTES:
1. CONTRACTOR TO NOTIFY ENGINEER IF EXISTING CONDITIONS VARY

FROM THOSE SHOWN.
2. ALL WORK AND MATERIALS SHALL COMPLY WITH CITY AND COUNTY

REGULATIONS AS WELL AS O.S.H.A STANDARDS.
3. ALL DIMENSIONS ARE TO THE FACE OR CURB UNLESS OTHERWISE

NOTED.
4. ALL FIRE LANE RADII ARE 20-FEET MINIMUM.
5. ALL FIRE LANES ARE 24-FEET WIDE MINIMUM.
6. HANDICAP PARKING AND MARKING SHALL BE IN ACCORDANCE WITH

ADA STANDARDS.
7. REFER TO CITY OF ROCKWALL CONSTRUCTION DETAILS AND

SPECIFICATIONS.
8. ALL SCREENING SHALL BE IN ACCORDANCE WITH CITY OF ROCKWALL

REQUIREMENTS.
9. CONTRACTOR TO COORDINATE WITH CITY TRAFFIC ENGINEER PRIOR

TO INSTALLING ROAD SIGNS OR PAVEMENT MARKINGS.
10. RETAINING WALLS 3' OR OVER WILL REQUIRE TO BE ENGINEERED.
11. ALL RETAINING WALLS (18' OR TALLER) MUST BE ROCK OR STONE

FACE. NO SMOOTH CONCRETE WALLS.
12. SHARED PARKING BETWEEN LOTS WILL BE DONE THROUGH A

SHARED PARKING AGREEMENT PRIOR TO THE ISSUANCE OF A
CERTIFICATE OF OCCUPANCY

13. NO OUTSIDE STORAGE OR ABOVE GROUND STORAGE TANKS SHALL
BE PRESENT ON SITE

KEY
TYP TYPICAL
BFR BARRIER FREE RAMP
FH FIRE HYDRANT
SSMH SEWER MANHOLE
LP LIGHT POLE

PP POWER POLE
ESMT EASEMENT

NUMBER OF PARKING SPACES
STMH STORM MANHOLE
WYE WYE INLET
FDC FIRE DEPARTMENT CONNECTION

EXISTING MANHOLE
EXISTING FIRE HYDRANT
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PROPOSED CURB INLET
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FIRE DEPARTMENT CONNECTION
PROPOSED FIRE HYDRANT ASSEMBLY

PROPOSED SANITARY SEWER MANHOLE
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PROPOSED IRRIGATION METER
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PROPOSED WATER LINE

CI CURB INLET

PROP. CONCRETE SIDEWALK (TYP.)

PROP. FIRE LANE, ACCESS & UTILITY ESMT.
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EXISTING WATER LINE
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#
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DIRECTION

LIGHT DUTY
PAVEMENT SECTIONLIGHT DUTY

6" REINFORCED PORTLAND
CEMENT CONCRETE, MIN.

COMPRESSIVE STRENGTH OF
3,600 PSI AT 28 DAYS

REINFORCED WITH #3 BARS
@ 24" O.C.E.W. WITH
CONSTRUCTION JOINTS NOT
TO EXCEED 15 FEET IN ANY
DIRECTION
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DENSITY. NO SAND ALLOWED.
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REVISIONS
REV NO. DATE DESCRIPTION

DESIGNED BY:

DATE:

PROJECT NUMBER:

2595 Dallas Parkway, Suite 101
BGE, Inc.

Frisco, TX 75034

TBPE Registration No. F-1046
Tel: 972-464-4800 ● www.bgeinc.com

Copyright  2020

CONTACT: 1-800-DIG-TESS
48 HOURS PRIOR TO CONSTRUCTION

CAUTION !!!

!!CAUTION !!
Contractor to Verify exact location & Depth of

Exist Facilities Prior to any Construction
Activities

MLJ

JM

OCTOBER 2024

C
IT

Y 
O

F 
R

O
C

KW
AL

L,
  R

O
C

KW
AL

L 
C

O
U

N
TY

, T
EX

AS

CHECKED BY:

SP2024-040

BG
E,

 IN
C

.

PL
AT

IN
U

M
 C

O
N

ST
R

U
C

TI
O

N

DEVELOPER
PLATINUM CONSTRUCTION
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ROCKWALL, TX 75032
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SEALED, SIGNED AND DATED.
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701 Kingshill Place, Carson, CA 90746
Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

KNUCKLE MOUNT (KM)
Die Cast Knuckle great for adjustable installation on 
2-3/8" OD vertical or horizontal tenon.
•	 Max Up-tilt of 90 degrees 
•	 Adjustable in 6 degree increments
•	 1.5G Vibration Rated per ANSI C136.31-2010

TRUNNION MOUNT (TM)

TENNIS ARM (TA)

Steel, bolt-on-mounting for adjustable installation 
with a maximum uplift of 90 degrees.
*Unpainted stainless steel is standard

Steel fitter slips over 3.5" x 1.5" rectangular arm. *See 
Tennis Arm Spec Sheet for details

2.5" 

5.33" 

(0-114° Tilt)

(90° Tilt)

MOUNTING OPTIONS
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PRODUCT SPECIFICATIONS

Powder Coat Finish
3-5 mil Powder Coat

Primer Layer
3-5 mil Zinc Rich Super 
Durable Polyester Primer

Prepared Casting
Chemically washed in multi Step 
5 stage cleaning process

Optic plate is clear anodized as standard. The optic plate can be 
powder coated to match the finish of the fixture.

An ANSI C136.41-2013 receptacle provides electrical and mechanical 
interconnection between photo control cell and luminaire. Dimming 
receptacle available two or four dimming contacts supports 0-10 
VDC dimming methods or Digital Addressable Lighting Interface 
(DALI), providing reliable power interconnect.

Bird Spikes offers effective and humane deterrent for larger bird 
species and provides cost-effective long-term solution to nuisance 
bird infestations and protect your property.

BIRD SPIKES (BS)

MARINE GRADE FINISH (MGF)

OPTIC PLATE PAINTED TO MATCH (OPP)

NEMA 7-PIN RECEPTACLE (PE7)

(OPP)

The (MGF) is a multi step process. Chemically 
washed in a 5 stage cleaning system.  
Pre-baked. Powder coated 3-5 mils of Zinc Rich 
Super Durable Polyester Primer. Oven Baked. Finished 
Powder Coating of Super Durable Polyester Powder 
Coat 3-5 mil thickness.
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701 Kingshill Place, Carson, CA 90746
Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

FSP-211
•	 �FSP-211 (FSP-X)—Passive infrared (PIR) sensor providing  

multi-level control based on motion/daylight contribution
•	 �All control parameters adjustable via wireless configuration remote  

storing and transmitting sensor profiles
•	 FSP-20 mounting heights 9-20 feet
•	 FSP-40 mounting heights 21-40 feet
•	 �Includes 5 dimming event cycles, 0-10V dimming with motion 

sensing, re-programmable in the field

Optional Cast Aluminum Bracket designed for quick 
mounting on Direct Square or Round Poles. Cleat 
mounts directly to pole for easily hung fixtures. Has 
a 2”x4” Drill Pattern.

7-Pin Receptacle and Electronic Twist Lock Photocell 
for dusk to dawn operation.

7-Pin Receptacle and Shorting Cap.

PHOTOCELL + RECEPTACLE (PCR)

RECEPTACLE + SHORTING CAP (PER)

FSP-211 WITH MOTION SENSOR (FSP-XX)

QUICK MOUNT BRACKET (QMB)

12
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PRODUCT SPECIFICATIONS

RPA4 / RPA5

RPA5 RPA4

HOUSE SIDE SHIELD
SHIELDS (HSS, AHS)—House Side Shield (HSS) is designed for 
full property line cut-off. 

When using round poles, specify Round Pole Adapter (RPA). 
Specify RPA4 when installing on 3”-4” round poles, and RPA5 
when installing on 5”-6” round poles.

Optional Cast Aluminum Bracket designed for quick mounting on 
Direct Square or Round Poles. Cleat mounts directly to pole for 
easily hung fixtures. Drill Pattern is adjustable from 2”x4” to 2”x6”.

SHIELDING OPTIONS (AHS) (HSS)

ROUND POLE ADAPTER OPTIONS (RPA4) (RPA5)

ROTATED OPTICS (ROL) (ROR)

RETROFIT MOUNT BRACKET (RQMB)

LEFT ROTATED OPTICS RIGHT ROTATED OPTICS

13
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Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

BLACK OPTIC FRAME
Optional Black Optic Frame. 
Standard is white.

BLACK HARDWARE
Optional black, zinc coated 
steel hardware.

2700K 70 CRI 3000K 70 CRI 3500K 80 CRI 4000K 70 CRI 5000K 70 CRIAMBER
585-600 nm

LED KELVIN RANGE
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Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

FSP-8

FSP-20

FSP-40

CONTROLS
•	 �DIMMING CONTROL (FSP)—Passive infrared (PIR) sensor providing multi-level 

control based on motion/daylight contribution
•	 �All control parameters adjustable via wireless configuration remote storing and 

transmitting sensor profiles
•	 FSP-8 mounting heights 8 feet and below
•	 FSP-20 mounting heights 9-20 feet
•	 FSP-40 mounting heights 21-40 feet
•	 �Includes 5 dimming event cycles, 0-10V dimming with motion sensing,  

re-programmable in the field

15
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LED WATTAGE CHART

16L 32L

400 milliamps 21w -

530 milliamps 29w -

700 milliamps 37w 71w

1000 milliamps - 100w

1050 milliamps 56w

1

KEY FEATURES
• �Ideal for Exterior Walls, Entryways, Pathways, New Construction 

and Renovation, Warehouse and Receiving Docks, Court Yards, 
and School Playgrounds

• ���Sleek Minimalistic Design of the the NV-W (up to 11,000 Lumens,  
12”W x 9”D x 5.5”H) Compliments the Design of the NV-W2 (up 
to 24,000 Lumens, 18”W x 9.38”D x 5”H)

• �Amber, 2700K, 3000K, 3500K, 4000K, 5000K CCT Multichip  
High Power 70 & 80 CRI LEDs

• �IP65 Rated Against Dust & Water Ingress, IK10 Rated for 
Tamper/ Vandalism/Impact Protection

• �20kA Surge Protection (120V - 480V) Cold Weather Integrated 
Battery Back-Up Safety Options

• �Silicone Optics providing 96% Clarity and Heat Resistant up to 
150°C

•� �9 Standard Finishes, Custom Finish and Marine Grade Finish 
Available

BUY AMERICAN
To ensure the latest BAA/TAA/BABA Standards are being met, 
please select BAA, TAA, or BABA in the options section. Please 
contact the factory before placing an order for any NLS products 
requesting BAA (Buy American Act), TAA (Trade American Act), or 
BABA (Build America, Buy America).

• �Controls Agnostic, Compatible with Most Control Systems and 
Sensors

• �Environmentally Friendly Product Which Reduces Energy 
Consumption, L70 > 100,000 hours

• �IDA qualified for 3000K CCT and Lower for Down-light 
Application, Reducing Light Pollution and Trespass

• �Buy America(n) Option Available, Quick Mount for Easy 
Installation

• �Cost Competitive and Short Shipping Lead Times in Days & 
Weeks

DESIGNPC7
Typewritten text
PLATINUM HORIZON

DESIGNPC7
Typewritten text
WA

DESIGNPC7
Typewritten text
CLI-NV-W-T4-16L-7-40K7-UNV-WM-XX-XX-XX
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Project Name: Type:

NV-W ORDERING GUIDE
Cat#

NV-W
(NV-W)

Mounting

Wall Mount
(WM)

Light Dist.

Type 2
 (T2)

Type 3
 (T3)

Type 4
 (T4)

Color

Bronze Textured
(BRZ)

White Textured
(WHT)

Smooth White Gloss 
(SWT)

Silver Metallic
(SVR)

Black Textured
(BLK)

Smooth Black Gloss
(SBK)

Graphite Textured
(GPH)

Grey Textured
(GRY)

Green Textured
(GRN)

Hunter Green Textured
(HGN)

Custom
(CS)

# of LEDs

16
(16L)

32
(32L)

Controls Options

Nema 7-Pin Receptacle
(PE7) 2

Button Photocell
(PC) 3

FSP-211 with Motion Sensor
(UNV Voltage)
 *8’ and Below

(FSP-8) 3

 *9’-20’’ Heights
(FSP-20) 3

Miliamps

400
(40)

530
(53)

700
(7)

1000
(1A) 5

1050
(1) 6

Options Lens Options

Marine Grade Finish
(MGF)

Vanity Plate 22”x16”
(VP)

Housing Extension
(HE)

Surge Protector
(20KA)

Emergency Battery 4W
(EM4) 2, 3, 4

Emergency Battery 8W
(EM8) 2, 3, 4

Emergency Cold Pk Battery 
14W

(EMCP) 2, 3, 4

Black Hardware
(BH)

Black Optic Frame
(BOF)

Buy American Act 
(BAA) 12

Trade Agreement Act
(TAA) 12

Build America  
Buy American 

(BABA) 12

Custom Controls  
Integration 

(CCI) 10

Glass Lens
(GL) 8, 15

HAL Lens
(HAL) 9, 15

Kelvin

Amber 585-600nM
(AMBER) 11, 13, 14

2700K, 70 CRI
(27K7) 7

2700K, 80 CRI
(27K8) 1, 7

3000K, 70 CRI
(30K7) 7

3000K, 80 CRI
(30K8) 1, 7

3500K, 80 CRI
(35K8)

4000K, 70 CRI
(40K7)

4000K, 80 CRI
(40K8) 1

5000K, 70 CRI
(50K7)

5000K, 80 CRI
(50K8) 1

Volts

120-277
(UNV)

347-480
(HV)

1.	 Consult Factory for Lead Time. Consult Factory for 90 CRI Requests
2.	 Requires Housing Extension
3.	 Universal Voltage 120-27
4.	 All Emergency Battery Options Certified CA Title 20
5.	 (1A) 32L only
6.	 (1) 16L only
7.	 �3000K or lower must be selected to meet International Dark Sky Association certification
8.	 Glass Lens: Low iron glass, fully tempered per ANSI C1047 
9.	 HAL Lens: Yellow Polycarbonate Lens – less than 2% Blue Light Content

10.	�Please contact Factory for Custom Control Integration requests (nLight, �NX, WaveLinx, 
Crestron, DMX/RDM, Synapse, Casambi, Dali II, Avi-On, or other control systems)

11.	Turtle Safe
12.	Consult factory for all BAA/TAA/BABA requests
13.	Consult Factory for Lead Time
14.	Not Available above 1000mA
15.	Contact Factory

NOTES:
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701 Kingshill Place, Carson, CA 90746
Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

TITLE

24
COMPLIANT

TITLE

24
COMPLIANT

 ELECTRICAL
• 120-277 Volts (UNV) or 347-480 Volts (HV)
• 0-10V dimming driver
• Driver power factor at maximum load is ≥ .95, THD maximum 
   load is 15%
• LED Drivers Ambient Temp. Min is -40°C and Ambient Temp. Max 
  ranges from 50°C to 55°C and, in some cases, even higher. Consult 
  the factory for revalidation by providing the fixture catalog string 
  before quoting and specifying it.
• All internal wiring UL certified for 600 VAC and 105°C
• All drivers, controls, and sensors housed in 
   enclosed IP66 compartment
• CRI 70, 80, 90
• Color temperatures: 2700K, 3000K, 3500K, 4000K, 5000K

CONSTRUCTION
• Die Cast Aluminum
• Internal cooling fins
• Corrosion resistant external hardware
• One-piece silicone gasket ensures IP65 seal for 
   electronics compartment
• Two-piece silicone Micro Optic system ensures IP67 
   level seal around each PCB
• Silicone Micro Optics: Recessed, full cutoff, vandal 
   resistant and non-yellowing
• Dark Sky Approved

OPTIONS
MARINE GRADE FINISH (MGF) - A multi-step process creating protective 
finishing coat against harsh environments. Chemically washed in a 5 
stage cleaning system. Prebaked, Powder coated 3-5 mils of Zinc Rich 
Super Durable Polyester Primer. Oven Baked. Finished Powder Coating 
of Super Durable Polyester Powder Coat 3-5 mil thickness.

VANITY PLATE  (VP) - Optional Vanity Plate was designed to cover the 
unsightly remains on a wall where a larger HID wallpack was removed. 
The aluminum Vanity Plate will be painted to match the finish of the NV-
W2, custom finishes are available, please consult factory. The standard 
Vanity Plate is 22”W x 16”H.

20KA SURGE PROTECTOR (20KA) - protects the complete system 
against nominal surges of up to 20KA. Protection against power surges, 
storms and lightning strikes.

EMERGENCY BATTERY BACKUP

EMERGENCY COLD PACK BATTERY (EMPC) - Emergency cold pack 
(-20oC minimum) battery system available in 14W output.

BLACK HARDWARE (BH) - Black stainless steel hardware.

BLACK OPTIC FRAME (BOF) - Black optic frame. Standard is white.

GLASS LENS (GL) - Low Iron Glass, fully tempered.

HIGH PERFORMANCE AMBER LENS (HAL) - 

CONTROL OPTIONS
• FSP-211 (FSP-X)—Passive infrared (PIR) sensor providing 
   multi-level control based on motion/daylight contribution.
• All control parameters adjustable via wireless configuration remote 
   storing and transmitting sensor profiles.
• FSP-8 Mounting heights 8 feet and below
• FSP-20 mounting heights 9-20 feet
• Includes 5 dimming event cycles, 0-10V dimming with motion
   sensing, re-programmable in the field. Programmable remote 
   must be purchased separately. 
• FSIR-100 commissioning remote is required to change sensor 
   settings. Please contact factory for ordering.

• Controls Agnostic: Please contact factory for your 
   preferred controls option.

NEMA 7-PIN RECEPTACLE (PE7)—An ANSI C136.41-2013 receptacle 
provides electrical and mechanical interconnection between photo 
control cell and luminaire. Dimming receptacle available two or four 
dimming contacts supports 0-10 VDC dimming methods or Digital 
Addressable Lighting Interface (DALI), providing reliable power 
interconnect.

BUTTON PHOTOCELL–Dusk to dawn optional Button Photocell.

FINISH
3-5 mils electrostatic powder coat.
NLS Lighting's standard high-quality finishes prevent corrosion,
and protects against extreme environmental conditions.

WARRANTY
Five-year limited warranty for drivers and LEDs.

OPTICS
Silicone optics high thermal stability and light output provide higher 
powered LEDs with minimized lumen depreciation. UV stability with 
scratch resistance increases exterior application durability. Silicone 
optics do not yellow, crack or brittle over time.

LISTINGS
•	 Certified to UL 1598
•	 UL 8750
•	 CSA C22.2 No. 250.0 
•	 DesignLights Consortium® (DLC)
•	 DesignLights Consortium Premium®   (DLCP)
•	 IP65 Rated Fixture / IP67 Rated Optics
•	 IK10 Rated
•	 IDA Dark Sky Approved

BUY AMERICAN OPTION
While all of the NLS Lighting products listed in this document qualify for 
the Buy America(n) Act of 1933, we reserve the right to
change our listings without notice.

The information provided above is for general informational purposes 
only. We encourage you to consult legal professionals for advice 
particular to your projects concerning BAA, TAA, BABA or Buy America.

Additional NLS Products that meet BAA, TAA standards can be found at 
the following link:

https://nlslighting.com/buy-american/

The information and specifications on this document are subject to change without any notification. All values are design, nominal, typical or prorated values when 
measured under internal and external laboratory conditions.
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PRODUCT SPECIFICATIONS

EMERGENCY BATTERY BACK-UP LUMENS

PART NUMBER T2 LM/W T3 LM/W T4 LM/W WATTS
EM4-30K7 520 130 524 131 516 129 4
EM4-40K7 544 136 548 137 540 135 4
EM4-50K7 560 140 564 141 556 139 4
EM8-30K7 1040 130 1048 131 1032 129 8
EM8-40K7 1088 136 1096 137 1080 135 8
EM8-50K7 1120 140 1128 141 1112 139 8

EM14-30K7 2080 130 2096 131 2064 129 16
EM14-40K7 2176 136 2192 137 2160 135 16
EM14-50K7 2240 140 2256 141 2224 139 16
EMCP-30K7 1820 130 1834 131 1806 129 14
EMCP-40K7 1904 136 1918 137 1890 135 14
EMCP-50K7 1960 140 1974 141 1946 139 14

LUMENS

PART NUMBER T2 LM/W T3 LM/W T4 LM/W WATTS
NV-W-16L-40-27K7 2561 122 2591 123 2561 122 21
NV-W-16L-40-27K8 2398 114 2426 116 2398 114 21
NV-W-16L-40-30K8 2571 122 2601 124 2571 122 21
NV-W-16L-40-30K7 2769 132 2801 133 2769 132 21
NV-W-16L-40-35K8 2571 122 2601 124 2571 122 21
NV-W-16L-40-40K8 2769 132 2801 133 2769 132 21
NV-W-16L-40-40K7 2992 142 3027 144 2992 142 21
NV-W-16L-40-50K8 2769 132 2801 133 2769 132 21
NV-W-16L-40-50K7 2992 142 3027 144 2992 142 21
NV-W-16L-53-30K7 3544 122 3579 123 3544 122 29
NV-W-16L-53-40K7 3756 130 3794 131 3756 130 29
NV-W-16L-53-50K7 3756 130 3794 131 3756 130 29
NV-W-16L-7-30K7 4388 119 4432 120 4388 119 37
NV-W-16L-7-40K7 4651 126 4698 127 4651 126 37
NV-W-16L-7-50K7 4651 126 4698 127 4651 126 37
NV-W-16L-1-30K7 5970 107 6029 108 5970 107 56
NV-W-16L-1-40K7 6328 113 6391 114 6328 113 56
NV-W-16L-1-50K7 6328 113 6391 114 6328 113 56

NV-W-32L-53-30K7 X X X X 6,821 126 54
NV-W-32L-7-30K7 9010 127 9100 128 9010 127 71
NV-W-32L-7-40K7 9550 135 9646 136 9550 135 71
NV-W-32L-7-50K7 9550 135 9646 136 9550 135 71

NV-W-32L-1A-30K7 10871 109 10983 110 10871 109 100
NV-W-32L-1A-40K7 11426 114 11544 115 11426 114 100
NV-W-32L-1A-50K7 11426 114 11544 115 11426 114 100

3000K or lower, with fixed mounting options only, must be selected to meet International Dark-Sky Association certification.
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PRODUCT SPECIFICATIONS

PART NUMBER T2 T3 T4 WATTS
NV-W-16L-35-30K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 21
NV-W-16L-35-40K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 21
NV-W-16L-35-50K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 21
NV-W-16L-53-30K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 29
NV-W-16L-53-40K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 29
NV-W-16L-53-50K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 29
NV-W-16L-7-30K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 37
NV-W-16L-7-40K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 37
NV-W-16L-7-50K7 B1-U0-G1 B1-U0-G1 B1-U0-G1 37
NV-W-16L-1-30K7  B1-U0-G1 B1-U0-G2 B1-U0-G2 56
NV-W-16L-1-40K7 B1-U0-G1 B1-U0-G2 B1-U0-G2 56
NV-W-16L-1-50K7 B1-U0-G1 B1-U0-G2 B1-U0-G2 56
NV-W-32L-7-30K7  B1-U0-G2 B2-U0-G2 B2-U0-G2 71
NV-W-32L-7-40K7  B1-U0-G2 B2-U0-G2 B2-U0-G2 71
NV-W-32L-7-50K7  B1-U0-G2 B2-U0-G2 B2-U0-G2 71

NV-W-32L-1A-30K7 B2-U0-G2 B2-U0-G2 B2-U0-G2 100
NV-W-32L-1A-40K7 B2-U0-G2 B2-U0-G2 B2-U0-G2 100
NV-W-32L-1A-50K7 B2-U0-G2 B2-U0-G2 B2-U0-G2 100

BUG RATINGS BUG RATINGS

Lumen Maintenance Data

Ambient
Temperature

Drive
Current

L90
Hours*

L70
Hours**

30,000
Hours*

50,000
Hours*

60,00
Hours*

100,000
Hours**

25°C Up to 700mA 58,000 173,000 95.7% 91.6% 89.6% 82.1%

1050mA 48,000 143,000 94.3% 89.5% 87.2% 78.5%

*Reported extrapolations per IESNA TM-21                   **Projected extrapolations per IESNA TM-21 

2700K 70 CRI 3000K 70 CRI 3500K 80 CRI 4000K 70 CRI 5000K 70 CRIAMBER
585-600 nm

LED KELVIN RANGE

5



701 Kingshill Place, Carson, CA 90746
Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

12"

TOP VIEW BOTTOM VIEW

9.08"

5.57" 3.92"

EMERGENCY BATTERY AND 7-PIN EXTENSION 
BOX DIMENSIONS

4"

TOP VIEW

11"

TOP VIEW

Weight: 9.1 lbs

Weight: 13.3 lbs

6



701 Kingshill Place, Carson, CA 90746
Call Us Today (310) 341-2037 nlslighting.com

PRODUCT SPECIFICATIONS

VANITY PLATE (VP)

* 3 Conduit access points on either side or center back.

6"

Ø.600

3.25"

2.4"

 6.00 
 3.00 

 4X .281 

 1.00 

 5.00 

 16.00 16"

3"
5" 6"

Ø 1"

4X Ø .281

MOUNTING HOLE
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PRODUCT SPECIFICATIONS

MOTION SENSOR PLACEMENT

FSP-8

FSP-20
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