
ARCHITECTURAL REVIEW BOARD MEETING: OCTOBER 29, 2024 

AGENDA   
NOTES ABOUT PUBLIC PARTICIPATION = RED 
 
(I) CALL TO ORDER  

 
(II) OPEN FORUM 

 
This is a time for anyone to address the Architectural Review Board (ARB) on any topic.  Per the policies of the City of Rockwall, public 
comments are limited to three (3) minutes out of respect for the time of other citizens.  On topics raised during the OPEN FORUM, please 
know that the Architectural Review Board (ARB) is not permitted to respond to your comments during the meeting per the Texas Open 
Meetings Act. 
 

(III) ACTION AGENDA 
 

(1) SP2024-041 (HENRY LEE) 
Discuss and consider a request by Will Winkelmann of Winkelmann & Associates, Inc. on behalf of James J. Melino of Rockwall 549/I-
30 Partners, LP and Conveyor I30 Partners, LP for the approval of a Site Plan for General Retail Store and Restaurant (i.e. IKEA) on a 
18.663-acre tract of land identified as a portion of Lot 1, Block B and Lot 1R, Block C, Rockwall Commercial Addition, City of Rockwall, 
Rockwall County, Texas, zoned Planned Development District 102 (PD-102) for Commercial (C) District land uses, situated within the 
IH-30 Overlay (IH-30 OV) District, generally located at the northwest corner of Stodghill Road and the IH-30 Frontage Road, and take 
any action necessary. 
 

(2) SP2024-042 (ANGELICA GUEVARA) 
Discuss and consider a request by Joanne Vuckovic on behalf of the Pregnancy Resource Center of Lake Ray Hubbard for the approval 
of an Amended Site Plan for an existing Medical Office Building on a 0.32-acre parcel of land identified as Lot 1, Block A, Pregnancy 
Resource Center Addition, City of Rockwall, Rockwall County, Texas, zoned Planned Development District 53 (PD-53) for Residential-
Office (RO) District land uses, situated within the Scenic Overlay (SOV) District, addressed as 1010 Ridge Road, and take any action 
necessary. 

 
(3) SP2024-043 (BETHANY ROSS) 

Discuss and consider a request by Jake Hodges of Kimley-Horn on behalf of Jeff Brockette of Vue Real Estate for the approval of a Site 
Plan for a Medical Office Building on a 8.4841-acre tract of land identified as Tract 2-2 of the W. H. Barnes Survey, Abstract No. 26, City 
of Rockwall, Rockwall County, Texas, zoned Planned Development District 10 (PD-10) for Commercial (C) District land uses, situated 
within the SH-205 Overlay (SH-205 OV) District, located at the southeast corner of the intersection of S. Goliad Street [SH-205] and SH-
276, and take any action necessary. 
 

(IV) ADJOURNMENT  
 

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters listed 
on the agenda above, as authorized by Texas Government Code §551.071 (Consultation with City Attorney). 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must be 
made 48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, in a 
place readily accessible to the general public at all times, on October 25, 2024 prior to 5:00 PM, and remained so posted for at least 72 continuous 
hours preceding the scheduled time of said meeting. 

ARCHITECTURAL REVIEW BOARD MEETING 
CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS 
OCTOBER 29, 2024 IN THE CITY COUNCIL CONFERENCE ROOM AT 5:00 PM 
 























AutoCAD SHX Text
20' LSB

AutoCAD SHX Text
FUTURE EXTENSION

AutoCAD SHX Text
20 CUSTOMER LOADING PARKING SPACES

AutoCAD SHX Text
PROPOSED FLAGS LOCATION

AutoCAD SHX Text
NAV. TOWER 120'

AutoCAD SHX Text
TRASH BIN & RECYCLING

AutoCAD SHX Text
TRUCK LOADING DOCKS

AutoCAD SHX Text
GMK

AutoCAD SHX Text
607.48 HI

AutoCAD SHX Text
CONVEYOR STREET 

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
10' WATER EASEMENT CC #20210000008470

AutoCAD SHX Text
30' DRAINAGE EASEMENT CAB. B, SLD. 206 (approximate location)

AutoCAD SHX Text
15' UTILITY EASEMENT CAB. B, SLD. 206

AutoCAD SHX Text
15' UTILITY EASEMENT CAB. B, SLD. 206

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
15' UTILITY EASEMENT CAB. B, SLD. 206

AutoCAD SHX Text
10'SANITARY SEWER ESMT. CC #20210000008470

AutoCAD SHX Text
BM#3-"X" cut 587.31'

AutoCAD SHX Text
10' BLACKLAND W.S.C. ESMT. VOL. 77, PG. 423 (Not plotable, per others)

AutoCAD SHX Text
T.P. & L. COMPANY ESMT. VOL. 49, PG. 124 VOL. 50, PG. 421 (Not plotable, per others)

AutoCAD SHX Text
VAN

AutoCAD SHX Text
DETENTION

AutoCAD SHX Text
26

AutoCAD SHX Text
29

AutoCAD SHX Text
15

AutoCAD SHX Text
15

AutoCAD SHX Text
28

AutoCAD SHX Text
24

AutoCAD SHX Text
34

AutoCAD SHX Text
24

AutoCAD SHX Text
10

AutoCAD SHX Text
28

AutoCAD SHX Text
8

AutoCAD SHX Text
28

AutoCAD SHX Text
28

AutoCAD SHX Text
13

AutoCAD SHX Text
37

AutoCAD SHX Text
19

AutoCAD SHX Text
7

AutoCAD SHX Text
22

AutoCAD SHX Text
7

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
VAN

AutoCAD SHX Text
10

AutoCAD SHX Text
8

AutoCAD SHX Text
TRANSFORMER

AutoCAD SHX Text
30 EMPLOYEE PARKING SPACES

AutoCAD SHX Text
(4) EV CHARGING STATIONS

AutoCAD SHX Text
(4) HC SPACES (6) FAMILY SPACES

AutoCAD SHX Text
(5) HC SPACES (4) FAMILY SPACES

AutoCAD SHX Text
TROLLEY (TYP.)

AutoCAD SHX Text
25' BSL

AutoCAD SHX Text
10' LSB

AutoCAD SHX Text
INTERSTATE HIGHWAY 30 

AutoCAD SHX Text
SCREENWALL

AutoCAD SHX Text
FIRE HYDRANTS (TYP.)

AutoCAD SHX Text
UTILITY TRANSFORMER

AutoCAD SHX Text
1

AutoCAD SHX Text
0

AutoCAD SHX Text
60

AutoCAD SHX Text
120

AutoCAD SHX Text
Scale: 1" = 60'

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
W

AutoCAD SHX Text
(972) 490-7090

AutoCAD SHX Text
(972) 490-7099 FAX

AutoCAD SHX Text
DALLAS, TEXAS    75230

AutoCAD SHX Text
CONSULTING CIVIL ENGINEERS

AutoCAD SHX Text
6750 HILLCREST PLAZA DRIVE, SUITE 215

AutoCAD SHX Text
SURVEYORS

AutoCAD SHX Text
Winkelmann

AutoCAD SHX Text
&  Associates, Inc.

AutoCAD SHX Text
Texas Engineers Registration No. 89 Texas Surveyors Registration No. 100866-00 COPYRIGHT ã  2024, Winkelmann & Associates, Inc.2024, Winkelmann & Associates, Inc., Winkelmann & Associates, Inc.

AutoCAD SHX Text
G:\634\06\ENGINEERING\Preliminary Plans\63406- Site Plan.dwg

AutoCAD SHX Text
LAST SAVED BY: CGUIJOSA October 4, 2024CGUIJOSA October 4, 2024 October 4, 2024October 4, 2024

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
APPROV.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
No.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
6.

AutoCAD SHX Text
NWC OF I-30 & STODGILL RD.  ROCKWALL, TEXAS 75087

AutoCAD SHX Text
10-08-2024

AutoCAD SHX Text
SITE PLAN

AutoCAD SHX Text
LEGEND

AutoCAD SHX Text
PROPERTY BOUNDARY/R.O.W.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
FIRE LANE CONCRETE PAVEMENT

mprice
Callout
All fire hydrants and meters must be located within min 20' water easement. 

mprice
Callout
All parking spaces must be minimum 9'x20'

mprice
Ellipse

mprice
Callout
All parking spaces must be minimum 9'x20'

mprice
Ellipse

mprice
Text Box
General Items:
- Must meet City 2023 Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees (Water, Sewer, Roadway).
- Minimum easement width is 20' for new easements. No structures including walls allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.
- Required 10' utility easement along all street frontages.
- All utilities must be underground. Existing overhead utility lines will need to be placed underground. 
- A TIA is required. Review fees apply. TIA must be approved before engineering permit may be issued. Improvements identified within TIA must be constructed. 
- An Infrastructure study is required. Review fees apply. Improvements identified within the infrastructure must be constructed at a minimum. 
- City driveway spacing requirements must be met along Justin. TXDOT driveway spacing requirements must be met along I-30 frontage and FM 3549 (Stodghill).  
- Additional comments may be provided at time of Engineering.

Drainage Items:
- Detention is required. Drainage calculations based on property zoning, not land area use. Must detain to pre-developed flows. 
- Existing flow patterns must be maintained. 
- Detention ponds must be in a drainage easement located at the 2' freeboard elevation. 
- No vertical walls allowed in detention easement. Max 4:1 side slopes.
- No public water or sewer allowed within the detention easement.
- An emergency spillway is required for the detention pond. 
- The property owner will be responsible for maintaining, repair, and replacement of the detention/drainage systems.
- No grate inlets allowed
- 100-year WSEL must be called out for detention ponds.
- FFE for all buildings must be called out when adjacent to detention pond. Minimum 2' above 100-year WSEL.
- All dumpster areas shall drain to an oil/water spectator and then into the storm system. 
- For drainage areas over 20 acres, the drainage design and study is sent to 3rd party consultant for review. Review fees apply.  
- Must comply with the results of the drainage study, once completed. 
Property drains in multiple directions. Multiple detention systems may be required depending on proposed drainage patterns. Drainage may not increase flowing off site from any basin.

Water and Wastewater Items:
- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)
- Public sewer to be 8" minimum. 
- Any water lines must be a minimum of 8", looped, and must be in a 20' wide easement.
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)
- Min 20' utility easements.
- Any utility connects across existing roadways must be completed by dry bore. 
- Any utility work in TXDOT ROW will require TxDOT permit.
- Must install 12" water mains per City master plans. Dedicate easements. - Must continue 12" sewer main along Justin Road.
- Must comply with the results of the Water/Sewer Infrastructure study, once completed. 
- Commercial sanitary sewer service line size is minimum 6" and must connect to a manhole.
- Water to be 10' separated from storm and sewer lines. 
- Must install all water and sanitary sewer per Master Water and Wastewater Master Plan that is within or adjacent to property.
- 12" Water main must be connected from existing 12" along Conveyor to Water main along IH30.
- 10' utility easement required along remaining Conveyor ROW.

Roadway Paving Items:
- All new paving to be steel reinforced concrete. 
- Fire lane to be 24' wide and in a platted easement.
- No dead-end parking allowed without a city approved turn around.  
- Parking to be 20'x9' min. All drive aisles to be a minimum of 24' in width.
- Sidewalk required along public and TXDOT roadways.
- Fire lane to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 
- Must build the second half of Justin Road per the City master thoroughfare plans, along with street lights, irrigation sleeve, and sidewalks
- No median cuts will be allowed in FM 3549 (N. Stodghill Road) due to driveway spacing requirements. 
- TXDOT spacing requirements along I-30 for 40MPH posted speed limit is 305 ft and you may not have a driveway in the ramp gore area. Driveway spacing from gore must meet TxDOT standards. 
-TxDOT permit will be submitted by the City.
- Must comply with the results of the TIA, once completed. 
- Must construct the remaining width (35' B-B) of Conveyor
- All median (including  median nose) construction must meet City requirements

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

mprice
Callout
Ensure all proposed fire hydrants have at least 5' of clearance from BOC when adjacent to a parking space.

mprice
Callout
Proposed retaining wall cannot be located within 10' utility easement along frontage.

mprice
Callout
A min 5' sidewalk will be required along Conveyor St.

The portion of Conveyor St. that will remain ROW will need to be reconstructed. 

mprice
Callout
All dumpster/trash/recycle/compactor areas shall require an oil/water separator that drains to the storm drainage system. 
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Callout
No trees to be with 5' of any public water, sewer, or storm line that is less than 10" or structure. 

mprice
Callout
No trees to be with 5' of any public water, sewer, or storm line that is less than 10" or structure. 



mprice
Callout
No trees to be with 5' of any public water, sewer, or storm line that is less than 10" or structure. 
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Flood Lights 
Optic | Extra-Wide | Extreme

Atlas Lighting Products, Inc. 
PO Box 2348 | Burlington, NC 27216 
800-849-8485 | www.atlasled.com

The majority of Atlas Lighting Products are assembled in USA facilities by 
an American Workforce utilizing both Domestic and Foreign components. 

Meets Buy American requirements within the ARRA.

DLC PRODUCT INFORMATION

FIXED

Unit

3000K CCT 4000K CCT 4500K CCT 5000K CCT

DLC  
Product ID Classification

DLC  
Product ID Classification

DLC  
Product ID Classification

DLC  
Product ID Classification

Optic

PFS22 n/a n/a PU6VKAK3 Standard P0000053U Standard P550R0NT Standard

PFM43 n/a n/a PU8IIKR4 Standard P0000053V Standard PBE0VYUZ Standard

PFL2GH20L P9DPY9A8 Premium PXLYAN2V Premium PXVX6GOY Premium PPMF1TG3 Premium

PFL2GH25L PAOZ3UX6 Standard P9D3MG0T Standard P7DB3PMC Standard P45HS3BQ Standard

PFXL2GH33L P21MYCMQ Standard PPHKNRV6 Standard PHA1Z49A Standard P53FHFBV Standard

PFXL2GH40L P5FNN10Y Standard PL90OHII Standard PZ73ACRC Standard PEEKL7ES Standard

PFXL2GH50L PI5RM3HT Standard PTK83KDD Standard PJA8IFTB Standard PK9GAGSY Standard

Extra Wide

PFSXW27 PAYQD7J8 Standard P94MDVVZ Standard P87AHLDJ Standard PT6Z0U5F Premium

PFMXW43 P825UL5Y Standard PPGDXG1Y Standard P22PSA1E Standard PR4TUEWL Premium

PFL2GXW20L PJDFFSCH Premium PQ27J8OP Premium P8Y4OK29 Premium PM79G31X Premium

PFL2GXW25L PWQYIBGY Standard P8L3DDB0 Standard PKRX0DR9 Standard PMARR9HA Standard

PFXL2GXW33L PUZUQSMG Standard PNOFAYZX Standard P72CGKXB Standard PYE73KJF Standard

PFXL2GXW40L PDRO14D5 Standard PTQDRWWT Standard P0OOBNMM Standard PPYNOR9N Standard

PFXL2GXW50L PWQYIBGY Standard P8L3DDB0 Standard PKRX0DR9 Standard PMARR9HA Standard

LUMEN SELECTABLE

Unit

3000K CCT 4000K CCT 4500K CCT 5000K CCT

DLC  
Product ID Classification

DLC  
Product ID Classification

DLC  
Product ID Classification

DLC  
Product ID Classification

Optic

PFXL2GXW50L coming soon coming soon coming soon coming soon

FULLY SELECTABLE

UNIT DLC Product ID Classification

Extra Wide

PFXL2GXWS26-50L S-N289T1 Premium



currentlighting.com/beacon
© 2024 HLI Solutions, Inc. All rights reserved. Information and specifications subject to change without notice. 
All values are design or typical values when measured under laboratory conditions.

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

•	 Low profile LED area/site luminaire with a variety of IES distributions for lighting 
applications such as auto dealership, retail, commercial, and campus parking lots 

•	 Featuring two different optical technologies, Strike and Micro Strike Optics,                
which provide the best distribution patterns for retrofit or new construction

•	 Rated for high vibration applications including bridges and overpasses. All sizes are 
rated for 1.5G

•	 Control options including photo control, occupancy sensing, NX Lighting Controls™, 
LightGRID+ and 7-Pin with networked controls 

•	 New customizable lumen output feature allows for the wattage and lumen output to          
be customized in the factory to meet whatever specification requirements may entail

•	 Field interchangeable mounting provides additional flexibility after the fixture has shipped

IP65

CONSTRUCTION
•	 Die-cast housing with hidden vertical heat fins are 

optimal for heat dissipation while keeping a clean 
smooth outer surface 

•	 Corrosion resistant, die-cast aluminum housing with 
1000 hour powder coat paint finish 

•	 External hardware is corrosion resistant

OPTICS
•	 Micro Strike Optics (160, 320, 480, or 720 LED 

counts) maximize uniformity in applications and 
come standard with mid-power LEDs which evenly 
illuminate the entire luminous surface area to 
provide a low glare appearance. Catalog logic found 
on page 2

•	 Strike Optics (36, 72, 108, or 162 LED counts) 
provide best in class distributions and maximum 
pole spacing in new applications with high 
powered LEDs.  Strike optics are held in place with 
a polycarbonate bezel to mimic the appearance 
of the Micro Strike Optics so both solutions can be 
combined on the same application. Catalog logic 
found on page 3

•	 Both optics maximize target zone illumination 
with minimal losses at the house-side, reducing 
light trespass issues.  Additional backlight control 
shields and house side shields can be added for 
further reduction of illumination behind the pole

•	 One-piece silicone gasket ensures a weatherproof 
seal

•	 Zero up-light at 0 degrees of tilt 

•	 Field rotatable optics 

INSTALLATION
•	 Mounting patterns for each arm can be found on 

page 11
•	 Optional universal mounting block for ease of 

installation during retrofit applications. Available 
as an option (ASQU) or accessory for square and 
round poles

•	 All mounting hardware included
•	 Knuckle arm fitter option available for 2-3/8” OD 

tenon  
•	 For products with EPA less than 1 mounted to 

a pole greater that 20ft, a vibration damper is 
recommended

CERTIFICATIONS
•	 DLC® (DesignLights Consortium Qualified), with 

some Premium Qualified configurations. Not all 
product variations listed in this document are DLC® 
qualified. Refer to http://www.designlights.org for 
the most up-to-date list.

•	 Listed to UL1598 and CSA C22.2#250.0-24 for wet 
locations and 40˚C ambient temperatures 

•	 1.5 G rated for ANSI C136.31 high vibration 
applications

•	 Fixture is IP65 rated 

•	 Meets IDA recommendations using 3K CCT 
configuration at 0 degrees of tilt 

•	 This product meets federal procurement law 
requirements under the Buy American Act (FAR 
52.225-9) and Trade Agreements Act (FAR 52.225-
11). See Buy America(n) Solutions (link to https://
www.currentlighting.com/resources/america-
solutions).

WARRANTY
•	 5 year warranty

ELECTRICAL
•	 Universal 120-277 VAC or 347-480 VAC input 

voltage, 50/60 Hz

•	 Ambient operating temperature -40˚C to 40˚C 

•	 Drivers have greater than 90% power factor and 
less than 20% THD 

•	 LED drivers have output power over-voltage, over-
current protection and short circuit protection with 
auto recovery 

•	 Field replaceable surge protection device provides 
20kA protection meeting ANSI/ IEEE C62.41.2 
Category C High and Surge Location Category C3; 
Automatically takes fixture off-line for protection 
when device is compromised 

•	 Dual Driver option provides 2 drivers within 
luminaire but only one set of leads exiting the 
luminaire, where Dual Power Feed provides two 
drivers which can be wired independently as two 
sets of leads are extended from the luminaire. Both 
options cannot be combined

CONTROLS
•	 Photo control, occupancy sensor programmable 

controls, and Zigbee wireless controls available for 
complete on/off and dimming control 

•	 Please consult brand or sales representative when 
combining control and electrical options as some 
combinations may not operate as anticipated 
depending on your application

•	 7-pin ANSI C136.41-2013 photocontrol receptacle 
option available for twist lock photocontrols or 
wireless control modules (control accessories sold 
separately) 

CONTROLS (CONTINUED) 
•	 0- 10V Dimming Drivers are standard and dimming 

leads are extended out of the luminaire unless 
control options require connection to the dimming 
leads. Must specify if wiring leads are to be greater 
than the 6” standard 

•	 NX Lighting Controls™ available with in fixture 
wireless control module, features dimming and 
occupancy sensor 

•	 LightGRID+ available with in fixture wireless control 
module, features dimming and occupancy sensor.  
Also available in 7-pin configuration

OPTICS

SERVICE PROGRAMS

SIZE 1

SIZE 3

SIZE 2

SIZE 4

EPA

VP1 (Size 1) VP2 (Size 2) VP3 (Size 3) VP4 (Size 4) Config.

Single 
Fixture 0.454 0.555 0.655 0.698

Two at 
180 0.908 1.110 1.310 1.396

Two at 
90 0.583 0.711 0.857 0.948

Three 
at 90 1.037 1.266 1.512 1.646

Three at 
120 0.943 1.155 1.392 1.680

Four at 
90 1.166 1.422 1.714 1.896

FEATURES

CONTROL TECHNOLOGY

SPECIFICATIONS

14.373
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CATALOG #

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

VP – – – – – – – –
Series Optic Platform Size Light Engine CCT/CRI Distribution Optic Rotation Voltage

VP Viper Micro Strike 1 Size 1

2 Size 2

3 Size 3

4 Size 4

160L-35 6 5500 lumens

160L-50 6 7500 lumens
160L-75 10000 lumens
160L-100 12500 lumens
160L-115 15000 lumens
160L-135 18000 lumens
160L-160 21000 lumens
320L-145 21000 lumens
320L-170 24000 lumens
320L-185 27000 lumens
320L-210 30000 lumens
320L-235 33000 lumens
320L-255 36000 lumens
320L-315 6 40000 lumens
480L-285 40000 lumens
480L-320 44000 lumens
480L-340 48000 lumens
480L-390 52000 lumens
480L-425 55000 lumens
480L-470 60000 lumens
720L-435 60000 lumens
720L-475 65000 lumens
720L-515 70000 lumens
720L-565 6 75000 lumens

720L-600 6 80000 lumens
CLO Custom Lumen Output 1

AP AP-Amber 
Phosphor 
Converted 

27K8 2700K, 
80 CRI

3K7 3000K,
70 CRI

3K8 3000K, 
80 CRI

35K8 3500K, 
80 CRI

3K9 3000K,
90 CRI

4K7 4000K, 
70 CRI

4K8 4000K, 
80 CRI

4K9 4000K, 
90 CRI

5K7 5000K, 
70 CRI

5K8 5000K,
80 CRI

2 Type 2
3 Type 3
4F Type 4 

Forward
4W Type 4 

Wide
5QW Type 5 

Square 
Wide

BLANK 
No Rotation

L Optic 
rotation left

R Optic 
rotation 
right

UNV 120-277V
120 120V
208 208V
240 240V
277 277V
347 347V
480 480V

– – –
Mounting Color Options Network Control Options
A Arm mount for square pole/flat surface 

(B3 Drill Pattern) (Does not include 
round pole adapter)

A_ Arm mount for round pole 2

ASQU Universal arm mount for square pole. 
Can be used with B3 or S2 Drill Pattern

A_U Universal arm mount for round pole 2

AAU Adjustable arm for pole mounting 
(universal drill pattern)

AA_U Adjustable arm mount for round pole 2

ADU Decorative upswept Arm (universal drill 
pattern)

AD_U Decorative upswept arm mount for 
round pole 2

MAF Mast arm fitter for 2-3/8" OD horizontal 
arm

K Knuckle
T Trunnion
WB Wall Bracket, horizontal tenon with MAF
WM Wall mount bracket with decorative 

upswept arm
WA Wall mount bracket with adjustable arm

BLT Black Matte 
Textured

BLS Black Gloss 
Smooth

DBT Dark Bronze 
Matte Textured

DBS Dark Bronze 
Gloss Smooth

GTT Graphite Matte 
Textured

LGS Light Grey 
Gloss Smooth

LGT Light Grey 
Gloss Textured

PSS Platinum Silver 
Smooth

WHT White Matte 
Textured

WHS White Gloss 
Smooth

VGT Verde Green 
Textured

Color Option
CC Custom Color

F Fusing
2PF Dual Power 

Feed
2DR Dual Driver
TE Tooless 

Entry
BC Backlight 

Control 8

TB Terminal 
Block

NXWS16F NX Networked Wireless Enabled Integral NXSMP2-LMO PIR Occupancy 
Sensor with Automatic Dimming Photocell and Bluetooth Programming 1,3,4

NXWS40F NX Networked Wireless Enabled Integral NXSMP2-HMO PIR Occupancy 
Sensor with Automatic Dimming Photocell and Bluetooth Programming 1,3,4

NXW NX Networked Wireless Radio Module NXRM2 and Bluetooth Programming, 
without Sensor 3,4

WIR LightGRID+ In-Fixture Module 3,4

WIRSC LightGRID+ Module and Occupancy Sensor 3,4

Stand Alone Sensors
BTS-14F Bluetooth® Programmable, BTSMP-LMO PIR Occupancy Sensor with 

Automatic Dimming Photocell and 360° Lens 
BTS-40F Bluetooth® Programmable, BTSMP-HMO PIR Occupancy Sensor with 

Automatic Dimming Photocell and 360° Lens 
BTSO-12F Bluetooth® Programmable, BTSMP-OMNI-O PIR Occupancy Sensor with 

Automatic Dimming Photocell and 360° Lens 
7PR 7-Pin Receptacle 4

7PR-SC 7-Pin Receptacle with shorting cap 4

3PR 3-Pin twist lock 4

3PR-SC 3-Pin receptacle with shorting cap 4

3PR-TL 3-Pin PCR with photocontrol 4

Programmed Controls
SCP-_F Sensor Control Programmable, 8F or 40F 9

ADD AutoDim Timer Based Dimming 4

ADT AutoDim Time of Day Dimming 4

Photocontrols
PC Button Photocontrol 4,7

1 – Items with a grey background can be done as a custom order. Contact brand representative for 
more information

2 – Replace “_” with “3” for 3.5”-4.13” OD pole, “4” for 4.18”-5.25” OD pole, “5” for 5.5”-6.5” OD pole
3 – Networked Controls cannot be combined with other control options
4 – Not available with 2PF option
5 – Not available with Dual Driver option

6 – Some voltage restrictions may apply when combined with controls
7 – Not available with 480V
8 – BC not available on 4F and type 5 distributions
9 – At least one SCPREMOTE required to program SCP motion sensor.  Must select 8ft or 40ft.

Example: VP–2–320L-145–3K7–2–R–UNV–A3–BLT

= Service Program
Limit of 15 luminaires

Gray Shading

MICROSTRIKE OPTICS – ORDERING GUIDE
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TYPE: PROJECT:

CATALOG #:

Example: VP–ST–1–36L-39–3K7–2–UNV–A–BLT

VP – – – – – – – –
Series Optic Platform Size Light Engine CCT/CRI Distribution Optic Rotation Voltage

VP Viper ST Strike 1 Size 1

2 Size 2

3 Size 3

4 Size 4

36L-39 8 5500 lumens

36L-55 8 7500 lumens
36L-85 10000 lumens
36L-105 12500 lumens
36L-120 14000 lumens
72L-115 15000 lumens
72L-145 18000 lumens
72L-180 21000 lumens
72L-210 24000 lumens
72L-240 27000 lumens
108L-215 8 27000 lumens
108L-250 30000 lumens
108L-280 33000 lumens
108L-325 36000 lumens
108L-365 40000 lumens
162L-320 40000 lumens
162L-365 10 44000 lumens
162L-405 48000 lumens
162L-445 52000 lumens
162L-485 55000 lumens
162L-545 8 60000 lumens
CLO Custom Lumen 

Output 1

AM monochromatic 
amber, 595nm

27K8 2700K, 80 CRI
3K7 3000K, 70 CRI
3K8 3000K, 80 CRI
3K9 3000K, 90 CRI
35K8 3500K, 80 CRI
4K7 4000K, 70 CRI
4K8 4000K, 80 CRI
4K9 4000K, 90 CRI
5K7 5000K, 70 CRI
5K8 5000K, 80 CRI

FR Auto Front Row
2 Type 2
3 Type 3
4F Type 4 Forward
4W Type 4 Wide
5QN Type 5 Square 

Narrow
5QW Type 5 Square Wide
5QM Type 5 Square 

Medium
5W Type 5 Wide (Round)
5RW Type 5 Rectangular
C Corner Optic
TC Tennis Court Optic

– – –
Mounting Color Options Network Control Options

BLT Black Matte 
Textured

BLS Black Gloss 
Smooth

DBT Dark Bronze 
Matte Textured

DBS Dark Bronze 
Gloss Smooth

GTT Graphite Matte 
Textured

LGS Light Grey 
Gloss Smooth

LGT Light Grey 
Gloss Textured

PSS Platinum Silver 
Smooth

WHT White Matte 
Textured

WHS White Gloss 
Smooth

VGT Verde Green 
Textured

Color Option
CC Custom Color

F Fusing
E Battery 

Backup 1,2,7,8,9

2PF Dual Power 
Feed

2DR Dual Driver
TE Tooless Entry
BC Backlight 

Control
TB Terminal Block

1 – Items with a grey background can be done as a custom order. Contact brand representative for more information
2 – Battery temperature rating -20C to 55C
3 – Replace “_” with “3” for 3.5”-4.13” OD pole, “4” for 4.18”-5.25” OD pole,                           	             
       “5” for 5.5”-6.5” OD pole
4 – Networked Controls cannot be combined with other control options
5 – Not available with 2PF option
6 – Not available with 480V
7 – Not available with 347 or 480V
8 – Not available with Dual Driver option

9 – Only available in Size 1 housing, up to 105 Watts
10 – Some voltage restrictions may apply when combined with controls
11 – At least one SCPREMOTE required to program SCP motion sensor.  Must select 8ft or 40ft.

A Arm mount for square pole/flat surface
A_ Arm mount for round pole 3

ASQU Universal arm mount for square pole
A_U Universal arm mount for round pole 3

AAU Adjustable arm for pole mounting 
(universal drill pattern)

AA_U Adjustable arm mount for round pole 3

ADU Decorative upswept Arm (universal 
drill pattern)

AD_U Decorative upswept arm mount for 
round pole 3

MAF Mast arm fitter for 2-3/8" OD   
horizontal arm

K Knuckle
T Trunnion
WB Wall Bracket, horizontal tenon with 

MAF
WM Wall mount bracket with decorative 

upswept arm
WA Wall mount bracket with adjustable arm

BLANK 
No Rotation

L Optic rotation 
left

R Optic rotation 
right

UNV 120-
277V

120 120V
208 208V
240 240V
277 277V
347 347V
480 480V

NXWS16F NX Networked Wireless Enabled Integral NXSMP2-LMO PIR Occupancy Sensor 
with Automatic Dimming Photocell and Bluetooth Programming 1,4,5

NXWS40F NX Networked Wireless Enabled Integral NXSMP2-HMO PIR Occupancy Sensor 
with Automatic Dimming Photocell and Bluetooth Programming 1,4,5

NXW NX Networked Wireless Radio Module NXRM2 and Bluetooth Programming, 
without Sensor 4,5

WIR LightGRID+ In-Fixture Module 4,5

WIRSC LightGRID+ Module and Occupancy Sensor 4,5

Stand Alone Sensors
BTS-14F Bluetooth® Programmable, BTSMP-LMO PIR Occupancy Sensor with Automatic 

Dimming Photocell and 360° Lens 
BTS-40F Bluetooth® Programmable, BTSMP-HMO PIR Occupancy Sensor with Automatic 

Dimming® Photocell and 360° Lens 
BTSO-12F Bluetooth® Programmable, BTSMP-OMNI-O PIR Occupancy Sensor with 

Automatic Dimming Photocell and 360° Lens 
7PR 7-Pin Receptacle 4

7PR-SC 7-Pin Receptacle with shorting cap 4

3PR 3-Pin twist lock 4

3PR-SC 3-Pin receptacle with shorting cap 4

3PR-TL 3-Pin PCR with photocontrol 4

Programmed Controls
SCP-_F Sensor Control Programmable, 8F or 40F 11

ADD AutoDim Timer Based Dimming 4

ADT AutoDim Time of Day Dimming 4

Photocontrols
PC Button Photocontrol 4,7

STRIKE OPTIC – ORDERING GUIDE
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CATALOG #:

Current Control Solutions — Accessories (Sold Separately)

NX Lighting Controls

NXOFM-
1R1D-UNV

On-fixture Module (7-pin), On / Off / Dim, 
Daylight Sensor with NX Radio and 
Bluetooth® Radio, 120–480VAC

LightGRID+ Lighting Control

WIR-RME-L On-fixture Module (7-pin or 5-pin), 
On / Off / Dim, Daylight Sensor with 
LightGRID+ Radio, 110–480VAC 

SCP-REMOTE Remote Control for SCP/_F option. 
Order at least one per project to 
program and control the occupancy 
sensor

For additional information related to these accessories please visit 
currentlighting.com/beacon. Options provided for use with integrated 
sensor, please view specification sheet ordering information table 
for details.

CATALOG #

– –
Accessory Type Size Option
SHD Shield

MTG Mounting

1 Size 1
2 Size 2
3 Size 3
4 Size 4

HSS-90-B House Side Shield 90º Back
HSS-90-F House Side Shield 90º Front
HSS-90-S House Side Shield 90º Side
HSS-270-BSS House Side Shield 270º Back/Side/Side
HSS-270-FSS House Side Shield 270º Front/Side/Side
HSS-270-FSB House Side Shield 270º Front/Side/Back
HSS-360 House Side Shield 360º
BC Back Light Control
A Arm Mount for square pole/flat surface
ASQU Universal Arm Mount for square pole
AAU Adjustable Arm for pole mounting
ADU Decorative upswept Arm
RPA Round Pole Adapter
MAF Mast Arm Fitter for 2-3/8" OD horizontal 

arm
K Knuckle
T Trunnion
WB Wall Bracket (compatible with universal 

arm mounts)

–
Color
BLS Black

Gloss Smooth
BLT Black

Matte Textured
DBS Dark Bronze

Gloss Smooth
DBT Dark Bronze

Matte Textured
GTT Graphite

Matte Textured
LGS Light Gray

Gloss Smooth
PSS Platinum Silver 

Smooth
WHS White

Gloss Smooth
WHT White

Matte Textured
VGT Green Landscape 

Decorative
LEG Legacy Colors
Color Option
CC Custom Color

–
Accessory Type Option
MSC Miscellaneous BIRD SPK Bird Spike

ORDERING GUIDE (CONT'D)
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OUTDOOR LIGHTING CONTROLS OPTIONS CONTROLS FUNCTIONALITY

Occupancy Sensor Enabled

Occupancy Sensor Sensitivity 7

Occupancy Sensor Timeout 15 Minutes

Occupied Dim Level 100%

Unoccupied Dim Level 0%

Daylight Sensor Disabled

Bluetooth Enabled

2.4GHz Wireless Mesh On

"Passcode Factory Passcode: HubbN3T!" Enabled

Occupancy Sensor Enabled

Occupancy Sensor Sensitivity 7

Occupancy Sensor Timeout 8 Minutes

Occupied Dim Level 100%

Unoccupied Dim Level 50%

Daylight Sensor Disabled

DEFAULT SETTINGS
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Sensor Lens Coverage and Detection Patterns
When Mounted at 40ft and 45ft with Standard Lens

NXSMP2-HMO

45' Indoor Mounting Height
30' Outdoor Mounting Height

56' at 40' Mounting Height
63' at 45' Mounting Height
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Sensor Lens Coverage and Detection Patterns
When Mounted at 8ft with Low Mount Lens

NXSMP2-LMO

24'

48'

0

8
24 2418 1812 128 84 0 4

Sensor Lens Coverage and Detection Patterns
When Mounted at 8ft with Low Mount Lens

NXSMP2-LMO

24'

48'

0

8
24 2418 1812 128 84 0 4

Minor Motion

Major Motion

NXSMP2-OMNI

12' (3.7m)

22' (6.7m)
Minor Motion

Major Motion

NXSMP2-OMNI

12' (3.7m)

22' (6.7m)

NX WIRELESS COVERAGE PATTERNS

Control Option Ordering  
Logic & Description

Control Option Functionality Control Option 
ComponentsNetworkable Grouping Scheduling Occupancy/

Motion
Daylight 

Harvesting 0-10V Dimming On/Off Control Bluetooth App 
Programming

Sensor 
Height

N
X 

W
ire

le
ss

Li
gh

tG
RI

D
+

In
de

pe
nd

en
t

WIR LightGRID+ In-Fixture Module ✓ - ✓ - - ✓ ✓ Gateway - WIR

WIRSC LightGRID+ Module and 
Occupancy Sensor ✓ ✓ ✓ ✓ ✓ ✓ ✓ Gateway 14ft - 40ft BTMSP

NXOFM1R1D-UNV

NX 7-Pin Twist-Lock® with NX 
Networked Wireless Radio, 
Integral Automatic Dimming 
Photocell, Integral Single 
Pole Relay with Dimming, and 
Bluetooth Programming

✓ ✓ ✓ Paired with 
external 
control ✓ ✓ ✓ ✓ - NXOFM-1R1D-UV 

NXW
NX Networked Wireless Radio 
Module NXRM2 and Bluetooth 
Programming, without Sensor ✓ ✓ ✓ - - ✓ ✓ ✓ - NXRM2-H

NXWS12F 

NX Networked Wireless Enabled 
Integral NXSMP2-OMNI-O PIR 
Occupancy Sensor with Automatic 
Dimming Photocell and Bluetooth 
Programming

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 12ft NXSMP2-OMNI-O

NXWS16F

NX Networked Wireless Enabled 
Integral NXSMP2-LMO PIR 
Occupancy Sensor with Automatic 
Dimming Photocell and Bluetooth 
Programming

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 16ft NXSMP2-LMO

NXWS40F

NX Networked Wireless Enabled 
Integral NXSMP2-HMO PIR 
Occupancy Sensor with Automatic 
Dimming Photocell and Bluetooth 
Programming

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 40ft NXSMP2-HMO

BTSO-12F

Bluetooth® Programmable, 
BTSMP-OMNI-O PIR Occupancy 
Sensor with Automatic Dimming 
Photocell and 360° Lens

- - - ✓ ✓ ✓ ✓ ✓ 12ft BTSMP-OMNI-O

BTS-14F

Bluetooth® Programmable, 
BTSMP-LMO PIR Occupancy 
Sensor with Automatic Dimming 
Photocell and 360° Lens

- - - ✓ ✓ ✓ ✓ ✓ 14ft BTSMP-LMO

BTS-40F

Bluetooth® Programmable, 
BTSMP-HMO PIR Occupancy 
Sensor with Automatic Dimming 
Photocell and 360° Lens

- - - ✓ ✓ ✓ ✓ ✓ 40ft BTSMP-HMO

WIR-RME-L LightGRID+ On Fixture Module ✓ - ✓ - - ✓ ✓ Gateway - WIR-RME-L
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TYPE: PROJECT:

CATALOG #:

COVERAGE PATTERNS FOR SCP_F

Wattstopper 
®

FSP-Lx Lens Modules for FSP-2xx Series PIR Occupancy Sensors

Lens Coverage Guide
No: 24226 – 08/16  rev. 1

Catalog Number: FSP-L2/FSP-L3/FSP-L7
Country of Origin: Made in China

SPECIFICATIONS
Operating Temperature- .................... 40° to 167°F (-40° to 75°C
IP Rating when mounted to outdoor rated fixture ................ IP-66

DESCRIPTION AND OPERATION
The FSP-2xx occupancy sensor is modular, consisting of two parts, a Sensor Module  and a Lens. The Sensor Module is selected 
according to the type of power available in the installation, and the desired operational features. The Lens is selected based on the 
coverage desired for the sensor application.
Lens modules are IP-66 rated when combined with an FSP-2xx sensor mounted to an outdoor rated fixture.
Sensors must directly “see” motion of an occupant to detect them, so careful consideration must be given to sensor placement. Avoid 
placing the sensor where shelving or other obstructions may block the sensor’s line of sight.
The FSP-L2, FSP-L3, and FSP-L7 have multi-cell, multi-tier Fresnel lenses with a 360° view. This document describes the coverage 
patterns available with each lens. Coverages shown in the diagrams are maximum, measured in linear feet. They represent coverage 
for full-step walking motion, with no barriers or obstacles.

Passive Infrared Sensing in Warehouses
Warehouses can have ambient temperature variations that may affect sensor detection and coverage areas. High temperatures at the 
covered area (above 89-92°F) reduce the detection zone of the sensor. Consider adding more sensors if the ambient temperatures 
are expected to be high. Additionally, high floor level temperature may require larger movement for detection. In some cases, sensors 
mounted above 40’ may only detect large heat signatures such as forklift trucks.
See the Sensor Module Installation Instructions for a complete description of the assembled unit installation, wiring, and 
safety information.
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FSP‑L2: 360° Coverage
The FSP-L2 is designed for mounting at heights between 8' to 12'. It 
provides a 48' diameter coverage area when mounted at a height of 
8', or a 72' diameter coverage area at 12'.
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FSP‑L3: 360° Coverage
The FSP-L3 has a high density lens that covers a 40' diameter 
area at a height of 20'.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
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connection with, the use or performance of this 
product or other indirect damages with respect 
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uso o el rendimiento de este producto u otros 
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FSP‑L7: 360° Coverage
The FSP-L7 has a lens that covers a 100' diameter area at 
a height of 40'.
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Wattstopper 
®

FSP-Lx Lens Modules for FSP-2xx Series PIR Occupancy Sensors

Lens Coverage Guide
No: 24226 – 08/16  rev. 1

Catalog Number: FSP-L2/FSP-L3/FSP-L7
Country of Origin: Made in China

SPECIFICATIONS
Operating Temperature- .................... 40° to 167°F (-40° to 75°C
IP Rating when mounted to outdoor rated fixture ................ IP-66

DESCRIPTION AND OPERATION
The FSP-2xx occupancy sensor is modular, consisting of two parts, a Sensor Module  and a Lens. The Sensor Module is selected 
according to the type of power available in the installation, and the desired operational features. The Lens is selected based on the 
coverage desired for the sensor application.
Lens modules are IP-66 rated when combined with an FSP-2xx sensor mounted to an outdoor rated fixture.
Sensors must directly “see” motion of an occupant to detect them, so careful consideration must be given to sensor placement. Avoid 
placing the sensor where shelving or other obstructions may block the sensor’s line of sight.
The FSP-L2, FSP-L3, and FSP-L7 have multi-cell, multi-tier Fresnel lenses with a 360° view. This document describes the coverage 
patterns available with each lens. Coverages shown in the diagrams are maximum, measured in linear feet. They represent coverage 
for full-step walking motion, with no barriers or obstacles.

Passive Infrared Sensing in Warehouses
Warehouses can have ambient temperature variations that may affect sensor detection and coverage areas. High temperatures at the 
covered area (above 89-92°F) reduce the detection zone of the sensor. Consider adding more sensors if the ambient temperatures 
are expected to be high. Additionally, high floor level temperature may require larger movement for detection. In some cases, sensors 
mounted above 40’ may only detect large heat signatures such as forklift trucks.
See the Sensor Module Installation Instructions for a complete description of the assembled unit installation, wiring, and 
safety information.
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FSP‑L2: 360° Coverage
The FSP-L2 is designed for mounting at heights between 8' to 12'. It 
provides a 48' diameter coverage area when mounted at a height of 
8', or a 72' diameter coverage area at 12'.
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FSP‑L3: 360° Coverage
The FSP-L3 has a high density lens that covers a 40' diameter 
area at a height of 20'.
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Wattstopper 
®

FSP-Lx Lens Modules for FSP-2xx Series PIR Occupancy Sensors

Lens Coverage Guide
No: 24226 – 08/16  rev. 1

Catalog Number: FSP-L2/FSP-L3/FSP-L7
Country of Origin: Made in China

SPECIFICATIONS
Operating Temperature- .................... 40° to 167°F (-40° to 75°C
IP Rating when mounted to outdoor rated fixture ................ IP-66

DESCRIPTION AND OPERATION
The FSP-2xx occupancy sensor is modular, consisting of two parts, a Sensor Module  and a Lens. The Sensor Module is selected 
according to the type of power available in the installation, and the desired operational features. The Lens is selected based on the 
coverage desired for the sensor application.
Lens modules are IP-66 rated when combined with an FSP-2xx sensor mounted to an outdoor rated fixture.
Sensors must directly “see” motion of an occupant to detect them, so careful consideration must be given to sensor placement. Avoid 
placing the sensor where shelving or other obstructions may block the sensor’s line of sight.
The FSP-L2, FSP-L3, and FSP-L7 have multi-cell, multi-tier Fresnel lenses with a 360° view. This document describes the coverage 
patterns available with each lens. Coverages shown in the diagrams are maximum, measured in linear feet. They represent coverage 
for full-step walking motion, with no barriers or obstacles.

Passive Infrared Sensing in Warehouses
Warehouses can have ambient temperature variations that may affect sensor detection and coverage areas. High temperatures at the 
covered area (above 89-92°F) reduce the detection zone of the sensor. Consider adding more sensors if the ambient temperatures 
are expected to be high. Additionally, high floor level temperature may require larger movement for detection. In some cases, sensors 
mounted above 40’ may only detect large heat signatures such as forklift trucks.
See the Sensor Module Installation Instructions for a complete description of the assembled unit installation, wiring, and 
safety information.
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FSP‑L2: 360° Coverage
The FSP-L2 is designed for mounting at heights between 8' to 12'. It 
provides a 48' diameter coverage area when mounted at a height of 
8', or a 72' diameter coverage area at 12'.
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FSP‑L3: 360° Coverage
The FSP-L3 has a high density lens that covers a 40' diameter 
area at a height of 20'.
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Wattstopper warranties its products to be free 
of defects in materials and workmanship for a 
period of five (5) years. There are no obligations 
or liabilities on the part of Wattstopper for 
consequential damages arising out of, or in 
connection with, the use or performance of this 
product or other indirect damages with respect 
to loss of property, revenue or profit, or cost of 
removal, installation or reinstallation.

Wattstopper garantit que ses produits sont 
exempts de défauts de matériaux et de fabrication 
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ne peut être tenu responsable de tout dommage 
consécutif causé par ou lié à l’utilisation ou 
à la performance de ce produit ou tout autre 
dommage indirect lié à la perte de propriété, de 
revenus, ou de profits, ou aux coûts d’enlèvement, 
d’installation ou de réinstallation.

Wattstopper garantiza que sus productos 
están libres de defectos en materiales y mano 
de obra por un período de cinco (5) años. No 
existen obligaciones ni responsabilidades por 
parte de Wattstopper por daños consecuentes 
que se deriven o estén relacionados con el 
uso o el rendimiento de este producto u otros 
daños indirectos con respecto a la pérdida 
de propiedad, renta o ganancias, o al costo 
de extracción, instalación o reinstalación.

WARRANTY INFORMATION INFORMATIONS RELATIVES À LA GARANTIE INFORMACIÓN DE LA GARANTÍA
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FSP‑L7: 360° Coverage
The FSP-L7 has a lens that covers a 100' diameter area at 
a height of 40'.
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FSP‑L7: 360° Coverage
The FSP-L7 has a lens that covers a 100' diameter area at 
a height of 40'.
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CONTROLS TECH SUPPORT 800-888-8006 (7:00 AM -  7:00 PM)NX LIGHTING CONTROLS FREE APP
The NX Lighting Controls App is free to use mobile application for programming both NX Lighting 
Controls System or Standalone Bluetooth Sensors. The mobile app allows you to configure devices, 
discover and setup wireless enable luminiares and program NX system settings.

Apple App: https://apps.apple.com/us/app/nx-lighting-controls/id962112904

Google Play: https://play.google.com/store/apps/details?id=io.cordova.NXBTR&hl=en_US&gl=US Apple App Google Play

Control Option Ordering  
Logic & Description

Control Option Functionality Control Option 
ComponentsNetworkable Grouping Scheduling Occupancy/

Motion
Daylight 

Harvesting 0-10V Dimming On/Off Control Bluetooth App 
Programming

Sensor 
Height

In
de

pe
nd

en
t

SCP_F Sensor Control Programmable,  
8F or 40F - - - ✓ ✓ ✓ ✓ - 8ft or 40ft SCP_F

ADD AutoDIM Timer Based Dimming - - ✓ - - - ✓ - - ADD

ADT AutoDIM Time of Day Dimming - - ✓ - - - ✓ - - ADT

7PR 7-Pin Receptacle - -
Paired with 

external 
control -

Paired with 
external 
control -

Paired with 
external 
control - - 7PR

7PR-SC 7-Pin Receptacle with shorting cap - - - - - - - - - 7PR-SC

3PR 3-Pin twist lock - - - - - -
Paired with 

external  
control - - 3PR

3PR-SC 3-Pin Receptacle with shorting cap - - - - - - - - - 3PR-SC

3PR-TL 3-Pin with photocontrol - - - - ✓ - ✓ - - 3PR-TL

OUTDOOR LIGHTING CONTROLS OPTIONS CONTROLS FUNCTIONALITY
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Ambient Temp. 0 25,000 *TM-21-11 36,000 50,000 100,000 Calculated L70 (Hours)

25°C / 77°F 1.00 0.97 0.96 0.95 0.91  408,000 

40°C / 104°F 0.99 0.96 0.95 0.94 0.89  356,000 

Ambient Temperature Lumen Multiplier

0°C 32°F 1.03

10°C 50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00

30°C 86°F 0.99

40°C 104°F 0.98

For delivered lumens, please see Lumens Data PDF on www.Currentlighting.com

Micro Strike Lumen Multiplier

CCT 70 CRI 80 CRI 90 CRI

2700K – 0.841 –

3000K 0.977 0.861 0.647

3500K – 0.900 –

4000K 1 0.926 0.699

5000K 1 0.937 0.791

AP-Amber Phosphor Converted Multiplier

Amber 0.710

Strike Lumen Multiplier

CCT 70 CRI 80 CRI 90 CRI

2700K 0.9 0.81 0.62

3000K 0.933 0.853 0.659

3500K 0.959 0.894 0.711

4000K 1 0.9 0.732

5000K 1 0.9 0.732

Monochromatic Amber Multiplier

Amber See Amber Spec Sheet

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

DELIVERED LUMENS

PROJECTED LUMEN MAINTENANCE

LUMINAIRE AMBIENT TEMPERATURE FACTOR (LATF)

ADD-AutoDim Timer Based Options
•	 Light delay options from 1-9 hours after the light is turned on to dim the light by 10-100%. To 

return the luminaire to its original light level there are dim return options from 1-9 hours after 
the light has been dimmed previously.

EX: ADD-6-5-R6

ADT-AutoDim Time of Day Based Option
•	 Light delay options from 1AM-9PM after the light is turned on to dim the light 

by 10-100%. To return the luminaire to its original light level there are dim return 
options from 1AM-9PM after the light has been dimmed previously.

EX: ADT-6-5-R6

PROGRAMMED CONTROLS

ADD Control Options Configurations Choices Example Choice Picked

Auto-Dim Options 1-9 Hours 6 - Delay 6 hours

Auto-Dim Brightness 10-100% Brightness 5 - Dim to 50% brightness

Auto-Dim Return Delay 0-9 Hours R6 - Return to full output after 6 hours

ADD Control Options Configurations Choices Example Choice Picked

Auto-Dim Options 12-3 AM and 6-11 PM 6 - Dim at 6PM

Auto-Dim Brightness 10-100% Brightness 5 - Dim to 50%

Auto-Dim Return 12-6 AM and 9-11P R6 - Return to full output at 6AM
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DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

# OF LEDS 160

NOMINAL 
WATTAGE 35 50 75 100 115 135 160

SYSTEM POWER 
(W) 34.9 50.5 72.1 97.2 111.9 132.2 157.8

INPUT VOLTAGE (V) CURRENT (Amps)
120 0.29 0.42 0.63 0.83 0.96 1.13 1.33
208 0.17 0.24 0.36 0.48 0.55 0.65 0.77
240 0.15 0.21 0.31 0.42 0.48 0.56 0.67
277 0.13 0.18 0.27 0.36 0.42 0.49 0.58
347 0.10 0.14 0.22 0.29 0.33 0.39 0.46
480 0.07 0.10 0.16 0.21 0.24 0.28 0.33

# OF LEDS 320

NOMINAL 
WATTAGE 145 170 185 210 235 255 315

SYSTEM POWER 
(W) 150 166.8 185.7 216.2 240.9 261.5 312

INPUT VOLTAGE (V) CURRENT (Amps)
120 1.21 1.42 1.54 1.75 1.96 2.13 2.63
208 0.70 0.82 0.89 1.01 1.13 1.23 1.51
240 0.60 0.71 0.77 0.88 0.98 1.06 1.31
277 0.52 0.61 0.67 0.76 0.85 0.92 1.14
347 0.42 0.49 0.53 0.61 0.68 0.73 0.91
480 0.30 0.35 0.39 0.44 0.49 0.53 0.66

# OF LEDS 480

NOMINAL 
WATTAGE 285 320 340 390 425 470

SYSTEM POWER 
(W) 286.2 316.7 338.4 392.2 423.2 468

INPUT VOLTAGE (V) CURRENT (Amps)
120 2.38 2.67 2.83 3.25 3.54 3.92
208 1.37 1.54 1.63 1.88 2.04 2.26
240 1.19 1.33 1.42 1.63 1.77 1.96
277 1.03 1.16 1.23 1.41 1.53 1.70
347 0.82 0.92 0.98 1.12 1.22 1.35
480 0.59 0.67 0.71 0.81 0.89 0.98

# OF LEDS 720

NOMINAL 
WATTAGE 435 475 515 565 600

SYSTEM POWER 
(W) 429.3 475 519.1 565.2 599.9

INPUT VOLTAGE (V) CURRENT (Amps)
120 3.63 3.96 4.29 4.71 5.00
208 2.09 2.28 2.48 2.72 2.88
240 1.81 1.98 2.15 2.35 2.50
277 1.57 1.71 1.86 2.04 2.17
347 1.25 1.37 1.48 1.63 1.73
480 0.91 0.99 1.07 1.18 1.25

ELECTRICAL DATA: MICRO STRIKE
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DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

# OF LEDS 36

NOMINAL 
WATTAGE 39 55 85 105 120

SYSTEM POWER 
(W) 39.6 56.8 83.6 108.2 120.9

INPUT VOLTAGE (V) CURRENT (Amps)
120 0.33 0.46 0.71 0.88 0.96
208 0.19 0.26 0.41 0.50 0.55
240 0.16 0.23 0.35 0.44 0.48
277 0.14 0.20 0.31 0.38 0.42
347 0.11 0.16 0.24 0.30 0.33
480 0.08 0.11 0.18 0.22 0.24

# OF LEDS 72

NOMINAL 
WATTAGE 115 145 180 210 240

SYSTEM POWER 
(W) 113.7 143.2 179.4 210.2 241.7

INPUT VOLTAGE (V) CURRENT (Amps)
120 1.00 1.21 1.50 1.75 1.79
208 0.58 0.70 0.87 1.01 1.03
240 0.50 0.60 0.75 0.88 0.90
277 0.43 0.52 0.65 0.76 0.78
347 0.35 0.42 0.52 0.61 0.62
480 0.25 0.30 0.38 0.44 0.45

# OF LEDS 108

NOMINAL 
WATTAGE 215 250 280 325 365

SYSTEM POWER 
(W) 214.8 250.8 278.3 324.7 362.6

INPUT VOLTAGE (V) CURRENT (Amps)
120 2.00 2.08 2.33 3.04 2.67
208 1.15 1.20 1.35 1.75 1.54
240 1.00 1.04 1.17 1.52 1.33
277 0.87 0.90 1.01 1.32 1.16
347 0.69 0.72 0.81 1.05 0.92
480 0.50 0.52 0.58 0.76 0.67

# OF LEDS 162

NOMINAL 
WATTAGE 320 365 405 445 485 545

SYSTEM POWER 
(W) 322.1 362.6 403.6 445.1 487.1 543.9

INPUT VOLTAGE (V) CURRENT (Amps)
120 2.71 2.67 3.38 3.71 4.04 4.54
208 1.56 1.54 1.95 2.14 2.33 2.62
240 1.35 1.33 1.69 1.85 2.02 2.27
277 1.17 1.16 1.46 1.61 1.75 1.97
347 0.94 0.92 1.17 1.28 1.40 1.57
480 0.68 0.67 0.84 0.93 1.01 1.14

ELECTRICAL DATA: STRIKE
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DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

Fixture ships with integral arm for ease of 
installation. Compatible with Current Outdoor 
B3 drill pattern for ease of installation on square 
poles. For round poles add applicable suffix 
(2/3/4/5) 

Universal mounting block for ease of installation. 
Compatible with drill patterns from 1.5" to 5.25" 
and Current drill pattern S2. For round poles add 
applicable suffix (2/3/4/5)

Rotatable arm mounts directly to pole. Compatible with drill patterns from 1.5" to 5.25"  
and Current drill pattern S2 and B3. For round poles add applicable suffix (2/3/4/5). 
Rotatable in 5˚ aiming angle increments. Micro Strike configurations have a 45° aiming 
limitation. Strike configurations have a 30° aiming limitation.

Upswept Arm compatible with drill patterns from 1.5" to 
5.25"  and Current drill pattern S2. For round poles add 
applicable suffix (2/3/4/5).

Fits 2-3/8" OD horizontal tenons.  

Rotatable in 5-degree aiming angle increments, fits 2-3/8" 
tenons or pipes. Micro Strike configurations have a 45° 
aiming limitation. Strike configurations have a 30° aiming 
limitation.

Trunnion for surface and crossarm mounting using (1) 3/4" or (2) 1/2" size 
through bolts. Micro Strike configurations have a 45° aiming limitation.
Strike configurations have a 30° aiming limitation.
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Technical Support: (864) 678-1000
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www.hubbell.com

VPR2x HSS-90-B-xx

VPR2x HSS-90-S-xx

VPR2x HSS-90-S-xx

VPR2x HSS-270-BSS-xx

VPR2x HSS-270-FSS-xx

VPR2x HSS-270-FSB-xx

VPR2x HSS-270-FSB-xx

VPR2x HSS-360-xx

VPR2x HSS-90-F-xx

VPR2 HOUSE SIDE SHIELD
ACCESSORY

NOMENCLATURE:
"x" denotes size 1, 2, 3, or 4
"xx" denotes color selection (DBT, GTT,WHT, etc.)

HSS has a depth of 5" for all Viper sizes
Not to be used with Occupancy Sensors as the shield may block the light to the sensor.

ADDITIONAL INFORMATION (CONTINUED)
HOUSE SIDE SHIELD FIELD INSTALL ACCESSORIES
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mprice
Text Box
General Items:
- Must meet City 2023 Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees (Water, Sewer, Roadway).
- Minimum easement width is 20' for new easements. No structures including walls allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.
- Required 10' utility easement along all street frontages.
- All utilities must be underground. Existing overhead utility lines will need to be placed underground. 
- A TIA is required. Review fees apply. TIA must be approved before engineering permit may be issued. Improvements identified within TIA must be constructed. 
- Tree Mitigation will be required for the removal of trees on site. 
- City driveway spacing and TXDOT driveway spacing requirements must be met.
- Additional comments may be provided at time of Engineering.

Drainage Items:
- Detention is required. Drainage calculations based on property zoning, not land area use. Must detain to pre-developed flows. 
- Existing flow patterns must be maintained. 
- Detention ponds must be in a drainage easement located at the 2' freeboard elevation. 
- No vertical walls allowed in detention easement. Max 4:1 side slopes.
- No public water or sewer allowed within the detention easement.
- An emergency spillway is required for the detention pond. 
- The property owner will be responsible for maintaining, repair, and replacement of the detention/drainage systems.
- No grate inlets allowed
- 100-year WSEL must be called out for detention ponds.
- FFE for all buildings must be called out when adjacent to detention pond. Minimum 2' above 100-year WSEL.
- All dumpster areas shall drain to an oil/water separator and then into the storm system. 

Water and Wastewater Items:
- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)
- $432.47/acre sewer pro-rata
- Public sewer to be 8" minimum. 
- Any water lines must be a minimum of 8", looped, and must be in a 20' wide easement.
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)
- Min 20' utility easements.
- Any utility connects across existing roadways must be completed by dry bore. Open cutting will not be allowed. 
- Any utility work or driveway connections within TXDOT ROW will require a TXDOT permit. City shall submit TxDOT permit.
- Must install a 16" water main along S. Goliad St frontage and a 16" water main along SH 276 per City master plans. Dedicate easements. 
- Commercial sanitary sewer service line size is minimum 6" and must connect to a manhole.
- Water to be 10' separated from storm and sewer lines. 
- Must install all water and sanitary sewer per Master Water and Wastewater Master Plan that is within or adjacent to property.
- Sanitary sewer must must connect to City mains at a manhole. 

Roadway Paving Items:
- All new paving to be steel reinforced concrete. 
- Fire lane to be 24' wide and in a platted easement.
- No dead-end parking allowed without a city approved turn around.  - Parking to be 20'x9' min. All drive aisles to be a minimum of 24' in width.
- Sidewalk required along public and TXDOT roadways.
- Fire lane to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 
- TXDOT driveway spacing requirements and City driveway spacing requirements must be met.  
-TxDOT permit will be submitted by the City.
- Must comply with the results of the TIA, once completed. 

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

mprice
Callout
This connection will need to be made by dry bore and steel encased. Cannot open cut SH 276.

mprice
Callout
All parking spaces must be min 20'x9'.

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Callout
This connection will need to be made by dry bore and steel encased. Cannot open cut S. Goliad St. 

mprice
Ellipse

mprice
Callout
You need to extend your sidewalk all the way across your frontage.

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Ellipse

mprice
Callout
Inlets cannot be on the side of parking stalls. Needs to be at the end.

mprice
Callout
There is no existing storm drainage pipes to outfall to. Will you outfall via sheet flow?

awilliams
Text Box
City of Rockwall Public Park

awilliams
Delete

awilliams
Callout
16" water

awilliams
Delete

awilliams
Callout
10' Utility easement along all roadway frontages

awilliams
Line

awilliams
Callout
12" water line stub

jbrowning
Cloud+

jbrowning
Cloud+
Show ROW line in this area.

jbrowning
Callout
Access easement from ROW to this point required.

jbrowning
Callout
Sanitary sewer must be in a easement with a minimum of 10' on either side of main.

jbrowning
Callout
Maximum length of a dead end water line is 50'. Must connect to a looped system.



awilliams
Delete

awilliams
Delete

awilliams
Callout
16" water
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