ARCHITECTURAL REVIEW BOARD MEETING
A E N D Am CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS
W’ OCTOBER 28, 2025 IN THE CITY COUNCIL CONFERENCE ROOM AT 5:00 PM

NOTES ABOUT PUBLIC PARTICIPATION = RED

()  CALLTO ORDER
()  OPEN FORUM

This is a time for anyone to address the Architectural Review Board (ARB) on any topic. Per the policies of the City of Rockwall, public
comments are limited to three (3) minutes out of respect for the time of other citizens. On topics raised during the OPEN FORUM, please know
that the Architectural Review Board (ARB) is not permitted to respond to your comments during the meeting per the Texas Open Meetings Act.

()  ACTION AGENDA

(1) SP2025-041 (HENRY LEE)
Discuss and consider a request by Lisa Deaton of Palm Development Partners, LLC on behalf of Donna Perry of East Shore J/V for the
approval of a Site Plan for Medical Office Building on a 1.4384-acre parcel of land identified as Lot 27, Block A, The Standard-Rockwall
Addition, City of Rockwall, Rockwall County, Texas, zoned Planned Development District 68 (PD-68) for Commercial (C) District land
uses, situated within the SH-205 Overlay (SH-205 OV) District, addressed as 1301 S. Goliad Street [SH-205], and take any action
necessary.

(V)  ADJOURNMENT

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters listed
on the agenda above, as authorized by Texas Government Code §551.071 (Consultation with City Attorney).

This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must be made
48 hours prior to this meeting. Please contact the City Secretary’s Office at (972) 772-6406 for further information.

[, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, in a

place readily accessible to the general public at all times, on October 22, 2025 prior to 5:00 PM, and remained so posted for at least 72 continuous
hours preceding the scheduled time of said meeting.
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CITY OF ROCKWALL
n 385S. GOLIAD STREET
~ ROCKWALL, TEXAS 75087

PHONE: (972) 771-7700

DATE: 10/24/2025

PROJECT NUMBER: SP2025-041

PROJECT NAME: Site Plan for 1301 S. Goliad Street

SITE ADDRESS/LOCATIONS: 1301 S. Goliad Street

CASE CAPTION: Discuss and consider a request by Lisa Deaton of Palm Development Partners, LLC on behalf of Donna Perry of East Shore J/V for

the approval of a Site Plan for a Medical Office Building on a 1.4384-acre parcel of land identified as Lot 27, Block A, The
Standard-Rockwall Addition, City of Rockwall, Rockwall County, Texas, zoned Planned Development District 68 (PD-68) for
Commercial (C) District land uses, situated within the SH-205 Overlay (SH-205 OV) District, addressed as 1301 S. Goliad Street
[SH-205], and take any action necessary.

DEPARTMENT REVIEWER DATE OF REVIEW STATUS OF PROJECT

PLANNING Ryan Miller 10/24/2025 Approved w/ Comments

10/24/2025: SP2025-041; Site Plan for a Medical Office Building at 1301 S. Goliad Street
Please address the following comments (M= Mandatory Comments; | = Informational Comments)

1.1 This is a request for the approval of a Site Plan for a Medical Office Building on a 1.4384-acre parcel of land identified as Lot 27, Block A, The Standard-Rockwall Addition, City of

Rockwall, Rockwall County, Texas, zoned Planned Development District 68 (PD-68) for Commercial (C) District land uses, situated within the SH-205 Overlay (SH-205 OV) District,
addressed as 1301 S. Goliad Street [SH-205].

1.2 For questions or comments concerning this case please contact Henry Lee in the Planning Department at (972) 772-6434 or email hlee@rockwall.com.
M.3 For reference, include the case number (SP2025-041) in the lower right-hand corner of all pages of all revised plan submittals. (Subsection 01.02(D), Article 11, UDC)
1.4 A subdivision plat will be required to be submitted prior to the issuance of a building permit in order to account for any new or existing easements on the subject property.

M.5 Provide the standard signature block with signature space for the Planning and Zoning Chairman and the Planning Director on all pages of the plans. Also remove the red
placeholder text from the signature block. (Subsection 03.04. A, of Article 11)

APPROVED:
| hereby certify that the above and foregoing site plan for a development in the City of Rockwall, Texas, was approved by the Planning & Zoning Commission of the City of Rockwall
on the day of ,

WITNESS OUR HANDS, this day of ,

Planning & Zoning Commission, Chairman Director of Planning and Zoning

M.6 All overhead utilities are required to be underground per the Unified Development Code (UDC) and the Planned Development District Ordinance. (Subsection 06.01.H, of Article
05, UDC; Ordinance No. 17-05)
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M.7 Site Plan.

(1) Please provide a vicinity map that locates the site relative to the nearest major roadways in a one-half mile radius. (Subsection 03.04. B, of Article 11, UDC)

(2) Please indicate the fire lane as Fire Lane, Public Access, and Utility Easement. (Subsection 03.04. B, of Article 11, UDC)

(3) Indicate the type and depth of the paving material and provide a detail or cut-sheet. (Subsection 03.02, of Article 06, UDC)

(4) Signage is done through separate permits with the Building Inspections Department. (Subsection 06.02. F, of Article 05, UDC)

(5) Please indicate any existing or proposed fencing. Please delineate the location and provide the material and height. (Subsection 08.02. F, of Article 08, UDC)

(6) All pad mounted equipment must be shown on the site plan. This equipment must be screened with five (5) gallon evergreen shrubs, which should be shown on the
landscape plan. (Subsection 01.05.C, of Article 05, UDC)

(7) Please provide a note that there shall no above ground storage tanks or outside storage, which includes vehicles. (Subsection 01.05. B, of Article 05, UDC)

(8) Trash/Recycling enclosures shall be four (4) sided. These receptacles shall be screened by a minimum eight (8) foot, solid masonry dumpster enclosure that utilizes the
same masonry materials as the primary building and incorporates an opaque, self-latching gate. Dumpster storage should be located to the rear of the buildings with proper
access. Trash dumpster shall not be located in any required parking space and shall allow proper access by service trucks. The minimum enclosure area shall be 12’x10’. A
minimum of 6” bollards will be required at potential impact zones and the pad site shall be paved to city standards. In addition, the current dumpster location faces towards
residentially zoned property. Please turn the dumpster enclosure away from the residential subdivision.

M.8 Landscape Plan.

(1) Provide the same site data information required in Section 2.1 Site Plan: Miscellaneous and Density and Dimensional Requirements of this checklist. (See Sec. 2.1 of the
checklist)

(2) Please provide three (3) tiered landscape screening along the northeast property line. (Subsection 05.02.B, of Article 08, UDC)

(3) Please provide one (1) canopy tree and one (1) accent tree per 50-linear feet along the east access easement. This can serve as a compensatory measure. (Subsection
05.05, of Article 08, UDC)

(4) All pad mounted equipment must be shown; this includes franchise utilities. This equipment must be screened with five (5) gallon evergreen shrubs, which should be shown
on the landscape plan. (Subsection 01.05.C, of Article 05, UDC)

(5) All shrubs shall be five (5) gallon. (Subsection 05.05. B, of Article 08, UDC)

(6) All parking spaces that face onto a roadway must have a row of 5-gallon evergreen shrubs planted in front of them for headlight screening. (Subsection 05.03, of Article 08,
uDC)

(7) All landscaping must be irrigated with an underground system. (Subsection 05.04, of Article 08, UDC)

(8) Please delineate and label the required berms within the landscape buffers. (Subsection 06.02, of Article 05, UDC)

M.9 Treescape Plan

(1) Provide the same site data information required in Section 2.1 Site Plan: Miscellaneous and Density and Dimensional Requirements of this checklist. (See Sec. 2.1 of the
checklist)

(2) For Eastern Red Cedar (ERC) trees, the mitigation is required based on the height of the ERC. In this case, the treescape table indicated caliper sizes, which appear to be
much larger than what is on site. Please provide some clarity on this item. (Section 05, of Article 09, UDC)

M.10 Photometric Plan

(1) Provide the same site data information required in Section 2.1 Site Plan: Miscellaneous and Density and Dimensional Requirements of this checklist. (See Sec. 2.1 of the
checklist)

(2) Light levels shall not be greater than 0.2 FC at all property lines. In addition, the light levels should be 0.0 FC adjacent to S. Goliad Street, and the northeast property line. In this
case, the light levels appear to be taken from the edge of pavement and not the property line. Please correct the photometric plan to address this requirement. (Subsection 03.03, of
Article 07, UDC)

(3) Please indicate the mounting height for all of the fixtures. All fixtures may not be mounted greater than 20-feet. (Subsection 03.03, of Article 07, UDC)

M.11 Building Elevations

(1) The subject property is located within an Overlay District. This requires that the stone be natural or quarried. In this case, the proposed stone appears to be cast. Please
propose a different stone or this will be a Variance request. (Subsection 06.02, of Article 05, UDC)

(2) EIFS is not an approved masonry material, rather three (3) part stucco will need to be utilized. (Subsection 06.02, of Article 05, UDC)
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(3) The subject property is located within an Overlay District. This requires that each fagade cannot utilize more than 50% cementitious material. In this case, the north and east
facade exceeds this requirement. Please correct this or this will be a Variance request. (Subsection 06.02, of Article 05, UDC)

(4) Please include a note on the building elevations that indicate that the back side of the parapets will incorporate the same material as the exterior facing fagade. (Subsection
06.02, of Article 05, UDC)

(5) All roof mounted equipment must be crosshatched on the building elevations. This equipment must be fully screened. (Subsection 01.05.C, of Article 05, UDC)

(6) Indicate any additional design elements for the base, walls, or parapets (such as cornice, arcades, and covered walkways/windows). Staff should note that the Architectural
Review Board (ABR) will be looking for canopies over any exterior doors. (Subsection 01.05.C, of Article 05, UDC)

(7) The subject property is located within an Overlay District. This requires four (4) sided architecture where all sides of the building must utilize the same materials, detailing,
articulation and features. In this case, the detailing, features, and articulation are not the same on each side. Please provide four (4) sided architecture or this will be a Variance
request. (Subsection 06.02, of Article 05, UDC)

(8) In addition, the comment above, the four (4) sided architecture requires the primary articulation standards to be used on each side of the building. Please see the areas of
non-conformance below. Please correct this or this will be a Variance request. (Subsection 06.02, of Article 05, UDC)

a. Wall Height: (conforming)

b.  Wall Length: maximum permitted = 51°6” (non-conforming on north, west, and east sides)

c. Secondary Entry Element Width: minimum permitted = 12°10” (non-conforming on south side, and north, east, and west have no secondary element)

d.  Wall Projection: minimum permitted = 4'3” (non-conforming on all sides)

e. Primary Entry Element Depth: minimum permitted = 8'6” (non-conforming on all sides)

f.  Projection Height: minimum permitted = 4’3” (non-conforming on all sides)

g. Primary Entry Element Width: minimum permitted = 25’8” (non-conforming on south side, and north, east, and west have no primary element)

M.12 At this time, based on the materials submitted, staff has identified several changes to the site, landscape, photometric, and building design that require changes. Any

required changes that are not made will be an exception/variance. These exceptions/variances must be approved by the Planning and Zoning Commission.

M.13 According to Article 11, Development Application and Review Procedures, of the Unified Development Code (UDC), two (2) compensatory measures (above and beyond
the requirements of the UDC) for each exception or variance is required. In order to request an exception or variance, the applicant will need to provide a letter outlining the
requested exceptions and required compensatory measures. For every requested exception or variance, two (2) compensatory measures must be provided.

1.14 Please note that failure to address all comments provided by staff by 3:00 PM on November 4, 2025 will result in the automatic denial of the case on the grounds of an
incomplete submittal. No refund will be given for cases that are denied due to an incomplete submittal, and a new application and fee will be required to resubmit the case.

1.15 Please note the scheduled meetings for this case:

(1) Planning & Zoning meeting/work session meeting will be held on October 28, 2025.
(2) Planning & Zoning meeting/public hearing meeting will be held on November 11, 2025.

1.16 All meetings will be held in person and in the City’s Council Chambers. All meetings listed above are scheduled to begin at 6:00 p.m. (P&Z). The City requires that a
representative(s) be present for these meetings. During the upcoming work session meeting with the Planning and Zoning Commission, representative(s) are required to present
their case and answer any questions the Planning Commission may have regarding this request.

DEPARTMENT REVIEWER DATE OF REVIEW STATUS OF PROJECT

ENGINEERING Madelyn Price 10/23/2025 Approved w/ Comments

10/23/2025: 1. Dumpster area must have oil/water separator that drains to storm drainage system.
2. Shift drive aisle and parking SW to allow for 20' parking space.
3. 20" min.

General ltems:
General ltems:
- Must meet City 2023 Standards of Design and Construction
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- 4% Engineering Inspection Fees

- Impact Fees (Water, Sewer, Roadway).

- Minimum easement width is 20' for new easements. No structures, including walls, allowed in easements.
- Retaining walls 3' and over must be engineered.

- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.

- No structures or fences with easements.

- Tree mitigation will be required for the removal of any existing trees on site.

- The site will need to be platted.

- All utilities must be underground.

- Additional comments may be provided at time of Site Plan and Engineering.

Roadway Paving Items:

- Must meet City driveway spacing requirements.

- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).

- All Parking must be 20'x9" minimum.

- Parking may not be off a public Roadway. Vehicle must not be required to back onto a public roadway, including trash trucks.
- No dead-end parking allowed without an City approved turnaround.

- Drive isles to be 24" wide.

- Fire lane (if needed) to be 24' wide and in a platted easement.

- Fire lane (if needed) to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum.

- Culverts (if needed) must be engineered.
- Sidewalk pro-rata $3.50/If of SH 205 frontage

Water and Wastewater ltems:

- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)

- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening cutting will not be allowed.
- Any public water lines must be a minimum of 8", looped, and must be in a 20" wide easement.

- Public sewer to be 8" minimum.

- Commercial sanitary sewer service line size is minimum 6" and must connect to an existing or proposed manhole.

- There is an existing sewer manhole located on the northwest side of the property available for use.

- There is an existing 12" water main stub along S. Goliad St., and an 8" water main stub located on the northeast side of the property available for use.
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)

- Min 20' utility easements.

- Water to be 10" separated from storm and sewer lines.

- All public utilities must be centered within an easement.

- 10" Utility easements to be dedicated along SH 205 and Community Lane

Drainage ltems:

- Existing flow patterns must be maintained.

- Detention is required.

- Detention calculations are based on zoning, not specific land use.

- Detention easement is required, set at the freeboard elevation.

- No vertical walls allowed in the detention easement.

- No public water or public sanitary sewer allowed in the detention easement.

- Detention must have a max side slope of 4:1 with a minimum bottom slope of 1%.
- Detention ponds must be irrigated

- Detention must be on site, and not within public utility easements or Right-of-Way.
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- Detention pond must have an emergency spillway.

- The100-year WSEL for the detention pond must be called out.

- The property owner will be responsible for maintaining, repair, and replacement of the drainage systems.
- FFE for all buildings must be called out when adjacent to a detention pond. FEE must be a minimum 2' above the 100-year WSEL for the detention pond.

- Grate inlets are not allowed.
- Dumpster areas must drain to oil/water separator and then to the storm drainage system.

Landscaping:

- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.

- No trees to be with &' of any public water, sewer, or storm line that is less than 10".
- Landscape berms may not be on top of City utilities or within easements.

DEPARTMENT

REVIEWER

DATE OF REVIEW

STATUS OF PROJECT

BUILDING

Craig Foshee

10/23/2025

Approved w/ Comments

10/23/2025: * Back sides of the parapet walls to be finished with the same material as the front

* Must be 3-part stucco, listed as stucco
* Materials indicate EIFS, which is not allowed, must be 3-part stucco

DEPARTMENT

REVIEWER

DATE OF REVIEW

STATUS OF PROJECT

FIRE

Ariana Kistner

10/22/2025

Approved

No Comments

DEPARTMENT

REVIEWER

DATE OF REVIEW

STATUS OF PROJECT

GIS

Lance Singleton

10/20/2025

Approved

No Comments

DEPARTMENT

REVIEWER

DATE OF REVIEW

STATUS OF PROJECT

POLICE

Chris Cleveland

10/20/2025

Approved

No Comments

DEPARTMENT

REVIEWER

DATE OF REVIEW

STATUS OF PROJECT

PARKS

Ryan Miller

10/24/2025

N/A

No Comments

PROJECT COMMENTS: SP2025-041: Site Plan for 1301 S. Goliad Street

PAGE| 5



F:\Projects\2025\2025.036 Palm Devleopment - Rockwall, Tx\dwg\2025.036.dwg, 10/14/2025 11:09:56 AM, Benchmark5

’ | ‘ ‘*=::::::‘ /4% - /// \V \ _—
| BENCHMARK \::=::::~—s§§/ ///// \\ /' ) 8
2 — — (NAVD 88 SPS 4202 TX - i = \ ) " \ ©
= ,\ NC)CUT "X"—TOP OF CURB _ /?V \ ll _
! 26.4" SOUTH & 45.0° EAST OF g S : V’ll : \ 0
| S.E. PROPERTY CORNER — T = T T BENCHMARK |
| | ELEV= 564.68’ \//‘/‘/ == \ = sl lll A,é\‘ Il CUT "X"—TOP OF CURB . ~
= P s = S Y [ 24.2’ SOUTH & 40.3’ EAST il
. = TRANSITION FROM FLUSH| __ === T A ?s\ I \ OF N.E. PROPERTY CORNER \ =)
—d__ » ) - = : : ELEV=568.54’
——— Y T T T g w4 (REF GRAONG PLAY) | Nk SRR —\ I | \ ey
T T —Ex _ N LT T _ 72 T N : N »
\ T WTRéL /x - —— - A\PPROX\MAT\E“LO;\ﬂ\C\JN OF \ A\ * < % <
I [ O ———— BRI > Sgg% ' 8" WATER LINE \ \ \ General Items: % E
i 3 L \ 2 ONGTEEF T , - Must meet City 2023 Standards of Design and Construction 1
) 1 r Dumpster area must have CONSTRUCT 119+ L.F. OF \ - 4% Engineering Inspection Fees =12
ol i S oil/water separator that drains \ R e WAL WITH 27 WIDE - Impact Fees (Water, Sewer, Roadway). : z
Il T/R=563.35 _ - 0./ —| to storm drainage system. (DESIGN BY OTHERS) \ - Minimum easement width is 20' for new easements. No structures, including walls, allowed in easements. E: é
Sl | FL=857.24 | y | CONSTRUCT CONCRETE AVAD \ T w . - Retaining walls 3' and over must be engineered. slu
5 | : DUMPSTER PAD AND APPROACH S8 PROPOSED ] Q&p: A\ \ \ - All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls. 15
o I oy - | (REF. GEOTECH. REPORT FOR o\ ?FEENI'EPS;EZHENS&E&SU)RE . A \ \ SITE PLAN INFORMA - No signage is allowed within easements or ROW. »
) | 1 i PAVEMENT SECTIONS) % ’ ’ TS PROPOSED BASKETBALL| - No structures or fences with easements.
Ll I CONSTRUCT CONCRETE ) R ;) (REF. ARCH. PLANS) \\\\ \ LOT: 27 BLOCK: A - Tree mitigation will be required for the removal of any existing trees on site.
| Il |moNoLITHIC CURB (TYP.) 932’ A :q - \ .~“ ZONING: PLANNED DEVELOPMI - The site will need to be platted. s
| I ; - 1 W . C \ SETBACKS: - All utilities must be underground. 9
ol H . TRE% , } “ 20.50" T CX FRONT: 25 REAR: 10’ - Additional comments may be provided at time of Site Plan and Engineering. 4
E ' o = 24.00° O\ TOTAL LOT AREA: 62,657 SF 2
<l i | \ !l c R 3 20.50° N Pl L BUILDING AREA: 10,331 SF | Roadway Paving Items: D‘ 2
. 3 N 4 7 - . . . ui
Ll I Rl = % CONSTRUCT CONCRETE : B ARKING - Must meet City driveway spacing requirements. 3 V
Ll I e 2 = MONOLITHIC CURB (TYP.) : TOTAL BUILDING AREA — 101- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed). <
| ” | ” ‘ | % % g OFFICE BUILDING @ 1 SPACE - All Parking must be 20'x9"' minimum. 5
— y T Z m - Parking may not be off a public Roadway. Vehicle must not be required to back onto a public roadway, including trash trucks i
60" MUTUAL ACCESS, FIRE LANE & UTILITY EASEMENT. r% - TRANSITION FROM FLUSH > g Yy ' P ' Y. \ q P Y, g . @
CAB. G, SLD. 87-PRRCT z S z T0 6” CURB IN 10’ * REQUIR] - No dead-end parking allowed without an City approved turnaround. Z
! Il I | ﬁ (REF. GRADING PLAN) % R\ \ APPROXIMATE LOCATION OF TOTAL PARKING 52 SPA( - Drive isles to be 24" wide. m =
= I |- 2 90 SR\ _ \ \ \‘/33\;2ER WATER LINE - Fire lane (if needed) to be 24" wide and in a platted easement. =
L I E TYP \ \ \ \ \‘\\ \ - Fire lane (if needed) to have 20" min radius if buildings are less than 30’ tall. If any of the buildings are 30' or more, the fire lane will w N
o [ w [consTRuCT 2 wiDE <8 \ B \ \ ~ be 30" radius minimum. &
ol I L 5 CURB OPENING K SR O, \ LY \ | - Culverts (if needed) must be engineered z
Ll I 1l g ’\ W L PROPOSED &' WHITE v \'\\ z \ \ Sidewalk pro-rata $3.50/If of SH 205 fron.tage z
' 45' - Sl VINYL FENCE A _ - - . Z
Lol APPROXIMATE LOCATION |PF P%?EI%ISIE(? E:ZRRELQI,'\II'E ] R50.530'jr5 oo (OWNER TO SPECIFY) \\ A \é\ \\\\ \ " Thter?e s Z -
GAS E—] . . authori 1
ol RER FIELD LocLhEE OF ROCKWALL REQUIREMENTS 17.07 : , \ . A\ \ \ . 2. Corqtrctct Water and Wastewater ltems: 3
: I e | == , — s> \ o b\ \ \ 5. e con| - Site plan must show existing/proposed utility lines (Water, Sewer, etc.) w o
= ] l || & EE L] \ : @ 2050 R 93 D%ﬂq VR WV \ O o TR - Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening cutting will not be allowed. 8
5 \\%\ | ' AN LA A \ provided] - Any public water lines must be a minimum of 8", looped, and must be in a 20" wide easement. —_— 8
\ Lo : , : ' AR\ \ \ engineer] - Pyblic sewer to be 8" minimum. .
| I \ \ , R71.00 . \ \\ \\ . indemnif ) . . . . . . .. " . m o
. R2.50 ) CONSTRUCT CONCRETE notificati] - Commercial sanitary sewer service line size is minimum 6" and must connect to an existing or proposed manhole. 5
' OCFO'\IIQ%TCRKUVSJLLSTSD" V(;I'[T)E . SIDEWALK (TYP.) v \\\ \ \ > El%t;fﬁ\” - There is an existing sewer manhole located on the northwest side of the property available for use. 2
\ \ CONCRETE SIDEWALK 1748 SN - . \\ \\ ' '\\\ . \\\ following} _ There is an existing 12" water main stub along S. Goliad St., and an 8" water main stub located on the northeast side of the LLI o
\ '\'\ T s o B & \ \ v \ \ \\\ \ «] property available for use. &
\ \ \ e o ’ _ &\ &{. \ N \ : q- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.) D E
: = 2 L 2, Y 2 \ \ - Min 20' utility easements. w
CONSTRUCT STD. CITY 50° . PROPOSED BUILDING : z. \ N . : =
\ o CONSTRUCT STD. CITY R19.50 . 5 rEo5e1 26 o 2 \ ol - Water to be_ 10 separated from storm and sewer lines. ?
DRIVEWAY APPROACH — = ) \ \\ \ \ \ ol - All public utilities must be centered within an easement. >
\ T \ \ (REF. GEOTECH REPORT T . A \ \ - 10" Utility easements to be dedicated along SH 205 and Community Lane 5
. \ \\\ \ FOR PAVEMENT SECTIONS) S \ \\ ' \\ CONSTRUCT STD. CITY Drainage ltems: 3
A 2 . S 2,02 < R5.00° OF ROCKWALL 5’ WIDE : i
\ TRANSITTCI>O'?3 "FESQBF:_I\LIJS; 2, \ 189% 2 \ " e 10.00" Q CONCRETE SIDEWALK \ - Existing flow patterns must be maintained. 3
g CONSTRUCT 6.5’ \ W/ \ B} ion i i Q
(REF. GRADING PLAN) SEMS;(/IEST?NES; sL|bFEWALK : LONG T.D.LR.|H INSTALL ACCESSIBLE | \& K ,\ 4 \ ,\ : Detention is required. : - “
—T ) LA .. ACCESSIBLE RAMP PARKING SIGN o LMo CONSTRUCT 6.5 - Detention calculations are based on zoning, not specific land use.
A & P R19.50 e ) /o, LONG T.D.L.R \ : : : :
APPROKIWATE LOCHTION OF : EX. 25 WPH SPEED LMIT N / - % L \ ///// (TYP. EACH SPACE) ok R5.00j § ACCESSIBLE RAMP \ \ - Detentlpn easement is requwed, set at the freeboard elevation.
PER CITY ATLAS \ ORNAMENTAL POST ‘ . , R0.50° o ONSTRUCT 55 v = \ '\\\ " W \ - No vertl_cal walls aIIowe_d in th_e detention easement. _
COORDINATE WITH CITY OF : RYL = . LONG T.D.LR. T \ S VLo \'. [REMOVE 72t LF. - No public water or public sanitary sewer allowed in the detention easement.
ROCKWALL TO RELOCATE EXISTING \ ' A % o ACCESSIBLE RAMP T 2 3 Y i LOF_EXISTING cuRB| - - Detention must have a max side slope of 4:1 with a minimum bottom slope of 1%.
A\ \ f\ X N > 476 LT ; 3 \ \ \ \ - Detention ponds must be irrigated
\ [FEE 5T Tr SONSTRUCT SO oy - '\Usae Ag\ AN : T [CONRE S 7 NN \[TRAnsITioN From FLusH - Detention must be on site, and not within public utility easements or Right-of-Way.
OF EXISTING CURB OF ROCKWALL 5’ WIDE o« R AR o : T\~ T0 6" CURB IN &’ \ - Detention pond must have an emergency spillway.
\ T\ CONCRETE SIDEWALK 2z - f',; ' e = , g’ﬁg \ 22507 \sz"‘r’o o "\ f|{(REF._GRADING PLAN) . - The100-year WSEL for the detention pond must be called out.
, ) \ 4059 > %o |\ ggmgTRE#ETFEUMVQDE \, 3 L ; K SAWCUT LINE \ - The property owner will be responsible for maintaining, repair, and replacement of the drainage systems. —
\\ \ 028 v \: “\; 1 I - FFE for all buildings must be called out when adjacent to a detention pond. FEE must be a minimum 2' above the 100-year WSEL
N } 3\ \ N SN R e TE \ for the detention pond.
\ \ CONSTRUCT 2" WIDE . g > e L \'5 DRIVEWAY APPROACH - Grate inlets are not allowed.
s \\\\ CONCR)E;F\E FLUME RS % b °. f2.50" TR \\ N \ - Dumpster areas must drain to oil/water separator and then to the storm drainage system.
: o e > ' ~ X REMOVE 97+ LF.
\ z, "LEVEL" LANDING v\ W2 " WIDE STRIPING - . \ OF EXISTING SIDEWALK Landscaping :
2 (Tvp.) e\ oo AT 2 oc AT a5 () g a3 AR P é\ \\\\ \ - No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger. =\ BENCHMARK
\ \ R19.50° = ' 9 g,l\TRHKlflél”,\”ED NO | ) a\'%10.00° SR \ \ : - No trees to be with 5' of any public water, sewer, or storm line that is less than 10". 5 DESIGN GROUP
: \ %" WIDE PAINTED 5.00' 2. Q) ’@%,\ , \ N \ - Landscape berms may not be on top of City utilities or within easements.
\ . o \ R0 L o CONSTRUCT STD. CITY — — .
\ STRIPE_(TYP.) Shift drive aisle and P ?% %% N\ OF ROCKWALL 5° WIDE o =AISTING AT SERERHRE DRAWN BT: cce
\ \ : parking SW to allow , =% 2\ yreet L2 \ CONCR?\TE SIDEWALK ——— — — —— PROPERTY LINE
for 20" parking space o429 ' 5" by \ ' PROPOSED "LEVEL” LANDING CHECKED BY: JGM
, parng pp N T\ (g 8457) \'\~~5. T a \\\\ \ (SLOPE OF LANDING SHALL NOT
o y . L P
A 5,00 z % EXCEED 2% IN ANY DIRECTION)
\ R64.50° o . CONSTRUCT 6.5’ \?{% \" \\\\ X! \ \ DATE: JUNE 2025
: LONG T.D.L.R. .
\ Ry \ : ® o0 L ACCESSIBLE_RAMP \%’1 EX. SXSNE)&\KG'NG \\\ \\\\ .
: @ LE .
coNG. HooD | 20" LANDSCAPE BUFFER\ ..\ ' . . . {a \ \: \ \ 208 1O: 202505
\ \ DER biay | EHTY HASEENT 25’ BUILDING SETBACK ' % ROCKWALL SENIOR \
/‘ CONC. HOOD — EXCEPTION #10E - R64.50' LIVING 1325" o
\ \ CONSTRUCT CONCRETE| | CONSTRUCT CONCRETE 5 T L e e CURB (JUT
/ \ MONOLITHIC CURB (TYP.) SIDEWALK (TYP.) e 5o <\ ”/FOR DRAINAGE
_ . ) ’OEFSM [ APPROXIMATE LOCATION OF
/T/Ffjggggg - ‘ A Re00'—— SZ3a9 | Il ’ 12" WATER LINE
/ o \ o | oi%% ‘ 10" UTILITY EASEMENT - R10.00" Ng = / \ et ARKER PER CITY ATLAS U)
pp 8528 . ® PP / N ' %)
- — — oHE —|— : —’%%%Y—%Hggmgﬂ HE— — = = — — ot — — — — — — OHE — — — — — — OHE — — — — —|— OfE — — — O — — G H.‘,/,L——OE—— ‘OH% — — — — — OHE — — — — — OHE — — — — — — OHE — — — )
ﬂ‘[Ex- VR =S EX. :FMOS” GAS MARKER 219.44" OF ROCKWALL 5 WIDE N e T T T Y | w \x/// wy \ _C\XN g THE STANDARD — ROCKWALL ADDITION < e
L e o o, o M — — . — — —EX. WIR— — —
oo —— 1 Wremir = T ToRReR V- Tt CONC. DRAINAGE PIT_ gy wiR— — — — — e win— — — L CONRETE SIOEWALK] k{3 — — - caemmgir — —— 07 — N e LOT: 27  BLOCK: A j <DE <
SR oy ATiAg / . \ N EX. "JCT 740 LEFT LANE" - £ "END ROAD WORK” Vi — sy — — —— ZONING: PLANNED DEVELOPMENT T 5
- -~ o SIGN Vi (PD—68), SH—205 OVERLAY
/>Z/ T/R=559.54 O\ K /FL:553.41 B ; O o
FL=550.84 ~ R BN -y —— =
== A et/ g s 7 - s s [ A gﬁg;%ﬁiﬁ K\éES ORIVE 4110 T n
BENCHMARK " S R L ete 93 | DALLAS, TX 75231 / 8
nyn T/G=556.23 4 D
CUT "X"—TOP OF CURB FL=551.72 BENCHMARK ATTN: DONNA PERRY, VENTURE MANAGER ™
27.7° NORTH & 63.8° WEST CUT "X"—TOP OF CURB PHONE: 580-236—3911 Z —
OF S.W. PROPERTY CORNERi SOUTH GOL|AD 54.8 SOUTH & 25.6° EAST :
ELEV=560.49 | — — —_ = — — — — — ——————— — —|OF S.E. PROPERTY CORNER =
STREET ELEV= 554.08’ CIVIL ENGINEER
BENCHMARK DESIGN GROUP
2301 THREE LAKES PARKWAY
TYLER, TX 75703
L A e - e e PHONE: 903-534—-5353
i e i i et [/ CASE NO.
\
AN
N /2025—055
PLANNING AND ZONING CHAIRMAN
SHEET NO.
1 GRATE, 1 HOOD C -4
1/6=556.13 PLANNING DIRECTOR

© Copyright 2004, Benchmark Design Group, LLC


AutoCAD SHX Text
323.69'

AutoCAD SHX Text
4" TREE

AutoCAD SHX Text
5" TREE (TAG 8457)

AutoCAD SHX Text
4" TREE

AutoCAD SHX Text
4" TREE

AutoCAD SHX Text
24" RCP

AutoCAD SHX Text
24" RCP

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
36" RCP

AutoCAD SHX Text
36" RCP @ 1.01%

AutoCAD SHX Text
MH

AutoCAD SHX Text
MH

AutoCAD SHX Text
MH

AutoCAD SHX Text
MH

AutoCAD SHX Text
MH

AutoCAD SHX Text
MH

AutoCAD SHX Text
T/R=559.54 FL=550.84

AutoCAD SHX Text
CONC. HOOD

AutoCAD SHX Text
T/R=560.21

AutoCAD SHX Text
T/R=560.52 FL=556.51

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
18" RCP

AutoCAD SHX Text
18" STS

AutoCAD SHX Text
PER CITY ATLAS

AutoCAD SHX Text
T/R=560.82 FL=556.82

AutoCAD SHX Text
CONC. HOOD

AutoCAD SHX Text
T/R=557.70 FL=553.41

AutoCAD SHX Text
1 GRATE, 1 HOOD T/G=556.23 FL=551.72

AutoCAD SHX Text
1 GRATE, 1 HOOD T/G=556.13 FL=551.63

AutoCAD SHX Text
APPROXIMATE LOCATION OF 8" WATER LINE PER CITY ATLAS

AutoCAD SHX Text
APPROXIMATE LOCATION OF 8" WATER LINE PER CITY ATLAS

AutoCAD SHX Text
APPROXIMATE LOCATION OF 12" WATER LINE PER CITY ATLAS

AutoCAD SHX Text
APPROXIMATE LOCATION OF 12" WATER LINE PER CITY ATLAS

AutoCAD SHX Text
CO

AutoCAD SHX Text
MH

AutoCAD SHX Text
CO

AutoCAD SHX Text
T/R=563.35 FL=557.24

AutoCAD SHX Text
15' X 15' VISIBILITY EASEMENT PER PLAT EXCEPTION #10E

AutoCAD SHX Text
25.00' BUILDING PER PLAT EXEPTION #10E

AutoCAD SHX Text
25' X 25' VISIBILITY EASEMENT PER PLAT EXCEPTION #10E

AutoCAD SHX Text
10.00' UTILITY EASEMENT PER PLAT

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
LP

AutoCAD SHX Text
LP

AutoCAD SHX Text
LP

AutoCAD SHX Text
APPROXIMATE LOCATION OF GAS LINE PER FIELD LOCATE

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
EX. "AT&T" MARKER

AutoCAD SHX Text
EX. STONE EDGING

AutoCAD SHX Text
"EVERGREEN AT ROCKWALL SENIOR LIVING 1325" BRICK & CONC. SIGN

AutoCAD SHX Text
CURB CUT FOR DRAINAGE

AutoCAD SHX Text
EX. "JCT 740 LEFT LANE" SIGN

AutoCAD SHX Text
EX. "END ROAD WORK" SIGN

AutoCAD SHX Text
"STOP" SIGN

AutoCAD SHX Text
BENCHMARK CUT "X"-TOP OF CURB 54.8' SOUTH & 25.6' EAST OF S.E. PROPERTY CORNER  ELEV= 554.08'

AutoCAD SHX Text
EX. "ATMOS" GAS MARKER

AutoCAD SHX Text
EX. "BRIDGE MAY ICE  IN COLD WEATHER" SIGN

AutoCAD SHX Text
CONC. DRAINAGE PIT

AutoCAD SHX Text
WM

AutoCAD SHX Text
BENCHMARK  CUT "X"-TOP OF CURB 27.7' NORTH & 63.8' WEST OF S.W. PROPERTY CORNER  ELEV=560.49'

AutoCAD SHX Text
EX. "25 MPH SPEED LIMIT" SIGN ON ORNAMENTAL POST

AutoCAD SHX Text
BENCHMARK (NAVD 88 SPS 4202 TX NC)CUT "X"-TOP OF CURB 26.4' SOUTH & 45.0' EAST OF S.E. PROPERTY CORNER  ELEV= 564.68'

AutoCAD SHX Text
EX. SPRINKLER SYSTEM INSTALLED ALONG R.O.W.

AutoCAD SHX Text
BENCHMARK CUT "X"-TOP OF CURB 24.2' SOUTH & 40.3' EAST OF N.E. PROPERTY CORNER  ELEV=568.54'

AutoCAD SHX Text
20' LANDSCAPE BUFFER

AutoCAD SHX Text
25' BUILDING SETBACK

AutoCAD SHX Text
10' BUILDING SETBACK 

AutoCAD SHX Text
10' BUILDING SETBACK & LANDSCAPE BUFFER

AutoCAD SHX Text
10' BUILDING SETBACK & LANDSCAPE BUFFER

AutoCAD SHX Text
NO PARKING

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
8

AutoCAD SHX Text
60' MUTUAL ACCESS, FIRE LANE & UTILITY EASEMENT. CAB. G, SLD. 87-P.R.R.C.T

AutoCAD SHX Text
60' MUTUAL ACCESS, FIRE LANE & UTILITY EASEMENT. CAB. G, SLD. 87-P.R.R.C.T

AutoCAD SHX Text
9'x20' TYP

AutoCAD SHX Text
9'x20' TYP

AutoCAD SHX Text
12

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
9'x20' TYP

AutoCAD SHX Text
9'x20' TYP

AutoCAD SHX Text
10' UTILITY EASEMENT

AutoCAD SHX Text
10' UTILITY EASEMENT

AutoCAD SHX Text
9.00'

AutoCAD SHX Text
9.00'

AutoCAD SHX Text
9.00'

AutoCAD SHX Text
9.00'

AutoCAD SHX Text
28.00'

AutoCAD SHX Text
50.00'

AutoCAD SHX Text
25.00'

AutoCAD SHX Text
24.00'

AutoCAD SHX Text
20.50'

AutoCAD SHX Text
20.50'

AutoCAD SHX Text
20.50'

AutoCAD SHX Text
20.00'

AutoCAD SHX Text
24.00'

AutoCAD SHX Text
20.50'

AutoCAD SHX Text
6.00'

AutoCAD SHX Text
24.00'

AutoCAD SHX Text
5.26'

AutoCAD SHX Text
24.00'

AutoCAD SHX Text
53.00'

AutoCAD SHX Text
6.00'

AutoCAD SHX Text
44.00'

AutoCAD SHX Text
17.50'

AutoCAD SHX Text
50.62'

AutoCAD SHX Text
16.44'

AutoCAD SHX Text
12.71'

AutoCAD SHX Text
11.98'

AutoCAD SHX Text
17.48'

AutoCAD SHX Text
76.48'

AutoCAD SHX Text
17.07'

AutoCAD SHX Text
61.50'

AutoCAD SHX Text
8.59'

AutoCAD SHX Text
12.00'

AutoCAD SHX Text
10.00'

AutoCAD SHX Text
10.50'

AutoCAD SHX Text
10.20'

AutoCAD SHX Text
17.50'

AutoCAD SHX Text
100.70'

AutoCAD SHX Text
12.98'

AutoCAD SHX Text
13.67'

AutoCAD SHX Text
9.26'

AutoCAD SHX Text
14.67'

AutoCAD SHX Text
39.57'

AutoCAD SHX Text
118.14'

AutoCAD SHX Text
10.80'

AutoCAD SHX Text
8.10'

AutoCAD SHX Text
16.65'

AutoCAD SHX Text
16.65'

AutoCAD SHX Text
15.39'

AutoCAD SHX Text
12.73'

AutoCAD SHX Text
9.95'

AutoCAD SHX Text
9.95'

AutoCAD SHX Text
14.19'

AutoCAD SHX Text
16.87'

AutoCAD SHX Text
5.00'

AutoCAD SHX Text
11.20'

AutoCAD SHX Text
14.24'

AutoCAD SHX Text
35.66'

AutoCAD SHX Text
26.71'

AutoCAD SHX Text
CO

AutoCAD SHX Text
9'x20' TYP

AutoCAD SHX Text
NO PARKING

AutoCAD SHX Text
3.00'

AutoCAD SHX Text
17.59'

AutoCAD SHX Text
17.59'

AutoCAD SHX Text
13.67'

AutoCAD SHX Text
113.33'

AutoCAD SHX Text
88.41'

AutoCAD SHX Text
98.33'

AutoCAD SHX Text
8.67'

AutoCAD SHX Text
11.33'

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
15.93'

AutoCAD SHX Text
96.33'

AutoCAD SHX Text
74.02'

AutoCAD SHX Text
104.92'

AutoCAD SHX Text
219.44'

AutoCAD SHX Text
15.08'

AutoCAD SHX Text
60.46'

AutoCAD SHX Text
108.24'

AutoCAD SHX Text
13.50'

AutoCAD SHX Text
85.96'

AutoCAD SHX Text
PROPOSED 8' WHITE VINYL FENCE  (OWNER TO SPECIFY)

AutoCAD SHX Text
WALL-1 CONSTRUCT 119± L.F. OFRETAINING WALL WITH 2' WIDE CONCRETE FLUME (DESIGN BY OTHERS)

AutoCAD SHX Text
REMOVE 74± L.F.OF EXISTING CURB

AutoCAD SHX Text
INSTALL ACCESSIBLE  PARKING SIGN (TYP. EACH SPACE)

AutoCAD SHX Text
CONSTRUCT STD. CITY OF ROCKWALL CONCRETE DRIVEWAY APPROACH

AutoCAD SHX Text
CONSTRUCT CONCRETE MONOLITHIC CURB (TYP.)

AutoCAD SHX Text
CONSTRUCT CONCRETE SIDEWALK (TYP.)

AutoCAD SHX Text
PROPOSED FIRELANE STRIPING PER CITY OF ROCKWALL REQUIREMENTS

AutoCAD SHX Text
"LEVEL" LANDING (TYP.)

AutoCAD SHX Text
CONSTRUCT CONCRETE  DUMPSTER PAD AND APPROACH (REF. GEOTECH. REPORT FOR PAVEMENT SECTIONS)

AutoCAD SHX Text
TRANSITION FROM FLUSH  TO 6" CURB IN 5'  (REF. GRADING PLAN)

AutoCAD SHX Text
4" WIDE STRIPING AT 2' O.C. AT 45°WITH PAINTED "NO PARKING"

AutoCAD SHX Text
4" WIDE PAINTED STRIPE (TYP.)

AutoCAD SHX Text
CONSTRUCT STD. CITY  OF ROCKWALL 5' WIDE  CONCRETE SIDEWALK

AutoCAD SHX Text
TRANSITION FROM FLUSH  TO 6" CURB IN 5'  (REF. GRADING PLAN)

AutoCAD SHX Text
TRANSITION FROM FLUSH  TO 6" CURB IN 5'  (REF. GRADING PLAN)

AutoCAD SHX Text
CONSTRUCT 6.5' LONG T.D.L.R. ACCESSIBLE RAMP

AutoCAD SHX Text
CONSTRUCT 6.5' LONG T.D.L.R. ACCESSIBLE RAMP

AutoCAD SHX Text
CONSTRUCT STD. CITY  OF ROCKWALL 5' WIDE  CONCRETE SIDEWALK

AutoCAD SHX Text
CONSTRUCT STD. CITY  OF ROCKWALL 5' WIDE  CONCRETE SIDEWALK

AutoCAD SHX Text
CONSTRUCT STD. CITY  OF ROCKWALL 5' WIDE  CONCRETE SIDEWALK

AutoCAD SHX Text
CONSTRUCT STD. CITY  OF ROCKWALL 5' WIDE  CONCRETE SIDEWALK

AutoCAD SHX Text
CONSTRUCT CONCRETE SIDEWALK (TYP.)

AutoCAD SHX Text
CONSTRUCT STD. CITY OF ROCKWALL CONCRETE DRIVEWAY APPROACH

AutoCAD SHX Text
CONSTRUCT CONCRETE MONOLITHIC CURB (TYP.)

AutoCAD SHX Text
CONSTRUCT CONCRETE MONOLITHIC CURB (TYP.)

AutoCAD SHX Text
REMOVE 97± L.F.OF EXISTING SIDEWALK

AutoCAD SHX Text
REMOVE 81± L.F.OF EXISTING CURB

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
PROPOSED BASKETBALL COURT  (REF. ARCH. PLANS)

AutoCAD SHX Text
CONSTRUCT 2' WIDE CONCRETE FLUME

AutoCAD SHX Text
CONSTRUCT 2' WIDE CONCRETE FLUME

AutoCAD SHX Text
CONSTRUCT 2' WIDE CURB OPENING

AutoCAD SHX Text
COORDINATE WITH CITY OF ROCKWALL TO RELOCATE EXISTING SPEED LIMIT SIGN

AutoCAD SHX Text
TRANSITION FROM FLUSH  TO 6" CURB IN 10'  (REF. GRADING PLAN)

AutoCAD SHX Text
CONSTRUCT 2' WIDE CURB OPENING

AutoCAD SHX Text
CONSTRUCT 6.5' LONG T.D.L.R. ACCESSIBLE RAMP

AutoCAD SHX Text
CONSTRUCT 6.5' LONG T.D.L.R. ACCESSIBLE RAMP

AutoCAD SHX Text
PROPOSED  DUMPSTER ENCLOSURE (REF.  ARCH. PLANS)   ARCH. PLANS)  

AutoCAD SHX Text
REMOVE 86± L.F.OF EXISTING SIDEWALK

AutoCAD SHX Text
CONCRETE PAVEMENT (REF. GEOTECH REPORT FOR PAVEMENT SECTIONS)

AutoCAD SHX Text
SV

AutoCAD SHX Text
SV

AutoCAD SHX Text
MH

AutoCAD SHX Text
PP

AutoCAD SHX Text
FH

AutoCAD SHX Text
EXISTING SAN. SEWER MANHOLE

AutoCAD SHX Text
EXISTING POWER POLE

AutoCAD SHX Text
EXISTING FIRE HYDRANT

AutoCAD SHX Text
EXISTING OVERHEAD ELECTRIC LINE

AutoCAD SHX Text
EXISTING WATER LINE

AutoCAD SHX Text
EXISTING SAN. SEWER LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
C.O.

AutoCAD SHX Text
WV

AutoCAD SHX Text
TEL PED

AutoCAD SHX Text
WM

AutoCAD SHX Text
EXISTING WATER METER

AutoCAD SHX Text
EXISTING WATER VALVE

AutoCAD SHX Text
EXISTING CLEANOUT

AutoCAD SHX Text
EXISTING TELEPHONE PEDESTAL

AutoCAD SHX Text
S

AutoCAD SHX Text
W

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
*

AutoCAD SHX Text
*

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
FEET

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
SITE PLAN INFORMATION LOT: 27   BLOCK: A ZONING: PLANNED DEVELOPMENT (PD-68)  SETBACKS: FRONT: 25' REAR: 10'  SIDE: 10' REAR: 10'  SIDE: 10' SIDE: 10' TOTAL LOT AREA: 62,657 SF (1.438 AC) BUILDING AREA: 10,331 SF PARKING TOTAL BUILDING AREA = 10,331 SF  OFFICE BUILDING @ 1 SPACE PER 200 SF OF 10,331 SF = 52 SPACES REQUIRED   PROVIDED REQUIRED   PROVIDED PROVIDED TOTAL PARKING  52 SPACES   54 SPACES52 SPACES   54 SPACES54 SPACES

AutoCAD SHX Text
 NOTICE TO CONTRACTORS 

AutoCAD SHX Text
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SITE NOTES:  1. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION AND DIMENSIONS OF SLOPED PAVING, EXIT PORCHES, PRECISE BUILDING DIMENSIONS, EXACT BUILDING ENTRANCE LOCATIONS, TOTAL NUMBER, LOCATIONS, SIZES AND OUTFALLS OF ROOF DOWNSPOUTS. 2. ALL SIGNS PLACED IN AREAS ACCESSIBLE BY VEHICLE TRAFFIC SHALL BE ALL SIGNS PLACED IN AREAS ACCESSIBLE BY VEHICLE TRAFFIC SHALL BE PLACED IN GUARD POST.   3. ALL TRAFFIC CONTROL SIGNS SHALL BE FABRICATED AS SHOWN IN THE ALL TRAFFIC CONTROL SIGNS SHALL BE FABRICATED AS SHOWN IN THE NATIONAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS. 4. ALL CURB RADII SHOWN ARE TO BACK OF CURB. ALL CURB RADII SHOWN ARE TO BACK OF CURB. BACK OF CURB. 5. ALL PAVING DIMENSIONS ARE TO BACK OF CURB, WHERE APPLICABLE, OR ALL PAVING DIMENSIONS ARE TO BACK OF CURB, WHERE APPLICABLE, OR BACK OF CURB, WHERE APPLICABLE, OR  WHERE APPLICABLE, OR TO THE EDGE OF PAVEMENT WHEN NO CURB IS PROPOSED, UNLESS OTHERWISE NOTED. 6. CONTRACTOR IS RESPONSIBLE FOR PROTECTION & REPLACEMENT OF ALL CONTRACTOR IS RESPONSIBLE FOR PROTECTION & REPLACEMENT OF ALL PROPERTY CORNERS. 7. CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND ALIGNMENT. 8. CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE, SIZE, CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE, SIZE, TYPE AND ALIGNMENT AT ADJACENT ROADWAYS. 9. THE EARTHWORK FOR ALL BUILDING SLABS SHALL BE IN ACCORDANCE THE EARTHWORK FOR ALL BUILDING SLABS SHALL BE IN ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND SPECIFICATIONS. 10. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS. 11. ALL PAVEMENT MARKING PAINT SHALL BE SHERWIN WILLIAMS "PROMAR ALL PAVEMENT MARKING PAINT SHALL BE SHERWIN WILLIAMS "PROMAR TRAFFIC MARKING", WHITE ON ASPHALT, YELLOW ON CONCRETE. PAINT SHALL BE APPLIED IN TWO COATS TO A CLEAN, DRY SURFACE USING TEMPLATE OR STRIPING MACHINE. STRIPES SHALL BE 4" WIDE UNLESS OTHERWISE INDICATED. 12. CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL UTILITY CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL UTILITY COMPANIES INVOLVED IN PROJECT AND PAY ALL REQUIRED FEES AND COSTS. 13. FOR SITE UTILITIES, SEE UTILITY PLAN. FOR SITE UTILITIES, SEE UTILITY PLAN. 14. ALL WORK ON THIS PLAN SHALL BE DONE IN STRICT ACCORDANCE WITH ALL WORK ON THIS PLAN SHALL BE DONE IN STRICT ACCORDANCE WITH THE CITY OR AUTHORITY HAVING JURISDICTION (AHJ).
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Text Box
General Items:
- Must meet City 2023 Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees (Water, Sewer, Roadway).
- Minimum easement width is 20' for new easements. No structures, including walls, allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.
- No structures or fences with easements. 
- Tree mitigation will be required for the removal of any existing trees on site.
- The site will need to be platted. 
- All utilities must be underground. 
- Additional comments may be provided at time of Site Plan and Engineering.  

Roadway Paving Items:
- Must meet City driveway spacing requirements. 
- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).
- All Parking must be 20'x9' minimum. 
- Parking may not be off a public Roadway. Vehicle must not be required to back onto a public roadway, including trash trucks. 
- No dead-end parking allowed without an City approved turnaround.
- Drive isles to be 24' wide.
- Fire lane (if needed) to be 24' wide and in a platted easement.
- Fire lane (if needed) to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 
- Culverts (if needed) must be engineered. 
- Sidewalk pro-rata $3.50/lf of SH 205 frontage

Water and Wastewater Items:
- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)
- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening cutting will not be allowed.
- Any public water lines must be a minimum of 8", looped, and must be in a 20' wide easement.
- Public sewer to be 8" minimum. 
- Commercial sanitary sewer service line size is minimum 6" and must connect to an existing or proposed manhole.
- There is an existing sewer manhole located on the northwest side of the property available for use.
- There is an existing 12" water main stub along S. Goliad St., and an 8" water main stub located on the northeast side of the property available for use.
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)
- Min 20' utility easements.
- Water to be 10' separated from storm and sewer lines.
- All public utilities must be centered within an easement. 
- 10' Utility easements to be dedicated along SH 205 and Community Lane

Drainage Items:
- Existing flow patterns must be maintained. 
- Detention is required. 
- Detention calculations are based on zoning, not specific land use.
- Detention easement is required, set at the freeboard elevation. 
- No vertical walls allowed in the detention easement. 
- No public water or public sanitary sewer allowed in the detention easement.
- Detention must have a max side slope of 4:1 with a minimum bottom slope of 1%.
- Detention ponds must be irrigated
- Detention must be on site, and not within public utility easements or Right-of-Way.
- Detention pond must have an emergency spillway.
- The100-year WSEL for the detention pond must be called out.
- The property owner will be responsible for maintaining, repair, and replacement of the drainage systems.
- FFE for all buildings must be called out when adjacent to a detention pond. FEE must be a minimum 2' above the 100-year WSEL for the detention pond.
- Grate inlets are not allowed.
- Dumpster areas must drain to oil/water separator and then to the storm drainage system. 

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".
- Landscape berms may not be on top of City utilities or within easements. 

mprice
Callout
Dumpster area must have oil/water separator that drains to storm drainage system. 
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SITE PLAN INFORMATION LOT: 27   BLOCK: A ZONING: PLANNED DEVELOPMENT (PD-68)  SETBACKS: FRONT: 25' REAR: 10'  SIDE: 10' REAR: 10'  SIDE: 10' SIDE: 10' TOTAL LOT AREA: 62,657 SF (1.438 AC) BUILDING AREA: 10,331 SF PARKING TOTAL BUILDING AREA = 10,331 SF  OFFICE BUILDING @ 1 SPACE PER 200 SF OF 10,331 SF = 52 SPACES REQUIRED   PROVIDED REQUIRED   PROVIDED PROVIDED TOTAL PARKING  52 SPACES   54 SPACES52 SPACES   54 SPACES54 SPACES
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1.  These plans are subject to review and approval by all jurisdictions having       These plans are subject to review and approval by all jurisdictions having       authority. 2.  Contractor shall appropriately notify all relevant entities prior to digging on this  Contractor shall appropriately notify all relevant entities prior to digging on this  project. 3.  The contractor shall notify the engineer, in writing, of any errors or    The contractor shall notify the engineer, in writing, of any errors or    discrepancies discovered in the construction documents immediately. 4.  The topographic information shown hereon is a reflection of the information The topographic information shown hereon is a reflection of the information    provided by    provided by       If the contractor discovers any errors in said information, he shall notify the     engineer, in writing, immediately.  The engineer and owner shall be    indemnified of any problems and/or associated costs resulting from lack of  notification. 5.  The contractor shall be responsible for confirming the horizontal and vertical  The contractor shall be responsible for confirming the horizontal and vertical  location of buried utilities and structures, including, but not limited to the   following: Telephone cable  Conduits    Pipes Conduits    Pipes Pipes Stormsewer lines  Water lines   Gas lines Water lines   Gas lines Gas lines Television cables  Sanitary Sewer lines  Oil Production lines Sanitary Sewer lines  Oil Production lines Oil Production lines Saltwater lines Note:  If discrepancies occur between that which is shown on the  plans and conditions present in the field, the contractor shall notify the engineer, in writing immediately.  Failure to do so shall absolve owner and engineer of liability and associated costs.
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SITE NOTES:  1. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION AND DIMENSIONS OF SLOPED PAVING, EXIT PORCHES, PRECISE BUILDING DIMENSIONS, EXACT BUILDING ENTRANCE LOCATIONS, TOTAL NUMBER, LOCATIONS, SIZES AND OUTFALLS OF ROOF DOWNSPOUTS. 2. ALL SIGNS PLACED IN AREAS ACCESSIBLE BY VEHICLE TRAFFIC SHALL BE ALL SIGNS PLACED IN AREAS ACCESSIBLE BY VEHICLE TRAFFIC SHALL BE PLACED IN GUARD POST.   3. ALL TRAFFIC CONTROL SIGNS SHALL BE FABRICATED AS SHOWN IN THE ALL TRAFFIC CONTROL SIGNS SHALL BE FABRICATED AS SHOWN IN THE NATIONAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS. 4. ALL CURB RADII SHOWN ARE TO BACK OF CURB. ALL CURB RADII SHOWN ARE TO BACK OF CURB. BACK OF CURB. 5. ALL PAVING DIMENSIONS ARE TO BACK OF CURB, WHERE APPLICABLE, OR ALL PAVING DIMENSIONS ARE TO BACK OF CURB, WHERE APPLICABLE, OR BACK OF CURB, WHERE APPLICABLE, OR  WHERE APPLICABLE, OR TO THE EDGE OF PAVEMENT WHEN NO CURB IS PROPOSED, UNLESS OTHERWISE NOTED. 6. CONTRACTOR IS RESPONSIBLE FOR PROTECTION & REPLACEMENT OF ALL CONTRACTOR IS RESPONSIBLE FOR PROTECTION & REPLACEMENT OF ALL PROPERTY CORNERS. 7. CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND ALIGNMENT. 8. CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE, SIZE, CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE, SIZE, TYPE AND ALIGNMENT AT ADJACENT ROADWAYS. 9. THE EARTHWORK FOR ALL BUILDING SLABS SHALL BE IN ACCORDANCE THE EARTHWORK FOR ALL BUILDING SLABS SHALL BE IN ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND SPECIFICATIONS. 10. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC. REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS. 11. ALL PAVEMENT MARKING PAINT SHALL BE SHERWIN WILLIAMS "PROMAR ALL PAVEMENT MARKING PAINT SHALL BE SHERWIN WILLIAMS "PROMAR TRAFFIC MARKING", WHITE ON ASPHALT, YELLOW ON CONCRETE. PAINT SHALL BE APPLIED IN TWO COATS TO A CLEAN, DRY SURFACE USING TEMPLATE OR STRIPING MACHINE. STRIPES SHALL BE 4" WIDE UNLESS OTHERWISE INDICATED. 12. CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL UTILITY CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL UTILITY COMPANIES INVOLVED IN PROJECT AND PAY ALL REQUIRED FEES AND COSTS. 13. FOR SITE UTILITIES, SEE UTILITY PLAN. FOR SITE UTILITIES, SEE UTILITY PLAN. 14. ALL WORK ON THIS PLAN SHALL BE DONE IN STRICT ACCORDANCE WITH ALL WORK ON THIS PLAN SHALL BE DONE IN STRICT ACCORDANCE WITH THE CITY OR AUTHORITY HAVING JURISDICTION (AHJ).
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AS REQUIRED BY "THE TEXAS UNDERGROUND FACILITY DAMAGE PREVENTION AND SAFETY ACT" TEXAS811 MUST BE CONTACTED AT LEAST 2 WORKING DAYS PRIOR TO ANY EXCAVATION OPERATIONS BEING PERFORMED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CONTACT TEXAS ONE CALL SYSTEM. THE CONTRACTOR SHALL ALSO CALL 811, AND ALL OTHER LOCATE COMPANIES PRIOR TO EXCAVATION ACTIVITIES.
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