
PLANNING AND ZONING COMMISSION AGENDA: NOVEMBER 14, 2023 

AGENDA   
NOTES: [1] ADDITIONAL CASE INFORMATION CAN BE FOUND AT HTTPS://SITES.GOOGLE.COM/SITE/ROCKWALLPLANNING/DEVELOPMENT/DEVELOPMENT-CASES, 
AND [2] TO PROVIDE INPUT ON A ZONING OR SPEICIFIC USE PERMIT CASE PLEASE CLICK HERE OR CLICK ON THE LINK ABOVE AND USE THE ZONING AND 
SPECIFIC USE PERMIT INPUT FORM ON THE CITY’S WEBSITE. 
 
(I) CALL TO ORDER  

 
(II) OPEN FORUM 

 

This is a time for anyone to address the Planning and Zoning Commission on any topic that is not already listed on the agenda for a 
public hearing.  Per the policies of the City of Rockwall, public comments are limited to three (3) minutes out of respect for the time of 
other citizens.  On topics raised during the OPEN FORUM, please know that the Planning and Zoning Commission is not permitted to 
respond to your comments during the meeting per the Texas Open Meetings Act. 

 
(III) CONSENT AGENDA 

 

These agenda items are administrative in nature or include cases that meet all of the technical requirements stipulated by the Unified 
Development Code (UDC) and Chapter 38, Subdivisions, of the Municipal Code of Ordinances, and do not involve discretionary 
approvals.  

 
(1) Approval of minutes for the November 1, 2023 Planning and Zoning Commission meeting. 

 
(2) P2023-034 (ANGELICA GUEVARA) 

Discuss and consider a request by Billy Duckworth of A&W Surveyors, Inc. on behalf of David Gamez for the approval of a Replat 
for Lots 2 & 3, Block A, Gamez Addition being a 0.369-acre parcel of land identified as Lot 1, Block A, Gamez Addition, City of 
Rockwall, Rockwall County, Texas, zoned Single-Family 7 (SF-7) District, situated within the Southside Neighborhood Residential 
Overlay (SRO) District, addressed as 614 E, Boydston Avenue, and take any action necessary. 

 
(IV) PUBLIC HEARING ITEMS 

 

This is a time for anyone to speak concerning their issues with a public hearing case.  If you would like to speak regarding an item listed 
in this section, please submit a Request to Address the Planning and Zoning Commission (i.e. the yellow forms available at the podium 
or from staff).  The Planning and Zoning Commission Chairman will call upon you to come forward at the proper time or will ask if anyone 
in the audience would like to speak.  Please limit all comments to three (3) minutes out of respect for the time of other citizens. 

 
(3) Z2023-049 (RYAN MILLER) 

Hold a public hearing to discuss and consider a request by Phil Wagner of the Rockwall Economic Development Corporation (REDC) 
for the approval of a Specific Use Permit (SUP) for Heavy Manufacturing on a 32.00-acre portion of a larger 77.148-acre tract of 
land identified as Tract 6 of the J. H. B. Jones Survey, Abstract No. 125, City of Rockwall, Rockwall County, Texas, zoned Light 
Industrial (LI) District, located at the southwest corner of the intersection of Data Drive and Discovery Boulevard, and take any action 
necessary. 
 

(4) Z2023-050 (ANGELICA GUEVARA) 
Hold a public hearing to discuss and consider a request by Keith Green for the approval of a Specific Use Permit (SUP) for Guest 
Quarters/Secondary Living Unit on a 0.22-acre parcel of land identified as Block 43A of the B. F. Boydston Addition, City of Rockwall, 
Rockwall County, Texas, zoned Single-Family 7 (SF-7) District, situated within the Old Town Rockwall (OTR) Historic District, 
addressed as 605 E. Washington Street, and take any action necessary. 
 

(5) Z2023-051 (ANGELICA GUEVARA) 
Hold a public hearing to discuss and consider a request by Jeff Carroll of Carroll Architects, Inc. on behalf of Frank Conselman of 
Conselman Equities for the approval of a Zoning Change from an Agricultural (AG) District to a Light Industrial (LI) District for a 
6.60-acre tract of land identified as Tracts 21 & 21-01 of the D. Harr Survey, Abstract No. 102, City of Rockwall, Rockwall County, 
Texas, zoned Agricultural (AG) District, situated in the Airport Overlay (AP OV) District, addressed as 1775 Airport Road, and take 
any action necessary. 
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(V) ACTION ITEMS 
 

These items are not advertised public hearings and deal with discretionary approvals for the Planning and Zoning Commission related 
to variances and special exceptions to the technical requirements of the Unified Development Code (UDC) or Chapter 38, Subdivisions, 
of the Municipal Code of Ordinances. 

 
(6) SP2023-032 (HENRY LEE) 

Discuss and consider a request by Salvador Salcedo for the approval of a Site Plan for an Office/Warehouse Building on a 0.45-
acre parcel of land identified as Lot 10, Block A, Municipal Industrial Park Addition, City of Rockwall, Rockwall County, Texas, being 
zoned Light Industrial (LI) District, addressed as 855 Whitmore Drive, and take any action necessary. 

 
(7) SP2023-034 (HENRY LEE) 

Discuss and consider a request by Trenton Jones and Ben Sanchez of Parkhill on behalf of Frank New of Rockwall County for the 
approval of a Site Plan for a Government Building on a 1.90-acre portion of a larger 12.79-acre parcel of land identified as Lot 1, 
Block A, Rockwall County Courthouse Addition, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, situated 
within the IH-30 Overlay (IH-30) District, addressed as 963 E. Yellow Jacket Lane, and take any action necessary. 
 

(8) SP2023-035 (HENRY LEE) 
Discuss and consider a request by Leslie Ford of Ofi Chito on behalf of Michael Hampton of Creekside Commons Crossing, LP for 
the approval of a Site Plan for a Restaurant, Greater than 2,000 SF, with Drive-Through or Drive-In (i.e. McDonald’s) on a 1.251-
acre tract of land identified as a portion of Lot 3 and all of Lot 2, Block A, Creekside Commons Addition, City of Rockwall, Rockwall 
County, Texas, zoned Commercial (C) District, situated within the SH-205 Overlay (SH-205 OV) District, generally located north of 
the northeast corner of the intersection of S. Goliad Street [SH-205] and FM-549, and take any action necessary. 
 

(9) SP2023-036 (HENRY LEE) 
Discuss and consider a request by Juan J. Vasquez of Vasquez Engineering, LLC on behalf of Shae Shoulders of Kennor Rockwall 
Retail, LLC for the approval of a Site Plan for two (2) commercial/retail buildings on a 1.93-acre parcel of land identified as Lots 8 & 
9, Block A, Dalton-Goliad Addition, City of Rockwall, Rockwall County, Texas, zoned General Retail (GR) District, situated within 
the North SH-205 Overlay (N. SH-205 OV) District, addressed as 3611 & 3775 N. Goliad Street [SH-205], and take any action 
necessary. 
 

(10) SP2023-037 (HENRY LEE) 
Discuss and consider a request by Bart Gardner and James Belt of Gardner Construction on behalf of Corey Fleck of C2LA, LLC 
for the approval of a Site Plan for a Light Industrial Building on a 6.50-acre tract of land identified as Tracts 3-1, 3-2, 3-3 & 3-4 of 
the J. Lockhart Survey, Abstract No. 134 and Lots 1 & 2, Block A, Eastplex Inc. Park #2 Addition, City of Rockwall, Rockwall County, 
Texas, zoned Light Industrial (LI) District and Commercial (C) District, situated within the IH-30 Overlay (IH-30 OV) District and the 
SH-205 By-Pass Overlay (SH-205 BY-OV) District, generally located at the northwest corner of the intersection of the IH-30 Frontage 
Road and Enterprise Drive, and take any action necessary. 
 

(11) SP2023-038 (ANGELICA GUEVARA) 
Discuss and consider a request by Clay Cristy of ClayMoore Engineering on behalf of Staci Bowen of Metroplex Acquisition Fund, 
LP for the approval of a Site Plan for Restaurant with Less Than 2,000 SF with a Drive-Through or Drive-In (i.e. HTeaO) on a 0.93-
acre portion of a larger 5.16-acre parcel of land identified as Lot 13, Block A, Stone Creek Retail Addition, City of Rockwall, Rockwall 
County, Texas, zoned Planned Development District 70 (PD-70) for General Retail (GR) District land uses, situated within North 
SH-205 Overlay (N. SH-205 OV) District, generally located at the northeast corner of the intersection of N. Goliad Street [SH-205] 
and Bordeaux Drive, and take any action necessary. 
 

(12) SP2023-039 (HENRY LEE) 
Discuss and consider a request by Ronny Klingbeil of RLK Engineering, Inc. on behalf of Tim Lyssy of the Rockwall Independent 
School District (RISD) for the approval of a Site Plan for existing Public Secondary School (i.e. J. W. Williams Middle School) on a 
26.25-acre parcel of land identified as Lot 1, Block 1, Rockwall Middle School #4 Addition, City of Rockwall, Rockwall County, Texas, 
zoned Single-Family 16 (SF-16) District, North SH-205 Overlay (N. SH-205 OV) District, addressed as 625 FM-552, and take any 
action necessary.   
 

(VI) DISCUSSION ITEMS 
 

(13) Director’s Report of post City Council meeting outcomes for development cases (RYAN MILLER). 
 
• P2023-031: Final Plat for Lot 1, Block A, Hunter Addition (APPROVED) 
• P2023-032: Final Plat for Lots 1 & 2, Block A, Interstate Classic Cars Addition (APPROVED) 
• P2023-033: Final Plat for Lot 1, Block A, John King Office Park Addition (APPROVED) 
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• P2023-035: Replat for Lot 3, Block 1, Rockwall Recreation Addition (APPROVED) 
• P2023-036: Final Plat for Lot 1, Block A, Helping Hands Addition (APPROVED) 
• P2023-037: Replat for Lots 17-24, Block 1, Alliance Addition (APPROVED) 
• Z2023-045: Zoning Amendment to Planned Development District 50 (PD-50) for General Personal Services (2ND READING; 

APPROVED) 
• Z2023-046: Specific Use Permit (SUP) for Residential Infill Adjacent to an Established Subdivision for 715 Sherman Street Lane 

(2ND READING; APPROVED) 
• Z2023-048: Specific Use Permit (SUP) for a Restaurant, with 2,000 SF of More, with Drive-Through or Drive-In at 3060 N. Goliad 

Street [SH-205] (2ND READING; APPROVED) 
 

(VII) ADJOURNMENT  
 

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters 
listed on the agenda above, as authorized by Texas Local Government Code §55.071 (Consultation with City Attorney) or any other exception 
allowed under Chapter 551 of the Texas Local Government Code. 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must 
be made 48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, 
in a place readily accessible to the general public at all times, on November 10, 2023 at 5:00 PM, and remained so posted for at least 72 
continuous hours preceding the scheduled time of said meeting. 
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US:  creelighting.com   (800) 236-6800
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THE EDGE® LED Area/Flood Luminaire

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

4M

ARE-EDG-4M-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 17,504
Initial FC at grade
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RESTL Test Report #: PL10270-001B
ARE-EDG-4M-**-06-E-UL-525-40K
Initial Delivered Lumens: 10,483
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.

Type IV Medium Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

350mA

02  2,072  B1 U0 G1  2,501  B1 U0 G1  1,902  B1 U0 G1  2,551  B1 U0 G1  816  B0 U0 G1  

04  4,143  B1 U0 G1  5,003  B2 U0 G1  3,803  B1 U0 G1  5,102  B2 U0 G1  1,633  B1 U0 G1 

06  6,144  B2 U0 G1  7,418  B2 U0 G2  5,640  B2 U0 G1  7,565  B2 U0 G2  2,421  B1 U0 G1 

08  8,192  B2 U0 G2  9,891  B2 U0 G2  7,519  B2 U0 G2  10,087  B2 U0 G2  3,228  B1 U0 G1 

10  10,215  B2 U0 G2  12,334  B3 U0 G2   9,377  B2 U0 G2  12,578  B3 U0 G2   4,025  B1 U0 G1 

12  12,258  B2 U0 G2  14,801  B3 U0 G3   11,252  B2 U0 G2  15,094  B3 U0 G3   4,830  B1 U0 G1 

14  14,211  B3 U0 G3   17,158  B3 U0 G3   13,044  B3 U0 G2   17,498  B3 U0 G3   5,599  B2 U0 G1 

16  16,241  B3 U0 G3   19,609  B3 U0 G3   14,908  B3 U0 G3   19,998  B3 U0 G3   6,399  B2 U0 G1 

525mA

02  2,943  B1 U0 G1  3,550  B1 U0 G1  2,702  B1 U0 G1  3,624  B1 U0 G1 N/A

04  5,886  B2 U0 G1  7,099  B2 U0 G2  5,403  B2 U0 G1  7,248  B2 U0 G2 N/A

06  8,729  B2 U0 G2  10,527  B2 U0 G2   8,012  B2 U0 G2  10,748  B2 U0 G2 N/A

08  11,638  B2 U0 G2  14,037  B3 U0 G2   10,683  B2 U0 G2  14,331  B3 U0 G2  N/A

10  14,513  B3 U0 G3   17,504  B3 U0 G3   13,322  B3 U0 G2   17,870  B3 U0 G3  N/A

12  17,415  B3 U0 G3   21,004  B3 U0 G3   15,986  B3 U0 G3   21,444  B3 U0 G3  N/A

14  20,189  B3 U0 G3   24,350  B3 U0 G3   18,532  B3 U0 G3   24,860  B4 U0 G3  N/A

16  23,074  B3 U0 G3   27,828  B4 U0 G3   21,179  B3 U0 G3   28,411  B4 U0 G3  N/A

700mA

02  3,472  B1 U0 G1  4,189  B1 U0 G1  3,187  B1 U0 G1  4,275  B1 U0 G1 N/A

04  6,943  B2 U0 G1  8,379  B2 U0 G2  6,373  B2 U0 G1  8,549  B2 U0 G2 N/A

06  10,296  B2 U0 G2  12,425  B3 U0 G2   9,451  B2 U0 G2  12,678  B3 U0 G2  N/A



US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

4MB

RESTL Test Report #: PL10023-002B
ARE-EDG-4MB-**-06-E-UL-525-40K
Initial Delivered Lumens: 7,985

ARE-EDG-4MB-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 13,185
Initial FC at grade

120˚120˚

90˚ 90˚

60˚60˚

30˚ 30º

150˚ 150˚
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.

Type IV Medium Distribution w/BLS

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

350mA

02  1,560  B0 U0 G1  1,884  B0 U0 G1  1,432  B0 U0 G1  1,921  B0 U0 G1  615  B0 U0 G0 

04  3,121  B1 U0 G1  3,768  B1 U0 G1  2,865  B0 U0 G1  3,843  B1 U0 G1  1,230  B0 U0 G1 

06  4,628  B1 U0 G1  5,588  B1 U0 G1  4,248  B1 U0 G1  5,698  B1 U0 G2  1,824  B0 U0 G1 

08  6,170  B1 U0 G2  7,450  B1 U0 G2  5,664  B1 U0 G2  7,598  B1 U0 G2  2,431  B0 U0 G1 

10  7,695  B1 U0 G2  9,291  B1 U0 G2  7,063  B1 U0 G2  9,475  B1 U0 G2  3,032  B1 U0 G1 

12  9,233  B1 U0 G2  11,149  B1 U0 G2  8,476  B1 U0 G2  11,370  B1 U0 G2  3,638  B1 U0 G1 

14  10,704  B1 U0 G2  12,924  B1 U0 G2  9,825  B1 U0 G2  13,181  B1 U0 G2  4,218  B1 U0 G1 

16  12,233  B1 U0 G2  14,771  B2 U0 G2  11,229  B1 U0 G2  15,063  B2 U0 G2  4,820  B1 U0 G1 

525mA

02  2,217  B1 U0 G1  2,674  B1 U0 G1  2,035  B1 U0 G1  2,730  B1 U0 G1 N/A

04  4,434  B1 U0 G1  5,348  B1 U0 G1  4,070  B1 U0 G1  5,460  B1 U0 G1 N/A

06  6,575  B1 U0 G2  7,930  B1 U0 G2  6,035  B1 U0 G2  8,096  B1 U0 G2 N/A

08  8,766  B1 U0 G2  10,573  B1 U0 G2  8,047  B1 U0 G2  10,794  B1 U0 G2 N/A

10  10,932  B1 U0 G2  13,185  B1 U0 G2  10,034  B1 U0 G2  13,461  B2 U0 G2 N/A

12  13,118  B1 U0 G2  15,821  B2 U0 G3  12,041  B1 U0 G2  16,153  B2 U0 G3 N/A

14  15,208  B2 U0 G2  18,341  B2 U0 G3  13,959  B2 U0 G2  18,726  B2 U0 G3 N/A

16  17,380  B2 U0 G3  20,962  B2 U0 G3  15,953  B2 U0 G3  21,401  B2 U0 G3 N/A

700mA

02  2,615  B1 U0 G1  3,156  B1 U0 G1  2,400  B1 U0 G1  3,220  B1 U0 G1 N/A

04  5,230  B1 U0 G1  6,311  B1 U0 G2  4,801  B1 U0 G1  6,440  B1 U0 G2 N/A

06  7,755  B1 U0 G2  9,359  B1 U0 G2  7,119  B1 U0 G2  9,549  B1 U0 G2 N/A

https://www.creelighting.com
https://www.creelighting-canada.com/
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

4MP

RESTL Test Report #: PL10097-003B
ARE-EDG-4MP-**-06-E-UL-525-40K
Initial Delivered Lumens: 9,410

ARE-EDG-4MP-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 15,458
Initial FC at grade

120˚120˚

90˚ 90˚

60˚60˚

30˚ 30º

150˚ 150˚
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.

Type IV Medium Distribution w/Partial BLS

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

350mA

02  1,829  B1 U0 G1  2,209  B1 U0 G1  1,679  B1 U0 G1  2,253  B1 U0 G1  721  B0 U0 G0  

04  3,659  B1 U0 G1  4,418  B1 U0 G1  3,359  B1 U0 G1  4,505  B1 U0 G1  1,442  B1 U0 G1 

06  5,426  B1 U0 G1  6,551  B2 U0 G1  4,980  B1 U0 G1  6,681  B2 U0 G1  2,138  B1 U0 G1 

08  7,234  B2 U0 G2  8,735  B2 U0 G2  6,640  B2 U0 G1  8,908  B2 U0 G2  2,851  B1 U0 G1 

10  9,021  B2 U0 G2  10,892  B2 U0 G2  8,281  B2 U0 G2  11,108  B2 U0 G2  3,555  B1 U0 G1 

12  10,825  B2 U0 G2  13,071  B2 U0 G2  9,937  B2 U0 G2  13,330  B2 U0 G2  4,266  B1 U0 G1 

14  12,550  B2 U0 G2  15,153  B2 U0 G2  11,520  B2 U0 G2  15,453  B3 U0 G2  4,945  B1 U0 G1 

16  14,343  B2 U0 G2  17,317  B3 U0 G2  13,165  B2 U0 G2  17,661  B3 U0 G2  5,651  B1 U0 G1 

525mA

02  2,599  B1 U0 G1  3,135  B1 U0 G1  2,386  B1 U0 G1  3,200  B1 U0 G1 N/A

04  5,198  B1 U0 G1  6,270  B2 U0 G1  4,772  B1 U0 G1  6,401  B2 U0 G1 N/A

06  7,708  B2 U0 G2  9,297  B2 U0 G2  7,076  B2 U0 G2  9,492  B2 U0 G2 N/A

08  10,278  B2 U0 G2  12,396  B2 U0 G2  9,434  B2 U0 G2  12,656  B2 U0 G2 N/A

10  12,817  B2 U0 G2  15,458  B3 U0 G2  11,764  B2 U0 G2  15,782  B3 U0 G2 N/A

12  15,380  B3 U0 G2  18,549  B3 U0 G2  14,117  B2 U0 G2  18,938  B3 U0 G3 N/A

14  17,830  B3 U0 G2  21,504  B3 U0 G3  16,366  B3 U0 G2  21,954  B3 U0 G3 N/A

16  20,377  B3 U0 G3  24,576  B3 U0 G3  18,704  B3 U0 G3  25,091  B3 U0 G3 N/A

700mA

02  3,066  B1 U0 G1  3,700  B1 U0 G1  2,814  B1 U0 G1  3,775  B1 U0 G1 N/A

04  6,132  B2 U0 G1  7,400  B2 U0 G2  5,628  B1 U0 G1  7,550  B2 U0 G2 N/A

06  9,092  B2 U0 G2  10,973  B2 U0 G2  8,346  B2 U0 G2  11,196  B2 U0 G2 N/A

https://www.creelighting.com
https://www.creelighting-canada.com/
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

THE EDGE® LED Area/Flood Luminaire

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

5M

ARE-EDG-5M-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 18,413
Initial FC at grade
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RESTL Test Report #: PL09285-001
ARE-EDG-5M-**-06-E-UL-700-40K
Initial Delivered Lumens: 13,136

1096

2191

3287

4382

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.

Type V Medium Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

350mA

02  2,179  B2 U0 G1  2,631  B2 U0 G1  2,000  B1 U0 G1  2,683  B2 U0 G1  859  B1 U0 G1 

04  4,358  B3 U0 G1  5,262  B3 U0 G1  4,001  B2 U0 G1  5,367  B3 U0 G1  1,717  B1 U0 G1 

06  6,463  B3 U0 G1  7,804  B3 U0 G2  5,932  B3 U0 G1  7,958  B3 U0 G2  2,547  B2 U0 G1 

08  8,617  B3 U0 G2  10,405  B4 U0 G2  7,910  B3 U0 G2  10,611  B4 U0 G2  3,395  B2 U0 G1 

10  10,746  B4 U0 G2  12,975  B4 U0 G2  9,864  B3 U0 G2  13,232  B4 U0 G2  4,234  B3 U0 G1 

12  12,895  B4 U0 G2  15,570  B4 U0 G3  11,836  B4 U0 G2  15,878  B4 U0 G3  5,081  B3 U0 G1 

14  14,949  B4 U0 G3  18,049  B4 U0 G3  13,722  B4 U0 G2  18,407  B4 U0 G3  5,890  B3 U0 G1 

16  17,085  B4 U0 G3  20,628  B5 U0 G3  15,682  B4 U0 G3  21,037  B5 U0 G3  6,732  B3 U0 G2 

525mA

02  3,096  B2 U0 G1  3,734  B3 U0 G1  2,842  B2 U0 G1  3,812  B3 U0 G1 N/A

04  6,192  B3 U0 G1  7,468  B3 U0 G2  5,684  B3 U0 G1  7,625  B3 U0 G2 N/A

06  9,182  B3 U0 G2  11,074  B4 U0 G2  8,428  B3 U0 G2  11,306  B4 U0 G2 N/A

08  12,243  B4 U0 G2  14,766  B4 U0 G2  11,238  B4 U0 G2  15,075  B4 U0 G3 N/A

10  15,267  B4 U0 G3  18,413  B4 U0 G3  14,014  B4 U0 G2  18,799  B4 U0 G3 N/A

12  18,320  B4 U0 G3  22,096  B5 U0 G3  16,816  B4 U0 G3  22,558  B5 U0 G3 N/A

14  21,238  B5 U0 G3  25,615  B5 U0 G3  19,495  B4 U0 G3  26,151  B5 U0 G3 N/A

16  24,272  B5 U0 G3  29,274  B5 U0 G3  22,280  B5 U0 G3  29,887  B5 U0 G3 N/A

700mA

02  3,652  B3 U0 G1  4,407  B3 U0 G1  3,352  B2 U0 G1  4,497  B3 U0 G1 N/A

04  7,304  B3 U0 G2  8,814  B3 U0 G2  6,704  B3 U0 G2  8,993  B3 U0 G2 N/A

06  10,831  B4 U0 G2  13,070  B4 U0 G2  9,941  B3 U0 G2  13,336  B4 U0 G2 N/A

https://www.creelighting.com
https://www.creelighting-canada.com/
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.
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Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

5S

ARE-EDG-5S-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 20,459
Initial FC at grade

Position of vertical plane
of maximum candlepower.
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RESTL Test Report #: PL09286-001A
ARE-EDG-5S-**-06-E-UL-700-40K
Initial Delivered Lumens: 14,123

1466

4397

5863

2931

150˚

120˚ 120˚

60˚

90˚

60˚

30˚

150˚

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

90˚

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.

Type V Short Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

350mA

02  2,421  B1 U0 G0  2,924  B2 U0 G0  2,223  B1 U0 G0  2,982  B2 U0 G0  954  B1 U0 G0 

04  4,843  B2 U0 G1  5,847  B3 U0 G1  4,445  B2 U0 G1  5,963  B3 U0 G1  1,908  B1 U0 G0 

06  7,181  B3 U0 G1  8,671  B3 U0 G1  6,592  B3 U0 G1  8,842  B3 U0 G1  2,830  B2 U0 G0 

08  9,575  B3 U0 G1  11,561  B3 U0 G2  8,789  B3 U0 G1  11,790  B3 U0 G2  3,773  B2 U0 G1 

10  11,940  B3 U0 G2  14,416  B4 U0 G2  10,960  B3 U0 G2  14,702  B4 U0 G2  4,705  B2 U0 G1 

12  14,328  B4 U0 G2  17,300  B4 U0 G2  13,152  B3 U0 G2  17,642  B4 U0 G2  5,646  B3 U0 G1 

14  16,610  B4 U0 G2  20,055  B4 U0 G2  15,246  B4 U0 G2  20,453  B4 U0 G2  6,545  B3 U0 G1 

16  18,983  B4 U0 G2  22,920  B4 U0 G2  17,424  B4 U0 G2  23,374  B4 U0 G2  7,480  B3 U0 G1 

525mA

02  3,440  B2 U0 G0  4,149  B2 U0 G1  3,158  B2 U0 G0  4,236  B2 U0 G1 N/A

04  6,880  B3 U0 G1  8,298  B3 U0 G1  6,315  B3 U0 G1  8,472  B3 U0 G1 N/A

06  10,202  B3 U0 G2  12,305  B3 U0 G2  9,365  B3 U0 G1  12,563  B3 U0 G2 N/A

08  13,603  B3 U0 G2  16,406  B4 U0 G2  12,486  B3 U0 G2  16,750  B4 U0 G2 N/A

10  16,963  B4 U0 G2  20,459  B4 U0 G2  15,571  B4 U0 G2  20,887  B4 U0 G2 N/A

12  20,356  B4 U0 G2  24,551  B4 U0 G2  18,685  B4 U0 G2  25,065  B4 U0 G2 N/A

14  23,598  B4 U0 G2  28,461  B5 U0 G3  21,661  B4 U0 G2  29,057  B5 U0 G3 N/A

16  26,969  B4 U0 G2  32,527  B5 U0 G3  24,755  B4 U0 G2  33,208  B5 U0 G3 N/A

700mA

02  4,058  B2 U0 G1  4,897  B2 U0 G1  3,725  B2 U0 G1  4,996  B2 U0 G1 N/A

04  8,115  B3 U0 G1  9,793  B3 U0 G1  7,449  B3 U0 G1  9,993  B3 U0 G2 N/A

06  12,034  B3 U0 G2  14,523  B4 U0 G2  11,046  B3 U0 G2  14,818  B4 U0 G2 N/A

https://www.creelighting.com
https://www.creelighting-canada.com/
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.creelighting.com/products/outdoor/area/cree-edge-series-1
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf.
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Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

25˚

FLD-EDG-25-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 20,913
Initial FC at grade

RESTL Test Report #: PL09832-003B
FLD-EDG-25-**-06-E-UL-700-40K
Initial Delivered Lumens: 14,998

8922

17845

26767

35689

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

Candlepower Trace:
Vertical plane through
horizontal angle of 
maximum candlepower.

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens

25˚ Flood Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

350mA

02  2,475  2,989  2,272  3,048  975 

04  4,950  5,977  4,544  6,096  1,951 

06  7,341  8,863  6,738  9,039  2,892 

08  9,788  11,818  8,984  12,052  3,857 

10  12,205  14,737  11,203  15,029  4,809 

12  14,646  17,684  13,444  18,035  5,771 

14  16,979  20,501  15,585  20,907  6,690 

16  19,405  23,429  17,812  23,894  7,646 

525mA

02  3,516  4,241  3,228  4,330 N/A

04  7,033  8,482  6,456  8,660 N/A

06  10,429  12,578  9,573  12,842 N/A

08  13,905  16,771  12,764  17,122 N/A

10  17,340  20,913  15,917  21,352 N/A

12  20,808  25,096  19,100  25,622 N/A

14  24,122  29,093  22,142  29,703 N/A

16  27,568  33,250  25,305  33,946 N/A

700mA

02  4,148  5,006  3,807  5,107 N/A

04  8,296  10,011  7,615  10,215 N/A

06  12,301  14,845  11,292  15,147 N/A
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

40˚

FLD-EDG-40-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 20,459
Initial FC at grade

RESTL Test Report #: PL09832-002B
FLD-EDG-40-**-06-E-UL-700-40K
Initial Delivered Lumens: 13,808

4856

9712

14568

19424

120˚120˚

90˚ 90˚

60˚60˚

30˚ 30˚

150˚ 150˚

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens

40˚ Flood Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

350mA

02  2,421  2,924  2,223  2,982  954 

04  4,843  5,847  4,445  5,963  1,908 

06  7,181  8,671  6,592  8,842  2,830 

08  9,575  11,561  8,789  11,790  3,773 

10  11,940  14,416  10,960  14,702  4,705 

12  14,328  17,300  13,152  17,642  5,646 

14  16,610  20,055  15,246  20,453  6,545 

16  18,983  22,920  17,424  23,374  7,480 

525mA

02  3,440  4,149  3,158  4,236 N/A

04  6,880  8,298  6,315  8,472 N/A

06  10,202  12,305  9,365  12,563 N/A

08  13,603  16,406  12,486  16,750 N/A

10  16,963  20,459  15,571  20,887 N/A

12  20,356  24,551  18,685  25,065 N/A

14  23,598  28,461  21,661  29,057 N/A

16  26,969  32,527  24,755  33,208 N/A

700mA

02  4,058  4,897  3,725  4,996 N/A

04  8,115  9,793  7,449  9,993 N/A

06  12,034  14,523  11,046  14,818 N/A
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

70˚

FLD-EDG-70-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 18,640
Initial FC at grade
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RESTL Test Report #: PL09832-001B
FLD-EDG-70-**-06-E-UL-700-40K
Initial Delivered Lumens: 13,888

2958

8873

11831

5916

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

Candlepower Trace: 
Vertical plane 
through horizontal
angle of maximum 
candlepower.

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens

70˚ Flood Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

350mA

02  2,206  2,664  2,025  2,716  869 

04  4,412  5,327  4,050  5,433  1,739 

06  6,543  7,900  6,006  8,056  2,578 

08  8,724  10,533  8,008  10,742  3,437 

10  10,879  13,135  9,986  13,395  4,286 

12  13,054  15,762  11,983  16,074  5,144 

14  15,133  18,272  13,891  18,635  5,963 

16  17,295  20,883  15,876  21,297  6,815 

525mA

02  3,134  3,780  2,877  3,859 N/A

04  6,269  7,560  5,754  7,719 N/A

06  9,295  11,211  8,532  11,446 N/A

08  12,394  14,948  11,377  15,261 N/A

10  15,455  18,640  14,187  19,031 N/A

12  18,546  22,368  17,024  22,837 N/A

14  21,500  25,931  19,735  26,474 N/A

16  24,572  29,636  22,555  30,256 N/A

700mA

02  3,697  4,461  3,393  4,552 N/A

04  7,394  8,923  6,787  9,104 N/A

06  10,964  13,232  10,064  13,501 N/A
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

SN

FLD-EDG-SN-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 18,868
Initial FC at grade
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RESTL Test Report #: PL10142-001B
FLD-EDG-SN-**-06-E-UL-700-40K
Initial Delivered Lumens: 13,701

6609

13218

19827

26437

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

30˚

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens

SN Flood Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

350mA

02  2,233  2,696  2,050  2,750  880 

04  4,466  5,392  4,099  5,499  1,760 

06  6,623  7,996  6,079  8,155  2,609 

08  8,830  10,662  8,105  10,873  3,479 

10  11,011  13,295  10,107  13,559  4,339 

12  13,213  15,954  12,129  16,270  5,206 

14  15,318  18,495  14,061  18,862  6,036 

16  17,506  21,137  16,069  21,556  6,898 

525mA

02  3,172  3,826  2,912  3,906 N/A

04  6,345  7,653  5,824  7,813 N/A

06  9,409  11,348  8,636  11,585 N/A

08  12,545  15,130  11,515  15,447 N/A

10  15,644  18,868  14,360  19,263 N/A

12  18,773  22,641  17,231  23,115 N/A

14  21,763  26,247  19,976  26,797 N/A

16  24,871  29,997  22,830  30,625 N/A

700mA

02  3,742  4,516  3,435  4,608 N/A

04  7,484  9,032  6,870  9,215 N/A

06  11,098  13,393  10,187  13,665 N/A
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79-08 standards. To obtain an IES file specific to your project consult: http://creelighting.com/products/
outdoor/area/cree-edge-series-1

THE EDGE® LED Area/Flood Luminaire

N6

FLD-EDG-N6-**-10-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 20,913
Initial FC at grade

RESTL Test Report #: PL09832-004B
FLD-EDG-N6-**-06-E-UL-700-40K
Initial Delivered Lumens: 15,251
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

30˚
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens

NEMA® 6 Flood Distribution

LED Count 
(x10)

3000K 4000K 5000K 5700K TRL

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

Initial
Delivered
Lumens*

350mA

02  2,475  2,989  2,272  3,048  975 

04  4,950  5,977  4,544  6,096  1,951 

06  7,341  8,863  6,738  9,039  2,892 

08  9,788  11,818  8,984  12,052  3,857 

10  12,205  14,737  11,203  15,029  4,809 

12  14,646  17,684  13,444  18,035  5,771 

14  16,979  20,501  15,585  20,907  6,690 

16  19,405  23,429  17,812  23,894  7,646 

525mA

02  3,516  4,241  3,228  4,330 N/A

04  7,033  8,482  6,456  8,660 N/A

06  10,429  12,578  9,573  12,842 N/A

08  13,905  16,771  12,764  17,122 N/A

10  17,340  20,913  15,917  21,352 N/A

12  20,808  25,096  19,100  25,622 N/A

14  24,122  29,093  22,142  29,703 N/A

16  27,568  33,250  25,305  33,946 N/A

700mA

02  4,148  5,006  3,807  5,107 N/A

04  8,296  10,011  7,615  10,215 N/A

06  12,301  14,845  11,292  15,147 N/A
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

THE EDGE® LED Area/Flood Luminaire

Luminaire EPA

Fixture Mounting Drill Pattern for DA and DL Mounts

Fixed Arm Mount – ARE-EDG-DA  

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ 4 @ 90˚

02 0.60 0.87 1.20 1.47 1.47 1.75

04 0.60 0.87 1.20 1.47 1.47 1.75

06 0.60 0.92 1.20 1.51 1.51 1.83

08 0.60
0.96 
N/A with 3" poles

1.20
1.55 
N/A with 3" poles

1.55
1.91 
N/A with 3" poles

10 0.60
1.00 
N/A with 3" poles

1.20
1.60 
N/A with 3" poles

1.60
2.00 
N/A with 3" poles

12 0.60
1.04 
N/A with 3" poles

1.20
1.64 
N/A with 3" poles

1.64
2.08 
N/A with 3" poles

14 0.60
1.08 
N/A with 3" or 4" poles

1.20
1.68 
N/A with 3" or 4" poles

1.68
2.16 
N/A with 3" or 4" poles

16 0.60
1.12 
N/A with 3" or 4" poles

1.20
1.72 
N/A with 3" or 4" poles

1.72
2.24 
N/A with 3" or 4" poles

Fixed Arm Mount – ARE-EDG-DL 

02 0.75 1.02 1.50 1.77 1.77 1.91

04 0.75 1.02 1.50 1.77 1.77 1.91

06 0.75 1.07 1.50 1.82 1.82 1.98

08 0.75 1.11 1.50 1.86 1.86 2.04

10 0.75 1.15 1.50 1.90 1.90 2.10

12 0.75 1.19 1.50 1.94 1.94 2.16

14 0.75 1.23 1.50 1.98 1.98 2.22

16 0.75 1.27 1.50 2.02 2.02 2.28

2.000"
(51 mm)

2.000"
(51 mm)

1"
(25 mm)

0.344"
(9 mm)

Hole
2 Required

0.79"
(20 mm)

Hole

POLE TEMPLATE
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US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

THE EDGE® LED Area/Flood Luminaire

Luminaire EPA

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

30˚ Tilt

02 0.71 1.37 1.42 1.42 2.08 2.08 2.13 2.73 2.84

04 0.71 1.37 1.42 1.42 2.08 2.08 2.13 2.73 2.84

06 0.82 1.48 1.64 1.64 2.30 2.30 2.46 2.95 3.28

08 0.93 1.59 1.86 1.86 2.52 2.52 2.79 3.17 3.72

10 1.04 1.70 2.08 2.08 2.74 2.74 3.12 3.40 4.16

12 1.15 1.81 2.30 2.30 2.96 2.96 3.45 3.62 4.60

14 1.26 1.92 2.52 2.52 3.18 3.18 3.78 3.84 5.04

16 1.37 2.03 2.74 N/A 3.40 3.40 N/A 4.06 N/A

45˚ Tilt

02 0.89 1.55 1.78 1.78 2.45 2.45 2.67 3.10 3.56

04 0.89 1.55 1.78 1.78 2.45 2.45 2.67 3.10 3.56

06 1.03 1.69 2.06 2.06 2.72 2.72 3.09 3.38 4.12

08 1.17 1.83 2.34 2.34 3.00 3.00 3.51 3.66 4.68

10 1.31 1.97 2.62 2.62 3.28 3.28 3.93 3.94 5.24

12 1.45 2.11 2.90 2.90 3.56 3.56 4.35 4.21 5.80

14 1.59 2.25 3.18 3.18 3.83 3.83 4.77 4.49 6.36

16 1.73 2.38 3.46 N/A 4.11 4.11 N/A 4.77 N/A

60˚ Tilt

02 1.20 1.86 2.40 2.40 3.06 3.06 3.60 3.72 4.80

04 1.20 1.86 2.40 2.40 3.06 3.06 3.60 3.72 4.80

06 1.39 2.05 2.78 2.78 3.44 3.44 4.17 4.10 5.56

08 1.58 2.23 3.16 3.16 3.81 3.81 4.74 4.47 6.32

10 1.77 2.42 3.54 3.54 4.19 4.19 5.31 4.84 7.08

12 1.95 2.61 3.90 3.90 4.56 4.56 5.85 5.22 7.80

14 2.14 2.80 4.28 4.28 4.94 4.94 6.42 5.59 8.56

16 2.33 2.98 4.66 N/A 5.31 5.31 N/A 5.97 N/A

Adjustable Arm Mount – ARE-EDG-AA/FLD-EDG-AA/SA

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ In-Line 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ In-Line 3 @ 180˚ 4 @ 90˚ In-Line 4 @ 180˚

Tenon Configuration If used with Cree Lighting tenons, please add tenon EPA with Luminaire EPA

Vertical: PB-1A*; 
PT-1; PW-1A3**
Horizontal: By 
others

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(90); 
PT-2(90)

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(180);  
PT-2(180)

Vertical: PB-2A*;
PB-2R2.375

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PD-3A4(90); 
PT-3(90)

Vertical: PB-3A*;  
PB-3R2.375
Horizontal: 
PT-3(120)

Vertical: PB-3A*;  
PB-3R2.375

Vertical:  
PB-4A*(90);  
PB-4R2.375
Horizontal:  
PD-4A4(90)
PT-4(90)

Vertical:  
PB-4A*(180);  
PB-4R2.375

0˚ Tilt
02 0.66 0.98 1.32 1.32 1.77 1.64 1.98 1.91 2.64
04 0.66 0.98 1.32 1.32 1.64 1.64 1.98 1.97 2.64
06 0.66 1.02 1.32 1.32 1.68 1.68 1.98 2.05 2.64
08 0.66 1.07 1.32 1.32 1.80 1.72 1.98 2.29 2.64
10 0.66 1.11 1.32 1.32 1.76 1.76 1.98 2.21 2.64
12 0.66 1.15 1.32 1.32 1.80 1.80 1.98 2.29 2.64
14 0.66 1.19 1.32 1.32 1.84 1.84 1.98 2.38 2.64
16 0.66 1.23 1.32 N/A 1.89 1.89 N/A 2.46 N/A

https://www.creelighting.com
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Luminaire EPA

THE EDGE® LED Area/Flood Luminaire

Adjustable Arm Mount – ARE-EDG-AA/FLD-EDG-AA/SA

LED Count 
(x10) Single 2 @ 90˚ 2 @ 180˚ In-Line 2 @ 

180˚ 3 @ 90˚ 3 @ 120˚ In-Line 3 @ 
180˚ 4 @ 90˚ In-Line 4 @ 

180˚

Tenon Configuration If used with Cree Lighting tenons, please add tenon EPA with Luminaire EPA

Vertical: PB-1A*; 
PT-1; PW-1A3**
Horizontal: By 
others

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(90); 
PT-2(90)

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(180);  
PT-2(180)

Vertical: PB-2A*;
PB-2R2.375

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PD-3A4(90); 
PT-3(90)

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PT-3(120)

Vertical: PB-3A*;  
PB-3R2.375

Vertical:  
PB-4A*(90);  
PB-4R2.375
Horizontal:  
PD-4A4(90)
PT-4(90)

Vertical:  
PB-4A*(180);  
PB-4R2.375

90˚ Tilt

02 1.85 2.51 3.70 3.64 4.36 4.36 5.55 5.02 7.40

04 1.85 2.51 3.70 3.64 4.36 4.36 5.55 5.02 7.40

06 2.14 2.80 4.28 4.22 4.94 4.94 6.42 5.59 8.56

08 2.43 3.09 4.86 4.78 5.51 5.51 7.29
6.17
N/A with  
horizontal tenon

9.72

10 2.71 3.37 5.42 5.34 6.08 6.08 8.13
6.74
N/A with  
horizontal tenon

10.84

12 3.00 3.66 6.00 5.90 6.66 6.66 9.00
7.31
N/A with  
horizontal tenon

12.00

14 3.29
3.95
N/A with PW-
2A3**

6.58 6.48 7.23 7.23 9.87
7.89
N/A with  
horizontal tenon

13.16

16 3.57
4.23
N/A with PW-
2A3**

7.14 N/A 7.81 7.81 N/A
8.46
N/A with  
horizontal tenon

N/A

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Tenons and Brackets‡ (must specify color)

Square Internal Mount Vertical Tenons (Steel)
- Mounts to 3-6" (76-152mm) square aluminum or steel poles
PB-1A* – Single	 PB-4A*(90) – 90˚ Quad
PB-2A* – 180˚ Twin	 PB-4A*(180) – 180˚ Quad
PB-3A* – 180˚ Triple

Square Internal Mount Horizontal Tenons (Aluminum)
- Mounts to 4" (102mm) square aluminum or steel poles
PD-2A4(90) – 90˚ Twin	 PD-3A4(90) – 90˚ Triple
PD-2A4(180) – 180˚ Twin	 PD-4A4(90) – 90˚ Quad

Wall Mount Brackets
- Mounts to wall or roof
WM-2 – Horizontal for AA and SA mounts
WM-4 – L-Shape for AA and SA mounts
WM-DM – Plate for DA and DL mounts

Round External Mount Vertical Tenons (Steel)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel 
poles or tenons
PB-2R2.375 – Twin	 PB-4R2.375 – Quad
PB-3R2.375 – Triple

Round External Mount Horizontal Tenons (Aluminum)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel 
poles or tenons
- Mounts to square pole with PB-1A* tenon
PT-1 – Single (Vertical)	 PT-3(90) – 90˚ Triple
PT-2(90) – 90˚ Twin 	 PT-3(120) – 120˚ Triple
PT-2(180) – 180˚ Twin	 PT-4(90) – 90˚ Quad

Mid-Pole Bracket 
- Mounts to square pole
PW-1A3** – Single	 PW-2A3** – Double

Ground Mount Post
- For ground mounted flood luminaires 
PGM-1 
- For use with AA and SA mounts

‡ Refer to the Bracket and Tenons spec sheet for more details

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple  
     luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting 
     Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Tenon EPA

Part Number EPA

PB-1A* None

PB-2A* 0.82

PB-3A* 1.52

PB-4A*(180) 2.22

PB-4A*(90) 1.11

PB-2R2.375 0.92

PB-3R2.375 1.62

PB-4R2.375 2.32

PD Series Tenons 0.09

PT Series Tenons 0.10

PW-1A3** 0.47

PW-2A3** 0.94

WM-2 0.08

WM-4 0.25

WM-DM None

https://www.creelighting.com
https://www.creelighting-canada.com/
https://cree.widen.net/s/h58g7wg9bp/bracket-and-tenon-spec-sheet-for-pole-and-wall-mount
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THE EDGE® LED Area/Flood Luminaire

AA Mount

“A”

29.6" (752mm)
24.1" (612mm)

4.3"
(109mm)

2.8"
 (71mm)

NEMA® 3-Pin Photocell 
Receptacle location 
(ordered as an option)

LED Count 
(x10)

Dim. "A" Weight

02 12.1" (306mm) 21 lbs. (10kg)

04 12.1" (306mm) 24 lbs. (11kg)

06 14.1" (357mm) 27 lbs. (12kg)

08 16.1" (408mm) 28 lbs. (13kg)

10 18.1" (459mm) 32 lbs. (15kg)

12 20.1" (510mm) 34 lbs. (15kg)

14 22.1" (560mm) 37 lbs. (17kg)

16 24.1" (611mm) 41 lbs. (19kg)

SA Mount

18.0"
(458mm)

“A”

1.7"
(42mm)

“A”

LED Count 
(x10)

Dim. "A" Weight

02 16.0" (406mm) 25 lbs. (11kg)

04 18.0" (457mm) 26 lbs. (12kg)

06 20.0" (508mm) 28 lbs. (13kg)

DL Mount

“A”5.6"
(142mm)

32.2"
(818mm)

4.0"
 (102mm)

23.2"
(589mm)

Convenient,
Interlocking
Mounting Method

14.3"
(363mm)

NEMA® 3-PinPhotocell 
Receptacle location 
(ordered as an option)

LED Count 
(x10)

Dim. "A" Weight

02 12.1" (306mm) 23 lbs. (10kg)

04 12.1" (306mm) 26 lbs. (12kg)

06 14.1" (357mm) 29 lbs. (13kg)

08 16.1" (408mm) 30 lbs. (14kg)

10 18.1" (459mm) 34 lbs. (15kg)

12 20.1" (510mm) 36 lbs. (16kg)

14 22.1" (560mm) 42 lbs. (19kg)

16 24.1" (611mm) 44 lbs. (20kg)

https://www.creelighting.com
https://www.creelighting-canada.com/
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Ordering Information
Fully assembled luminaire is composed of two components that must be ordered separately:
Example: Mount: OSQ-ML-C-AA-BK  + Luminaire: OSQM-C-4L-30K7-2M-UL-NM-BK

Mount (Luminaire must be ordered separately)*

OSQ-

Medium/Large Mounts
OSQ-ML-C-AA Adjustable Arm
OSQ-ML-C-DA Direct Arm
OSQ-ML-C-TM Trunnion Mount

Extra Large Mounts
OSQ-X-C-AA Adjustable Arm
OSQ-X-C-DA Direct Arm

Color 
Options:

SV Silver 
BK Black

BZ Bronze
WH White

OSQ Series
OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Luminaire (Mount must be ordered separately)

OSQ C

Family Size Series Lumen 
Package†

CCT/
CRI Optic Voltage Mount Color 

Options Controls* Options

OSQ M
Medium
L
Large 
X
Extra 
Large

C Medium
4L
4,000 
Lumens
6L
6,000 
Lumens
9L
9,000 
Lumens
11L
11,000 
Lumens
16L
16,000 
Lumens

Large
22L
22,000 
Lumens
30L
30,000 
Lumens
40L
40,000
Lumens

30K7
3000K,
70 CRI
40K7
4000K,
70 CRI
50K9
5000K,
90 CRI
57K7
5700K,
70 CRI

Asymmetric
2M
Type II Mid
2B
Type II Mid w/
Factory-Installed 
Backlight Shield
3M
Type III Mid
3B
Type III Mid w/
Factory-Installed 
Backlight Shield
4M
Type IV Mid

4B
Type IV Mid w/
Factory-
Installed 
Backlight Shield
AF
Automotive
FrontlineOptic™
AB
Automotive-
FrontlineOptic™ 
w/Factory-
Installed 
Backlight Shield

UL
Universal
120-277V
UH
Universal
347-480V
- Not
   available
   with 4L,
   40L or 
   75L lumen
   packages
UE
Universal
277-480V
- Available 
only with 
40L and 
75L lumen 
packages

NM
No Mount
- Must 
specify 
mount 
from table 
above
- Mount 
ships 
separately

BK
Black
BZ
Bronze
SV
Silver 
WH
White

BML Bluetooth® Technology Enabled 
                Multi-Level Sensor

- Utilizes a multifunction sensor
- Refer to BML spec sheet for details
- 20-40' sensor lens installed on 

luminaire; 8-20' sensor lens and 
aisle shroud included

- Intended for downlight applications 
at 0˚ tilt

- Not available with Q or X options 
or Synapse TL7-B2 or TL7-HVG 
accessories

Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1 
                Field Adjustable Output

- Must select Q9, Q8, Q7, Q6, Q5, Q4, 
Q3, Q2, or Q1

- Offers full range adjustability
- Refer to pages 15-25 for power and 

lumen values
- Not available with BML or X 

options or Synapse TL7-B2 or 
TL7-HVG accessories

X8/X7/X6/X5/X4/X3/X2/X1  
                Locked Lumen Output

- Must select X8, X7, X6, X5, X4, X3, 
X2, or X1

- Not available with BML or Q 
options

- X1 option not available with the 
following lumen package/voltage 
offerings: 9L/UL, 16L/UL, 16L/UH, 
30L/UL, 30L/UH, 65L/UL, 65L/UH

- X2 option not available 9L/UL 
lumen package/voltage

- Lumen output is permanently 
locked to the setting selected

- Refer to pages 15-25 for power and 
lumen values

20KV 20kV/10kA Surge Suppression
- Replaces standard 10kV/5kA surge protection

F Fuse
- Compatible with 120V, 277V or 347V (phase to neutral)
- Consult factory if fusing is required for 208V, 240V or 480V
   (phase to phase)
- When code dictates fusing, use time delay fuse

N Utility Label and NEMA® Lift & Lock 7-Pin Photocell
Receptacle

- External utility label per ANSI C136.15-2020
- 7-pin receptacle per ANSI C136.41
- Available only with OSQM & OSQL luminaires
- Intended for downlight applications with maximum 45˚ tilt
- Factory connected 0-10V dim leads
- Requires photocell or shorting cap by others 

R NEMA® Lift & Lock 7-Pin Photocell Receptacle
- 7-pin receptacle per ANSI C136.41
- Intended for downlight applications with maximum 45˚ tilt
- Factory connected 0-10V dim leads
- Requires photocell or shorting cap by others
- Refer to page 2 for compatible Synapse control offerings

RL Rotate Left
- LED and optic are rotated to the left
- Refer to RR/RL configuration diagram on page 26 for optic 

directionality
- Not for use with symmetric optics

RR Rotate Right
- LED and optic are rotated to the right
- Refer to RR/RL configuration diagram on page 26 for optic 

directionality
- Not for use with symmetric optics

Symmetric
5M
Type V Mid
5N
Type V
Narrow

33
NEMA® 3x3
44
NEMA® 4x4
55
NEMA® 5x5
66
NEMA® 6x6
75
NEMA® 7x5Extra 

Large
50L
50,000
Lumens
65L
65,000
Lumens
75L
75,000
Lumens

† Lumen Package codes identify approximate light output only. Actual lumen output levels vary by CCT and optic selection. Refer to Initial Delivered Lumen tables for specific lumen values
* Luminaire comes standard with 0-10V dimming

Product Description
The OSQ™ Area/Flood luminaire blends extreme optical control, advanced thermal management 
and modern, clean aesthetics. Built to last, the housing is rugged cast aluminum with an integral, 
weathertight LED driver compartment. Versatile mounting configurations offer simple installation. 
Its slim, low-profile design minimizes wind load requirements and blends seamlessly into the site 
providing even, quality illumination. Medium is suitable upgrade for HID applications up to 400 Watts. 
Large is suitable upgrade for HID applications up to 1000 Watts. Extra Large is suitable upgrade for HID 
applications up to multiple 1000 Watts.
Applications: Parking lots, walkways, campuses, car dealerships, office complexes, high-mast and 
internal roadways

Utilizes Patented NanoComfort™ Technology

Utilizes Cree TrueWhite® Technology on 5000K Luminaires

Assembled in the USA by Cree Lighting from US and imported parts

Initial Delivered Lumens: 4,000 - 75,000

Efficacy: Up to 171 LPW

CRI: Minimum 70 CRI (3000K, 4000K & 5700K); 90 CRI (5000K)

CCT: 3000K, 4000K, 5000K, 5700K

Limited Warranty†: 10 years for luminaire; 10 years for Colorfast DeltaGuard® finish; 5 years for BML 
sensor; up to 5 years for Synapse® accessories; 1 year for luminaire accessories

Performance Summary

† See http://creelighting.com/warranty for warranty terms. For Synapse accessories, consult Synapse spec sheets for details on warranty terms.

OSQM - AA Mount

Luminaire Weight

OSQM 19.3 lbs. (8.8kg)

12.8"
(325mm)

14.7"
(374mm)

4.6" 
(118mm)

4.6" 
(117mm)

29.3" (743mm)

3.5"
(89mm)

3.1"
(78mm)

3.5" 
(89mm)

3.5" 
(89mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

* Reference fixture mounting drill pattern, EPA, and pole configuration suitability data beginning on page 14.

Note: For OSQL, OSQX and additional mounts, refer to drawings beginning on page 26.

TYPE OT

GC TO SEE NOTES BELOW

OSQM-C-16L-40K7-3M-UL-NM-SV

GC TO VERIFY THAT 
FIXTURES CAN BE MOUNTED PER PLAN AND ALL 
NECESSARY HARDWARE IS SPECIFIED FOR 
INSTALLATION PRIOR TO PURCHASING 

GC TO VERIFY 
AND SPECIFY 
IF NOT UL

GC TO REFERENCE
PLANS FOR COLOR
DESIGNATION

http://creelighting.com
http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://cree.widen.net/s/phhvkfzhvs/nema-lift--lock-7-pin-receptacle-spec-sheet
https://www.creelighting.com/warranty
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Product Specifications     

CREE LIGHTING NANOCOMFORT™ TECHNOLOGY
Cree Lighting's NanoComfort™ Technology ends the trade-offs in outdoor lighting by 
providing superior glare reduction and visual comfort in high-efficiency illumination 
delivered precisely where it is needed. The basic building block of NanoComfort™Technology 
is a compact 4x4 array of LEDs. Each of the 16 LEDs in a module is in contact with its own 
acrylic polymer lens to capture and precisely direct light. With NanoComfort™ Technology, 
the acrylic optics are cut and sculpted into facets that relieve the glare and harshness while 
improving visual comfort – all while retaining superb efficacy and control.

CREE TRUEWHITE® TECHNOLOGY
A revolutionary way to generate high-quality white light, Cree TrueWhite® Technology is 
a patented approach that delivers an exclusive combination of 90+ CRI, beautiful light 
characteristics and lifelong color consistency, all while maintaining high luminous efficacy – 
a true no compromise solution. 

CONSTRUCTION & MATERIALS
• Slim, low profile design minimizes wind load requirements

• Luminaire housing is rugged die cast aluminum with an integral,
weathertight LED driver compartment and high-performance heat sink

• Acrylic optic w/clear tempered glass lens

• Convenient interlocking mounting method on direct arm. Mounting adaptor is rugged die 
cast aluminum and mounts to 3" (76mm) or larger square or round pole, secured by two 
5/16-18 UNC bolts spaced on 2" (51mm) centers. Refer to page 14 for fixture mounting 
drill pattern

• Adjustable arm mount adapters are rugged die cast aluminum

• OSQ-ML-C-AA mounts to a horizontal or vertical 2" (51mm) IP, 2.375" (60mm) O.D. tenon 
and can be adjusted 180˚ in 2.5˚ increments

• OSQ-X-C-AA mounts to a horizontal or vertical 2" (51mm) IP, 2.375-2.50" (60-64mm) O.D. 
steel tenon and can be adjusted 180˚ in 5.0˚ increments. NOTE: Tenon length must be a 
minimum of 3.75" (95mm), and tenon must be steel

• Trunnion mount is constructed of A500 and A1011 steel and is adjustable from 0-180˚ in 
15˚ degree increments. Trunnion mount secures to surface with (1) 3/4" bolt or (2) 1/2" 
or 3/8" bolts

• Luminaires include 15" (381mm) 18/5 cord exiting the luminaire

• Designed for uplight and downlight applications. Uplight orientation not suitable for use 
with N or R options

• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an 
ultra-durable powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Silver, bronze, black, and white are available

•

      For BML sensor add 0.1 lbs. (45g), and for NEMA receptacle, add 0.3 lbs. (136g).

ELECTRICAL SYSTEM
• Input Voltage: 120-277V, 277-480V or 347-480V, 50/60Hz, Class 1 drivers

• Power Factor:  > 0.9 at full load

• Total Harmonic Distortion: < 20% at full load

• Integral 10kV/5kA surge suppression protection standard; 20kV/10kA surge suppression 
protection optional

• When code dictates fusing, a slow blow fuse or type C/D breaker should be used to 
address inrush current

• Designed with 0-10V dimming capabilities. Controls by others

• Refer to Dimming spec sheet for details

• Maximum 10V Source Current: 1.8mA

• Operating Temperature Range: -40˚C - +40˚C (-40˚F - +104˚F)

REGULATORY & VOLUNTARY QUALIFICATIONS
• CULUS Listed (UL1598) 

• Suitable for wet locations

• Meets NEMA C82.77 standards

• Drivers and LEDs are UL certified in accordance with UL8750

• Meets requirements of IP66 per IEC 60529 when ordered without N or R options

• Certified to ANSI C136.31-2018, 3G bridge and overpass vibration standards 

• ANSI C136.2 10kV/5kA (standard) and 20kV/10kA (optional) surge suppression protection 
tested in accordance with IEEE/ANSI C62.41.2

• Meets FCC Part 15, Subpart B, Class A limits for conducted and radiated emissions

• Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient salt 
fog conditions as defined in ASTM Standard B 117

• Lens meets IK07 requirements per IEC 60068-2

• Assembled in the USA by Cree Lighting from US and imported parts

• Meets Buy American requirements within ARRA

• RoHS compliant. Consult factory for additional details

• Dark Sky Friendly, IDA Approved when ordered with 30K CCT and direct arm mount only. 
Please refer to https://www.darksky.org/our-work/lighting/lighting-for-industry/fsa/fsa-
products/ for most current information (Pending)

•          CA RESIDENTS WARNING: Cancer and Reproductive Harm – 
         www.p65warnings.ca.gov

Electrical Data*

Lumen 
Package

System 
Watts
120-480V

Utility 
Label 
Wattage

Total Current (A)

120V 208V 240V 277V 347V 480V

4L** 26 30 0.21 0.12 0.11 0.09 N/A N/A

6L 37 40 0.31 0.18 0.15 0.13 0.11 0.08

9L 55 60 0.46 0.27 0.23 0.20 0.16 0.12

11L 68 70 0.57 0.33 0.28 0.25 0.20 0.14

16L 97 100 0.81 0.47 0.40 0.35 0.28 0.20

22L 131 130 1.09 0.63 0.55 0.47 0.38 0.27

30L 175 180 1.46 0.84 0.73 0.63 0.50 0.36

40L 236 240 1.96 1.13 0.98 0.85 0.68 0.49

50L 297 N/A 2.48 1.43 1.24 1.07 0.86 0.62

65L 384 N/A 3.20 1.85 1.60 1.39 1.11 0.80

75L 447 N/A 3.73 2.15 1.86 1.61 1.29 0.93

Weight

Mount Housing Size
Medium Large Extra Large

Direct Arm 19.7 lbs. (8.9kg) 28.8 lbs. (13.1kg) 45.8 lbs. (20.8kg)
Adjustable Arm 19.3 lbs. (8.8kg) 28.4 lbs. (12.9kg) 48.6 lbs. (22.0kg)
Trunnion 23.2 lbs. (10.5kg) 32.3 lbs. (14.7kg) N/A

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-277V, 277-480V or 
347-480V+/-10%.
** Available with UL voltage only.

1 Lumen maintenance values at 25˚C (77˚F) are calculated per IES TM-21 based on IES LM-80 report data for the LED 
package and in-situ luminaire testing. Luminaire ambient temperature factors (LATF) have been applied to all lumen 
maintenance factors. Please refer to the  Temperature Zone Reference Document  for outdoor average nighttime ambient 
conditions.
2 In accordance with IES TM-21, Reported values represent interpolated values based on time durations that are
up to 6x the tested duration in the IES LM-80 report for the LED.

OSQ-C Series Ambient Adjusted Lumen Maintenance1

Ambient Initial
LMF

25K hr
Reported2

LMF

50K hr
Reported2

LMF

75K hr
Reported2

LMF

100K hr
Reported2

LMF

5˚C (41˚F) 1.02 0.99 0.93 0.88 0.83

10˚C (50˚F) 1.02 0.98 0.93 0.87 0.82

15˚C (59˚F) 1.01 0.98 0.92 0.87 0.82

20˚C (68˚F) 1.01 0.97 0.92 0.86 0.81

25˚C (77˚F) 1.00 0.97 0.91 0.86 0.81

Accessories 

Field-Installed

Backlight Shield
OSQ-M-C-BLSF (Medium)
OSQ-L-C-BLSF (Large)
OSQ-X-C-BLSF (Extra Large)
- Not for use with rotated optics
Bird Spikes
OSQ-M-C-BRDSPK
OSQ-L-C-BRDSPK
OSQ-X-C-BRDSPK

Shorting Cap
XA-XSLSHRT

Synapse Wireless Control Accessories

Twist-Lock Lighting Controller
TL7-B2 
- Suitable for 120-277V (UL) voltage only
- Requires NEMA/ANSI C136.41 7-Pin
   Dimming Receptacle 
- Not for use with BML or Q options
- Provides On/Off switching, dimming, power
   metering, digital sensor input, and status
   monitoring of luminaire
- Refer to TL7-B2 spec sheet for details
Twist-Lock Lighting Controller
TL7-HVG
- Suitable for 120-480V (UL, UE and UH) voltages
- Requires NEMA/ANSI C136.41 7-Pin Dimming
   Receptacle
- Not for use with BML or Q options
- Provides On/Off switching, dimming, power
  metering, digital sensor input, and status
  monitoring of luminaire
- Refer to TL7-HVG spec sheet for details
SimplySNAP Central Base Station
CBSSW-450-002
- Includes On-Site Controller (SS450-002) and
   5-button switch
- Indoor and Outdoor rated
- Refer to CBSSW-450-002 spec sheet for details

Synapse Wireless Sensor
WSN-DPM
- Motion and light sensor
- Control multiple zones
- Refer to WSN-DPM spec sheet for details
SimplySNAP On-Site Controller
SS450-002
- Verizon® LTE-enabled
- Designed for indoor applications
- Refer to SS450-002 spec sheet for details
Building Management System (BMS) Gateway
BMS-GW-002
- Required for BACnet integration
- Refer to BMS-GW-002 spec sheet for details
Outdoor Antennas
(Optional, for increased range, 8dB gain)
KIT-ANT420SM
- Kit includes antenna, 20' cable and bracket
KIT-ANT360 
- Kit includes antenna, 30' cable and bracket
KIT-ANT600
- Kit includes antenna, 50' cable and bracket
- Refer to Outdoor antenna spec sheet for
   details

Product Specifications
SYNAPSE® SIMPLYSNAP INTELLIGENT CONTROL
The Synapse SimplySNAP platform is a highly intuitive connected lighting solution featuring zone dimming, 
motion sensing, and daylight harvesting with utility-grade power monitoring and support of up to 1000 
nodes per gateway. The system features a reliable and robust self-healing mesh network with a browser-
based interface that runs on smartphones, tablets, and PCs. The Twist-Lock Lighting Controller (TL7-B2 
or TL7-HVG) and Site Controller (SS450-002) take the OSQ Series to a new performance plateau, providing 
extreme energy productivity, code compliance and a better light experience.

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://cree.widen.net/s/gsllj8wfsh/led-dimming-options-spec-sheet
https://www.darksky.org/our-work/lighting/lighting-for-industry/fsa/fsa-products/
https://www.darksky.org/our-work/lighting/lighting-for-industry/fsa/fsa-products/
https://www.p65warnings.ca.gov
https://cree.widen.net/s/qj2bzfw96t/temperature-zone-reference-document-spec-sheet
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/TL7-B2_CutSheet.pdf
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/TL7-HVG_CutSheet.pdf
http://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/Central_Base_Station_CutSheet-002.pdf
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/WSN-DPM_CutSheet.pdf
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/SS450_CutSheet.pdf
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/BMS-Gateway_Cut_Sheet-002.pdf
https://help.synapsewireless.com/Lighting/Assets/Cut_Sheets/Outdoor_Antenna_CutSheet.pdf


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult:
https://creelighting.com/products/outdoor/area/osq-series

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

PRELIMINARY RESTL Test Report
OSQ Luminaire w/2B Optic
Initial Delivered Lumens: 10,422

1892

5677

7569

3784

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-2B-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

2M

2B

Type II Mid Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,650 B1 U1 G1 3,800 B1 U1 G1 2,590 B1 U1 G1 3,800 B1 U1 G1

6L 5,475 B1 U1 G1 5,700 B1 U1 G1 3,880 B1 U1 G1 5,700 B1 U1 G1

9L 8,225 B2 U1 G2 8,550 B2 U1 G2 5,825 B1 U1 G1 8,550 B2 U1 G2

11L 10,025 B2 U1 G2 10,450 B2 U1 G2 7,100 B2 U1 G2 10,450 B2 U1 G2

16L 14,650 B3 U1 G3 15,200 B3 U1 G3 10,325 B2 U1 G2 15,200 B3 U1 G3

22L 20,100 B3 U1 G3 20,900 B3 U1 G3 14,200 B3 U1 G3 20,900 B3 U1 G3

30L 27,400 B3 U1 G3 28,500 B3 U1 G3 19,400 B3 U1 G3 28,500 B3 U1 G3

40L 36,500 B4 U1 G4 38,000 B4 U1 G4 25,900 B3 U1 G3 38,000 B4 U1 G4 

50L 45,600 B4 U1 G5 47,500 B4 U1 G5 32,300 B3 U1 G4 47,500 B4 U1 G5 

65L 59,300 B4 U1 G5 61,800 B4 U1 G5 42,000 B4 U1 G4 61,800 B4 U1 G5 

75L 68,400 B5 U1 G5 71,300 B5 U1 G5 48,500 B4 U1 G5 71,300 B5 U1 G5 

Type II Mid w/BLS Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510 B1 U1 G1 2,620 B1 U1 G1 1,780 B0 U1 G1 2,620 B1 U1 G1 

6L 3,760 B1 U1 G1 3,920 B1 U1 G1 2,670 B1 U1 G1 3,920 B1 U1 G1 

9L 5,650 B1 U1 G1 5,875 B1 U1 G1 4,000 B1 U1 G1 5,875 B1 U1 G1 

11L 6,900 B1 U1 G2 7,200 B1 U1 G2 4,890 B1 U1 G1 7,200 B1 U1 G2

16L 10,075 B2 U1 G2 10,450 B2 U1 G2 7,100 B1 U1 G2 10,450 B2 U1 G2

22L 13,800 B2 U1 G2 14,375 B2 U1 G2 9,775 B1 U1 G2 14,375 B2 U1 G2

30L 18,800 B2 U1 G3 19,600 B2 U1 G3 13,350 B2 U1 G2 19,600 B2 U1 G3

40L 25,100 B3 U1 G3 26,200 B3 U1 G3 17,800 B2 U1 G3 26,200 B3 U1 G3

50L 31,400 B3 U1 G4 32,700 B3 U1 G4 22,200 B3 U1 G3 32,700 B3 U1 G4

65L 40,800 B3 U1 G4 42,500 B3 U1 G4 28,900 B3 U1 G3 42,500 B3 U1 G4

75L 47,100 B3 U1 G4 49,000 B3 U1 G5 33,300 B3 U1 G4 49,000 B3 U1 G5

PRELIMINARY RESTL Test Report
OSQ Luminaire w/2M Optic
Initial Delivered Lumens: 15,560

2616

7848

10465

5232

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-2M-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 38,000
Initial FC at grade
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http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult:
https://creelighting.com/products/outdoor/area/osq-series

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

2202
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8808

4404

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

60˚

80' 80'

20'

20'

40'

0m

6.1

6.1

12.2

12.2

40' 40'60' 60'20' 20'0'

12.218.3 6.1 0m 6.1 12.2 18.324.4 24.4

0'

40'

30.5 30.5

30.5

30.5
36.636.642.7 42.7

100'
100' 100'

100'

120' 120'140' 140'

18.3

18.3

60'

24.4

24.4

80'

80'

60'

Position of vertical plane
of maximum candlepower.

521.5.2.1

CURB LINE

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

2M W/OSQ-*-C-BLSF

Type II Mid Distribution w/OSQ-*-C-BLSF

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510 B1 U1 G1 2,620 B1 U1 G1 1,780 B0 U1 G1 2,620 B1 U1 G1

6L 3,760 B1 U1 G1 3,920 B1 U1 G1 2,670 B1 U1 G1 3,920 B1 U1 G1

9L 5,650 B1 U1 G1 5,875 B1 U1 G1 4,000 B1 U1 G1 5,875 B1 U1 G1

11L 6,900 B1 U1 G2 7,200 B1 U1 G2 4,890 B1 U1 G1 7,200 B1 U1 G2

16L 10,075 B1 U1 G2 10,450 B1 U1 G2 7,100 B1 U1 G2 10,450 B1 U1 G2

22L 13,800 B2 U1 G2 14,375 B2 U1 G2 9,775 B1 U1 G2 14,375 B2 U1 G2

30L 18,800 B2 U1 G3 19,600 B2 U1 G3 13,350 B2 U1 G2 19,600 B2 U1 G3

40L 25,100 B3 U1 G3 26,200 B3 U1 G4 17,800 B2 U1 G3 26,200 B3 U1 G4

50L 31,400 B3 U1 G4 32,700 B3 U1 G4 22,200 B3 U1 G3 32,700 B3 U1 G4

65L 40,800 B3 U1 G4 42,500 B3 U1 G5 28,900 B3 U1 G4 42,500 B3 U1 G5

75L 47,100 B3 U1 G5 49,000 B3 U1 G5 33,300 B3 U1 G4 49,000 B3 U1 G5

PRELIMINARY RESTL Test Report
OSQ Luminaire w/2M Optic w/OSQ-M-C-BLSF
Initial Delivered Lumens: 9,579
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4271

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-2M-UL w/OSQ-L-C-BLSF
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade
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3M

RESTL Test Report #: PL17240-001A
OSQM-C-16L-57K7-3M-UL-NM-WH
Initial Delivered Lumens: 15,444

OSQL-C-40L-40K7-3M-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 38,000
Initial FC at grade

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Type III Mid Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,650 B1 U0 G1  3,800  B1 U0 G1  2,590  B1 U0 G1  3,800  B1 U0 G1  

6L 5,475 B1 U0 G1  5,700  B1 U0 G1  3,880  B1 U0 G1  5,700  B1 U0 G1  

9L 8,225 B2 U0 G2  8,550  B2 U0 G2  5,825  B1 U0 G1  8,550  B2 U0 G2  

11L 10,025 B2 U0 G2  10,450  B2 U0 G2  7,100  B2 U0 G2  10,450  B2 U0 G2  

16L 14,650 B3 U0 G3  15,200  B3 U0 G3  10,325  B2 U0 G2  15,200  B3 U0 G3  

22L 20,100 B3 U0 G3  20,900  B3 U0 G3  14,200  B3 U0 G3  20,900  B3 U0 G3  

30L 27,400 B3 U0 G3  28,500  B3 U0 G3  19,400  B3 U0 G3  28,500  B3 U0 G3  

40L 36,500 B4 U0 G4  38,000  B4 U0 G4  25,900  B3 U0 G3  38,000  B4 U0 G4  

50L 45,600 B4 U0 G4  47,500  B4 U0 G4  32,300  B3 U0 G4 47,500  B4 U0 G4  

65L 59,300 B5 U0 G5  61,800  B5 U0 G5  42,000  B4 U0 G4  61,800  B5 U0 G5  

75L 68,400 B5 U0 G5  71,300  B5 U0 G5 48,500  B4 U0 G4  71,300  B5 U0 G5

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult:
https://creelighting.com/products/outdoor/area/osq-series

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

RESTL Test Report #: PL17366-001A
OSQM-C-16L-57K7-3B-UL-NM-WH
Initial Delivered Lumens: 10,081

RESTL Test Report#: PL17054-001A
OSQM-C-16L-57K7-3M-UL-NM-WH-R w/
OSQ-M-C-BLSF
Initial Delivered Lumens: 10,227
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-3B-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade

OSQL-C-40L-40K7-3M-UL w/OSQ-L-C-BLSF
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade
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3B

3M W/OSQ-*-C-BLSF

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Type III Mid w/BLS Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510 B1 U0 G1 2,620 B1 U0 G1 1,780 B0 U0 G1 2,620 B1 U0 G1

6L 3,760 B1 U0 G1 3,920 B1 U0 G1 2,670 B1 U0 G1 3,920 B1 U0 G1

9L 5,650 B1 U0 G1 5,875 B1 U0 G1 4,000 B1 U0 G1 5,875 B1 U0 G1

11L 6,900 B1 U0 G2 7,200 B1 U0 G2 4,890 B1 U0 G1 7,200 B1 U0 G2

16L 10,075 B2 U0 G2 10,450 B2 U0 G2 7,100 B1 U0 G2 10,450 B2 U0 G2

22L 13,800 B2 U0 G2 14,375 B2 U0 G2 9,775 B2 U0 G2 14,375 B2 U0 G2

30L 18,800 B3 U0 G3 19,600 B3 U0 G3 13,350 B2 U0 G2 19,600 B3 U0 G3

40L 25,100 B3 U0 G3 26,200 B3 U0 G3 17,800 B3 U0 G3 26,200 B3 U0 G3

50L 31,400 B3 U0 G4 32,700 B3 U0 G4 22,200 B3 U0 G3 32,700 B3 U0 G4

65L 40,800 B3 U0 G4 42,500 B4 U0 G4 28,900 B3 U0 G4 42,500 B4 U0 G4

75L 47,100 B4 U0 G5 49,000 B4 U0 G5 33,300 B3 U0 G4 49,000 B4 U0 G5

Type III Mid Distribution w/OSQ-*-C-BLSF

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510 B1 U1 G1 2,620 B1 U1 G1 1,780 B0 U1 G1 2,620 B1 U1 G1

6L 3,760 B1 U1 G1 3,920 B1 U1 G1 2,670 B1 U1 G1 3,920 B1 U1 G1

9L 5,650 B1 U1 G1 5,875 B1 U1 G2 4,000 B1 U1 G1 5,875 B1 U1 G2

11L 6,900 B1 U1 G2 7,200 B1 U1 G2 4,890 B1 U1 G1 7,200 B1 U1 G2

16L 10,075 B2 U1 G2 10,450 B2 U1 G2 7,100 B1 U1 G2 10,450 B2 U1 G2

22L 13,800 B2 U2 G2 14,375 B2 U2 G2 9,775 B2 U1 G2 14,375 B2 U2 G2

30L 18,800 B3 U2 G3 19,600 B3 U2 G3 13,350 B2 U2 G2 19,600 B3 U2 G3

40L 25,100 B3 U2 G4 26,200 B3 U2 G4 17,800 B3 U2 G3 26,200 B3 U2 G4

50L 31,400 B3 U2 G4 32,700 B3 U2 G4 22,200 B3 U2 G3 32,700 B3 U2 G4

65L 40,800 B3 U2 G5 42,500 B3 U2 G5 28,900 B3 U2 G4 42,500 B3 U2 G5

75L 47,100 B4 U2 G5 49,000 B4 U2 G5 33,300 B3 U2 G4 49,000 B4 U2 G5

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

RESTL Test Report #: PL17367-001A
OSQM-C-16L-57K7-4B-UL-NM-WH
Initial Delivered Lumens: 9,812

OSQL-C-40L-40K7-4B-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 24,000
Initial FC at grade
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Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series
4M

4B

RESTL Test Report #: PL17299-001A
OSQM-C-16L-57K7-4M-UL-NM-WH
Initial Delivered Lumens: 15,584
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-4M-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 38,000
Initial FC at grade
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Type IV Mid Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,650 B1 U0 G1  3,800  B1 U0 G1  2,590  B1 U0 G1  3,800  B1 U0 G1  

6L 5,475 B1 U0 G1  5,700  B1 U0 G1  3,880  B1 U0 G1  5,700  B1 U0 G1  

9L 8,225 B2 U0 G2  8,550  B2 U0 G2  5,825  B1 U0 G1  8,550  B2 U0 G2  

11L 10,025 B2 U0 G2  10,450  B2 U0 G2  7,100  B2 U0 G1  10,450  B2 U0 G2  

16L 14,650 B3 U0 G2  15,200  B3 U0 G2  10,325  B2 U0 G2  15,200  B3 U0 G2  

22L 20,100 B3 U0 G3  20,900  B3 U0 G3  14,200  B3 U0 G2  20,900  B3 U0 G3  

30L 27,400 B3 U0 G3  28,500  B3 U0 G3  19,400  B3 U0 G3  28,500  B3 U0 G3  

40L 36,500 B4 U0 G4  38,000  B4 U0 G4  25,900  B3 U0 G3  38,000  B4 U0 G4  

50L 45,600 B4 U0 G4  47,500  B4 U0 G4  32,300  B4 U0 G3  47,500  B4 U0 G4  

65L 59,300 B5 U0 G5  61,800  B5 U0 G5  42,000  B4 U0 G4  61,800  B5 U0 G5  

75L 68,400 B5 U0 G5  71,300  B5 U0 G5 48,500  B4 U0 G4  71,300  B5 U0 G5

Type IV Mid w/BLS Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,300 B1 U0 G0 2,400 B1 U0 G0 1,630 B0 U0 G0 2,400 B1 U0 G0

6L 3,440 B1 U0 G1 3,590 B1 U0 G1 2,440 B1 U0 G0 3,590 B1 U0 G1

9L 5,175 B1 U0 G1 5,400 B1 U0 G1 3,670 B1 U0 G1 5,400 B1 U0 G1

11L 6,325 B1 U0 G1 6,600 B1 U0 G1 4,480 B1 U0 G1 6,600 B1 U0 G1

16L 9,225 B2 U0 G2 9,575 B2 U0 G2 6,525 B1 U0 G1 9,575 B2 U0 G2

22L 12,625 B2 U0 G2 13,175 B2 U0 G2 8,950 B2 U0 G2 13,175 B2 U0 G2

30L 17,200 B3 U0 G2 18,000 B3 U0 G2 12,225 B2 U0 G2 18,000 B3 U0 G2

40L 23,000 B3 U0 G3 24,000 B3 U0 G3 16,300 B3 U0 G2 24,000 B3 U0 G3

50L 28,700 B3 U0 G3 29,900 B3 U0 G3 20,400 B3 U0 G2 29,900 B3 U0 G3

65L 37,400 B3 U0 G4 38,900 B3 U0 G4 26,500 B3 U0 G3 38,900 B3 U0 G4

75L 43,100 B4 U0 G4 44,900 B4 U0 G4 30,500 B3 U0 G3 44,900 B4 U0 G4

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series
4M W/OSQ-*-C-BLSF

PRELIMINARY RESTL Test Report
OSQ Luminaire w/4M Optic w/OSQ-M-
C-BLSF
Initial Delivered Lumens: 9,345
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-4M-UL w/OSQ-L-C-BLSF
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 24,000
Initial FC at grade
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Type IV Mid Distribution w/OSQ-*-C-BLSF

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,300 B0 U1 G1 2,400 B1 U1 G1 1,630 B0 U1 G1 2,400 B1 U1 G1

6L 3,440 B1 U1 G1 3,590 B1 U1 G1 2,440 B1 U1 G1 3,590 B1 U1 G1

9L 5,175 B1 U1 G1 5,400 B1 U1 G1 3,670 B1 U1 G1 5,400 B1 U1 G1

11L 6,325 B1 U1 G2 6,600 B1 U1 G2 4,480 B1 U1 G1 6,600 B1 U1 G2

16L 9,225 B1 U1 G2 9,575 B1 U1 G2 6,525 B1 U1 G2 9,575 B1 U1 G2

22L 12,625 B2 U1 G2 13,175 B2 U1 G2 8,950 B1 U1 G2 13,175 B2 U1 G2

30L 17,200 B2 U1 G3 18,000 B2 U1 G3 12,225 B2 U1 G2 18,000 B2 U1 G3

40L 23,000 B3 U1 G3 24,000 B3 U1 G3 16,300 B2 U1 G2 24,000 B3 U1 G3

50L 28,700 B3 U1 G4 29,900 B3 U1 G4 20,400 B2 U1 G3 29,900 B3 U1 G4

65L 37,400 B3 U1 G4 38,900 B3 U1 G4 26,500 B3 U1 G4 38,900 B3 U1 G4

75L 43,100 B3 U1 G5 44,900 B3 U1 G5 30,500 B3 U1 G4 44,900 B3 U1 G5

AF

PRELIMINARY RESTL Test Report
OSQ Luminaire w/AF Optic
Initial Delivered Lumens: 15,866
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11723
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

OSQL-C-40L-40K7-AF-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 38,000
Initial FC at grade
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* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Automotive FrontLineOptic™ Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,650  B1 U1 G1 3,800  B1 U1 G1 2,590  B1 U1 G1 3,800  B1 U1 G1 

6L 5,475  B1 U1 G1 5,700  B1 U1 G1 3,880  B1 U1 G1 5,700  B1 U1 G1 

9L 8,225  B2 U1 G1 8,550  B2 U1 G1 5,825  B1 U1 G1 8,550  B2 U1 G1 

11L 10,025  B2 U1 G2 10,450  B2 U1 G2 7,100  B2 U1 G1 10,450  B2 U1 G2 

16L 14,650  B3 U1 G2 15,200  B3 U1 G2 10,325  B2 U1 G2 15,200  B3 U1 G2 

22L 20,100  B3 U1 G3 20,900  B3 U1 G3 14,200  B2 U1 G2 20,900  B3 U1 G3 

30L 27,400  B3 U1 G3 28,500  B3 U1 G3 19,400  B3 U1 G3 28,500  B3 U1 G3 

40L 36,500  B4 U1 G3 38,000  B4 U1 G3 25,900  B3 U1 G3 38,000  B4 U1 G3 

50L 45,600  B4 U1 G4 47,500  B4 U1 G4 32,300  B3 U1 G3 47,500  B4 U1 G4 

65L 59,300  B5 U1 G4 61,800  B5 U1 G4 42,000  B4 U1 G3 61,800  B5 U1 G4 

75L 68,400  B5 U1 G4 71,300  B5 U1 G4 48,500  B4 U1 G4 71,300  B5 U1 G4 

http://creelighting-canada.com
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https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

PRELIMINARY RESTL Test Report
OSQ Luminaire w/AB Optic
Initial Delivered Lumens: 11,393

PRELIMINARY RESTL Test Report
OSQ Luminaire w/AF Optic w/OSQ-M-C-BLSF
Initial Delivered Lumens: 9,783

OSQL-C-40L-40K7-AB-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade

OSQL-C-40L-40K7-AF-UL w/OSQ-L-C-BLSF
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 26,200
Initial FC at grade
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series

AB

AF W/OSQ-*-C-BLSF

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Automotive FrontLineOptic™ w/BLS Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510 B1 U1 G0 2,620 B1 U1 G0 1,780 B0 U1 G0 2,620 B1 U1 G0

6L 3,760 B1 U1 G0 3,920 B1 U1 G1 2,670 B1 U1 G0 3,920 B1 U1 G1

9L 5,650 B1 U1 G1 5,875 B1 U1 G1 4,000 B1 U1 G1 5,875 B1 U1 G1

11L 6,900 B1 U1 G1 7,200 B1 U1 G1 4,890 B1 U1 G1 7,200 B1 U1 G1

16L 10,075 B2 U1 G1 10,450 B2 U1 G1 7,100 B1 U1 G1 10,450 B2 U1 G1

22L 13,800 B2 U1 G2 14,375 B2 U1 G2 9,775 B2 U1 G1 14,375 B2 U1 G2

30L 18,800 B2 U1 G2 19,600 B2 U1 G2 13,350 B2 U1 G2 19,600 B2 U1 G2

40L 25,100  B3 U1 G2 26,200  B3 U1 G2 17,800 B2 U1 G2 26,200  B3 U1 G2 

50L 31,400  B3 U1 G2 32,700  B3 U1 G2 22,200  B3 U1 G2 32,700  B3 U1 G2 

65L 40,800  B3 U1 G3 42,500  B3 U1 G3 28,900  B3 U1 G2 42,500  B3 U1 G3 

75L 47,100  B3 U1 G3 49,000  B4 U1 G3 33,300  B3 U1 G2 49,000  B4 U1 G3 

Automotive FrontLineOptic™ w/OSQ-*-C-BLSF

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 2,510  B1 U1 G0 2,620  B1 U1 G0 1,780  B0 U1 G0 2,620  B1 U1 G0 

6L 3,760  B1 U1 G0 3,920  B1 U1 G1 2,670  B1 U1 G0 3,920  B1 U1 G1 

9L 5,650  B1 U1 G1 5,875  B1 U1 G1 4,000  B1 U1 G1 5,875  B1 U1 G1 

11L 6,900  B1 U1 G1 7,200  B1 U1 G1 4,890  B1 U1 G1 7,200  B1 U1 G1 

16L 10,075  B2 U1 G1 10,450  B2 U1 G1 7,100  B1 U1 G1 10,450  B2 U1 G1 

22L 13,800  B2 U1 G2 14,375  B2 U1 G2 9,775  B2 U1 G1 14,375  B2 U1 G2 

30L 18,800  B3 U1 G2 19,600  B3 U1 G2 13,350  B2 U1 G2 19,600  B3 U1 G2 

40L 25,100  B3 U1 G2 26,200  B3 U1 G2 17,800  B2 U1 G2 26,200  B3 U1 G2 

50L 31,400  B3 U1 G2 32,700  B3 U1 G2 22,200  B3 U1 G2 32,700  B3 U1 G2 

65L 40,800  B3 U1 G3 42,500  B3 U1 G3 28,900  B3 U1 G2 42,500  B3 U1 G3 

75L 47,100  B4 U1 G3 49,000  B4 U1 G3 33,300  B3 U1 G2 49,000  B4 U1 G3 

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com
https://www.creelighting.com/products/outdoor/area/osq-series
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series

5M

RESTL Test Report #: PL17290-002A
OSQM-C-16L-57K7-5M-UL-NM-WH
Initial Delivered Lumens: 15,567

OSQL-C-40L-40K7-5M-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 40,000
Initial FC at grade

5N

RESTL Test Report #: PL17333-002A
OSQM-C-16L-57K7-5N-UL-NM-WH
Initial Delivered Lumens: 16,299

1217

3651

4868

2434

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

1448

4343

5791

2895

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

OSQL-C-40L-40K7-5N-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 40,000
Initial FC at grade

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: https://www.ies.org/wp-content/uploads/2017/03/TM-15-11BUGRatingsAddendum.pdf. Valid with no tilt

Type V Mid Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,840 B2 U0 G1 4,000 B2 U0 G1 2,720 B2 U0 G1 4,000 B2 U0 G1

6L 5,750 B3 U0 G1 6,000 B3 U0 G1 4,080 B2 U0 G1 6,000 B3 U0 G1

9L 8,650 B3 U0 G1 9,000 B3 U0 G1 6,125 B3 U0 G1 9,000 B3 U0 G1

11L 10,550 B3 U0 G2 11,000 B3 U0 G2 7,475 B3 U0 G1 11,000 B3 U0 G2

16L 15,400 B4 U0 G2 16,000 B4 U0 G2 10,875 B3 U0 G2 16,000 B4 U0 G2

22L 21,100 B4 U0 G2 22,000 B4 U0 G2 14,950 B4 U0 G2 22,000 B4 U0 G2

30L 28,800 B5 U0 G3 30,000 B5 U0 G3 20,400 B4 U0 G2 30,000 B5 U0 G3

40L 38,400 B5 U0 G3 40,000 B5 U0 G4 27,200 B5 U0 G3 40,000 B5 U0 G4

50L 48,000 B5 U0 G4 50,000 B5 U0 G4 34,000 B5 U0 G3 50,000 B5 U0 G4

65L 62,400 B5 U0 G5 65,000 B5 U0 G5 44,200 B5 U0 G4 65,000 B5 U0 G5

75L 72,000 B5 U0 G5 75,000 B5 U0 G5 51,000 B5 U0 G4 75,000 B5 U0 G5

Type V Narrow Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90 CRI) 5700K (70 CRI)

Initial Delivered
Lumens*

BUG Ratings**  
Per TM-15-20

Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20
Initial Delivered
Lumens*

BUG Ratings**

Per TM-15-20

4L 3,840 B2 U0 G0 4,000 B2 U0 G0 2,720 B1 U0 G0 4,000 B2 U0 G0

6L 5,750 B2 U0 G0 6,000 B2 U0 G1 4,080 B2 U0 G0 6,000 B2 U0 G1

9L 8,650 B2 U0 G1 9,000 B3 U0 G1 6,125 B2 U0 G1 9,000 B3 U0 G1

11L 10,550 B3 U0 G1 11,000 B3 U0 G1 7,475 B2 U0 G1 11,000 B3 U0 G1

16L 15,400 B3 U0 G1 16,000 B3 U0 G2 10,875 B3 U0 G1 16,000 B3 U0 G2

22L 21,100 B4 U0 G2 22,000 B4 U0 G2 14,950 B3 U0 G1 22,000 B4 U0 G2

30L 28,800 B4 U0 G2 30,000 B5 U0 G2 20,400 B4 U0 G2 30,000 B5 U0 G2

40L 38,400 B5 U0 G2 40,000 B5 U0 G2 27,200 B4 U0 G2 40,000 B5 U0 G2

50L 48,000 B5 U0 G3 50,000 B5 U0 G3 34,000 B5 U0 G2 50,000 B5 U0 G3

65L 62,400 B5 U0 G3 65,000 B5 U0 G3 44,200 B5 U0 G2 65,000 B5 U0 G3

75L 72,000 B5 U0 G4 75,000 B5 U0 G4 51,000 B5 U0 G3 75,000 B5 U0 G4
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RESTL Test Report #: PL17338-001A
OSQM-C-16L-57K7-33-UL-NM-WH
Initial Delivered Lumens: 16,127

17017

51051

68068

34034

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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90˚ 90˚

60˚60˚

30˚

150˚ 150˚

30˚

OSQL-C-40L-40K7-33-UL
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 40,000
Initial FC at grade
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PRELIMINARY RESTL Test Report
OSQ Luminaire w/44 Optic
Initial Delivered Lumens: 16,001

8806

26417

35223

17611

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-44-UL
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 40,000
Initial FC at grade
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10

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series

33

NEMA® 3x3 Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90CRI) 5700K (70 CRI)

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

4L 3,840  4,000  2,720  4,000  

6L 5,750  6,000  4,080  6,000  

9L 8,650  9,000  6,125  9,000  

11L 10,550  11,000  7,475  11,000  

16L 15,400  16,000  10,875  16,000  

22L 21,100  22,000  14,950  22,000  

30L 28,800  30,000  20,400  30,000  

40L 38,400  40,000  27,200  40,000  

50L 48,000  50,000  34,000  50,000  

65L 62,400  65,000  44,200  65,000  

75L 72,000  75,000  51,000  75,000 

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered 
   lumens 

44

NEMA® 4x4 Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90CRI) 5700K (70 CRI)

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

4L 3,840  4,000  2,720  4,000  

6L 5,750  6,000  4,080  6,000  

9L 8,650  9,000  6,125  9,000  

11L 10,550  11,000  7,475  11,000  

16L 15,400  16,000  10,875  16,000  

22L 21,100  22,000  14,950  22,000  

30L 28,800  30,000  20,400  30,000  

40L 38,400  40,000  27,200  40,000  

50L 48,000  50,000  34,000  50,000  

65L 62,400  65,000  44,200  65,000  

75L 72,000  75,000  51,000  75,000 

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered 
   lumens 
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

PRELIMINARY RESTL Test Report
OSQ Luminaire w/55 Optic
Initial Delivered Lumens: 15,967

4823

14469

19293

9646

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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90˚ 90˚

60˚60˚
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150˚ 150˚

30˚

OSQL-C-40L-40K7-55-UL
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 40,000
Initial FC at grade

PRELIMINARY RESTL Test Report
OSQ Luminaire w/66 Optic
Initial Delivered Lumens: 15,952

2178

6534

8711

4356

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-66-UL
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 40,000
Initial FC at grade
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6.112.2

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series

NEMA® 5x5 Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90CRI) 5700K (70 CRI)

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

4L 3,840  4,000  2,720  4,000  

6L 5,750  6,000  4,080  6,000  

9L 8,650  9,000  6,125  9,000  

11L 10,550  11,000  7,475  11,000  

16L 15,400  16,000  10,875  16,000  

22L 21,100  22,000  14,950  22,000  

30L 28,800  30,000  20,400  30,000  

40L 38,400  40,000  27,200  40,000  

50L 48,000  50,000  34,000  50,000  

65L 62,400  65,000  44,200  65,000  

75L 72,000  75,000  51,000  75,000 

55

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered 
   lumens 

NEMA® 6x6 Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90CRI) 5700K (70 CRI)

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

4L 3,840  4,000  2,720  4,000  

6L 5,750  6,000  4,080  6,000  

9L 8,650  9,000  6,125  9,000  

11L 10,550  11,000  7,475  11,000  

16L 15,400  16,000  10,875  16,000  

22L 21,100  22,000  14,950  22,000  

30L 28,800  30,000  20,400  30,000  

40L 38,400  40,000  27,200  40,000  

50L 48,000  50,000  34,000  50,000  

65L 62,400  65,000  44,200  65,000  

75L 72,000  75,000  51,000  75,000 

66

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered 
   lumens 
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Photometry
All published luminaire photometric testing performed to IES LM-79 standards. To obtain an IES file specific to your project consult: 
https://creelighting.com/products/outdoor/area/osq-series

RESTL Test Report #: PL17352-001A
OSQM-C-16L-57K7-75-UL-NM-WH
Initial Delivered Lumens: 16,120

2721

8162

10883

5441

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.
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OSQL-C-40L-40K7-75-UL
Mounting Height: 25' (7.6m) A.F.G., 60˚ Tilt
Initial Delivered Lumens: 40,000
Initial FC at grade

.1.2.5125
10

0'

0m

0m

6.1

6.1

6.1

12.2

12.2

12.2

18.3

18.3

18.3

24.4

24.4

24.4

30.5

30.5

36.6

42.7

36.6

42.7

30.5

36.6 42.7 48.8 54.9

0'

20'

20'

20'

40'

40'

40'

60'

60'

60'

80' 100'

80'

80'

120'

100'

100'

120'

140'

120'

140'
140' 160' 180'20'40'

6.112.2

NEMA® 7x5 Distribution

Lumen 
Package

3000K (70 CRI) 4000K (70 CRI) 5000K (90CRI) 5700K (70 CRI)

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

Initial 
Delivered
Lumens*

4L 3,840  4,000  2,720  4,000  

6L 5,750  6,000  4,080  6,000  

9L 8,650  9,000  6,125  9,000  

11L 10,550  11,000  7,475  11,000  

16L 15,400  16,000  10,875  16,000  

22L 21,100  22,000  14,950  22,000  

30L 28,800  30,000  20,400  30,000  

40L 38,400  40,000  27,200  40,000  

50L 48,000  50,000  34,000  50,000  

65L 62,400  65,000  44,200  65,000  

75L 72,000  75,000  51,000  75,000 

75

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered 
   lumens 
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Adjustable Arm Mount – OSQ-ML-C-AA  Weight: Medium - 19.3 lbs. (8.8kg); Large - 28.4 lbs. (12.9kg); OSQ-X-C-DA Weight: Extra Large - 48.6 lbs. (22kg)

Luminaire

Single 2 @ 180˚ 2 @ 90˚ 3 @ 90˚ 3 @ 120˚ 3 @ 180˚ 4 @ 180˚ 4 @ 90˚

Tenon Configuration (0˚-90˚ Tilt); If used with Cree Lighting tenons, please add tenon EPA with Luminaire EPA 

PB-1A*; PT-1+; 
PW-1A3**

PB-2A*; PB-2R2.375; 
PD-2A4(180)+; 
PT-2(180)+; PW-2A3**

PB-2A*; PB-2R2.375; 
PD-2A4(90)+; PT-2(90)+ ; 
PW-2A3**

PB-3A*; PB-3R2.375;
 PD-3A4(90)+; PT-3(90)+

PB-3A*; PB-3R2.375; 
PT-3(120)+

PB-3A*; PB-3R2.375 PB-4A*(180); 
PB-4R2.375

PB-4A*(90);
PB-4R2.375; 
PD-4A4(90)+; PT-4(90)+

0˚ Tilt

OSQM 0.69 1.38 1.11 1.80 2.01 1.38 1.73 2.22

OSQL 0.78 1.55 1.30 2.07 2.33 1.55 1.94 2.60

OSQX 0.98 1.95 1.65 2.63 2.97 1.95 2.44 3.31

45˚ Tilt

OSQM 1.41 2.81 2.10 3.50 4.23 4.22 5.63 4.19

OSQL 2.62 5.23 3.39 6.01 6.91 7.85 10.46 6.79

OSQX 4.35 8.70 5.33 9.68 9.65 13.05 17.40 10.66

90˚ Tilt***

OSQM 1.89 3.79 2.58 4.48 5.56 5.68 7.57 5.17

OSQL 3.52 7.03 4.29 7.81 9.14 10.55 14.07 8.59

OSQX 5.84 11.68 6.82 12.66 12.78 17.52 23.36 13.63

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")
*** PD-2A4(90), PT-2(90), PD-3A4(90), PT-3(90), PD-4A4(90), PT-4(90) are not compatible with 90 degree tilt
+ PT & PD aluminum tenons are not suitable for use with OSQX luminaires.

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple
     luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting
     Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Tenon EPA

Part Number EPA

PB-1A* None

PB-2A* 0.82

PB-3A* 1.52

PB-4A*(180) 2.22

PB-4A*(90) 1.11

PB-2R2.375 0.92

PB-3R2.375 1.62

PB-4R2.375 2.32

PD Series Tenons 0.09

PT Series Tenons 0.10

PW-1A3** 0.47

PW-2A3** 0.94

WM-2 0.08

WM-4 0.25

WM-DM None

Tenons and Brackets‡ (must specify color)

Square Internal Mount Vertical Tenons (Steel)
- Mounts to 3-6" (76-152mm) square aluminum or steel
   poles

PB-1A* – Single PB-4A*(90) – 90˚ Quad
PB-2A* – 180˚ Twin PB-4A*(180) – 180˚ Quad
PB-3A* – 180˚ Triple

Square Internal Mount Horizontal Tenons (Aluminum)
- Mounts to 4" (102mm) square aluminum or steel poles
- Not for use with OSQX luminaires

PD-2A4(90) – 90˚ Twin PD-3A4(90) – 90˚ Triple
PD-2A4(180) – 180˚ Twin PD-4A4(90) – 90˚ Quad

Wall Mount Brackets
- Mounts to wall or roof

WM-2 – Horizontal for OSQ-ML-C-AA or OSQ-X-C-AA mounts
WM-4 – L-Shape for OSQ-ML-C-AA or OSQ-X-C-AA mounts
WM-DM – Plate for OSQ-ML-C-DA or OSQ-X-C-DA mounts

Round External Mount Vertical Tenons (Steel)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel poles 
   or tenons

PB-2R2.375 – Twin PB-4R2.375 – Quad
PB-3R2.375 – Triple

Round External Mount Horizontal Tenons (Aluminum)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel poles 
   or tenons
- Mounts to square pole with PB-1A* tenon
- Not for use with OSQX luminaires

PT-1 – Single (Vertical) PT-3(90) – 90˚ Triple
PT-2(90) – 90˚ Twin PT-3(120) – 120˚ Triple
PT-2(180) – 180˚ Twin PT-4(90) – 90˚ Quad

Mid-Pole Bracket 
- Mounts to square pole
PW-1A3** – Single PW-2A3** – Double

Ground Mount Post

- For ground-mounted flood luminaires

PGM-1 - for OSQ-ML-C-AA or OSQ-X-C-AA mounts

‡ Refer to the Bracket and Tenons spec sheet for more details

Luminaire EPA
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Compatibility with Direct Mount Brackets

Size 2 @ 90˚ 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ 4 @ 90˚

3" Square

Medium/Large ü ü ü N/A ü

Extra Large N/A ü N/A N/A N/A

3" Round

Medium/Large N/A ü N/A ü N/A

Extra Large N/A N/A N/A N/A N/A

4" Square

Medium/Large ü ü ü N/A ü

Extra Large ü ü ü N/A ü

4" Round

Medium/Large ü ü ü ü ü

Extra Large ü ü ü ü ü

5" Square

Medium/Large ü ü ü N/A ü

Extra Large ü ü ü N/A ü

5" Round

Medium/Large ü ü ü ü ü

Extra Large ü ü ü ü ü

6" + Square

Medium/Large ü ü ü N/A ü

Extra Large ü ü ü N/A ü

6" + Round

Medium/Large ü ü ü ü ü

Extra Large ü ü ü ü ü

Direct Mount Configurations

Luminaire EPA

Luminaire EPAFixture Mounting Drill Pattern for OSQ-ML-C-DA Mount

Direct Arm Mount – OSQ-ML-C-DA Weight: Medium - 19.7 lbs. (8.9kg); Large - 28.8 lbs. (13.1kg); OSQ-X-C-DA Weight: Extra Large - 45.8 lbs. (20.8kg)

Luminaire
Single 2 @ 180˚ 2 @ 90˚ 3 @ 90˚ 3 @ 120˚ 4 @ 90˚

OSQM 0.63 1.26 0.98 1.61 1.79 1.97

OSQL 0.72 1.45 1.24 1.97 2.23 2.49

OSQX 0.91 1.83 1.52 2.43 2.74 3.04

Trunnion Mount – OSQ-ML-C-TM  Weight: 

Medium - 23.2 lbs. (10.5kg); 

Large - 32.3 lbs. (14.7kg)

Single

Medium Large

0˚ Tilt

0.69 0.78

45˚ Tilt

1.41 2.62

90˚ Tilt

1.89 3.52

2.000"
(51 mm)

2.000"
(51 mm)

1"
(25 mm)

0.344"
(9 mm)

Hole
2 Required

0.79"
(20 mm)

Hole

POLE TEMPLATE

Note: When using with Cree Lighting poles, order the BLANK Fixture Mounting Drill Pattern.

Fixture Mounting Drill Pattern for OSQ-X-C-DA
Note: When using with Cree Lighting poles, order the Q Fixture 
Mounting Drill Pattern.

2.000"
(51 mm)

2.000"
(51 mm)

1"
(25 mm)

Hole
2 Required

0.79"
(20 mm)

Hole

POLE TEMPLATE

0.5"
(13mm)
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 4L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-277V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

26

3,650 3,840 2,510 2,300

30

4000 L 4000 L 3000 L 2000 L

40K (70 CRI) 3,800 4,000 2,620 2,400 4000 L 4000 L 3000 L 2000 L

50K (90 CRI) 2,590 2,720 1,780 1,630 3000 L 3000 L 2000 L 2000 L

57K (70 CRI) 3,800 4,000 2,620 2,400 4000 L 4000 L 3000 L 2000 L

Q8/X8

30K (70 CRI)

24

3,480 3,660 2,390 2,190

20

3000 L 4000 L 2000 L 2000 L

40K (70 CRI) 3,630 3,820 2,500 2,290 4000 L 4000 L 3000 L 2000 L

50K (90 CRI) 2,460 2,590 1,690 1,550 2000 L 3000 L 2000 L 2000 L

57K (70 CRI) 3,630 3,820 2,500 2,290 4000 L 4000 L 3000 L 2000 L

Q7/X7

30K (70 CRI)

23

3,340 3,510 2,300 2,100

20

3000 L 4000 L 2000 L 2000 L

40K (70 CRI) 3,480 3,660 2,390 2,190 3000 L 4000 L 2000 L 2000 L

50K (90 CRI) 2,370 2,490 1,630 1,490 2000 L 2000 L 2000 L 1000 L

57K (70 CRI) 3,480 3,660 2,390 2,190 3000 L 4000 L 2000 L 2000 L

Q6/X6

30K (70 CRI)

22

3,220 3,390 2,220 2,030

20

3000 L 3000 L 2000 L 2000 L

40K (70 CRI) 3,360 3,540 2,310 2,120 3000 L 4000 L 2000 L 2000 L

50K (90 CRI) 2,280 2,400 1,570 1,440 2000 L 2000 L 2000 L 1000 L

57K (70 CRI) 3,360 3,540 2,310 2,120 3000 L 4000 L 2000 L 2000 L

Q5/X5

30K (70 CRI)

20

2,950 3,100 2,030 1,860

20

3000 L 3000 L 2000 L 2000 L

40K (70 CRI) 3,070 3,230 2,110 1,930 3000 L 3000 L 2000 L 2000 L

50K (90 CRI) 2,090 2,200 1,440 1,320 2000 L 2000 L 1000 L 1000 L

57K (70 CRI) 3,070 3,230 2,110 1,930 3000 L 3000 L 2000 L 2000 L

Q4/X4

30K (70 CRI)

18

2,680 2,820 1,840 1,690

20

3000 L 3000 L 2000 L 2000 L

40K (70 CRI) 2,790 2,940 1,920 1,760 3000 L 3000 L 2000 L 2000 L

50K (90 CRI) 1,900 2,000 1,310 1,200 2000 L 2000 L 1000 L 1000 L

57K (70 CRI) 2,790 2,940 1,920 1,760 3000 L 3000 L 2000 L 2000 L

Q3/X3

30K (70 CRI)

16

2,470 2,600 1,700 1,560

20

2000 L 3000 L 2000 L 2000 L

40K (70 CRI) 2,580 2,710 1,770 1,620 3000 L 3000 L 2000 L 2000 L

50K (90 CRI) 1,750 1,840 1,200 1,100 2000 L 2000 L 1000 L 1000 L

57K (70 CRI) 2,580 2,710 1,770 1,620 3000 L 3000 L 2000 L 2000 L

Q2/X2

30K (70 CRI)

15

2,220 2,340 1,530 1,400

20

2000 L 2000 L 2000 L 1000 L

40K (70 CRI) 2,320 2,440 1,600 1,460 2000 L 2000 L 2000 L 1000 L

50K (90 CRI) 1,580 1,660 1,090 990 2000 L 2000 L 1000 L 1000 L

57K (70 CRI) 2,320 2,440 1,600 1,460 2000 L 2000 L 2000 L 1000 L

Q1/X1

30K (70 CRI)

13

1,970 2,070 1,350 1,240

10

2000 L 2000 L 1000 L 1000 L

40K (70 CRI) 2,050 2,160 1,410 1,290 2000 L 2000 L 1000 L 1000 L

50K (90 CRI) 1,400 1,470 960 880 1000 L 1000 L 1000 L 1000 L

57K (70 CRI) 2,050 2,160 1,410 1,290 2000 L 2000 L 1000 L 1000 L
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 6L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

37

5,475 5,750 3,760 3,440

40

5000 L 6000 L 4000 L 3000 L

40K (70 CRI) 5,700 6,000 3,920 3,590 6000 L 6000 L 4000 L 4000 L

50K (90 CRI) 3,880 4,080 2,670 2,440 4000 L 4000 L 3000 L 2000 L

57K (70 CRI) 5,700 6,000 3,920 3,590 6000 L 6000 L 4000 L 4000 L

Q8/X8

30K (70 CRI)

34

5,200 5,475 3,580 3,280

30

5000 L 5000 L 4000 L 3000 L

40K (70 CRI) 5,450 5,725 3,740 3,430 5000 L 6000 L 4000 L 3000 L

50K (90 CRI) 3,700 3,890 2,540 2,330 4000 L 4000 L 3000 L 2000 L

57K (70 CRI) 5,450 5,725 3,740 3,430 5000 L 6000 L 4000 L 3000 L

Q7/X7

30K (70 CRI)

32

4,990 5,250 3,430 3,140

30

5000 L 5000 L 3000 L 3000 L

40K (70 CRI) 5,200 5,475 3,580 3,280 5000 L 5000 L 4000 L 3000 L

50K (90 CRI) 3,550 3,730 2,440 2,230 4000 L 4000 L 2000 L 2000 L

57K (70 CRI) 5,200 5,475 3,580 3,280 5000 L 5000 L 4000 L 3000 L

Q6/X6

30K (70 CRI)

30

4,820 5,075 3,320 3,040

30

5000 L 5000 L 3000 L 3000 L

40K (70 CRI) 5,050 5,300 3,470 3,170 5000 L 5000 L 3000 L 3000 L

50K (90 CRI) 3,430 3,610 2,360 2,160 3000 L 4000 L 2000 L 2000 L

57K (70 CRI) 5,050 5,300 3,470 3,170 5000 L 5000 L 3000 L 3000 L

Q5/X5

30K (70 CRI)

28

4,420 4,650 3,040 2,780

30

4000 L 5000 L 3000 L 3000 L

40K (70 CRI) 4,610 4,850 3,170 2,900 5000 L 5000 L 3000 L 3000 L

50K (90 CRI) 3,140 3,300 2,160 1,980 3000 L 3000 L 2000 L 2000 L

57K (70 CRI) 4,610 4,850 3,170 2,900 5000 L 5000 L 3000 L 3000 L

Q4/X4

30K (70 CRI)

25

4,010 4,220 2,760 2,530

30

4000 L 4000 L 3000 L 3000 L

40K (70 CRI) 4,180 4,400 2,880 2,640 4000 L 4000 L 3000 L 3000 L

50K (90 CRI) 2,840 2,990 1,960 1,790 3000 L 3000 L 2000 L 2000 L

57K (70 CRI) 4,180 4,400 2,880 2,640 4000 L 4000 L 3000 L 3000 L

Q3/X3

30K (70 CRI)

23

3,710 3,900 2,550 2,340

20

4000 L 4000 L 3000 L 2000 L

40K (70 CRI) 3,870 4,070 2,660 2,440 4000 L 4000 L 3000 L 2000 L

50K (90 CRI) 2,630 2,770 1,810 1,660 3000 L 3000 L 2000 L 2000 L

57K (70 CRI) 3,870 4,070 2,660 2,440 4000 L 4000 L 3000 L 2000 L

Q2/X2

30K (70 CRI)

20

3,340 3,510 2,300 2,100

20

3000 L 4000 L 2000 L 2000 L

40K (70 CRI) 3,480 3,660 2,390 2,190 3000 L 4000 L 2000 L 2000 L

50K (90 CRI) 2,370 2,490 1,630 1,490 2000 L 2000 L 2000 L 1000 L

57K (70 CRI) 3,480 3,660 2,390 2,190 3000 L 4000 L 2000 L 2000 L

Q1/X1

30K (70 CRI)

18

2,950 3,100 2,030 1,860

20

3000 L 3000 L 2000 L 2000 L

40K (70 CRI) 3,070 3,230 2,110 1,930 3000 L 3000 L 2000 L 2000 L

50K (90 CRI) 2,090 2,200 1,440 1,320 2000 L 2000 L 1000 L 1000 L

57K (70 CRI) 3,070 3,230 2,110 1,930 3000 L 3000 L 2000 L 2000 L
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 9L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

55

8,225 8,650 5,650 5,175

60

8000 L 9000 L 6000 L 5000 L

40K (70 CRI) 8,550 9,000 5,875 5,400 9000 L 9000 L 6000 L 5000 L

50K (90 CRI) 5,825 6,125 4,000 3,670 6000 L 6000 L 4000 L 4000 L

57K (70 CRI) 8,550 9,000 5,875 5,400 9000 L 9000 L 6000 L 5000 L

Q8/X8

30K (70 CRI)

53

7,850 8,250 5,400 4,940

50

8000 L 8000 L 5000 L 5000 L

40K (70 CRI) 8,150 8,575 5,600 5,125 8000 L 9000 L 6000 L 5000 L

50K (90 CRI) 5,550 5,850 3,830 3,500 6000 L 6000 L 4000 L 4000 L

57K (70 CRI) 8,150 8,575 5,600 5,125 8000 L 9000 L 6000 L 5000 L

Q7/X7

30K (70 CRI)

50

7,500 7,900 5,175 4,730

50

8000 L 8000 L 5000 L 5000 L

40K (70 CRI) 7,825 8,225 5,375 4,930 8000 L 8000 L 5000 L 5000 L

50K (90 CRI) 5,325 5,600 3,660 3,350 5000 L 6000 L 4000 L 3000 L

57K (70 CRI) 7,825 8,225 5,375 4,930 8000 L 8000 L 5000 L 5000 L

Q6/X6

30K (70 CRI)

48

7,275 7,650 5,000 4,580

50

7000 L 8000 L 5000 L 5000 L

40K (70 CRI) 7,550 7,950 5,200 4,760 8000 L 8000 L 5000 L 5000 L

50K (90 CRI) 5,150 5,425 3,550 3,250 5000 L 5000 L 4000 L 3000 L

57K (70 CRI) 7,550 7,950 5,200 4,760 8000 L 8000 L 5000 L 5000 L

Q5/X5

30K (70 CRI)

43

6,650 7,000 4,580 4,190

40

7000 L 7000 L 5000 L 4000 L

40K (70 CRI) 6,925 7,275 4,760 4,360 7000 L 7000 L 5000 L 4000 L

50K (90 CRI) 4,710 4,950 3,240 2,960 5000 L 5000 L 3000 L 3000 L

57K (70 CRI) 6,925 7,275 4,760 4,360 7000 L 7000 L 5000 L 4000 L

Q4/X4

30K (70 CRI)

40

6,025 6,350 4,150 3,800

40

6000 L 6000 L 4000 L 4000 L

40K (70 CRI) 6,275 6,600 4,320 3,950 6000 L 7000 L 4000 L 4000 L

50K (90 CRI) 4,280 4,500 2,940 2,700 4000 L 5000 L 3000 L 3000 L

57K (70 CRI) 6,275 6,600 4,320 3,950 6000 L 7000 L 4000 L 4000 L

Q3/X3

30K (70 CRI)

36

5,575 5,875 3,840 3,520

40

6000 L 6000 L 4000 L 4000 L

40K (70 CRI) 5,800 6,100 3,990 3,650 6000 L 6000 L 4000 L 4000 L

50K (90 CRI) 3,940 4,150 2,710 2,490 4000 L 4000 L 3000 L 2000 L

57K (70 CRI) 5,800 6,100 3,990 3,650 6000 L 6000 L 4000 L 4000 L

Q2/X2*

30K (70 CRI)

32

5,025 5,275 3,450 3,160

30

5000 L 5000 L 3000 L 3000 L

40K (70 CRI) 5,225 5,500 3,600 3,290 5000 L 6000 L 4000 L 3000 L

50K (90 CRI) 3,560 3,740 2,450 2,240 4000 L 4000 L 2000 L 2000 L

57K (70 CRI) 5,225 5,500 3,600 3,290 5000 L 6000 L 4000 L 3000 L

Q1/X1*

30K (70 CRI)

29

4,430 4,660 3,050 2,790

30

4000 L 5000 L 3000 L 3000 L

40K (70 CRI) 4,610 4,850 3,170 2,900 5000 L 5000 L 3000 L 3000 L

50K (90 CRI) 3,140 3,300 2,160 1,980 3000 L 3000 L 2000 L 2000 L

57K (70 CRI) 4,610 4,850 3,170 2,900 5000 L 5000 L 3000 L 3000 L

* X2 and X1 options not available with 9L lumen package with UL voltage.
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 11L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

68

10,025 10,550 6,900 6,325

70

10000 L 11000 L 7000 L 6000 L

40K (70 CRI) 10,450 11,000 7,200 6,600 10000 L 11000 L 7000 L 7000 L

50K (90 CRI) 7,100 7,475 4,890 4,480 7000 L 7000 L 5000 L 4000 L

57K (70 CRI) 10,450 11,000 7,200 6,600 10000 L 11000 L 7000 L 7000 L

Q8/X8

30K (70 CRI)

65

9,575 10,075 6,600 6,025

70

10000 L 10000 L 7000 L 6000 L

40K (70 CRI) 9,975 10,500 6,875 6,300 10000 L 11000 L 7000 L 6000 L

50K (90 CRI) 6,775 7,125 4,660 4,270 7000 L 7000 L 5000 L 4000 L

57K (70 CRI) 9,975 10,500 6,875 6,300 10000 L 11000 L 7000 L 6000 L

Q7/X7

30K (70 CRI)

62

9,175 9,650 6,300 5,775

60

9000 L 10000 L 6000 L 6000 L

40K (70 CRI) 9,550 10,050 6,575 6,025 10000 L 10000 L 7000 L 6000 L

50K (90 CRI) 6,500 6,825 4,460 4,090 7000 L 7000 L 4000 L 4000 L

57K (70 CRI) 9,550 10,050 6,575 6,025 10000 L 10000 L 7000 L 6000 L

Q6/X6

30K (70 CRI)

59

8,875 9,325 6,100 5,575

60

9000 L 9000 L 6000 L 6000 L

40K (70 CRI) 9,250 9,725 6,350 5,825 9000 L 10000 L 6000 L 6000 L

50K (90 CRI) 6,275 6,600 4,320 3,950 6000 L 7000 L 4000 L 4000 L

57K (70 CRI) 9,250 9,725 6,350 5,825 9000 L 10000 L 6000 L 6000 L

Q5/X5

30K (70 CRI)

53

8,100 8,525 5,575 5,100

50

8000 L 9000 L 6000 L 5000 L

40K (70 CRI) 8,450 8,900 5,825 5,325 8000 L 9000 L 6000 L 5000 L

50K (90 CRI) 5,750 6,050 3,960 3,620 6000 L 6000 L 4000 L 4000 L

57K (70 CRI) 8,450 8,900 5,825 5,325 8000 L 9000 L 6000 L 5000 L

Q4/X4

30K (70 CRI)

49

7,375 7,750 5,075 4,640

50

7000 L 8000 L 5000 L 5000 L

40K (70 CRI) 7,675 8,075 5,275 4,840 8000 L 8000 L 5000 L 5000 L

50K (90 CRI) 5,200 5,475 3,580 3,280 5000 L 5000 L 4000 L 3000 L

57K (70 CRI) 7,675 8,075 5,275 4,840 8000 L 8000 L 5000 L 5000 L

Q3/X3

30K (70 CRI)

44

6,800 7,150 4,680 4,280

40

7000 L 7000 L 5000 L 4000 L

40K (70 CRI) 7,075 7,450 4,870 4,460 7000 L 7000 L 5000 L 4000 L

50K (90 CRI) 4,820 5,075 3,320 3,040 5000 L 5000 L 3000 L 3000 L

57K (70 CRI) 7,075 7,450 4,870 4,460 7000 L 7000 L 5000 L 4000 L

Q2/X2

30K (70 CRI)

39

6,100 6,425 4,200 3,850

40

6000 L 6000 L 4000 L 4000 L

40K (70 CRI) 6,375 6,700 4,380 4,010 6000 L 7000 L 4000 L 4000 L

50K (90 CRI) 4,330 4,560 2,980 2,730 4000 L 5000 L 3000 L 3000 L

57K (70 CRI) 6,375 6,700 4,380 4,010 6000 L 7000 L 4000 L 4000 L

Q1/X1

30K (70 CRI)

35

5,400 5,675 3,710 3,400

40

5000 L 6000 L 4000 L 3000 L

40K (70 CRI) 5,625 5,925 3,870 3,550 6000 L 6000 L 4000 L 4000 L

50K (90 CRI) 3,830 4,030 2,640 2,410 4000 L 4000 L 3000 L 2000 L

57K (70 CRI) 5,625 5,925 3,870 3,550 6000 L 6000 L 4000 L 4000 L
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 16L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

97

14,650 15,400 10,075 9,225

100

15000 L 15000 L 10000 L 9000 L

40K (70 CRI) 15,200 16,000 10,450 9,575 15000 L 16000 L 10000 L 10000 L

50K (90 CRI) 10,325 10,875 7,100 6,525 10000 L 11000 L 7000 L 7000 L

57K (70 CRI) 15,200 16,000 10,450 9,575 15000 L 16000 L 10000 L 10000 L

Q8/X8

30K (70 CRI)

93

13,975 14,700 9,600 8,800

90

14000 L 15000 L 10000 L 9000 L

40K (70 CRI) 14,550 15,300 10,000 9,175 15000 L 15000 L 10000 L 9000 L

50K (90 CRI) 9,850 10,375 6,775 6,225 10000 L 10000 L 7000 L 6000 L

57K (70 CRI) 14,550 15,300 10,000 9,175 15000 L 15000 L 10000 L 9000 L

Q7/X7

30K (70 CRI)

87

13,375 14,075 9,200 8,425

90

13000 L 14000 L 9000 L 8000 L

40K (70 CRI) 13,900 14,625 9,575 8,750 14000 L 15000 L 10000 L 9000 L

50K (90 CRI) 9,450 9,950 6,500 5,950 9000 L 10000 L 7000 L 6000 L

57K (70 CRI) 13,900 14,625 9,575 8,750 14000 L 15000 L 10000 L 9000 L

Q6/X6

30K (70 CRI)

84

12,950 13,625 8,900 8,150

80

13000 L 14000 L 9000 L 8000 L

40K (70 CRI) 13,450 14,150 9,250 8,475 13000 L 14000 L 9000 L 8000 L

50K (90 CRI) 9,150 9,625 6,300 5,775 9000 L 10000 L 6000 L 6000 L

57K (70 CRI) 13,450 14,150 9,250 8,475 13000 L 14000 L 9000 L 8000 L

Q5/X5

30K (70 CRI)

76

11,825 12,450 8,150 7,450

80

12000 L 12000 L 8000 L 7000 L

40K (70 CRI) 12,275 12,925 8,450 7,750 12000 L 13000 L 8000 L 8000 L

50K (90 CRI) 8,350 8,775 5,750 5,250 8000 L 9000 L 6000 L 5000 L

57K (70 CRI) 12,275 12,925 8,450 7,750 12000 L 13000 L 8000 L 8000 L

Q4/X4

30K (70 CRI)

70

10,750 11,300 7,400 6,775

70

11000 L 11000 L 7000 L 7000 L

40K (70 CRI) 11,175 11,750 7,675 7,025 11000 L 12000 L 8000 L 7000 L

50K (90 CRI) 7,575 7,975 5,225 4,780 8000 L 8000 L 5000 L 5000 L

57K (70 CRI) 11,175 11,750 7,675 7,025 11000 L 12000 L 8000 L 7000 L

Q3/X3

30K (70 CRI)

62

9,925 10,450 6,825 6,250

60

10000 L 10000 L 7000 L 6000 L

40K (70 CRI) 10,325 10,850 7,100 6,500 10000 L 11000 L 7000 L 7000 L

50K (90 CRI) 7,000 7,375 4,820 4,420 7000 L 7000 L 5000 L 4000 L

57K (70 CRI) 10,325 10,850 7,100 6,500 10000 L 11000 L 7000 L 7000 L

Q2/X2

30K (70 CRI)

55

8,925 9,400 6,150 5,625

60

9000 L 9000 L 6000 L 6000 L

40K (70 CRI) 9,275 9,750 6,375 5,850 9000 L 10000 L 6000 L 6000 L

50K (90 CRI) 6,300 6,625 4,330 3,970 6000 L 7000 L 4000 L 4000 L

57K (70 CRI) 9,275 9,750 6,375 5,850 9000 L 10000 L 6000 L 6000 L

Q1*

30K (70 CRI)

50

7,900 8,300 5,425 4,970

50

8000 L 8000 L 5000 L 5000 L

40K (70 CRI) 8,200 8,625 5,650 5,175 8000 L 9000 L 6000 L 5000 L

50K (90 CRI) 5,550 5,850 3,830 3,500 6000 L 6000 L 4000 L 4000 L

57K (70 CRI) 8,200 8,625 5,650 5,175 8000 L 9000 L 6000 L 5000 L

* X1 option not available with 16L lumen package.
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (rounded to nearest 1000 lumens), and the CCT of the luminaire at the selected lumen output. 
Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 22L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

131

20,100 21,100 13,800 12,625

130

20000 L 21000 L 14000 L 13000 L

40K (70 CRI) 20,900 22,000 14,375 13,175 21000 L 22000 L 14000 L 13000 L

50K (90 CRI) 14,200 14,950 9,775 8,950 14000 L 15000 L 10000 L 9000 L

57K (70 CRI) 20,900 22,000 14,375 13,175 21000 L 22000 L 14000 L 13000 L

Q8/X8

30K (70 CRI)

126

19,100 20,100 13,150 12,050

130

19000 L 20000 L 13000 L 12000 L

40K (70 CRI) 20,000 21,000 13,725 12,575 20000 L 21000 L 14000 L 13000 L

50K (90 CRI) 13,550 14,250 9,325 8,525 14000 L 14000 L 9000 L 9000 L

57K (70 CRI) 20,000 21,000 13,725 12,575 20000 L 21000 L 14000 L 13000 L

Q7/X7

30K (70 CRI)

119

18,300 19,300 12,625 11,550

120

18000 L 19000 L 13000 L 12000 L

40K (70 CRI) 19,100 20,100 13,150 12,050 19000 L 20000 L 13000 L 12000 L

50K (90 CRI) 13,000 13,675 8,950 8,200 13000 L 14000 L 9000 L 8000 L

57K (70 CRI) 19,100 20,100 13,150 12,050 19000 L 20000 L 13000 L 12000 L

Q6/X6

30K (70 CRI)

114

17,800 18,700 12,225 11,200

110

18000 L 19000 L 12000 L 11000 L

40K (70 CRI) 18,400 19,400 12,675 11,625 18000 L 19000 L 13000 L 12000 L

50K (90 CRI) 12,575 13,225 8,650 7,925 13000 L 13000 L 9000 L 8000 L

57K (70 CRI) 18,400 19,400 12,675 11,625 18000 L 19000 L 13000 L 12000 L

Q5/X5

30K (70 CRI)

103

16,200 17,000 11,125 10,175

100

16000 L 17000 L 11000 L 10000 L

40K (70 CRI) 16,900 17,800 11,650 10,650 17000 L 18000 L 12000 L 11000 L

50K (90 CRI) 11,475 12,075 7,900 7,225 11000 L 12000 L 8000 L 7000 L

57K (70 CRI) 16,900 17,800 11,650 10,650 17000 L 18000 L 12000 L 11000 L

Q4/X4

30K (70 CRI)

95

14,725 15,500 10,125 9,275

100

15000 L 16000 L 10000 L 9000 L

40K (70 CRI) 15,300 16,100 10,525 9,650 15000 L 16000 L 11000 L 10000 L

50K (90 CRI) 10,425 10,975 7,175 6,575 10000 L 11000 L 7000 L 7000 L

57K (70 CRI) 15,300 16,100 10,525 9,650 15000 L 16000 L 11000 L 10000 L

Q3/X3

30K (70 CRI)

84

13,600 14,300 9,350 8,575

80

14000 L 14000 L 9000 L 9000 L

40K (70 CRI) 14,175 14,925 9,750 8,950 14000 L 15000 L 10000 L 9000 L

50K (90 CRI) 9,625 10,125 6,625 6,075 10000 L 10000 L 7000 L 6000 L

57K (70 CRI) 14,175 14,925 9,750 8,950 14000 L 15000 L 10000 L 9000 L

Q2/X2

30K (70 CRI)

75

12,250 12,875 8,425 7,700

80

12000 L 13000 L 8000 L 8000 L

40K (70 CRI) 12,750 13,425 8,775 8,050 13000 L 13000 L 9000 L 8000 L

50K (90 CRI) 8,675 9,125 5,975 5,475 9000 L 9000 L 6000 L 5000 L

57K (70 CRI) 12,750 13,425 8,775 8,050 13000 L 13000 L 9000 L 8000 L

Q1/X1

30K (70 CRI)

68

10,825 11,375 7,450 6,825

70

11000 L 11000 L 7000 L 7000 L

40K (70 CRI) 11,275 11,850 7,750 7,100 11000 L 12000 L 8000 L 7000 L

50K (90 CRI) 7,650 8,050 5,275 4,820 8000 L 8000 L 5000 L 5000 L

57K (70 CRI) 11,275 11,850 7,750 7,100 11000 L 12000 L 8000 L 7000 L

http://creelighting-canada.com
https://www.creelighting.com
https://www.creelighting-canada.com


US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234
US:  creelighting.com   (800) 236-6800
Canada:  creelighting-canada.com   (800) 473-1234

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (</= 24,000 lumens rounded to nearest 1000 lumens, > 24,001 lumens rounded to the nearest 2000 
lumens), and the CCT of the luminaire at the selected lumen output. Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 30L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

175

27,400 28,800 18,800 17,200

130

28000 L 28000 L 19000 L 17000 L

40K (70 CRI) 28,500 30,000 19,600 18,000 28000 L 30000 L 20000 L 18000 L

50K (90 CRI) 19,400 20,400 13,350 12,225 19000 L 20000 L 13000 L 12000 L

57K (70 CRI) 28,500 30,000 19,600 18,000 28000 L 30000 L 20000 L 18000 L

Q8/X8

30K (70 CRI)

168

26,100 27,500 18,000 16,500

170

26000 L 28000 L 18000 L 17000 L

40K (70 CRI) 27,200 28,600 18,700 17,100 28000 L 28000 L 19000 L 17000 L

50K (90 CRI) 18,500 19,500 12,750 11,675 19000 L 20000 L 13000 L 12000 L

57K (70 CRI) 27,200 28,600 18,700 17,100 28000 L 28000 L 19000 L 17000 L

Q7/X7

30K (70 CRI)

158

25,000 26,300 17,200 15,800

160

26000 L 26000 L 17000 L 16000 L

40K (70 CRI) 26,000 27,400 17,900 16,400 26000 L 28000 L 18000 L 16000 L

50K (90 CRI) 17,700 18,600 12,150 11,150 18000 L 19000 L 12000 L 11000 L

57K (70 CRI) 26,000 27,400 17,900 16,400 26000 L 28000 L 18000 L 16000 L

Q6/X6

30K (70 CRI)

152

24,200 25,500 16,700 15,300

150

24000 L 26000 L 17000 L 15000 L

40K (70 CRI) 25,200 26,500 17,300 15,900 26000 L 26000 L 17000 L 16000 L

50K (90 CRI) 17,100 18,000 11,775 10,775 17000 L 18000 L 12000 L 11000 L

57K (70 CRI) 25,200 26,500 17,300 15,900 26000 L 26000 L 17000 L 16000 L

Q5/X5

30K (70 CRI)

137

22,100 23,300 15,200 13,950

140

22000 L 23000 L 15000 L 14000 L

40K (70 CRI) 23,000 24,200 15,800 14,500 23000 L 24000 L 16000 L 15000 L

50K (90 CRI) 15,700 16,500 10,800 9,875 16000 L 17000 L 11000 L 10000 L

57K (70 CRI) 23,000 24,200 15,800 14,500 23000 L 24000 L 16000 L 15000 L

Q4/X4

30K (70 CRI)

126

20,100 21,100 13,800 12,625

130

20000 L 21000 L 14000 L 13000 L

40K (70 CRI) 20,900 22,000 14,375 13,175 21000 L 22000 L 14000 L 13000 L

50K (90 CRI) 14,225 14,975 9,800 8,975 14000 L 15000 L 10000 L 9000 L

57K (70 CRI) 20,900 22,000 14,375 13,175 21000 L 22000 L 14000 L 13000 L

Q3/X3

30K (70 CRI)

113

18,500 19,500 12,750 11,675

110

19000 L 20000 L 13000 L 12000 L

40K (70 CRI) 19,300 20,300 13,275 12,150 19000 L 20000 L 13000 L 12000 L

50K (90 CRI) 13,150 13,825 9,050 8,275 13000 L 14000 L 9000 L 8000 L

57K (70 CRI) 19,300 20,300 13,275 12,150 19000 L 20000 L 13000 L 12000 L

Q2/X2

30K (70 CRI)

100

16,700 17,600 11,500 10,550

100

17000 L 18000 L 12000 L 11000 L

40K (70 CRI) 17,400 18,300 11,975 10,950 17000 L 18000 L 12000 L 11000 L

50K (90 CRI) 11,825 12,450 8,150 7,450 12000 L 12000 L 8000 L 7000 L

57K (70 CRI) 17,400 18,300 11,975 10,950 17000 L 18000 L 12000 L 11000 L

Q1*

30K (70 CRI)

90

14,725 15,500 10,125 9,275

90

15000 L 16000 L 10000 L 9000 L

40K (70 CRI) 15,400 16,200 10,600 9,700 15000 L 16000 L 11000 L 10000 L

50K (90 CRI) 10,450 11,000 7,200 6,600 10000 L 11000 L 7000 L 7000 L

57K (70 CRI) 15,400 16,200 10,600 9,700 15000 L 16000 L 11000 L 10000 L

* X1 option not available with 30L lumen package.
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. When ordered with the N option, the luminaire will include an ANSI 
C136.15-2020 utility label that indicates the wattage (rounded to nearest 10W), the lumen output (</= 24,000 lumens rounded to nearest 1000 lumens, > 24,001 lumens rounded to the nearest 2000 
lumens), and the CCT of the luminaire at the selected lumen output. Additional dimming functionality is available when a dimming control (by others) is used in the 7-Pin receptacle.

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). When ordered with the N option, the luminaire will 
include a utility label that indicates the wattage, lumen output, and CCT of the setting selected.

Q & X Option Power & Lumen Data – 40L Lumen Package

Q/X Option
Setting CCT/CRI

System 
Watts 
120-480V

Lumen Values
Utility 
Label 
Wattage

Utility Label Lumens

Asymmetric Symmetric 2M, 3M, AF 
w/BLS 4M w/BLS Asymmetric Symmetric 2M, 3M, AF 

w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

236

36,500 38,400 25,100 23,000

130

36000 L 38000 L 26000 L 23000 L

40K (70 CRI) 38,000 40,000 26,200 24,000 38000 L 40000 L 26000 L 24000 L

50K (90 CRI) 25,900 27,200 17,800 16,300 26000 L 28000 L 18000 L 16000 L

57K (70 CRI) 38,000 40,000 26,200 24,000 38000 L 40000 L 26000 L 24000 L

Q8/X8

30K (70 CRI)

212

34,800 36,600 23,900 21,900

210

34000 L 36000 L 24000 L 22000 L

40K (70 CRI) 36,300 38,200 25,000 22,900 36000 L 38000 L 26000 L 23000 L

50K (90 CRI) 24,600 25,900 16,900 15,500 24000 L 26000 L 17000 L 16000 L

57K (70 CRI) 36,300 38,200 25,000 22,900 36000 L 38000 L 26000 L 23000 L

Q7/X7

30K (70 CRI)

203

33,400 35,100 23,000 21,000

200

34000 L 36000 L 23000 L 21000 L

40K (70 CRI) 34,800 36,600 23,900 21,900 34000 L 36000 L 24000 L 22000 L

50K (90 CRI) 23,700 24,900 16,300 14,925 24000 L 24000 L 16000 L 15000 L

57K (70 CRI) 34,800 36,600 23,900 21,900 34000 L 36000 L 24000 L 22000 L

Q6/X6

30K (70 CRI)

195

32,200 33,900 22,200 20,300

200

32000 L 34000 L 22000 L 20000 L

40K (70 CRI) 33,600 35,400 23,100 21,200 34000 L 36000 L 23000 L 21000 L

50K (90 CRI) 22,800 24,000 15,700 14,375 23000 L 24000 L 16000 L 14000 L

57K (70 CRI) 33,600 35,400 23,100 21,200 34000 L 36000 L 23000 L 21000 L

Q5/X5

30K (70 CRI)

176

29,500 31,000 20,300 18,600

180

30000 L 32000 L 20000 L 19000 L

40K (70 CRI) 30,700 32,300 21,100 19,300 30000 L 32000 L 21000 L 19000 L

50K (90 CRI) 20,900 22,000 14,375 13,175 21000 L 22000 L 14000 L 13000 L

57K (70 CRI) 30,700 32,300 21,100 19,300 30000 L 32000 L 21000 L 19000 L

Q4/X4

30K (70 CRI)

160

26,800 28,200 18,400 16,900

160

26000 L 28000 L 18000 L 17000 L

40K (70 CRI) 27,900 29,400 19,200 17,600 28000 L 30000 L 19000 L 18000 L

50K (90 CRI) 19,000 20,000 13,075 11,975 19000 L 20000 L 13000 L 12000 L

57K (70 CRI) 27,900 29,400 19,200 17,600 28000 L 30000 L 19000 L 18000 L

Q3/X3

30K (70 CRI)

144

24,700 26,000 17,000 15,600

140

24000 L 26000 L 17000 L 16000 L

40K (70 CRI) 25,800 27,100 17,700 16,200 26000 L 28000 L 18000 L 16000 L

50K (90 CRI) 17,500 18,400 12,025 11,025 18000 L 18000 L 12000 L 11000 L

57K (70 CRI) 25,800 27,100 17,700 16,200 26000 L 28000 L 18000 L 16000 L

Q2/X2

30K (70 CRI)

129

22,200 23,400 15,300 14,025

130

22000 L 23000 L 15000 L 14000 L

40K (70 CRI) 23,200 24,400 16,000 14,625 23000 L 24000 L 16000 L 15000 L

50K (90 CRI) 15,800 16,600 10,850 9,950 16000 L 17000 L 11000 L 10000 L

57K (70 CRI) 23,200 24,400 16,000 14,625 23000 L 24000 L 16000 L 15000 L

Q1/X1

30K (70 CRI)

111

19,700 20,700 13,525 12,400

110

20000 L 21000 L 14000 L 12000 L

40K (70 CRI) 20,500 21,600 14,125 12,925 21000 L 22000 L 14000 L 13000 L

50K (90 CRI) 13,925 14,650 9,575 8,775 14000 L 15000 L 10000 L 9000 L

57K (70 CRI) 20,500 21,600 14,125 12,925 21000 L 22000 L 14000 L 13000 L
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Q & X Option Power & Lumen Data – 50L Lumen Package
Q/X Option
Setting CCT/CRI System Watts 

120-480V

Lumen Values

Asymmetric Symmetric 2M, 3M, AF w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

297

45,600 48,000 31,400 28,700

40K (70 CRI) 47,500 50,000 32,700 29,900

50K (90 CRI) 32,300 34,000 22,200 20,400

57K (70 CRI) 47,500 50,000 32,700 29,900

Q8/X8

30K (70 CRI)

285

43,500 45,800 29,900 27,400

40K (70 CRI) 45,300 47,700 31,200 28,600

50K (90 CRI) 30,800 32,400 21,200 19,400

57K (70 CRI) 45,300 47,700 31,200 28,600

Q7/X7

30K (70 CRI)

269

41,700 43,900 28,700 26,300

40K (70 CRI) 43,400 45,700 29,900 27,400

50K (90 CRI) 29,600 31,100 20,300 18,600

57K (70 CRI) 43,400 45,700 29,900 27,400

Q6/X6

30K (70 CRI)

258

40,300 42,400 27,700 25,400

40K (70 CRI) 42,000 44,200 28,900 26,500

50K (90 CRI) 28,600 30,100 19,700 18,000

57K (70 CRI) 42,000 44,200 28,900 26,500

Q5/X5

30K (70 CRI)

233

36,900 38,800 25,400 23,200

40K (70 CRI) 38,400 40,400 26,400 24,200

50K (90 CRI) 26,100 27,500 18,000 16,500

57K (70 CRI) 38,400 40,400 26,400 24,200

Q4/X4

30K (70 CRI)

215

33,500 35,200 23,000 21,100

40K (70 CRI) 34,900 36,700 24,000 22,000

50K (90 CRI) 23,800 25,000 16,300 14,975

57K (70 CRI) 34,900 36,700 24,000 22,000

Q3/X3

30K (70 CRI)

191

30,900 32,500 21,300 19,500

40K (70 CRI) 32,200 33,900 22,200 20,300

50K (90 CRI) 22,000 23,100 15,100 13,825

57K (70 CRI) 32,200 33,900 22,200 20,300

Q2/X2

30K (70 CRI)

170

27,900 29,300 19,200 17,500

40K (70 CRI) 29,000 30,500 19,900 18,300

50K (90 CRI) 19,700 20,700 13,525 12,400

57K (70 CRI) 29,000 30,500 19,900 18,300

Q1/X1

30K (70 CRI)

153

24,600 25,900 16,900 15,500

40K (70 CRI) 25,700 27,000 17,700 16,200

50K (90 CRI) 17,400 18,300 11,975 10,950

57K (70 CRI) 25,700 27,000 17,700 16,200

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. 

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). 
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. 

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). 

Q & X Option Power & Lumen Data – 65L Lumen Package
Q/X Option
Setting CCT/CRI System Watts 

120-480V

Lumen Values

Asymmetric Symmetric 2M, 3M, AF w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

384

59,300 62,400 40,800 37,400

40K (70 CRI) 61,800 65,000 42,500 38,900

50K (90 CRI) 42,000 44,200 28,900 26,500

57K (70 CRI) 61,800 65,000 42,500 38,900

Q8/X8

30K (70 CRI)

365

56,600 59,500 38,900 35,600

40K (70 CRI) 58,900 62,000 40,500 37,100

50K (90 CRI) 40,100 42,200 27,600 25,300

57K (70 CRI) 58,900 62,000 40,500 37,100

Q7/X7

30K (70 CRI)

347

54,200 57,000 37,300 34,100

40K (70 CRI) 56,500 59,400 38,800 35,600

50K (90 CRI) 38,400 40,400 26,400 24,200

57K (70 CRI) 56,500 59,400 38,800 35,600

Q6/X6

30K (70 CRI)

332

52,500 55,200 36,100 33,100

40K (70 CRI) 54,700 57,500 37,600 34,400

50K (90 CRI) 37,200 39,100 25,600 23,400

57K (70 CRI) 54,700 57,500 37,600 34,400

Q5/X5

30K (70 CRI)

301

47,900 50,400 33,000 30,200

40K (70 CRI) 49,900 52,500 34,300 31,400

50K (90 CRI) 33,900 35,700 23,300 21,400

57K (70 CRI) 49,900 52,500 34,300 31,400

Q4/X4

30K (70 CRI)

276

43,500 45,800 29,900 27,400

40K (70 CRI) 45,300 47,700 31,200 28,600

50K (90 CRI) 30,800 32,400 21,200 19,400

57K (70 CRI) 45,300 47,700 31,200 28,600

Q3/X3

30K (70 CRI)

247

40,200 42,300 27,700 25,300

40K (70 CRI) 41,900 44,100 28,800 26,400

50K (90 CRI) 28,500 30,000 19,600 18,000

57K (70 CRI) 41,900 44,100 28,800 26,400

Q2/X2

30K (70 CRI)

220

36,200 38,100 24,900 22,800

40K (70 CRI) 37,700 39,700 26,000 23,800

50K (90 CRI) 25,700 27,000 17,700 16,200

57K (70 CRI) 37,700 39,700 26,000 23,800

Q1*

30K (70 CRI)

195

31,900 33,600 22,000 20,100

40K (70 CRI) 33,300 35,000 22,900 21,000

50K (90 CRI) 22,600 23,800 15,600 14,250

57K (70 CRI) 33,300 35,000 22,900 21,000

* X1 option not available with 65L lumen package.
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OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

Field Adjustable Output (Q9/Q8/Q7/Q6/Q5/Q4/Q3/Q2/Q1) Option Description:
The Field Adjustable Output option enables the OSQ area luminaires to be tuned to the exact needs of a particular application through multiple levels of adjustment. When ordered with the Q option, 
the luminaire will be shipped from the factory at the selected Q setting and will be fully adjustable between the nine settings. 

Locked Lumen Output (X8/X7/X6/X5/X4/X3/X2/X1) Option Description:
The Locked Lumen Output option on this page permanently locks the lumen output on the OSQ area luminaire to the setting selected. When ordered with the X option, the luminaire will be shipped 
from the factory at the lumen output setting selected and will only be able to be adjusted down in the field through a dimming control (by others). 

Q & X Option Power & Lumen Data – 75L Lumen Package
Q/X Option
Setting CCT/CRI System Watts 

120-480V

Lumen Values

Asymmetric Symmetric 2M, 3M, AF w/BLS 4M w/BLS

Q9 
(Full Power)

30K (70 CRI)

447

68,400 72,000 47,100 43,100

40K (70 CRI) 71,300 75,000 49,000 44,900

50K (90 CRI) 48,500 51,000 33,300 30,500

57K (70 CRI) 71,300 75,000 49,000 44,900

Q8/X8

30K (70 CRI)

426

65,300 68,700 44,900 41,100

40K (70 CRI) 68,100 71,600 46,800 42,900

50K (90 CRI) 46,300 48,700 31,800 29,200

57K (70 CRI) 68,100 71,600 46,800 42,900

Q7/X7

30K (70 CRI)

404

62,500 65,800 43,000 39,400

40K (70 CRI) 65,200 68,600 44,900 41,100

50K (90 CRI) 44,300 46,600 30,500 27,900

57K (70 CRI) 65,200 68,600 44,900 41,100

Q6/X6

30K (70 CRI)

387

60,500 63,600 41,600 38,100

40K (70 CRI) 63,000 66,300 43,400 39,700

50K (90 CRI) 42,900 45,100 29,500 27,000

57K (70 CRI) 63,000 66,300 43,400 39,700

Q5/X5

30K (70 CRI)

350

55,300 58,200 38,100 34,900

40K (70 CRI) 57,600 60,600 39,600 36,300

50K (90 CRI) 39,200 41,200 26,900 24,700

57K (70 CRI) 57,600 60,600 39,600 36,300

Q4/X4

30K (70 CRI)

321

50,200 52,800 34,500 31,600

40K (70 CRI) 52,400 55,100 36,000 33,000

50K (90 CRI) 35,600 37,400 24,500 22,400

57K (70 CRI) 52,400 55,100 36,000 33,000

Q3/X3

30K (70 CRI)

287

46,400 48,800 31,900 29,200

40K (70 CRI) 48,400 50,900 33,300 30,500

50K (90 CRI) 32,900 34,600 22,600 20,700

57K (70 CRI) 48,400 50,900 33,300 30,500

Q2/X2

30K (70 CRI)

256

41,700 43,900 28,700 26,300

40K (70 CRI) 43,500 45,800 29,900 27,400

50K (90 CRI) 29,600 31,100 20,300 18,600

57K (70 CRI) 43,500 45,800 29,900 27,400

Q1/X1

30K (70 CRI)

227

36,900 38,800 25,400 23,200

40K (70 CRI) 38,400 40,400 26,400 24,200

50K (90 CRI) 26,100 27,500 18,000 16,500

57K (70 CRI) 38,400 40,400 26,400 24,200
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OSQX-DA MountOSQL - DA Mount

OSQL - AA Mount OSQX - AA Mount

Luminaire Weight

OSQX 45.8 lbs. (20.8kg)

Luminaire Weight

OSQM 23.2 lbs. (10.5kg)

Luminaire Weight

OSQL 32.3 lbs. (14.7kg)

Luminaire Weight

OSQL 28.4 lbs. (12.9kg)

Luminaire Weight

OSQX 48.6 lbs. (22.0kg)

RR RL

RR/RL Configuration

OSQ™ LED Area/Flood Luminaire featuring Patented NanoComfort™ Technology – Version C

OSQM - Trunnion Mount OSQL - Trunnion Mount

10.3"
(262mm)

3.1"
(79mm)

19.6"
(497mm)

4.6" 
(118mm)

5.4" 
(137mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

31.5" (799mm)

3.5"
(89mm)

3.5" 
(89mm)

4.3" 
(108mm)

9.5"
(240mm)

14.7"
(374mm)

5.7" 
(145mm)

5.3" 
(134mm)

25.9" (659mm)

6.6"
(167mm)

4.6" 
(117mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

9.5"
(243mm)

19.6"
(497mm)

4.6" 
(118mm)

5.8" 
(147mm)

30.7" (780mm)

4.7" 
(119mm)

6.6"
(167mm)

3.5" 
(89mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

12.9"
(327mm)

19.6"
(497mm)

4.6" 
(118mm)

4.6" 
(116mm)

34.0" (864mm)

3.5"
(89mm)

3.1"
(78mm)

3.5" 
(89mm)

3.5" 
(88mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

13.9"
(354mm)

25.4"
(646mm)

4.6" 
(117mm)

5.1" 
(128mm)

41.4" (1050mm)

4.5"
(114mm)

3.5" 
(88mm)

3.9" 
(100mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

11.1"
(283mm)

25.4"
(646mm)

4.6" 
(117mm)

6.4" 
(163mm)

7.6" 
(194mm)

3.5" 
(88mm)

6.5" 
(166mm)

38.6" (979mm)

3.6"
(91mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

Luminaire Weight

OSQL 28.8 lbs. (13.1kg)

OSQM - DA Mount

10.2"
(259mm)

3.1"
(79mm)

14.7"
(374mm)

4.6" 
(118mm) 5.4" 

(138mm)

NEMA® Lift & Lock 7-Pin 
Photocell Receptacle location
(ordered as an option)

26.7" (678mm)

3.5"
(89mm)

3.5" 
(89mm)

4.3" 
(109mm)

Luminaire Weight

OSQM 19.7 lbs. (8.9kg)

Note: For OSQM w/AA mount, refer to drawing on page 1.

Note: Refer to page 14 for fixture mounting drill pattern. Note: Refer to page 14 for fixture mounting drill pattern. Note: Refer to page 14 for fixture mounting drill pattern.
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DECORATIVE INDOOR & OUTDOOR            OLLWD-OLLWU

Catalog 
Number

Notes

TypeFEATURES & SPECIFICATIONS
INTENDED USE

Provides years of maintenance-free illumination for outdoor use in residential & commercial applications. 
Ideal for applications such as lighting walkways and stairways for safety and security.

CONSTRUCTION

Cast-aluminum housing with corrosion-resistant paint in either dark bronze or white finish.

ADA compliant.

OPTICS

4000K CCT LEDs.

Polycarbonate lens protects the LED from moisture, dirt and other contaminants. 

LUMEN MAINTENANCE: The LED will deliver 70% of its initial lumens at 50,000 hour average LED life. See 
Lighting Facts label on page 2 for performance details.

ELECTRICAL 

MVOLT driver operates on any line voltage from 120-277V

Operating temperature -30ºC to 40ºC. 

1KV surge protection standard.

INSTALLATION

Surface mounts to universal junction box (provided by others).  

LISTINGS

UL Listed to U.S. and Canadian safety standards for wet locations. 

Tested in accordance with IESNA LM-79 and LM-80 standards.

WARRANTY — 5-year limited warranty. This is the only warranty provided and no other statements 
in this specification sheet create any warranty of any kind. All other express and implied warranties are 
disclaimed. Complete warranty terms located at: 
www.acuitybrands.com/support/customer-support/terms-and-conditions

Note: Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25 °C.

Specifications subject to change without notice.

Series Performance Package Color temperature (CCT) Voltage Finish

OLLWD LED Downlight
OLLWU LED Up & downlight

   

P1 40K 4000K MVOLT 120V-277V
120 120V1

DDB Dark bronze
WH White2

ORDERING INFORMATION For shortest lead times, configure products using bolded options. Example: OLLWD LED P1 40K MVOLT DDB

Outdoor General Purpose

OLLWD & OLLWU 
LED WALL CYLINDER LIGHT

Specifications
All dimensions are inches (centimeters)

Notes
1. Only available with OLLWU and in DDB.
2. Only available with OLLWU.

4-5/16
(11.0)

8
(20.3)

5-7/8
(15.0)

3-11/16
(9.4)

4-5/16
(11.0)

9-1/4
(23.4)

5-7/8
(15.0)

3-11/16
(9.4)

TM

OLLWD LED-P1-40K-MVOLT-DDB    GC TO SEE NOTES BELOW       UU1-UU2

CONTRACTOR TO VERIFY THAT FIXTURES CAN BE 
MOUNTED PER PLAN AND ALL NECESSARY 
HARDWARE IS SPECIFIED FOR INSTALLATION 
PRIOR TO PURCHASING

http://www.acuitybrands.com/support/customer-support/terms-and-conditions
cadsimmons
Typewritten text
OLLWD LED-P1-40K-MVOLT-DDB    GC TO SEE NOTES BELOW       UU1-UU2

cadsimmons
Typewritten text
CONTRACTOR TO VERIFY THAT FIXTURES CAN BE 
MOUNTED PER PLAN AND ALL NECESSARY 
HARDWARE IS SPECIFIED FOR INSTALLATION 
PRIOR TO PURCHASING



OLLWD-OLLWU

DECORATIVE INDOOR & OUTDOOR: One Lithonia Way Conyers, GA 30012 Phone: 800-705-SERV (7378) www.lithonia.com © 2012-2022 Acuity Brands Lighting, Inc. All rights reserved. Rev. 03/08/22

OLLWD & OLLWU LED Wall Cylinder Light

To see complete photometric reports or download .ies files for this product,visit Lithonia Lighting’s Outdoor LED homepage
Tested in accordance with IESNA LM-79 and LM-80 standards.

PHOTOMETRICS

OLLWD 

OLLWU

OLLWUOLLWD

http://www.lithonia.com
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PLANNING AND ZONING DEPARTMENT PAGE 1 CITY OF ROCKWALL 

CITY OF ROCKWALL 
PLANNING AND ZONING COMMISSION MEMORANDUM 

PLANNING AND ZONING DEPARTMENT 

385 S. GOLIAD STREET • ROCKWALL, TX 75087 
PHONE: (972) 771-7745 • EMAIL: PLANNING@ROCKWALL.COM 

TO: Planning and Zoning Commission 

DATE: November 14, 2023 

APPLICANT: Ronny Klingbell; RLK Engineering, Inc. 

CASE NUMBER: SP2023-039; Site Plan for Williams Middle School 

The subject property is a 26.25-acre parcel of land (i.e. Lot 1, Block 1, Rockwall Middle School #4 Addition) addressed as 625 
FM-552. In 2001 the Planning and Zoning Commission approved the original site plan case [Case No. PZ2001-111-04] for the 
105,697 SF middle school, which was constructed in 2002 according to the Rockwall Central Appraisal District (RCAD). Since 
the time of construction, no other expansions have been made to the building.  

The applicant, Ronny Klingbell of RLK Engineering, Inc., is requesting approval of a Site Plan to allow the expansion of the J. 
W. Williams Middle School. Based on the site plan provided by the applicant, they are requesting a 42,751.50 SF addition onto
the existing school. The additions are split into three (3) sections, [1] a 15,635.50 SF addition on the north side facing onto
FM-552, [2] a 1,244.50 SF addition on the east side, and [3] a 25,871.50 SF addition on the south side facing the existing
track field. The building elevations proposed by the applicant indicate that the expansion will match the existing building
materials in order to blend the two (2) phases of the school. Based on staff’s review of the applicant’s project compared to the
City’s codes, the request does appear to meet the City’s requirements with the exception of the landscape buffer
requirements. According to Subsection 05.01(B), Non-Residential Landscape Buffer, of Article 08, Landscape and Fence
Standards, of the Unified Development Code (UDC), a ten (10) foot landscape buffer is required that shall include “…one (1)
canopy tree and one (1) accent tree shall …per 50-linear feet.” In this case, 18 canopy and 18 accent trees should be
provided; however, the applicant is proposing 16 canopy trees, of which six (6) are new. In accordance with Subsection
02.01(A), Landscape and Screening, of Article 08, Landscape and Fence Standards, of the Unified Development Code (UDC),
the applicant must request this exception, despite being constructed under older less restrictive landscaping requirement,
because the additional square footage of the proposed expansion is greater than 30.00% of the existing floor area.  With this
being said, the proposed expansion does not appear to be inconsistent with the existing building or negatively impact adjacent
properties; however, the approval of an exception is a discretionary decision for the Planning and Zoning Commission.

On November 1, 2023, the Architectural Review Board (ARB) reviewed the proposed building elevations and approved a 
motion to recommend approval by a vote of 3-0, with Board Members Dalton, Roberts, and McAngus absent and one (1) 
vacant position on the board. Should the Planning and Zoning Commission have any questions concerning the applicant’s 
request, staff and the applicant will be available at the November 14, 2023 Planning and Zoning Commission meeting. 
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