PLANNING AND ZONING COMMISSION WORK SESSION MEETING
AG E N D A ~4)) CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS
>’ SEPTEMBER 30, 2025 IN THE CITY COUNCIL CHAMBERS AT 6:00 PM

NOTES: [1] ADDITIONAL CASE INFORMATION CAN BE FOUND AT HTTPS://SITES.GOOGLE.COM/SITE/ROCKWALLPLANNING/DEVELOPMENT/DEVELOPMENT-CASES,
AND [2] TO PROVIDE INPUT ON A ZONING OR SPECIFIC USE PERMIT CASE PLEASE CLICK HERE OR CLICK ON THE LINK ABOVE AND USE THE ZONING AND SPECIFIC
USE PERMIT INPUT FORM ON THE CITY'S WEBSITE.

(1)
(1)

(I

CALL TO ORDER

APPOINTMENTS

(1) Appointment with the Architectural Review Board (ARB) Chairman to receive the Architectural Review Board's recommendations
and comments for items on the agenda requiring architectural review.

OPEN FORUM

This is a time for anyone to address the Planning and Zoning Commission on any topic that is not already listed on the agenda for a
public hearing. Per the policies of the City of Rockwall, public comments are limited to three (3) minutes out of respect for the time of
other citizens. On topics raised during the OPEN FORUM, please know that the Planning and Zoning Commission is not permitted to
respond to your comments during the meeting per the Texas Open Meetings Act.

CONSENT AGENDA

These agenda items are administrative in nature or include cases that meet all of the technical requirements stipulated by the Unified
Development Code (UDC) and Chapter 38, Subdivisions, of the Municipal Code of Ordinances, and do not involve discretionary
approvals.

(2) Approval of the Minutes for the September 9, 2025 Planning and Zoning Commission meeting.

(3) P2025-031 (HENRY LEE)
Consider a request by John McKinney of M & J Ranch Trail Holdings, LLC for the approval of a Final Plat for Lots 23 & 24, Block
A, Rainbo Acres Addition being a 9.76-acre parcel of land identified as a portion of Lot 18 of the Rainbo Acres Addition, City of
Rockwall, Rockwall County, Texas, zoned Commercial (C) District, addressed as 365 Ranch Trail, and take any action necessary.

(4) P2025-033 (BETHANY ROSS)
Consider a request by Alejandro Perales on behalf of Ariel Palacios for the approval of a Final Plat for Lot 2, Block G, Lake Rockwall
Estates East Addition being an 0.17-acre parcel of land identified as Lot 910-A0 of the Rockwall Lake Estates #2 Addition, City of
Rockwall, Rockwall County, Texas, zoned Planned Development District 75 (PD-75) for Single Family 7 (SF-7) District land uses,
addressed as 178 Lynne Drive, and take any action necessary.

(5) P2025-034 (BETHANY ROSS)
Consider a request by Jake Hodges of Kimley-Horn & Associated on behalf of Jeff Brockette of Vue Realty Group, LLC for the
approval of a Final Plat for Lots 1 & 2, Block A, Rockwall Medical Building Addition being an 8.4841-acre tract of land identified as
Tract 2-2 of the W. H. Barnes Survey, Abstract No. 26, City of Rockwall, Rockwall County, Texas, zoned Planned Development
District 10 (PD-10) for Commercial (C) District land uses, situated within the SH-205 Overlay (SH-205 OV) District, generally located
at the southeast corner of the intersection of S. Goliad Street [SH-205] and SH-276, and take any action necessary.

(6) P2025-035 (BETHANY ROSS)
Consider a request by Ankit Parmar of Adat Construction LLC for the approval of a Replat for Lot 9, Block A, Ellis Centre Phase 2
Addition being a 0.70-acre parcel of land being identified as Lot 6, Block A, Ellis Centre Phase 2 Addition, City of Rockwall, Rockwall
County, Texas, zoned Light Industrial (LI) District, situated within the IH-30 Overlay (IH-30 OV) District, addressed as 1940 Alpha
Drive, and take any action necessary.

PUBLIC HEARING ITEMS

This is a time for anyone to speak concerning their issues with a public hearing case. If you would like to speak regarding an item listed
in this section, please submit a Request to Address the Planning and Zoning Commission (i.e. the yellow forms available at the podium
or from staff). The Planning and Zoning Commission Chairman will call upon you to come forward at the proper time or will ask if anyone
in the audience would like to speak. Please limit all comments to three (3) minutes out of respect for the time of other citizens.
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(7) Z2025-053 (BETHANY ROSS)
Hold a public hearing to discuss and consider a request by Dub Douphrate of Douphrate and Associates on behalf of RHC 1
Properties, LLC for the approval of a Specific Use Permit (SUP) for a Carwash on a 2.008-acre tract of land identified as a portion
of Lot 1, Block A, the Woods at Rockwall Addition, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District,
situated within the Scenic Overlay (SOV) District, addressed as 2215 Ridge Road [FM-740], and take any action necessary.

(8) Z2025-057 (BETHANY ROSS)
Hold a public hearing to discuss and consider a request by Kiew Kam of Triangle Engineering, LLC on behalf of Conor Keilty, AIA
of Structured REA-Rockwall Land, LLC for the approval of a Specific Use Permit (SUP) for a Residence Hotel on a 2.819-acre
portion of a larger 4.767-acre parcel of land identified as Lot 6, Block B, Fit Sport Life Addition, City of Rockwall, Rockwall County,
Texas, zoned Commercial (C) District, situated within the FM-549 Overlay (FM-549 OV) District, generally located east of the
intersection of FM-549 and Fit Sport Life Boulevard, and take any action necessary.

(9) Z2025-059 (HENRY LEE)
Hold a public hearing to discuss and consider a request by William Andrew Solomon of KRE 15, LLC for the approval of a Zoning
Change from an Agricultural (AG) District to a Planned Development District for Single-Family 1 (SF-1) District land uses on a
105.1004-acre tract of land identified as Tract 4 of the J. R. Marrs Survey, Abstract No. 152, City of Rockwall, Rockwall County,
Texas, zoned Agricultural (AG) District, situated within the SH-276 Overlay (SH-276 OV) District, generally located on the south
side of SH-276 west of the intersection of SH-276 and E. FM-550, and take any action necessary.

ACTION ITEMS

These items are not advertised public hearings and deal with discretionary approvals for the Planning and Zoning Commission related
to variances and special exceptions to the technical requirements of the Unified Development Code (UDC) or Chapter 38, Subdivisions,
of the Municipal Code of Ordinances.

(10) SP2025-029 (HENRY LEE) [THE APPLICANT HAS TABLED THIS CASE TO OCTOBER 14, 2025]
Discuss and consider a request by Pene Sherman of P. Sherman Construction on behalf of Adam Mitchell for the approval of a Site
Plan for an existing Office/Warehouse building on a two (2) acre tract of land identified as Tract 23-01 of the R. Irvine Survey,
Abstract No. 120, City of Rockwall, Rockwall County, Texas, zoned Light Industrial (LI) District, situated within the 1H-30 Overlay
(IH-30 OV) District, addressed as 3920 IH-30, and take any action necessary.

(11) SP2025-032 (HENRY LEE)
Discuss and consider a request by Hooman Sedaghat of Buildeng, LLC on behalf of Salvador Salcedo for the approval of a Site
Plan for an Office/Warehouse Building on a 0.45-acre parcel of land identified as Lot 10, Block A, Municipal Industrial Park Addition,
City of Rockwall, Rockwall County, Texas, being zoned Light Industrial (LI) District, addressed as 855 Whitmore Drive, and take
any action necessary.

(12) SP2025-033 (BETHANY ROSS)
Discuss and consider a request by Dub Douphrate of Douphrate & Associates, Inc. on behalf of Kim Timpa for the approval of a
Site Plan for an Office Building on a 1.1308-acre parcel of land identified as Lot 1, Block B, Jack Canup Addition, City of Rockwall,
Rockwall County, Texas, zoned Planned Development District 62 (PD-62) for General Retail (GR) District land uses, addressed as
906 S. Goliad Street [SH-205], and take any action necessary.

(13) MIS2025-013 (HENRY LEE)
Discuss and consider a request by Brad Helmer of Heritage Christian Academy (HCA) for the approval of a Miscellaneous Case for
an Exception to the Fence Requirements for a 6.626-acre parcel of land identified as Lot 2, Block A, Heritage Christian Academy,
Phase 2 Addition, City of Rockwall, Rockwall County, Texas, zoned Planned Development District 27 (PD-27) for Multi-Family 15
(MF-15) District land uses, situated within the SH-205 Overlay (SH-205 OV) District, addressed as 1408 S. Goliad Street, and take
any action necessary.

(14) MIS2025-014 (BETHANY ROSS)
Discuss and consider a request by Kristin & Joshua Whitaker for the approval of a Miscellaneous Case for a Front Yard Fence on
a 0.3880-acre parcel of land identified as Lot 7, Block M, The Shores Addition, City of Rockwall, Rockwall County, Texas, zoned
Planned Development District 3 (PD-3) for Single Family 10 (SF-10) District land uses, addressed as 1000 Ridge Road Court, and
take any action necessary.

DISCUSSION ITEMS

These items are for discussion between staff and the Planning and Zoning Commission and relate to administrative information and/or
cases that will come forward for action or public hearing at a future Planning and Zoning Commission meeting. Public comment on these
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cases can take place when these items are considered for action by the Planning and Zoning Commission. The anticipated Planning
and Zoning Commission public hearing and/or action date for the following cases is October 14, 2025.

(15) Z2025-062 (BETHANY ROSS)
Hold a public hearing to discuss and consider a request by Sairong Cheng of Joyful Claw, LLC on behalf of Jeff Carter of PA Harbor
Retail, LLC for the approval of a Specific Use Permit (SUP) for Indoor Commercial Amusement/Recreation on a portion of a 12.89-
acre parcel of land identified as Lot 8, Block A, the Harbor-Rockwall Addition, City of Rockwall, Rockwall County, Texas, zoned
Planned Development District 7 (PD-7) for limited General Retail (GR) District land uses, addressed as 2071 Summer Lee Drive,
Suite R103, and take any action necessary.

(16) Z2025-063 (BETHANY ROSS)
Hold a public hearing to discuss and consider a request by T. J. Mutcherson for the approval of a Specific Use Permit (SUP) for
Residential Infill Adjacent to an Established Subdivision for the purpose of constructing a single-family home on a 0.16-acre tract of
land identified as a Tract 36 of R. Ballard Survey, Abstract No. 29, City of Rockwall, Rockwall County, Texas, zoned Single-Family
7 (SF-7) District, addressed as 902 Aluminum Plant Road, and take any action necessary.

(17) Z2025-064 (BETHANY ROSS)
Hold a public hearing to discuss and consider a request by Phillip Craddock of Craddock Architecture, PLLC on behalf of Clay
Shipman of Shipman Fire Protection for the approval of a Specific Use Permit (SUP) to exceed the Maximum Permissible Height in
a Commercial (C) District on a 5.104-acre tract of land identified as Lot 19, Block A, La Jolla Pointe Addition and Lots 10 & 24, Block
A, La Jolla Pointe, Phase 2 Addition, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, situated within the
Scenic Overlay (SOV) and IH-30 Overlay (IH-30 OV) District, addressed as 1020 La Jolla Pointe Drive.

(18) Z2025-065 (HENRY LEE)
Hold a public hearing to discuss and consider a request by Jimmy Strohmeyer of Strohmeyer Architects on behalf of D. W. Bost of
JBR2, LLC for the approval of an Specific Use Permit (SUP) for a Retail Store with Gasoline Sales that has more than Two (2)
Dispensers on a 2.59-acre parcel of land identified as Lot 2, Block A, JBR2 Addition, City of Rockwall, Rockwall County, Texas,
zoned General Retail (GR) District, generally located at the south corner of the intersection of S. Goliad Street [SH-205] and FM-
549, and take any action necessary.

(19) P2025-032 (HENRY LEE)
Discuss and consider a request by Dean & Tina Sweat for the approval of a Final Plat for Lots 1 & 2, Block A, Sweat Addition for
an 8.67-acre tract of land identified as Tract 23-2 of the S. McFadgin Survey, Abstract No. 142, City of Rockwall, Rockwall County,
Texas, situated within the City of Rockwall's Extraterritorial Jurisdiction (ETJ), addressed as 200 Sabine Creek Road, and take any
action necessary.

(20) SP2025-039 (HENRY LEE)
Discuss and consider a request by Keaton Mai of the Dimension Group on behalf of Michael Hampton of Creekside Commons
Crossing LP for the approval of a Site Plan for a Restaurant with 2,000 SF or More with Drive-Through on a 0.936-acre parcel of
land identified as a portion of Lot 18, Block A, Creekside Commons Addition, City of Rockwall, Rockwall County, Texas, zoned
Commercial (C) District, generally located east of the intersection of S. Goliad Street [SH-205] and FM-549, and take any action
necessary.

(21) Director's Report of post City Council meeting outcomes for development cases (RYAN MILLER).

e P2025-028: Final Plat for Phase 1 of the Southside Hills Subdivision (APPROVED)

e P2025-029: Replat for Lots 7 & 8, Block J, Sanger Addition (APPROVED)

e P2025-030: Replat for Lots 3 & 4, Block A, Industrial Boulevard Addition (APPROVED)

e 72025-049: Text Amendment to Article 06, Parking and Loading, of the UDC for Garage Orientations (2\O READING;
APPROVED)

e 72025-050: Text Amendment to Article 11, Development Applications and Review Procedures, of the UDC for Failure to Appear
(15T READING; APPROVED)

e Z72025-051: Text Amendment to Article 12, Enforcement, of the UDC for the Expiration of Building Permits (15T READING;
APPROVED)

e 72025-052: Text Amendment to Article 05, District Development Standards, of the UDC for the Southside Residential
Neighborhood Overlay (SRO) District (15T READING; APPROVED)

e 72025-053: Specific Use Permit (SUP) for a Carwash (REMANDED BACK TO THE PLANNING AND ZONING COMMISSION)

e Z72025-054: Specific Use Permit (SUP) for a Carport and Accessory Structure at 2389 Saddlebrook Lane (15T READING;
APPROVED)

e 72025-055: PD Development Plan for a Medical Office Building at 1301 S. Goliad Street (15T READING; APPROVED)
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e 72025-056: Specific Use Permit (SUP) for Residential Infill in an Established Subdivision for 308 Harborview Drive (15T
READING; APPROVED)

e Z72025-057: Specific Use Permit (SUP) for a Residence Hotel (REMANDED BACK TO THE PLANNING AND ZONING
COMMISSION)

e 72025-058: Specific Use Permit (SUP) for an Accessory Structure at 2310 Sarah Drive (15T READING; APPROVED)

e Z2025-059: Zoning Change (AG to PD for SF-1) for a Residential Subdivision (REMANDED BACK TO THE PLANNING AND
ZONING COMMISSION)

e 72025-060: Specific Use Permit (SUP) for an Accessory Structure at 710 Hartman Street (15T READING; APPROVED)

e 72025-061: Zoning Change (MF-14 to SF-7) in the Southside Residential Neighborhood Overlay (SRO) District (15T READING;
APPROVED)

(Vi) ADJOURNMENT

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters
listed on the agenda above, as authorized by Texas Local Government Code 855.071 (Consultation with City Attorney) or any other exception
allowed under Chapter 551 of the Texas Local Government Code.

This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must
be made 48 hours prior to this meeting. Please contact the City Secretary's Office at (972) 772-6406 for further information.

I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall,
in a place readily accessible to the general public at all times, on September 24, 2025 at 5:00 PM, and remained so posted for at least 72
continuous hours preceding the scheduled time of said meeting.
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No Comments - MP

No Comments - AW

Fence may not be located in or
crossing easements. Additional
permits may be required for athletic
area.
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No Comments - MP
No Comments - AW
Fence may not be located in or crossing easements.  Additional permits may be required for athletic area.























When applying for your fence permit, you
will need to provide a survey and show
the floodplain area. The proposed fence
cannot encroach into the floodplain area
or drainage easement.
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When applying for your fence permit, you will need to provide a survey and show the floodplain area. The proposed fence cannot encroach into the floodplain area or drainage easement.
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General ltems:

- Must meet City's 2023 Standards of Design and Construction

- Impact Fees (Water, Wastewater & Roadway)

- Retaining walls 3' and over must be engineered.

- All retaining walls 18" or taller must be rock, stone, or stone face. No smooth concrete walls.

- Will need to show A/C concrete pad and also any proposed fencing on the lot with Building Permit.

- Will need to show grading plan with the Building Permit. Grading cannot exceed 4:1 slopes.

- Will need to show how proposed home will be accessing utilities.

- There is an existing 8" sewer main along Aluminum Plant Road available for use.

- There is an existing 6" water main along Aluminum Plant Road available for use (do not tie to the 1").
- Water and sanitary sewer and storm sewer must be 10 apart.

- Any utility crossings under a roadway must be by dry bore and be steel encased. Open cutting is not allowed.
- Driveway must be steel reinforced concrete. (No rock, gravel, or asphalt allowed)

- No gravel or asphalt allowed in any area.

- Additional comments may be provided at time of Building Permit.

House pad must be above the
highest adjacent roadway elevation

\Water/drainage doesn't flow to
Aluminum Plant Road. It is to flow
to the west
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Text Box
General Items:
- Must meet City's 2023 Standards of Design and Construction
- Impact Fees (Water, Wastewater & Roadway)
- Retaining walls 3' and over must be engineered.
- All retaining walls 18" or taller must be rock, stone, or stone face. No smooth concrete walls.
- Will need to show A/C concrete pad and also any proposed fencing on the lot with Building Permit. 
- Will need to show grading plan with the Building Permit. Grading cannot exceed 4:1 slopes.
- Will need to show how proposed home will be accessing utilities. 
- There is an existing 8" sewer main along Aluminum Plant Road available for use. 
- There is an existing 6" water main along Aluminum Plant Road available for use (do not tie to the 1").
- Water and sanitary sewer and storm sewer must be 10' apart.
- Any utility crossings under a roadway must be by dry bore and be steel encased. Open cutting is not allowed.
- Driveway must be steel reinforced concrete. (No rock, gravel, or asphalt allowed)
- No gravel or asphalt allowed in any area.
- Additional comments may be provided at time of Building Permit.

awilliams
Callout
Water/drainage doesn't flow to Aluminum Plant Road. It is to flow to the west

awilliams
Callout
House pad must be above the highest adjacent roadway elevation
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Driveways don't meet
City or TXDOT spacing

General Items:

- Must meet City 2023 Standards of Design and Construction

- 4% Engineering Inspection Fees

- Impact Fees (Water, Sewer, Roadway).

- Minimum easement width is 20' for new easements. No structures including walls allowed in easements.
- Retaining walls 3' and over must be engineered.

- All retaining walls 18" or taller must be rock or stone or rock/stone face. No smooth concrete walls.
- Required 10’ utility easement along all street frontages.

- All utilities must be underground.

- The property must be platted.

- No structures or fences within easements or ROW.

- No signage is allowed within easements or ROW.

- Tree mitigation will be required when removing existing trees on the property.

- TXDOT Permit required for all improvements with TXDOT ROW.

- Need to show existing and proposed utilities on the Site Plan.

- Additional comments may be provided at time of Site Plan and Engineering Design.

Drainage Items:

- Existing flow patterns must be maintained.

- Must match the existing flow conditions for the detention outfall or an off site easement is required.

- Detention is required.

- Detention calculations are based on zoning, not land use area.

- Detention pond max side slope of 4:1 with a minimum bottom slope of 1%.

- Detention easement required at the free-board elevation.

- Detention ponds must provide an emergency spillway.

- Detention ponds must be irrigated.

- Detention ponds must be in a drainage easement located at the freeboard elevation.

- No vertical walls are allowed in detention easement.

- No public water or sanitary sewer are allowed in detention easement.

- The property owner will be responsible for maintaining, repair, and replacement of the detention/drainage
systems.

- No grate inlets allowed.

- 100-year WSEL must be called out for all detention areas.

- Proposed dumpster areas and fuel pump areas must drain to an oil/water separator and then back into
the storm drainage system.

Water and Wastewater Items:

- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)

- The site is currently located within the RCH WSC CCN water district, but must meet all of City of
Rockwall's fire flow requirements. Will need a release from RCH for City of Rockwall to serve.

- Must install an 8" sewer main along FM 549, under SH 205, and along "new/proposed” FM 549 to existing
manhole. Dedicate Easements along all TXDOT roadways for sewer except where crossing.

- Must install a 12" water main along FM 549 inside site per the City Master Water Plans. Dedicate
Easements.

- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening
cutting will not be allowed. Crossing TxDOT roadways will require utility to be steel encased.

- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)

- Min 20’ utility easements.

- Water to be 10' separated from storm and sewer lines.

- All public utilities must be centered in easement.

- 10" utility easement required along all ROW.

- $978.12/acre sewer pro-rata due. Site maybe subject to additional pro-ratas.

Roadway Paving Items:

- Must meet City and TXDOT driveway spacing requirements. TXDOT spacing requirement is 425' from the
intersection on both roadways.

- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).

- All Parking to be 20'x9"' minimum. Parking may not be off a public Roadway. Vehicle must not be required
to back onto a public roadway, including trash trucks.

- No dead-end parking allowed without an City approved turnaround.

- Drive isles to be 24" wide.

- Fire lane (if needed) to be 24" wide and in a platted easement.

- Fire lane (if needed) to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30’
or more, the fire lane will be 30' radius minimum.

- Culverts (if needed) must be engineered.

- TIA is required. Review fees will be assessed.

- Dedicate ROW for FM 549

Landscaping:

- No trees to be with 10" of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

- Landscape berms may not be on top of City utilities or within easements.

No dead end parking
allowed



mprice
Text Box
General Items:
- Must meet City 2023 Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees (Water, Sewer, Roadway).
- Minimum easement width is 20' for new easements. No structures including walls allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls 18" or taller must be rock or stone or rock/stone face. No smooth concrete walls.
- Required 10' utility easement along all street frontages.
- All utilities must be underground. 
- The property must be platted. 
- No structures or fences within easements or ROW. 
- No signage is allowed within easements or ROW.
- Tree mitigation will be required when removing existing trees on the property. 
- TXDOT Permit required for all improvements with TXDOT ROW. 
- Need to show existing and proposed utilities on the Site Plan.
- Additional comments may be provided at time of Site Plan and Engineering Design. 

Drainage Items:
- Existing flow patterns must be maintained. 
- Must match the existing flow conditions for the detention outfall or an off site easement is required. 
- Detention is required.
- Detention calculations are based on zoning, not land use area.
- Detention pond max side slope of 4:1 with a minimum bottom slope of 1%. 
- Detention easement required at the free-board elevation. 
- Detention ponds must provide an emergency spillway. 
- Detention ponds must be irrigated.
- Detention ponds must be in a drainage easement located at the freeboard elevation.
- No vertical walls are allowed in detention easement. 
- No public water or sanitary sewer are allowed in detention easement.
- The property owner will be responsible for maintaining, repair, and replacement of the detention/drainage systems.
- No grate inlets allowed.
- 100-year WSEL must be called out for all detention areas.
- Proposed dumpster areas and fuel pump areas must drain to an oil/water separator and then back into the storm drainage system. 

Water and Wastewater Items:
- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)
- The site is currently located within the RCH WSC CCN water district, but must meet all of City of Rockwall's fire flow requirements. Will need a release from RCH for City of Rockwall to serve.
- Must install an 8" sewer main along FM 549, under SH 205, and along "new/proposed" FM 549 to existing manhole. Dedicate Easements along all TXDOT roadways for sewer except where crossing.
- Must install a 12" water main along FM 549 inside site per the City Master Water Plans. Dedicate Easements. 
- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening cutting will not be allowed. Crossing TxDOT roadways will require utility to be steel encased. 
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)
- Min 20' utility easements.
- Water to be 10' separated from storm and sewer lines.
- All public utilities must be centered in easement. 
- 10' utility easement required along all ROW.
- $978.12/acre sewer pro-rata due. Site maybe subject to additional pro-ratas.

Roadway Paving Items:
- Must meet City and TXDOT driveway spacing requirements. TxDOT spacing requirement is 425' from the intersection on both roadways.
- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).
- All Parking to be 20'x9' minimum. Parking may not be off a public Roadway. Vehicle must not be required to back onto a public roadway, including trash trucks. 
- No dead-end parking allowed without an City approved turnaround.
- Drive isles to be 24' wide.
- Fire lane (if needed) to be 24' wide and in a platted easement.
- Fire lane (if needed) to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 
- Culverts (if needed) must be engineered. 
- TIA is required. Review fees will be assessed.
- Dedicate ROW for FM 549

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".
- Landscape berms may not be on top of City utilities or within easements. 
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Callout
No dead end parking allowed
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Callout
Driveways don't meet City or TXDOT spacing
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CITY OF ROCKWALL
m PLANNING AND ZONING DEPARTMENT
~ PHONE: (972) 771-7745

EMAIL: PLANNING@ROCKWALL.COM

Property Owner and/or Resident of the City of Rockwall:
You are hereby notified that the City of Rockwall Planning and Zoning Commission and City Council will consider the following application:
Z2025-065: SUP for a Retail Store w/ Gasoline Sales

Hold a public hearing to discuss and consider a request by Jimmy Strohmeyer of Strohmeyer Architects on behalf of D. W. Bost of JBR2, LLC for the approval of an
Specific Use Permit (SUP) for a Retail Store with Gasoline Sales that has more than Two (2) Dispensers on a 2.59-acre parcel of land identified as Lot 2, Block A,
JBR2 Addition, City of Rockwall, Rockwall County, Texas, zoned General Retail (GR) District, generally located at the south corner of the intersection of S. Goliad
Street [SH-205] and FM-549, and take any action necessary.

For the purpose of considering the effects of such a request, the Planning and Zoning Commission will hold a public hearing on Tuesday, October 14, 2025 at 6:00
PM, and the City Council will hold a public hearing on Monday, October 20, 2025 at 6:00 PM. These hearings will be held in the City Council Chambers at City Hall,
385 S. Goliad Street.

As an interested property owner, you are invited to attend these meetings. If you prefer to express your thoughts in writing please return the form to:

Henry Lee
Rockwall Planning and Zoning Dept.
385 S. Goliad Street
Rockwall, TX 75087

You may also email your comments to the Planning Department at planning@rockwall.com. If you choose to email the Planning Department please include your
name and address for identification purposes.

Your comments must be received by Monday, October 20, 2025 at 4:00 PM to ensure they are included in the information provided to the City Council.

Sincerely, ﬂ

Ryan Miller, AICP USE THIS QR CODE

Director of Planning & Zoning ISEF?E?I:IREEBCS-II—#\E

MORE INFORMATION ON THIS CASE CAN BE FOUND AT: https://sites.google.com/site/rockwallplanning/development/development-cases

- PLEASE RETURN THE BELOW FORM == = == = == s == s == s o= = s s o s o s o 6 o s o s o 5 o 5 o s o s o s o 6 o 4 o s o s o = o s
Case No. 22025-065: SUP for a Retail Store w/ Gasoline Sales

Please place a check mark on the appropriate line below:

(] 1 am in favor of the request for the reasons listed below.

[] 1 am opposed to the request for the reasons listed below.

Name:

Address:

Tex. Loc. Gov. Code, Sec. 211.006 (d) If a proposed change to a regulation or boundary is protested in accordance with this subsection, the proposed change must receive, in
order to take effect, the affirmative vote of at least three-fourths of all members of the governing body. The protest must be written and signed by the owners of at least 20
percent of either: (1) the area of the lots or land covered by the proposed change; or (2) the area of the lots or land immediately adjoining the area covered by the proposed
change and extending 200 feet from that area.

PLEASE SEE LOCATION MAP OF SUBJECT PROPERTY ON THE BACK OF THIS NOTICE

CITY OF ROCKWALL o PLANNING AND ZONING DEPARTMENT e 385 S. GOLIAD STREET @ ROCKWALL, TEXAS 75087 e P: (972) 771-7745 e E: PLANNING@ROCKWALL.COM
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10" utility easement required
along all ROW.

Need to provide
northing and easting
information on at least
2 corners of the

property.

Make sure that the
correct SH 276 ROW is
dedicated per
approved TXDOT
plans

o

r\

Please remove all site
features from the final
plat. Only show the
property lines and any
proposed or existing
easements.

Are these existing
utility easements? If
so, label as such. How
wide are they?

Include the latest
general notes on the
final plat.
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Callout
Please remove all site features from the final plat. Only show the property lines and any proposed or existing easements. 
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Are these existing utility easements? If so, label as such. How wide are they?
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Need to provide northing and easting information on at least 2 corners of the property. 
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Include the latest general notes on the final plat. 
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Text Box
10' utility easement required along all ROW.
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Callout
Make sure that the correct SH 276 ROW is dedicated per approved TXDOT plans


























EXTEND BERM

INCREASE BERM HEIGHT AND
PROVIDE ADDITIONAL SHRUBS

PROVIDE HEADLIGHT SCREENING
SHRUBS ALONG DRIVE-THROUGH

PROVIDE HEADLIGHT SCREENING
SHRUBS
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Remove all signage.
Permitted separately
through Building
Department

Dumpster cannot be
accessed by trash

trucks when there are _/

vehicles in the drive
thru.

Fire hydrant to have 5'
clearance around (5'
from curb). Median will
need to be a minimum
of 10' wide

20' easement

Will need an off-site

Sidewalk required
along FM549

General Items:

- Must meet City 2023 Standards of Design and Construction

- 4% Engineering Inspection Fees

- Impact Fees (Water, Sewer, Roadway)

- Minimum easement width is 20' for new easements. No structures, including walls, allowed in easements.
- Retaining walls 3' and over must be engineered.

- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.

- No structures or fences allowed within easements.

- The site will need to be platted if changing existing easements or adding easements.

- All utilities must be underground.

- Additional comments may be provided at the time of Site Plan and Engineering review.

Drainage Items:

- Existing flow patterns must be maintained. The entire site must continue to drain to the existing detention
pond in the back of the site.

- Detention is already provided for this site.

- The property owner will be responsible for maintaining, repair, and replacement of the drainage systems.
- Grate inlets are not allowed.

- No vertical walls allowed in detention or drainage easements.

- No public water or sanitary sewer allowed in detention or drainage easements.

- FFE for all buildings must be called out when adjacent to a detention system or drainage swale. FEE
must be a minimum 2' above the 100-year WSEL for the detention system and drainage swale.

- Dumpster areas to drain to oil/water separator and then to the storm lines.

Water and Wastewater Iltems:

- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)

- Public sewer to be 8" minimum.

- Commercial sanitary sewer service line size is minimum 6" and must connect to an existing or proposed
manhole.

- There is an existing 8" sewer main available for use on the southwest side of the site.

- There is also an existing 12" water main located on the other side of FM 549. Crossing will have to be by
dry bore, steel encased, and have a TxDOT permit for the crossing. City will apply for permit.

- Any public water lines must be a minimum of 8", looped, and must be centered within a 20' wide
easement.

- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening
cutting will not be allowed.

- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)

- Min 20’ utility easements.

- Water to be 10' separated from storm and sewer lines.

- All public utilities must be centered in easement.

Roadway Paving Items:

- Must meet City driveway spacing requirements.

- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).

- All Parking to be 20'x9"' minimum. Parking may not be off a public Roadway. Vehicle must not be required
to back onto a public roadway, including trash trucks.

- No dead-end parking allowed without an City approved turnaround.

- Drive isles to be 24" wide.

- Fire lane (if needed) to be 24" wide and in a platted easement.

- Fire lane (if needed) to have 20" min radius if buildings are less than 30' tall. If any of the buildings are 30’
or more, the fire lane will be 30' radius minimum.

Landscaping:
- No trees to be with 10" of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".

All hydrants and water
meters must be in a 20’
utility easement.

Water main will have
to be looped.
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Text Box
General Items:
- Must meet City 2023 Standards of Design and Construction
- 4% Engineering Inspection Fees
- Impact Fees (Water, Sewer, Roadway)
- Minimum easement width is 20' for new easements. No structures, including walls, allowed in easements.
- Retaining walls 3' and over must be engineered.
- All retaining walls (18" or taller) must be rock or stone face. No smooth concrete walls.
- No signage is allowed within easements or ROW.
- No structures or fences allowed within easements. 
- The site will need to be platted if changing existing easements or adding easements. 
- All utilities must be underground. 
- Additional comments may be provided at the time of Site Plan and Engineering review.

Drainage Items:
- Existing flow patterns must be maintained. The entire site must continue to drain to the existing detention pond in the back of the site. 
- Detention is already provided for this site. 
- The property owner will be responsible for maintaining, repair, and replacement of the drainage systems.
- Grate inlets are not allowed.
- No vertical walls allowed in detention or drainage easements. 
- No public water or sanitary sewer allowed in detention or drainage easements.
- FFE for all buildings must be called out when adjacent to a detention system or drainage swale. FEE must be a minimum 2' above the 100-year WSEL for the detention system and drainage swale.
- Dumpster areas to drain to oil/water separator and then to the storm lines. 

Water and Wastewater Items:
- Site plan must show existing/proposed utility lines (Water, Sewer, etc.)
- Public sewer to be 8" minimum. 
- Commercial sanitary sewer service line size is minimum 6" and must connect to an existing or proposed manhole.
- There is an existing 8" sewer main available for use on the southwest side of the site. 
- There is also an existing 12" water main located on the other side of FM 549. Crossing will have to be by dry bore, steel encased, and have a TxDOT permit for the crossing. City will apply for permit.
- Any public water lines must be a minimum of 8", looped, and must be centered within a 20' wide easement.
- Any utility connection made underneath of an existing roadway must be completed by dry bore. Opening cutting will not be allowed. 
- Only one "use" off a dead-end line (domestic, irrigation, fire sprinkler, fire hydrant, etc.)
- Min 20' utility easements.
- Water to be 10' separated from storm and sewer lines.
- All public utilities must be centered in easement. 

Roadway Paving Items:
- Must meet City driveway spacing requirements. 
- All parking, storage, drive aisles must be reinforced concrete. (No rock, gravel, or asphalt allowed).
- All Parking to be 20'x9' minimum. Parking may not be off a public Roadway. Vehicle must not be required to back onto a public roadway, including trash trucks. 
- No dead-end parking allowed without an City approved turnaround.
- Drive isles to be 24' wide.
- Fire lane (if needed) to be 24' wide and in a platted easement.
- Fire lane (if needed) to have 20' min radius if buildings are less than 30' tall. If any of the buildings are 30' or more, the fire lane will be 30' radius minimum. 

Landscaping:
- No trees to be with 10' of any public water, sewer or storm line that is 10" in diameter or larger.
- No trees to be with 5' of any public water, sewer, or storm line that is less than 10".
- Landscape berms may not be on top of City utilities or within easements. 
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All hydrants and water meters must be in a 20' utility easement.
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Callout
Water main will have to be looped.
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Dumpster cannot be accessed by trash trucks when there are vehicles in the drive thru.
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Sidewalk required along FM549
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Callout
Remove all signage. Permitted separately through Building Department

awilliams
Callout
Fire hydrant to have 5' clearance around (5' from curb). Median will need to be a minimum of 10' wide
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Callout
Will need an off-site 20' easement


All proposed plantings
cannot be within water
easements. This is the
same location as the
proposed hydrant.



AutoCAD SHX Text
BYPASS

AutoCAD SHX Text
6'-0" MINIMUM HIGH MASONRY SCREEN. TRASH ENCLOSURE TO MATCH BUILDING. REF ARCH PLANS.

AutoCAD SHX Text
PROPOSED FIRE HYDRANT

AutoCAD SHX Text
PROPOSED 6" WASTEWATER LATERAL EXTENSION

AutoCAD SHX Text
PROPOSED AREA DRAIN AND OIL/WATER SEPARATOR DRAINING TO EXISTING STORM SYSTEM 

AutoCAD SHX Text
15' BUILDING SETBACK

AutoCAD SHX Text
15' WATER EASEMENT 

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
PROP. 24' FIRE LANE, ACCESS AND UTILITY EASEMENT 

AutoCAD SHX Text
LOT 17

AutoCAD SHX Text
LOT 16

AutoCAD SHX Text
LOT 18  18 18 (REMAINDER)

AutoCAD SHX Text
LOT 18  18 18 (PART)

AutoCAD SHX Text
15' UTILITY EASEMENT

AutoCAD SHX Text
30' VISIBILITY TRIANGLE

AutoCAD SHX Text
PROPOSED 8" WATER LINE

AutoCAD SHX Text
S 44°43'37" W   21.83'

AutoCAD SHX Text
N 45°51'55" W   169.64'

AutoCAD SHX Text
N 01°07'51" W   121.80'

AutoCAD SHX Text
N 88°45'13" E   205.03'

AutoCAD SHX Text
S 88°52'09" W   45.15'

AutoCAD SHX Text
S 01°14'47" E217.17'

AutoCAD SHX Text
 =44°33'46" R=36.00' L=28.00' ChB=S66°35'16"W ChL=27.30'

AutoCAD SHX Text
PROP. 24' FIRE LANE, ACCESS AND UTILITY EASEMENT 

AutoCAD SHX Text
20' DRAINAGE EASEMENT 

AutoCAD SHX Text
30' VISIBILITY TRIANGLE

AutoCAD SHX Text
10' LANDSCAPE BUFFER

AutoCAD SHX Text
#

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISION DESCRIPTION

AutoCAD SHX Text
BY

AutoCAD SHX Text
project no.

AutoCAD SHX Text
date

AutoCAD SHX Text
dwg.

AutoCAD SHX Text
drawn by

AutoCAD SHX Text
designed by

AutoCAD SHX Text
approved by

mprice
Callout
All proposed plantings cannot be within water easements. This is the same location as the proposed hydrant. 
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National Presence. Local Expertise.

LANDSCAPE CALCULATIONS c

- PERMITTING AUTHORITY: CITY OF ROCKWALL, TX
B _ - ZONING: C
ARIABLE WIDTH RIGHT-OF-WAY) ADUACENT ZONING: c
(V EVERGREEN DESIGN GROUP
OVERALL 800.680.6630
—TOTAL SITE AREA. 40,751 SF WWW.evergreendeslgngroup.com
2050 —M8M8Mm™ LANDSCAPE AREA REQUIRED: 8,150 SF (20% OF SITE AREA) LAND PLARNING - IRRIGATION DESIG
_______________________________________ LANDSCAPE AREA PROVIDED: 8,594 SF
1= 20 ISR — — — T T T T oue % OF REQ. AREA IN FRONT AND SIDE YARDS: 91.7% (MIN. 50%)
// TRIANGLE 10" LANDSCAPE IMPERVIOUS AREA ON SITE: 32,157 SF
BUFFER LANDSCAPE BUFFER ALONG S FM 549, MIN. WIDTH 10°
7 —=UGT——  OgFE= ~_—ORE=4&T —=OHf; LENGTH OF FRONTAGE: 192 LF (NOT INCL WIDTH OF DRIVEWAY)
——UGT——O >— e — : 0 — = CANOPY TREES REQUIRED: 4 CANOPY TREES (1 PER 50 LF)
= 2 _ w{ W " CANOPY TREES PROVIDED: 4 CANOPY TREES
AV — W - B ACCENT TREES REQUIRED: 4 ACCENT TREES (1 PER 50 LF)
— W AW T, v 3 v v v 4 ACCENT TREES PROVIDED: 4 ACCENT TREES
v . v v 3 v v v v v bov v v \ v § 10.0" OFF WATER LINE — SHRUBS REQUIRED: 48 SHRUBS PROVIDED
v v v/ Yy v Al ——fs Yoo oo ¥ 1t [ BERM REQUIRED: TO BE SHOWN ON GRADING PLAN
- (e OP - SORMVEN | e = gy - - — NOTE: ADDITIONAL SHRUBS HAVE BEEN ADDED TO PROVIDE AN ENHANCED SCREEN AT THE DRIVE
H Vv v v Vv, ' v v v v E a *i y v W/ v V. v N4 ° ° N THROUGH'
v v v v v \_/
| / N— PARKING LOT HEAD LIGHT SCREENING
15 BUILDIN G o / 15 WATER 10" LANDSCAPE - LANDSCAPE BUFFER [ 21\ B CLEiOR. XNB(;J;,;E% |\T/|Ovv A,\ALTLSR\’NLINE NOT APPLICABLE - NO HEAD IN PARKING SPACES ARE ADJACENT TO A STREET.
SETBACK T EASEMENT BUFFER " ACCESS AND SHRUBS \ AG / PARKING LOT LANDSCAPING
O
SCREENING BERM UTILITY EASEMENT LANDSCAPE BUFFER m | SIZE OF PARKING AND MANEUVERING AREA: 22,382 SF
, 3 LANDSCAPE BUFFER “ SHRUBS W N QUANTITY OF PARKING SPACES: 27 PARKING SPACES
30° VISIBILITY = SHRUBS ‘ CANOPY TREES REQUIRED: 3 CANOPY TREES (1 PER 10 PARKING SPACES)
TRIANGLE Q n 4 1 ‘ o - CANOPY TREES PROVIDED: 3 CANOPY TREES
S T T v NOTE: NO PARKING SPACE MAY BE MORE THAN 80 LF FROM THE TRUNK OF A CANOPY TREE.
a + 1+ + |+ + v
= + | v
L] | GENERAL GRADING AND PLANTING NOTES
= i 31.4 ! 1. BY SUBMITTING A PROPOSAL FOR THE LANDSCAPE PLANTING SCOPE OF WORK, THE CONTRACTOR CONFIRMS THAT HE HAS READ, AND WILL COMPLY WITH, THE ASSOCIATED
e o | v NOTES, SPECIFICATIONS, AND DETAILS WITH THIS PROJECT.
” + . 2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL EXISTING VEGETATION (EXCEPT WHERE NOTED TO REMAIN).
= 3. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE FINAL ELEVATION OF THE SOIL SURFACE (NOT TOP OF MULCH) AS INDICATED
B TACO v ON THE GRADING PLANS.
T 18 e \ a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH GRADES OF ALL LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE. SEE
LOT 17 = BELL v SPECIFICATIONS FOR MORE DETAILED INSTRUCTION ON TURF AREA AND PLANTING BED PREPARATION.
(PART) 2,384 SF 729 = b.  CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT AND MAINTAIN SLOPES AS RECOMMENDED BY THE GEOTECHNICAL REPORT.
. ' = ALL LANDSCAPE AREAS SHALL HAVE POSITIVE DRAINAGE AWAY FROM STRUCTURES AT THE MINIMUM SLOPE SPECIFIED IN THE REPORT AND ON THE GRADING PLANS, AND
v | AREAS OF POTENTIAL PONDING SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES AND ELIMINATE PONDING POTENTIAL.
- c.  THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL WILL BE NEEDED, TAKING INTO ACCOUNT THE ROUGH GRADE PROVIDED,
v THE AMOUNT OF SOIL AMENDMENTS TO BE ADDED (BASED ON A SOIL TEST, PER SPECIFICATIONS), AND THE FINISH GRADES TO BE ESTABLISHED.
TOTAL SITE AREA: N 198.7 d.  ENSURE THAT THE FINISH GRADE IN SHRUB AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING SURFACES, AFTER INSTALLING SOIL AMENDMENTS, IS 3"
40751 SF )35 BELOW THE ADJACENT FINISH SURFACE, IN ORDER TO ALLOW FOR PROPER MULCH DEPTH. TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE
v |2 GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE WALKS.
v - LOT 18 e.  ENSURE THAT THE FINISH GRADE IN TURF AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING SURFACES, AFTER INSTALLING SOIL AMENDMENTS, IS 1" BELOW
PARKING LOT [ 3 v THE FINISH SURFACE OF THE WALKS. TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE
20" DRAINAGE Trees UG “ (REMAINDER) WALKS.
\ ASEMENT __| v f.  SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS, GEOTECHNICAL REPORT, THESE NOTES AND PLANS, AND ACTUAL CONDITIONS,
\\ 6'—0" MINIMUM HIGH MASONRY THE CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS TO THE ATTENTION OF THE LANDSCAPE ARCHITECT, GENERAL CONTRACTOR, AND OWNER.
\ SCREEN. TRASH ENCLOSURE TO 4. ALL PLANT LOCATIONS ARE DIAGRAMMATIC. ACTUAL LOCATIONS SHALL BE VERIFIED WITH THE LANDSCAPE ARCHITECT OR DESIGNER PRIOR TO PLANTING. THE LANDSCAPE
MATCH BUILDING. REF ARCH CONTRACTOR SHALL ENSURE THAT ALL REQUIREMENTS OF THE PERMITTING AUTHORITY ARE MET (I.E., MINIMUM PLANT QUANTITIES, PLANTING METHODS, TREE PROTECTION
Pl ANS METHODS, ETC.).
PROPOSED AREA DRAIN AND a.  THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR DETERMINING PLANT QUANTITIES; PLANT QUANTITIES SHOWN ON LEGENDS AND CALLOUTS ARE FOR GENERAL
OIL/WATER SEPARATOR INFORMATION ONLY. IN THE EVENT OF A DISCREPANCY BETWEEN THE PLAN AND THE PLANT LEGEND, THE PLANT QUANTITY AS SHOWN ON THE PLAN (FOR INDIVIDUAL
DRAINING TO EXISTING SYMBOLS) OR CALLOUT (FOR GROUNDCOVER PATTERNS) SHALL TAKE PRECEDENCE.
STORM SYSTEM b. NO SUBSTITUTIONS OF PLANT MATERIALS SHALL BE ALLOWED WITHOUT THE WRITTEN PERMISSION OF THE LANDSCAPE ARCHITECT. IF SOME OF THE PLANTS ARE NOT
AVAILABLE, THE LANDSCAPE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT IN WRITING (VIA PROPER CHANNELS).
/ c.  THE CONTRACTOR SHALL, AT A MINIMUM, PROVIDE REPRESENTATIVE PHOTOS OF ALL PLANTS PROPOSED FOR THE PROJECT. THE CONTRACTOR SHALL ALLOW THE
oROB. 24 FIRE LANE. LANDSCAPE ARCHITECT AND THE OWNER/OWNER'S REPRESENTATIVE TO INSPECT, AND APPROVE OR REJECT, ALL PLANTS DELIVERED TO THE JOBSITE. REFER TO
p tree NG SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS FOR SUBMITTALS.
5. CONTRACTOR SHALL PROVIDE AND INSTALL SOLID SOD IN ALL RIGHT-OF-WAYS AND PARKWAYS (UNLESS NOT ALLOWED BY THE LOCAL JURISDICTION) AND SHALL PROVIDE
UTILITY EASEMENT WATERING AND MAINTENANCE UNTIL THE TURF IS ESTABLISHED AND HAS BEEN ACCEPTED BY OWNER.
6. THE CONTRACTOR SHALL MAINTAIN THE LANDSCAPE IN A HEALTHY CONDITION FOR 90 DAYS AFTER ACCEPTANCE BY THE OWNER. REFER TO SPECIFICATIONS FOR CONDITIONS
p LOT 16 OF ACCEPTANCE FOR THE START OF THE MAINTENANCE PERIOD, AND FOR FINAL ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD.
p 7. SEE SPECIFICATIONS AND DETAILS FOR FURTHER REQUIREMENTS.
/ PROPOSED FIRE HYDRANT 0POSED 8W;E_R e ROOT BARRIERS
p 7 PROPOSED 6’ THE CONTRACTOR SHALL INSTALL ROOT BARRIERS NEAR ALL NEWLY-PLANTED TREES THAT ARE LOCATED WITHIN FIVE (5) FEET OF PAVING, CURBS, WATER, STORM, OR SANITARY

WASTEWATER LATERAL
EXTENSION

CAUTION NOTICE TO CONTRACTORS
THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION
OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS
NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE
CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
RELOCATED ALL EXISTING UTILITIES WHICH CONFLICT WITH THE
PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.

—S 88 52 09” W 4515

=44°33'46"
R=36.00'
L=28.00’
ChB=S6635"16"W
ChL=27.30'

\

IRRIGATION CONCEPT

- AR — =

e R

15" UTILITY
EASEMENT

SEWER UTILITIES. ROOT BARRIERS SHALL BE "CENTURY" OR "DEEP-ROOT" 24" DEEP PANELS (OR EQUAL). BARRIERS SHALL BE LOCATED IMMEDIATELY ADJACENT TO HARDSCAPE.
- INSTALL PANELS PER MANUFACTURER'S RECOMMENDATIONS. UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR USE ROOT BARRIERS OF A TYPE THAT COMPLETELY ENCIRCLE

THE ROOTBALL.

MULCHES

AFTER ALL PLANTING IS COMPLETE, CONTRACTOR SHALL INSTALL 2" THICK LAYER OF 1-1/2" SHREDDED WOOD MULCH, NATURAL (UNDYED), OVER LANDSCAPE FABRIC IN ALL PLANTING
AREAS (EXCEPT FOR TURF AND SEEDED AREAS). CONTRACTOR SHALL SUBMIT SAMPLES OF ALL MULCHES TO LANDSCAPE ARCHITECT AND OWNER FOR APPROVAL PRIOR TO
CONSTRUCTION. ABSOLUTELY NO EXPOSED GROUND SHALL BE LEFT SHOWING ANYWHERE ON THE PROJECT AFTER MULCH HAS BEEN INSTALLED (SUBJECT TO THE CONDITIONS AND
REQUIREMENTS OF THE "GENERAL GRADING AND PLANTING NOTES" AND SPECIFICATIONS).

PLANTING & IRRIGATION GUARANTEE

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE THAT ALL NEWLY INSTALLED AND EXISTING PLANTS SHALL SURVIVE FOR ONE YEAR AFTER FINAL OWNER ACCEPTANCE OF THE
INSTALLATION WORK. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR APPROPRIATE WATERING OF THE LANDSCAPE THROUGH INSTALLATION OF A PROPERLY DESIGNED
IRRIGATION SYSTEM. THE OWNER SHALL APPROVE THE SYSTEM DESIGN BEFORE INSTALLATION OF PLANTS OR IRRIGATION.

1. AN AUTOMATIC IRRIGATION SYSTEM SHALL BE INSTALLED AND OPERATIONAL BY THE TIME OF
FINAL INSPECTION. THE ENTIRE IRRIGATION SYSTEM SHALL BE INSTALLED BY A LICENSED AND

QUALIFIED IRRIGATION CONTRACTOR.

2. THE IRRIGATION SYSTEM WILL MEET THE REQUIREMENTS OF THE UDC.

3. THE IRRIGATION SYSTEM WILL OPERATE ON POTABLE WATER, AND THE SYSTEM WILL HAVE
APPROPRIATE BACKFLOW PREVENTION DEVICES INSTALLED TO PREVENT CONTAMINATION OF

THE POTABLE SOURCE.

4. ALL NON-TURF PLANTED AREAS SHALL BE DRIP IRRIGATED. SODDED AND SEEDED AREAS
SHALL BE IRRIGATED WITH SPRAY OR ROTOR HEADS AT 100% HEAD-TO-HEAD COVERAGE.

5.  ALL PLANTS SHARING SIMILAR HYDROZONE CHARACTERISTICS SHALL BE PLACED ON A VALVE

DEDICATED TO PROVIDE THE NECESSARY WATER REQUIREMENTS SPECIFIC TO THAT

HYDROZONE.

6. THE IRRIGATION SYSTEM SHALL BE DESIGNED AND INSTALLED, TO THE MAXIMUM EXTENT

POSSIBLE, TO CONSERVE WATER BY USING THE FOLLOWING DEVICES AND SYSTEMS:

MATCHED PRECIPITATION RATE TECHNOLOGY ON ROTOR AND SPRAY HEADS (WHEREVER
POSSIBLE), RAIN SENSORS, AND MULTI-PROGRAM COMPUTERIZED IRRIGATION CONTROLLERS

FEATURING SENSORY INPUT CAPABILITIES.

PLANT SCHEDULE
SYMBOL | KEY | QTY BOTANICAL NAME COMMON NAME SIZE SPACING
TREES
cL 4 | CHILOPSIS LINEARIS ‘TIMELESS BEAUTY' |  TIMELESS BEAUTY MIN.4'HT. | PERPLAN
O DESERT WILLOW
QB 4 QUERCUS BUCKLEYI TEXAS RED OAK MIN. 4" CAL. | PER PLAN
@ uc 3 ULMUS CRASSIFOLIA CEDAR ELM MIN. 4" CAL. | PER PLAN
SHRUBS
N AG 21 ABELIA GRINDIFOLIA 'ROSE CREEK' ROSE CREEK ABELIA 3 GAL. 2°0.C.
( .
o v 16 ILEX VOMITORIA ‘NANA' DWARF YAUPON HOLLY 3 GAL. 3 0.C.
MC 11 MYRICA CERIFERA 'DON'S DWARF' DON'S DWARF WAX 3 GAL. 40.C.
© MYRTLE
GROUNDCOVER
PV 7728 SOD: TIFWAY 419 BERMUDA GRASS SOD

ENSION

ARCHITECTURE - CIVIL ENGINEERING + MEP ENGINEERING

www.DimensionGroup.com

10755 SANDHILL ROAD, DALLAS, TEXAS 75238
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PLANTING SPECIFICATIONS

GENERAL

A QUALIFICATIONS OF LANDSCAPE CONTRACTOR

1. ALL LANDSCAPE WORK SHOWN ON THESE PLANS SHALL BE PERFORMED BY A SINGLE FIRM
SPECIALIZING IN LANDSCAPE PLANTING.

2. A LIST OF SUCCESSFULLY COMPLETED PROJECTS OF THIS TYPE, SIZE AND NATURE MAY BE
REQUESTED BY THE OWNER FOR FURTHER QUALIFICATION MEASURES.

3. THE LANDSCAPE CONTRACTOR SHALL HOLD A VALID NURSERY AND FLORAL CERTIFICATE ISSUED BY
THE TEXAS DEPARTMENT OF AGRICULTURE, AS WELL AS OPERATE UNDER A COMMERCIAL PESTICIDE
APPLICATOR LICENSE ISSUED BY EITHER THE TEXAS DEPARTMENT OF AGRICULTURE OR THE TEXAS
STRUCTURAL PEST CONTROL BOARD.

B. SCOPE OF WORK

1. WORK COVERED BY THESE SECTIONS INCLUDES THE FURNISHING AND PAYMENT OF ALL MATERIALS,
LABOR, SERVICES, EQUIPMENT, LICENSES, TAXES AND ANY OTHER ITEMS THAT ARE NECESSARY FOR
THE EXECUTION, INSTALLATION AND COMPLETION OF ALL WORK, SPECIFIED HEREIN AND / OR SHOWN
ON THE LANDSCAPE PLANS, NOTES, AND DETAILS.

2. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE LAWS, CODES AND
REGULATIONS REQUIRED BY AUTHORITIES HAVING JURISDICTION OVER SUCH WORK, INCLUDING ALL
INSPECTIONS AND PERMITS REQUIRED BY FEDERAL, STATE AND LOCAL AUTHORITIES IN SUPPLY,
TRANSPORTATION AND INSTALLATION OF MATERIALS.

3. THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITY LINES
(WATER, SEWER, ELECTRICAL, TELEPHONE, GAS, CABLE, TELEVISION, ETC.) PRIOR TO THE START OF
ANY WORK.

PRODUCTS

A ALL MANUFACTURED PRODUCTS SHALL BE NEW.

B. CONTAINER AND BALLED-AND-BURLAPPED PLANTS:

1. FURNISH NURSERY-GROWN PLANTS COMPLYING WITH ANSI Z60.1-2014. PROVIDE WELL-SHAPED, FULLY
BRANCHED, HEALTHY, VIGOROUS STOCK FREE OF DISEASE, INSECTS, EGGS, LARVAE, AND DEFECTS
SUCH AS KNOTS, SUN SCALD, INJURIES, ABRASIONS, AND DISFIGUREMENT. ALL PLANTS WITHIN A
SPECIES SHALL HAVE SIMILAR SIZE, AND SHALL BE OF A FORM TYPICAL FOR THE SPECIES. ALL TREES
SHALL BE OBTAINED FROM SOURCES WITHIN 200 MILES OF THE PROJECT SITE, AND WITH SIMILAR
CLIMACTIC CONDITIONS.

2. ROOT SYSTEMS SHALL BE HEALTHY, DENSELY BRANCHED ROOT SYSTEMS, NON-POT-BOUND, FREE
FROM ENCIRCLING AND/OR GIRDLING ROOTS, AND FREE FROM ANY OTHER ROOT DEFECTS (SUCH AS
J-SHAPED ROOTS).

3. TREES MAY BE PLANTED FROM CONTAINERS OR BALLED-AND-BURLAPPED (B&B), UNLESS SPECIFIED
ON THE PLANTING LEGEND. BARE-ROOT TREES ARE NOT ACCEPTABLE.

4. ANY PLANT DEEMED UNACCEPTABLE BY THE LANDSCAPE ARCHITECT OR OWNER SHALL BE
IMMEDIATELY REMOVED FROM THE SITE AND SHALL BE REPLACED WITH AN ACCEPTBLE PLANT OF LIKE
TYPE AND SIZE AT THE CONTRACTOR'S OWN EXPENSE. ANY PLANTS APPEARING TO BE UNHEALTHY,
EVEN IF DETERMINED TO STILL BE ALIVE, SHALL NOT BE ACCEPTED. THE LANDSCAPE ARCHITECT AND
OWNER SHALL BE THE SOLE JUDGES AS TO THE ACCEPTABILITY OF PLANT MATERIAL.

5. ALL TREES SHALL BE STANDARD IN FORM, UNLESS OTHERWISE SPECIFIED. TREES WITH CENTRAL
LEADERS WILL NOT BE ACCEPTED IF LEADER IS DAMAGED OR REMOVED. PRUNE ALL DAMAGED TWIGS
AFTER PLANTING.

6. CALIPER MEASUREMENTS FOR STANDARD (SINGLE TRUNK) TREES SHALL BE AS FOLLOWS: SIXINCHES
ABOVE THE ROOT FLARE FOR TREES UP TO AND INCLUDING FOUR INCHES IN CALIPER, AND TWELVE
INCHES ABOVE THE ROOT FLARE FOR TREES EXCEEDING FOUR INCHES IN CALIPER.

7. MULTI-TRUNK TREES SHALL BE MEASURED BY THEIR OVERALL HEIGHT, MEASURED FROM THE TOP OF
THE ROOT BALL. WHERE CALIPER MEASUREMENTS ARE USED, THE CALIPER SHALL BE CALCULATED
AS ONE-HALF OF THE SUM OF THE CALIPER OF THE THREE LARGEST TRUNKS.

8. ANY TREE OR SHRUB SHOWN TO HAVE EXCESS SOIL PLACED ON TOP OF THE ROOT BALL, SO THAT
THE ROOT FLARE HAS BEEN COMPLETELY COVERED, SHALL BE REJECTED.

C. SEED: PROVIDE BLEND OF SPECIES AND VARIETIES AS NOTED ON THE PLANS, WITH MAXIMUM
PERCENTAGES OF PURITY, GERMINATION, AND MINIMUM PERCENTAGE OF WEED SEED AS INDICATED ON
PLANS. EACH BAG OF SEED SHALL BE ACCOMPANIED BY A TAG FROM THE SUPPLIER INDICATING THE
COMPOSITION OF THE SEED.

D. TOPSOIL: SANDY TO CLAY LOAM TOPSOIL, FREE OF STONES LARGER THAN %2 INCH, FOREIGN MATTER,
PLANTS, ROOTS, AND SEEDS.

E. COMPOST: WELL-COMPOSTED, STABLE, AND WEED-FREE ORGANIC MATTER, pH RANGE OF 5.5 TO 8;
MOISTURE CONTENT 35 TO 55 PERCENT BY WEIGHT; 100 PERCENT PASSING THROUGH 3/4-INCH SIEVE;
SOLUBLE SALT CONTENT OF 5 TO 10 DECISIEMENS/M; NOT EXCEEDING 0.5 PERCENT INERT CONTAMINANTS
AND FREE OF SUBSTANCES TOXIC TO PLANTINGS. NO MANURE OR ANIMAL-BASED PRODUCTS SHALL BE
USED.

F. FERTILIZER: GRANULAR FERTILIZER CONSISTING OF NITROGEN, PHOSPHORUS, POTASSIUM, AND OTHER
NUTRIENTS IN PROPORTIONS, AMOUNTS, AND RELEASE RATES RECOMMENDED IN A SOIL REPORT FROM A
QUALIFIED SOIL-TESTING AGENCY (SEE BELOW).

G.  MULCH: SIZE AND TYPE AS INDICATED ON PLANS, FREE FROM DELETERIOUS MATERIALS AND SUITABLE AS A
TOP DRESSING OF TREES AND SHRUBS.

H. TREE STAKING AND GUYING
1. STAKES: 6' LONG GREEN METAL T-POSTS.

2. GUY AND TIE WIRE: ASTM A 641, CLASS 1, GALVANIZED-STEEL WIRE, 2-STRAND, TWISTED, 0.106 INCH
DIAMETER.

3. STRAP CHAFING GUARD: REINFORCED NYLON OR CANVAS AT LEAST 1-1/2 INCH WIDE, WITH
GROMMETS TO PROTECT TREE TRUNKS FROM DAMAGE.

J. STEEL EDGING: PROFESSIONAL STEEL EDGING, 14 GAUGE THICK X 4 INCHES WIDE, FACTORY PAINTED DARK
GREEN. ACCEPTABLE MANUFACTURERS INCLUDE COL-MET OR APPROVED EQUAL.

K. PRE-EMERGENT HERBICIDES: ANY GRANULAR, NON-STAINING PRE-EMERGENT HERBICIDE THAT IS LABELED
FOR THE SPECIFIC ORNAMENTALS OR TURF ON WHICH IT WILL BE UTILIZED. PRE-EMERGENT HERBICIDES
SHALL BE APPLIED PER THE MANUFACTURER'S LABELED RATES.

METHODS

A SOIL PREPARATION

1. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE GRADE OF ALL
LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE. THE CONTRACTOR SHALL NOTIFY THE
OWNER IMMEDIATELY SHOULD ANY DISCREPANCIES EXIST.

2. SOIL TESTING:

a. AFTER FINISH GRADES HAVE BEEN ESTABLISHED, CONTRACTOR SHALL HAVE SOIL SAMPLES
FROM THE PROJECT'S LANDSCAPE AREAS TESTED BY AN ESTABLISHED SOIL TESTING
LABORATORY. EACH SAMPLE SUBMITTED TO THE LAB SHALL CONTAIN NO LESS THAN ONE
QUART OF SOIL, TAKEN FROM BETWEEN THE SOIL SURFACE AND 6" DEPTH. IF NO SAMPLE
LOCATIONS ARE INDICATED ON THE PLANS, THE CONTRACTOR SHALL TAKE A MINIMUM OF THREE
SAMPLES FROM VARIOUS REPRESENTATIVE LOCATIONS FOR TESTING.

b. THE CONTRACTOR SHALL HAVE THE SOIL TESTING LABORATORY PROVIDE RESULTS FOR THE
FOLLOWING: SOIL TEXTURAL CLASS, GENERAL SOIL FERTILITY, pH, ORGANIC MATTER CONTENT,
SALT (CEC), LIME, SODIUM ADSORPTION RATIO (SAR) AND BORON CONTENT.

c. THE CONTRACTOR SHALL ALSO SUBMIT THE PROJECT'S PLANT LIST TO THE LABORATORY ALONG
WITH THE SOIL SAMPLES.

d. THE SOIL REPORT PRODUCED BY THE LABORATORY SHALL CONTAIN RECOMMENDATIONS FOR
THE FOLLOWING (AS APPROPRIATE): SEPARATE SOIL PREPARATION AND BACKFILL MIX
RECOMMENDATIONS FOR GENERAL ORNAMENTAL PLANTS, XERIC PLANTS, TURF, AND NATIVE
SEED, AS WELL AS PRE-PLANT FERTILIZER APPLICATIONS AND RECOMMENDATIONS FOR ANY
OTHER SOIL RELATED ISSUES. THE REPORT SHALL ALSO PROVIDE A FERTILIZER PROGRAM FOR
THE ESTABLISHMENT PERIOD AND FOR LONG-TERM MAINTENANCE.

3. THE CONTRACTOR SHALL INSTALL SOIL AMENDMENTS AND FERTILIZERS PER THE SOILS REPORT
RECOMMENDATIONS. ANY CHANGE IN COST DUE TO THE SOIL REPORT RECOMMENDATIONS, EITHER
INCREASE OR DECREASE, SHALL BE SUBMITTED TO THE OWNER WITH THE REPORT.

4. FOR BIDDING PURPOSES ONLY, THE SOIL PREPARATION SHALL CONSIST OF THE FOLLOWING:

a. TURF: INCORPORATE THE FOLLOWING AMENDMENTS INTO THE TOP 8" OF SOIL BY MEANS OF
ROTOTILLING AFTER CROSS-RIPPING:

i NITROGEN STABILIZED ORGANIC AMENDMENT - 4 CU. YDS. PER 1,000 S.F.

ii. PREPLANT TURF FERTILIZER (10-20-10 OR SIMILAR, SLOW RELEASE, ORGANIC) - 15 LBS PER 1,000
S.F.

iii. "CLAY BUSTER" OR EQUAL - USE MANUFACTURER'S RECOMMENDED RATE

b. TREES, SHRUBS, AND PERENNIALS: INCORPORATE THE FOLLOWING AMENDMENTS INTO THE TOP
8" OF SOIL BY MEANS OF ROTOTILLING AFTER CROSS-RIPPING:

i NITROGEN STABILIZED ORGANIC AMENDMENT -4 CU. YDS. PER 1,000 S.F.

ii. 12-12-12 FERTILIZER (OR SIMILAR, ORGANIC, SLOW RELEASE) - 10 LBS. PER CU. YD.

iii. "CLAY BUSTER" OR EQUAL - USE MANUFACTURER'S RECOMMENDED RATE

iv. IRON SULPHATE - 2 LBS. PER CU. YD.

5. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE
FINAL ELEVATION OF THE SOIL SURFACE (NOT TOP OF MULCH) AS INDICATED ON THE GRADING PLANS.
a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH

GRADES OF ALL LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE. SEE SPECIFICATIONS
FOR MORE DETAILED INSTRUCTION ON TURF AREA AND PLANTING BED PREPARATION.

b. CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT
AND MAINTAIN SLOPES AS RECOMMENDED BY THE GEOTECHNICAL REPORT. ALL LANDSCAPE
AREAS SHALL HAVE POSITIVE DRAINAGE AWAY FROM STRUCTURES AT THE MINIMUM SLOPE
SPECIFIED IN THE REPORT AND ON THE GRADING PLANS, AND AREAS OF POTENTIAL PONDING
SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES AND ELIMINATE PONDING
POTENTIAL.

c. THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL
WILL BE NEEDED, TAKING INTO ACCOUNT THE ROUGH GRADE PROVIDED, THE AMOUNT OF SOIL
AMENDMENTS TO BE ADDED (BASED ON A SOIL TEST, PER SPECIFICATIONS), AND THE FINISH
GRADES TO BE ESTABLISHED.

d. AFTER INSTALLING SOIL AMENDMENTS IN SHRUB AREAS, AND IN ORDER TO ALLOW FOR PROPER
MULCH DEPTH, ENSURE THAT THE FINISH GRADE IMMEDIATELY ADJACENT TO WALKS AND OTHER
WALKING SURFACES IS 3" BELOW FINISH GRADE, TAPERING TO MEET FINISH GRADE AT
APPROXIMATELY 18" AWAY FROM THE SURFACE.

e. AFTER INSTALLING SOIL AMENDMENTS IN TURF AREAS, ENSURE THAT THE FINISH GRADE IN TURF
AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING SURFACES IS 1" BELOW FINISH
GRADE, TAPERING TO MEET FINISH GRADE AT APPROXIMATELY 18" AWAY FROM THE SURFACE.

f. SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS,
GEOTECHNICAL REPORT, THESE NOTES AND PLANS, AND ACTUAL CONDITIONS, THE
CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS TO THE ATTENTION OF THE LANDSCAPE
ARCHITECT, GENERAL CONTRACTOR, AND OWNER.

6. ONCE SOIL PREPARATION IS COMPLETE, THE LANDSCAPE CONTRACTOR SHALL ENSURE THAT THERE
ARE NO DEBRIS, TRASH, OR STONES LARGER THAN 1" REMAINING IN THE TOP 6" OF SOIL.

CAUTION NOTICE TO CONTRACTORS
THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION
OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON
RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS
NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE
CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY
EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
RELOCATED ALL EXISTING UTILITIES WHICH CONFLICT WITH THE
PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS

SUBMITTALS

1.

2.

3.

4.

THE CONTRACTOR SHALL PROVIDE SUBMITTALS AND SAMPLES, IF REQUIRED, TO THE LANDSCAPE
ARCHITECT, AND RECEIVE APPROVAL IN WRITING FOR SUCH SUBMITTALS BEFORE WORK COMMENCES.
SUBMITTALS SHALL INCLUDE PHOTOS OF PLANTS WITH A RULER OR MEASURING STICK FOR SCALE,
PHOTOS OR SAMPLES OF ANY REQUIRED MULCHES, AND SOIL TEST RESULTS AND PREPARATION
RECOMMENDATIONS FROM THE TESTING LAB (INCLUDING COMPOST AND FERTILIZER RATES AND
TYPES, AND OTHER AMENDMENTS FOR TREE/SHRUB, TURF, AND SEED AREAS AS MAY BE
APPROPRIATE).

SUBMITTALS SHALL ALSO INCLUDE MANUFACTURER CUT SHEETS FOR PLANTING ACCESSORIES SUCH
AS TREE STAKES AND TIES, EDGING, AND LANDSCAPE FABRICS (IF ANY).

WHERE MULTIPLE ITEMS ARE SHOWN ON A PAGE, THE CONTRACTOR SHALL CLEARLY INDICATE THE
ITEM BEING CONSIDERED.

GENERAL PLANTING

1.
2.

3.

REMOVE ALL NURSERY TAGS AND STAKES FROM PLANTS.

EXCEPT IN AREAS TO BE PLANTED WITH ORNAMENTAL GRASSES, APPLY PRE-EMERGENT HERBICIDES

AT THE MANUFACTURER'S RECOMMENDED RATE.

TRENCHING NEAR EXISTING TREES:

a. CONTRACTOR SHALL NOT DISTURB ROOTS 1-1/2" AND LARGER IN DIAMETER WITHIN THE CRITICAL
ROOT ZONE (CRZ) OF EXISTING TREES, AND SHALL EXERCISE ALL POSSIBLE CARE AND
PRECAUTIONS TO AVOID INJURY TO TREE ROOTS, TRUNKS, AND BRANCHES. THE CRZ IS
DEFINED AS A CIRCULAR AREA EXTENDING OUTWARD FROM THE TREE TRUNK, WITH A RADIUS
EQUAL TO 1' FOR EVERY 1" OF TRUNK DIAMETER-AT-BREAST-HEIGHT (4.5' ABOVE THE AVERAGE
GRADE AT THE TRUNK).

b. ALL EXCAVATION WITHIN THE CRZ SHALL BE PERFORMED USING HAND TOOLS. NO MACHINE
EXCAVATION OR TRENCHING OF ANY KIND SHALL BE ALLOWED WITHIN THE CRZ.

c. ALTER ALIGNMENT OF PIPE TO AVOID TREE ROOTS 1-1/2" AND LARGER IN DIAMETER. WHERE
TREE ROOTS 1-1/2" AND LARGER IN DIAMETER ARE ENCOUNTERED IN THE FIELD, TUNNEL UNDER
SUCH ROOTS. WRAP EXPOSED ROOTS WITH SEVERAL LAYERS OF BURLAP AND KEEP MOIST.
CLOSE ALL TRENCHES WITHIN THE CANOPY DRIP LINES WITHIN 24 HOURS.

d. ALL SEVERED ROOTS SHALL BE HAND PRUNED WITH SHARP TOOLS AND ALLOWED TO AIR-DRY.
DO NOT USE ANY SORT OF SEALERS OR WOUND PAINTS.

TREE PLANTING

1.

2.

3.

TREE PLANTING HOLES SHALL BE EXCAVATED TO MINIMUM WIDTH OF TWO TIMES THE WIDTH OF THE
ROOTBALL, AND TO A DEPTH EQUAL TO THE DEPTH OF THE ROOTBALL LESS TWO TO FOUR INCHES.
SCARIFY THE SIDES AND BOTTOM OF THE PLANTING HOLE PRIOR TO THE PLACEMENT OF THE TREE.
REMOVE ANY GLAZING THAT MAY HAVE BEEN CAUSED DURING THE EXCAVATION OF THE HOLE.

FOR CONTAINER AND BOX TREES, TO REMOVE ANY POTENTIALLY GIRDLING ROOTS AND OTHER ROOT
DEFECTS, THE CONTRACTOR SHALL SHAVE A 1" LAYER OFF OF THE SIDES AND BOTTOM OF THE
ROOTBALL OF ALL TREES JUST BEFORE PLACING INTO THE PLANTING PIT. DO NOT "TEASE" ROOTS
OUT FROM THE ROOTBALL.

INSTALL THE TREE ON UNDISTURBED SUBGRADE SO THAT THE TOP OF THE ROOTBALL IS TWO TO
FOUR INCHES ABOVE THE SURROUNDING GRADE.

BACKFILL THE TREE HOLE UTILIZING THE EXISTING TOPSOIL FROM ON-SITE. ROCKS LARGER THAN 1"
DIA. AND ALL OTHER DEBRIS SHALL BE REMOVED FROM THE SOIL PRIOR TO THE BACKFILL. SHOULD
ADDITIONAL SOIL BE REQUIRED TO ACCOMPLISH THIS TASK, USE STORED TOPSOIL FROM ON-SITE OR
IMPORT ADDITIONAL TOPSOIL FROM OFF-SITE AT NO ADDITIONAL COST TO THE OWNER. IMPORTED
TOPSOIL SHALL BE OF SIMILAR TEXTURAL CLASS AND COMPOSITION IN THE ON-SITE SOIL.

TREES SHALL NOT BE STAKED UNLESS LOCAL CONDITIONS (SUCH AS HEAVY WINDS OR SLOPES)
REQUIRE STAKES TO KEEP TREES UPRIGHT. SHOULD STAKING BE REQUIRED, THE TOTAL NUMBER OF
TREE STAKES (BEYOND THE MINIMUMS LISTED BELOW) WILL BE LEFT TO THE LANDSCAPE
CONTRACTOR'S DISCRETION. SHOULD ANY TREES FALL OR LEAN, THE LANDSCAPE CONTRACTOR
SHALL STRAIGHTEN THE TREE, OR REPLACE IT SHOULD IT BECOME DAMAGED. TREE STAKING SHALL
ADHERE TO THE FOLLOWING GUIDELINES:

1"-2" TREES TWO STAKES PER TREE

2-1/2"-4" TREES THREE STAKES PER TREE

TREES OVER 4" CALIPER GUY AS NEEDED

MULTI-TRUNK TREES THREE STAKES PER TREE MINIMUM, QUANTITY AND POSITIONS AS
NEEDED TO STABILIZE THE TREE

UPON COMPLETION OF PLANTING, CONSTRUCT AN EARTH WATERING BASIN AROUND THE TREE.
COVER THE INTERIOR OF THE TREE RING WITH MULCH (TYPE AND DEPTH PER PLANS). UNDER NO
CIRCUMSTANCES SHALL THE CONTRACTOR PLACE MULCH WITHIN 6" OF THE TRUNK.

apoow

SHRUB, PERENNIAL, AND GROUNDCOVER PLANTING

1.

2.

DIG THE PLANTING HOLES TWICE AS WIDE AND 2" LESS DEEP THAN EACH PLANT'S ROOTBALL. INSTALL
THE PLANT IN THE HOLE. BACKFILL AROUND THE PLANT WITH SOIL AMENDED PER SOIL TEST
RECOMMENDATIONS.

WHEN PLANTING IS COMPLETE, INSTALL MULCH (TYPE AND DEPTH PER PLANS) OVER ALL PLANTING
AREAS (EXCEPT FOR SODDED AND SEEDED AREAS), LEAVING NO EXPOSED GROUND.

SODDING

1.
2.
3.
4.

5.

SOD VARIETY TO BE AS SPECIFIED ON THE LANDSCAPE PLAN.

LAY SOD WITHIN 24 HOURS FROM THE TIME OF STRIPPING. DO NOT LAY IF THE GROUND IS FROZEN.
LAY THE SOD TO FORM A SOLID MASS WITH TIGHTLY FITTED JOINTS. BUTT ENDS AND SIDES OF SOD
STRIPS - DO NOT OVERLAP. STAGGER STRIPS TO OFFSET JOINTS IN ADJACENT COURSES.

ROLL THE SOD TO ENSURE GOOD CONTACT OF THE SOD'S ROOT SYSTEM WITH THE SOIL
UNDERNEATH.

WATER THE SOD THOROUGHLY WITH A FINE SPRAY IMMEDIATELY AFTER PLANTING TO OBTAIN AT
LEAST SIX INCHES OF PENETRATION INTO THE SOIL BELOW THE SOD.

MULCH

1.

2.

INSTALL MULCH TOPDRESSING, TYPE AND DEPTH PER MULCH NOTE, IN ALL PLANTING AREAS AND
TREE RINGS.

DO NOT INSTALL MULCH WITHIN 6" OF TREE ROOT FLARE AND WITHIN 24" OF HABITABLE STRUCTURES,
EXCEPT AS MAY BE NOTED ON THESE PLANS. MULCH COVER WITHIN 6" OF CONCRETE WALKS AND
CURBS SHALL NOT PROTRUDE ABOVE THE FINISH SURFACE OF THE WALKS AND CURBS. MULCH
COVER WITHIN 12" OF WALLS SHALL BE AT LEAST 3" LOWER THAN THE TOP OF WALL.

CLEAN UP

1.

2.

DURING LANDSCAPE PREPARATION AND PLANTING, KEEP ALL PAVEMENT CLEAN AND ALL WORK AREAS
IN A NEAT, ORDERLY CONDITION.
DISPOSED LEGALLY OF ALL EXCAVATED MATERIALS OFF THE PROJECT SITE.

INSPECTION AND ACCEPTANCE

1.

UPON COMPLETION OF THE WORK, THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE SITE CLEAN,
FREE OF DEBRIS AND TRASH, AND SUITABLE FOR USE AS INTENDED. THE LANDSCAPE CONTRACTOR
SHALL THEN REQUEST AN INSPECTION BY THE OWNER TO DETERMINE FINAL ACCEPTABILITY.

WHEN THE INSPECTED PLANTING WORK DOES NOT COMPLY WITH THE CONTRACT DOCUMENTS, THE
LANDSCAPE CONTRACTOR SHALL REPLACE AND/OR REPAIR THE REJECTED WORK TO THE OWNER'S
SATISFACTION WITHIN 24 HOURS.

THE LANDSCAPE MAINTENANCE PERIOD WILL NOT COMMENCE UNTIL THE LANDSCAPE WORK HAS
BEEN RE-INSPECTED BY THE OWNER AND FOUND TO BE ACCEPTABLE. AT THAT TIME, A WRITTEN
NOTICE OF FINAL ACCEPTANCE WILL BE ISSUED BY THE OWNER, AND THE MAINTENANCE AND
GUARANTEE PERIODS WILL COMMENCE.

LANDSCAPE MAINTENANCE

1.

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL WORK SHOWN

ON THESE PLANS FOR 90 DAYS BEYOND FINAL ACCEPTANCE OF ALL LANDSCAPE WORK BY THE

OWNER. LANDSCAPE MAINTENANCE SHALL INCLUDE WEEKLY SITE VISITS FOR THE FOLLOWING

ACTIONS (AS APPROPRIATE): PROPER PRUNING, RESTAKING OF TREES, RESETTING OF PLANTS THAT

HAVE SETTLED, MOWING AND AERATION OF LAWNS, WEEDING, RESEEDING AREAS WHICH HAVE NOT

GERMINATED WELL, TREATING FOR INSECTS AND DISEASES,REPLACEMENT OF MULCH, REMOVAL OF

LITTER, REPAIRS TO THE IRRIGATION SYSTEM DUE TO FAULTY PARTS AND/OR WORKMANSHIP, AND

THE APPROPRIATE WATERING OF ALL PLANTINGS. THE LANDSCAPE CONTRACTOR SHALL MAINTAIN

THE IRRIGATION SYSTEM IN PROPER WORKING ORDER, WITH SCHEDULING ADJUSTMENTS BY SEASON

TO MAXIMIZE WATER CONSERVATION.

SHOULD SEEDED AND/OR SODDED AREAS NOT BE COVERED BY AN AUTOMATIC IRRIGATION SYSTEM,

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING THESE AREAS AND OBTAINING

A FULL, HEALTHY STAND OF PLANTS AT NO ADDITIONAL COST TO THE OWNER.

TO ACHIEVE FINAL ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD, ALL OF THE FOLLOWING

CONDITIONS MUST OCCUR:

a. THE LANDSCAPE SHALL SHOW ACTIVE, HEALTHY GROWTH (WITH EXCEPTIONS MADE FOR
SEASONAL DORMANCY). ALL PLANTS NOT MEETING THIS CONDITION SHALL BE REJECTED AND
REPLACED BY HEALTHY PLANT MATERIAL PRIOR TO FINAL ACCEPTANCE.

b. ALL HARDSCAPE SHALL BE CLEANED PRIOR TO FINAL ACCEPTANCE.

c. SODDED AREAS MUST BE ACTIVELY GROWING AND MUST REACH A MINIMUM HEIGHT OF 1 1/2
INCHES BEFORE FIRST MOWING. HYDROMULCHED AREAS SHALL SHOW ACTIVE, HEALTHY
GROWTH. BARE AREAS LARGER THAN TWELVE SQUARE INCHES MUST BE RESODDED OR
RESEEDED (AS APPROPRIATE) PRIOR TO FINAL ACCEPTANCE. ALL SODDED TURF SHALL BE
NEATLY MOWED.

WARRANTY PERIOD, PLANT GUARANTEE AND REPLACEMENTS

1.

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL TREES, SHRUBS, PERENNIALS, SOD,
SEEDED/HYDROMULCHED AREAS, AND IRRIGATION SYSTEMS FOR A PERIOD OF ONE YEAR FROM THE
DATE OF THE OWNER'S FINAL ACCEPTANCE (90 DAYS FOR ANNUAL PLANTS). THE CONTRACTOR SHALL
REPLACE, AT HIS OWN EXPENSE AND TO THE SATISFACTION OF THE OWNER, ANY PLANTS WHICH DIE
IN THAT TIME, OR REPAIR ANY PORTIONS OF THE IRRIGATION SYSTEM WHICH OPERATE IMPROPERLY.
AFTER THE INITIAL MAINTENANCE PERIOD AND DURING THE GUARANTEE PERIOD, THE LANDSCAPE
CONTRACTOR SHALL ONLY BE RESPONSIBLE FOR REPLACEMENT OF PLANTS WHEN PLANT DEATH
CANNOT BE ATTRIBUTED DIRECTLY TO OVERWATERING OR OTHER DAMAGE BY HUMAN ACTIONS.

PROVIDE A MINIMUM OF (2) COPIES OF RECORD DRAWINGS TO THE OWNER UPON COMPLETION OF WORK. A
RECORD DRAWING IS A RECORD OF ALL CHANGES THAT OCCURRED IN THE FIELD AND THAT ARE
DOCUMENTED THROUGH CHANGE ORDERS, ADDENDA, OR CONTRACTOR/CONSULTANT DRAWING MARKUPS.
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OPEN LANDSCAPE

@ ROLLED-TOP STEEL EDGING PER PLANS.

@ TAPERED STEEL STAKES.

@ MULCH, TYPE AND DEPTH PER PLANS.

@ FINISH GRADE.

NOTES:

1) INSTALL EDGING SO THAT STAKES WILL BE ON INSIDE OF PLANTING BED.

2) BOTTOM OF EDGING SHALL BE BURIED A MINIMUM OF 1" BELOW FINISH GRADE.
3) TOP OF MULCH SHALL BE 1" LOWER THAN TOP OF EDGING.

STEEL EDGING

SCALE: NOT TO SCALE
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TREE TRUNK

TREE CANOPY
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NOTES:

5

v

ROOT BARRIER - PLAN VIEW

SCALE: NOT TO SCALE

TYPICAL WALKWAY OR PAVING

LINEAR ROOT BARRIER MATERIAL. SEE
PLANTING NOTES FOR TYPE AND
MANUFACTURER. INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

TYPICAL PLANTING AREA

@ TYPICAL CURB AND GUTTER

1) INSTALL ROOT BARRIERS NEAR ALL
NEWLY-PLANTED TREES THAT ARE LOCATED
WITHIN FIVE (5) FEET OF PAVING OR CURBS.

2) BARRIERS SHALL BE LOCATED IMMEDIATELY
ADJACENT TO HARDSCAPE. UNDER NO
CIRCUMSTANCES SHALL THE CONTRACTOR
USE ROOT BARRIERS OF A TYPE THAT
COMPLETELY ENCIRCLE THE ROOTBALL.

CONIFEROUS NON-CONIFEROUS
TREE N TREE
I\
N |
N
INZRY)
?/4& |

©

3X ROOTBALL DIA.

STAKING EXAMPLES (PLAN VIEW)

PREVAILING

A

PREVAILING
WINDS WINDS

TREE PLANTING

TREE CANOPY.

®O

CINCH-TIES (24" BOX/2" CAL. TREES AND SMALLER) OR
12 GAUGE GALVANIZED WIRE WITH NYLON TREE
STRAPS AT TREE AND STAKE (36" BOX/2.5" CAL. TREES
AND LARGER). SECURE TIES OR STRAPS TO TRUNK
JUST ABOVE LOWEST MAJOR BRANCHES.

24" X 3/4" P.V.C. MARKERS OVER WIRES.

GREEN STEEL T-POSTS. EXTEND POSTS 12" MIN. INTO
UNDISTURBED SOIL.

PRESSURE-TREATED WOOD DEADMAN, TWO PER
TREE (MIN.). BURY OUTSIDE OF PLANTING PIT AND
18" MIN. INTO UNDISTURBED SOIL.

TRUNK FLARE.

MULCH, TYPE AND DEPTH PER PLANS. DO NOT
PLACE MULCH WITHIN 6" OF TRUNK.

FINISH GRADE.

ROOT BALL.

BACKFILL. AMEND AND FERTILIZE ONLY AS
RECOMMENDED IN SOIL FERTILITY ANALYSIS.

UNDISTURBED NATIVE SOIL.

4" HIGH EARTHEN WATERING BASIN.

FINISH GRADE.

OG0 OE® O © O

NOTES:

1.
2.

SCALE: NOT TO SCALE

2X

SCARIFY SIDES OF PLANTING PIT PRIOR TO SETTING TREE.

REMOVE EXCESS SOIL APPLIED ON TOP OF THE ROOTBALL THAT
COVERS THE ROOT FLARE. THE PLANTING HOLE DEPTH SHALL BE
SUCH THAT THE ROOTBALL RESTS ON UNDISTURBED SOIL, AND THE
ROOT FLARE IS 2"-4" ABOVE FINISH GRADE.

FOR B&B TREES, CUT OFF BOTTOM 1/3 OF WIRE BASKET BEFORE
PLACING TREE IN HOLE, CUT OFF AND REMOVE REMAINDER OF
BASKET AFTER TREE IS SET IN HOLE, REMOVE ALL NYLON TIES,
TWINE, ROPE, AND OTHER PACKING MATERIAL. REMOVE AS MUCH
BURLAP FROM AROUND ROOTBALL AS IS PRACTICAL.

REMOVE ALL NURSERY STAKES AFTER PLANTING.

FOR TREES 36" BOX/2.5" CAL. AND LARGER, USE THREE STAKES OR
DEADMEN (AS APPROPRIATE), SPACED EVENLY AROUND TREE.
STAKING SHALL BE TIGHT ENOUGH TO PREVENT TRUNK FROM
BENDING, BUT LOOSE ENOUGH TO ALLOW SOME TRUNK MOVEMENT
IN WIND.

SHRUB, PERENNIAL, OR ORNAMENTAL GRASS.

MULCH, TYPE AND DEPTH PER PLANS. PLACE NO
MORE THAN 1" OF MULCH WITHIN 6" OF PLANT
CENTER.

FINISH GRADE.
ROOT BALL.

BACKFILL. AMEND AND FERTILIZE ONLY AS
RECOMMENDED IN SOIL FERTILITY ANALYSIS.

UNDISTURBED NATIVE SOIL.
3" HIGH EARTHEN WATERING BASIN.

WEED FABRIC UNDER MULCH.

GO OO OO

SHRUB AND PERENNIAL PLANTING

SCALE: NTS

EDGE OF PLANTING AREA—\
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PLANT CENTER (TYP.)
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L EQUAL

—

NOTE: ALL PLANTS SHALL BE PLANTED AT EQUAL TRIANGULAR SPACING (EXCEPT WHERE SHOWN ON PLANS AS
INFORMAL GROUPINGS). REFER TO PLANT LEGEND FOR SPACING DISTANCE BETWEEN PLANTS.

1) STEP 1: DETERMINE TOTAL PLANTS FOR THE AREA WITH THE FOLLOWING FORMULA:

TOTAL AREA / AREA DIVIDER = TOTAL PLANTS

PLANT SPACING AREA DIVIDER

6" 0.22
8" 0.39
10" 0.60
12" 0.87
15" 1.35

PLANT SPACING AREA DIVIDER

18"
24"
30"
36"

1.95
3.46
5.41
7.79

2) STEP 2: SUBTRACT THE ROW (S) OF PLANTS THAT WOULD OCCUR AT THE EDGE OF THE PLANTED AREA WITH
THE FOLLOWING FORMULA: TOTAL PERIMETER LENGTH / PLANT SPACING = TOTAL PLANT SUBTRACTION

EXAMPLE: PLANTS AT 18" O.C. IN 100 SF PLANTING AREA, 40 LF PERIMETER

C

STEP 1: 100 SF/1.95 = 51 PLANTS

STEP 2: 51 PLANTS - (40 LF / 1.95 = 21 PLANTS) = 30 PLANTS TOTAL

PLANT SPACING

SCALE: NTS
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SITE PLAN KEYNOTES:

STATE HIGHWAY 549

(VARIABLE WIDTH RIGHT-OF-WAY)
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CONSTRUCT 6" CURB & GUTTER

CONSTRUCT 6" CONCRETE PAVEMENT SECTION

INSTALL SIDEWALK PAVEMENT

INSTALL HANDICAP VAN AND CAR SIGN

4" WHITE PAVEMENT SOLID PARKING STRIPES

HANDICAP VAN PARKING

STANDARD AREA LIGHT POLE

MONUMENT SIGN

NEW BARRIER FREE RAMPS

PROPOSED ESCAPE LANE

CLEARANCE BAR
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CAUTION NOTICE TO CONTRACTORS

Drawing name: C:\Users\FGerardo.CORP\Documents\Taco Bell\Rockwell\LDE—1.0.dwg Sep 10,

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION
OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE

POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS

NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE

CONTRACTOR MUCH CALL 811 AT LEAST 72 HOURS BEFORE ANY

EXCAVATION TO REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO

RELOCATED ALL EXISTING UTILITIES WHICH CONFLICT WITH THE

PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS.
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ALL RESPONSIBILITY FOR ADEQUACY OF DESIGN
REMAINS WITH THE DESIGN ENGINEER. THE CITY OF
ROCKWALL, IN REVIEWING AND RELEASING PLANS FOR
CONSTRUCTION, ASSUMES NO RESPONSIBILITY FOR
ADEQUACY OR ACCURACY OF DESIGN.

. The contractor shall assume sole and complete responsibility for his means and methods of construction, job site conditions and job site safety,
including safety of all persons and property. This requirement shall apply continuously and not be limited to working hours. The contractor shall save,
protect, indemnify defend and hold harmless the owner, the architect and the engineer from any claim of liability, real or alleged, arising out of the
performance of any work on this project. The contractor shall name the owner, the architect and the engineer as "additional insured" on his insurance

2. Existing above ground utilities have been shown based on information shown on a survey of the property. Underground utilities are shown based on
recorded data and may not be complete or exact. The contractor shall be responsible for verifying the locations and depths of all above ground and
underground utilities prior to construction. The contractor shall be responsible for damage to existing above ground or underground utilities, including
those not shown on the plans. The contractor is advised to contact the city and all franchise utility companies, easement holders, etc. at least 48
hours prior to beginning excavation in the vicinity of any underground utility.

ﬁ.z 2*0.1 5.1 b1 b blo 3. The contractor shall comply with all building codes and regulations, federal, state, county, and city safety codes and inspection requirements.

. The contractor shall provide dust protection during construction. All trash and debris shall be picked up at all times. Commercial construction
debris/solid waste hauler permit required.

Y4 4.3 e G ta a4 e s h.1 bs B3 b2 b1 b b1 b beo 5. There will be no outside storage or above ground storage tanks. (Subsection 01.05, of Article 05, UDC)
4t e L e i o i fio b5 foa 0.2 b1 b1 b1 b0 blo 6. Per the Engineering Standards of Design and Construction, dumpster areas will need to drain to oil/water separator and then to storm lines.
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Calculation Summary

Label Avg Max Min Avg/Min | Max/Min

EXTENDED 0.48 2.1 0.0 N.A. N.A.

PARKING LOT & DRIVE-THRU SURFACE 1.14 2.1 0.2 5.70 10.50

LIGHT LEVELS ARE MAINTAINED FOOT-CANDLES

Luminaire Schedule

Symbol | Qty Label| Arrangement | Luminaire| LLF CCT Luminaire| Mounting Description

Lumens Watts Height

++11 A SINGLE 9713 0.900 | 4000K | 62 27.5 MRM-LED-09L-SIL-4-UNV-DIM-40-70CRI-BRZ / 4SQ-B3-S11G-25-S-BRZ
—Z 1 B SINGLE 7599 0.900 | 4000K | 62 27.5 MRM-LED-09L-SIL-4-UNV-DIM-40-70CRI-BRZ-IH / 4SQ-B3-S11G-25-S-BRZ
+F1]2 [ SINGLE 10119 0.900 | 4000K | 85 27.5 MRM-LED-12L-SIL-4-UNV-DIM-40-70CRI-BRZ-IH / 4SQ-B3-S11G-25-S-BRZ
—Z 1 D SINGLE 8183 0.900 | 4000K | 85 27.5 MRM-LED-12L-SIL-4-UNV-DIM-40-70CRI-BRZ-IL / 4SQ-B3-S11G-25-S-BRZ

NOTE: LIGHT LEVEL AT
POLE BASES ARE 2'-6" AFG

THE PROPERTY

LINES NOT TO EXCEED 0.2 FOOT-CANDLE

CITY OF ROCKWALL MONUMENTS

COR-8: ALUMINUM DISK STAMPED "CITY OF ROCKWALL SURVEY MONUMENT" AT
THE NORTHERLY INTERSECTION OF SILVER VIEW LANE AND DIAMOND WAY DRIVE
+1 FOOT NORTH OF CURB LINE IN CENTER OF CURVE.

N: 7018063.113, E: 2609533.682 ELEVATION: 600.48'

COR-9: BRASS DISK STAMPED "CITY OF ROCKWALL SURVEY MONUMENT" ON THE
SOUTH SIDE OF DISCOVERY BOULEVARD AT THE SOUTHEAST CORNER OF CURB
INLET 180 FOOT EAST INTERSECTION OF DISCOVERY/CORPORATE.

N: 7020550.132, E: 2607463.893 ELEVATION: 595.63'

VICINITY MAP
N.T.S.
APPROVED:
| hereby certify that the above and foreqoing site plan for a development in the City of
Rockwall, Texas, was approved by the Planning & Zoning Commission of the City of Rockwall
on the ___ day of ____, 2025.
WITNESS OUR HANDS, this ___ day of ____, 2025.
Planning & Zoning Commission, Chairman Director of Planning and Zoning
ENGINEER/APPLICANT OWNER DEVELOPER

THE DIMENSION GROUP
10755 SANDHILL ROAD
DALLAS, TX, 75238

PHONE: (214) 343-9400
CONTACT: KEATON L. MAI, PE

PRUDENT DEVELOPMENT VALLEY BELLS ENTERPRISES, LLC
10755 SANDHILL ROAD 101 E. CHEROKEE STREET
DALLAS, TEXAS 75238 JACKSONVILLE, TX 75766

PHONE: (214)271-4630 PHONE: (903) 586-1524

CONTACT: MICHAEL HAMPTON CONTACT: MIKE STRANSBERRY

www.DimensionGroup.com
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THESE PLANS ARE INSTRUMENTS OF PROFESSIONAL
SERVICE AND ARE PROTECTED BY COMMON LAW,
STATUTORY AND OTHER RESERVED RIGHTS
INCLUDING COPYRIGHT. THEY MAY NOT BE
REPRODUCED OR USED FOR ANY PURPOSE WITHOUT

THE WRITTEN CONSENT OF THE DIMENSION GROUP.
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APPROVED: I hereby certify that the above and foregoing site plan for a development in the City of Rockwall, Texas, was approved by the Planning & Zoning Commission of the City of Rockwall on the ___ day of ____, 2025.  WITNESS OUR HANDS, this ___ day of ____, 2025.  ______________________________     ______________________________ Planning & Zoning Commission, Chairman       Director of Planning and Zoning


(atalog #: MRM-LED-09L-SIL-4-UNV-DIM-40-70CRI  pygjet: Taco Bell - Rockwall, TX

Type: A

Date:

Prepared By :

Mirada Medium (MRM)

Qutdoor LED Area Light

TI'@E
¢

MANUFACTURED
IN THE USA

Sl LISTED = @I CONPLIANT

OVERVIEW
Lumen Package 7,000 - 55,000
Wattage Range 48 - 438
Efficacy Range (LPW) 15 -162
Weight Ibs(kg) 30 (13.6)
Control Options lMSETPIAnLgchS

FEATURES & SPECIFICATIONS

ROHS 1P66 K08

e

QUICK LINKS

Ordering Guide Performance

Photometrics Dimensions

Construction

* Rugged die-cast aluminum housing
contains factory prewired driver and optical
unit. Cast aluminum wiring access door
located underneath.

Designed to mount to square or round
poles.

Fixtures are finished with LSI’s DuraGrip’
polyester powder coat finishing process.
The DuraGrip finish withstands extreme
weather changes without cracking or
peeling. Other standard LSI finishes
available. Consult factory.

¢ Shipping weight: 37 lbs in carton.
Optical System

« State-of-the-Art one piece silicone optic
sheet delivers industry leading optical
control with an integrated gasket to provide
IP66 rated sealed optical chamber in1
component.

Proprietary silicone refractor optics provide
exceptional coverage and uniformity in IES
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC.

Silicone optical material does not yellow or
crack with age and provides a typical light
transmittance of 93-95%.

Zero uplight.

Available in 5000K, 4000K, and 3000K
color temperatures per ANSI C78.377. Also
Available in Phosphor Converted Amber
with Peak intensity at 610nm.

Minimum CRI of 70.

Integral louver (IL) and integral half
louver (IH) options available for enhanced
backlight control.

Electrical

High-performance programmable driver

features over-voltage, under-voltage, short-

circuit and over temperature protection.
Custom lumen and wattage packages
available.

0-10V dimming (10% - 100%) standard.

Standard Universal Voltage (120-277 Vac)
Input 50/60 Hz or optional High Voltage
(347-480 Vac).

L80 Calculated Life: >100k Hours (See
Lumen Maintenance chart)

Total harmonic distortion: <20%

Operating temperature: -40°C to +50°C
(-40°F to +122°F). 42L and 48L lumen
packages rated to +40°C. 55L lumen
package rate to +35°C.

Power factor: >.90

Input power stays constant over life.

Field replaceable 10kV surge protection
device meets a minimum Category C Low
operation (per ANSI/IEEE C62.41.2).

High-efficacy LEDs mounted to metal-core
circuit board to maximize heat dissipation

Components are fully encased in potting
material for moisture resistance. Driver
complies with FCC standards. Driver and
key electronic components can easily be
accessed.

Controls

* Optional integral passive infrared
Bluetooth™ motion. Fixtures operate
independently and can be commissioned
via iOS or Android configuration app

¢ LSI’s AirLink™ wireless control system
options reduce energy and maintenance

costs while optimizing light quality 24/7.
(see controls section for more details).

Installation

¢ Designed to mount to square or round
poles.

A single fastener secures the hinged door,
underneath the housing and provides
quick & easy access to the electrical
compartment.

Included terminal block accepts up to 12 ga.
wire.

Utilizes LSI’s traditional 3” drill pattern B3
for easy fastening of LS| products.

Warranty

¢ LSI LED Fixtures carry a 5-year warranty.

Listings

* Listed to UL 1598 and UL 8750.

* Meets Buy American Act requirements.

« IDA compliant; with 3000K color
temperature selection.

« Title 24 Compliant; see local ordinance for
qualification information.

¢« ROHS compliant

 Suitable for wet Locations.

« |IP66 rated Luminaire per IEC 60598.

* 3G rated for ANSI C136.31 high vibration
applications are qualified.

e DesignLights Consortium® (DLC) qualified
product. Not all versions of this product
may be DLC qualified. Please check the DLC
Qualified Products List at www.designlights.
org/QPL to confirm which versions are
qualified.

« Patented Silicone Optics (US Patent NO.
10,816,165 B2)

* |KO8 rated luminiare per IEC 66262
mechanical impact code

2
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

ORDERING GUIDE

Back to Quick Links

TYPICAL ORDER EXAMPLE: MRM LED 36L SIL FTA UNV DIM 50 70CRI ALSCS04 BRZ IL

Prefix Light Source | Lumen Package Lens Distribution Orientation? Voltage Driver
MRM - Miradia Medium LED 7L-7,000 Ims, 48W SIL-Silicone | 2-Type2 (blank) - standard UNV - Universal Voltage (120-277V) | DIM-0-10V Dimming (0-10%)
Arealight 9L- 9,000 Ims, 62W 3-Type3 L- Optics rotated left 90° | HV - High Voltage (347-480V)
128 - 12,000 Ims, 85W 4-Typed R - Optics rotated right 90°
18L - 18,000 Ims, 135W 5W - Type 5 Wide
241 - 24,000 Ims, 176W FT- Forward Throw
30L - 30,000 Ims, 252W FTA - Forward Throw Automotive
361 - 36,000 Ims, 288W AM - Automotive Merchandise
421 - 42,000 Ims, 314W LC- Left Comer
481 - 48,000 Ims, 401W RC-Right Corner
551 - 55,000 Ims, 438W
Custom Lumen Packages'
Color Temp Color Rendering Finish Options
50- 5,000 (CT T0CRI- 70 RI BLK - Black MSV - Metallic Silver (Blank) - None
40- 4,000 (CT BRZ - Dark Bronze PLP - Platinum Plus
30-3,000 ((T GMG - Gun Metal Gray SVG - Satin Verde Green IH - Integral Half Louver (Moderate Spill Light Cutoff)?
AMB - Phosphor Converted Ambert GPT - Graphite WHT - White IL - Integral Louver (Sharp Spill Light Cutoff)?
Controls (Choose One)
(Blank) - None Stand-Alone Controls Button Type Photocells
EXT - 0-10v Dimming leads extended to housing exterior P(I120- 120V
Wireless Controls System ;
Wi OISt RTP- 7 PinControl Receptade ANSI C136.41° PCI208-277 - 208-277V
ynep 4 IMSBILL- Integral Bluetooth™ Motion and Photocell Sensor (8-24' M) PCI34T - 347V

ALSCS02 - Airlink Synapse Control System with 12-20" Motion Sensor™®
ALSCS04 - Airlink Synapse Control System with 20-40° Motion Sensor®
ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) ®

ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40° mounting height) ®

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40° MH)®

-E'E:‘EEI Nged more information? Have additional questions? E
& Click here for our glossary Call us at (800) 436-7800
ACCESSORY ORDERING INFORMATION’

CONTROLS ACCESSORIES FUSING OPTIONS" SHIELDING OPTIONS

Description Order Number Single Fusing (120V) Mirada Small

PC120 Photocell for use with CR7P option (120V)° 122514 Single Fusing 277V) _ Mirada Medium

PC208-277 Photocel foruse with CR7P option (208Y, 240V, 277V 122515 DoubleFusing 208, 2401) ocessory s e See Shielding
Twist Lock Photocell (347V) for use with CR7P & 122516 Double Fusing (480V) cude Zone Large -
Twist Lock Photocell (480V) for use with CR7P 8 1225180 Double Fusing (347V) Slice Medium

AirLink 5 Pin Twist Lock Controller (120-277V Only)? 661409

AirLink 7 Pin Twist Lock Controller (120-277V Only)® 661410

AirLink 7 Pin Twist Lock Controller (347-480V) 679948

Shorting Cap for use with (R7P 149328
1. Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed. 7. Accessories are shipped separately and field installed.
2. Not available with SW distribution 8. Factory installed CR7P option required. See Options.
3. Consult Factory for availability. 9. “CLR” denotes finish. See Finish options.
4. Not available in HV. 10. Only available with ALSC/ALSCH control options.
5. Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 11 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability.

for more details.

6. Control device or shorting cap must be ordered separately. See Accessory Ordering Information.

12. Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13. Not available with 55L Lumen Package.

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 « (513) 372-3200 « www.Isicorp.com Page 2/11 Rev. 03/20/24
OLSI Industries Inc. All Rights Reserved. Specifications and dimensions subject to industry standard tolerances. Specifications subject to change without notice. SPEC.1020.B.0422
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

Type:

ACCESSORIES
MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES
Universal Mounting Bracket Integral Louver
Mounts to = 3" square or round (tapered/straight) poles with (2) mounting hole spaces Field Install Integral Louver provides maximum backlight control by shiedling each
between3.5”t05” individual row of LEDS
Part Number: BKA UMB (LR Part Number: 690981
Quick Mount Plate Integral Half Louver
- True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to - Field Install Integral Half Louver provides great backlight control without impacting front
= | 467 £ | side distribution.
g 2
Part Number: BKS PQM B3B5 XX (LR Part Number: 743415
15° Tilt Quick Mount Plate External Shield
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to External shield blocks view of light source from anyside of luminaire, additional shielding
46” configurations available
Part Number: BKS PQ15 B3B5 XX (LR " Part Number: 783607BLK (3”) / 776538BLK (6”)
Adjustable Slipfitter Square Poles
Mounts onto a 2” (SImm) IP, 2.375” (60mm) 0.D. tenon and provides 180° of tilt (max 45° above 14 - 39’ steel and aluminum poles in 4”, 5 and 6” sizes for retrofit and new construction
horizontal)
Part Number: 450/550/65Q
Part Number: BKA ASF (LR
_ | Square Tenon Top Round Poles
__ﬁ: Mounts onto a 2” (SImm) IP, 2.375” (60mm) 0.D. tenon and allows for mounting up to 4 10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction
£ | luminaires s
= S | Part Number: 4RP/5RP
S | Part Number: BKA XNM *
Square Internal Slipfitter Tapered Poles
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires 20’ - 39’ steel and aluminum poles for retrofit and new construction
Part Number: BKA X_ISF * (LR Part Number: RTP .
Wall Mount Bracket Bird Spikes
Mounts onto vertical wall surface ( hardware/anchors not included) 10" Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and |
| application tool T
Part Number: BKS XBO WM (LR % Gy
2 Spike Part Number: 751631
= Adhesive Part Number: 751632
é Caulk Gun Part Number: 751636
E Wood Pole Bracket Replace CLR with paint finish description
E Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded) Replace X with:3
Part Number: BKS XBO WP (LR Replace XX with SQ for square pole or RD for round pole (=3 0D)
Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)
Replace _ with 4 (4” square pole) or 5 (5” square pole)

OPTICS ROTATION

ACCESSORIES/OPTIONS

Top View

Optics Rotated Left Straight Optics Rotated Right

Pole

Use Type EXAMPLE Use Type

(Optics Rotated Right)

(Optics Rotated Left)

Integral Louver (IL) and House-Side Shield (IH)

Integral louver (IL) and half louver (IH) accessory shields available for improved backlight
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral
House-Side Shield (IH) options deliver backlight control that significantly reduces spill
light behind the poles for applications with pole locations close to adjacent properties.
The design maximizes forward reflected light while reducing glare, maintaining the optical
distribution selected, and most importantly eliminating light trespass. Both options rotate

Luminaire Shown with Integral
Louver (IL)

7 Pin Photoelectric Control

Luminaire Shown with
IMSBTL Option

IMSBIL

Luminaire Shown
with CR7P

7-pin ANSI C136.41-2013 control receptacle option available for twist

lock photocontrols or wireless control modules. Control accessories
sold separately. Dimming leads from the receptacle will be connected
to the driver dimming leads (Consult factory for alternate wiring).

-

2
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE Back to Quick Links
DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI _ . . _ . . _ . . Wattage

Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating
2 9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2
3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2
4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

oL 5W 70 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2 6
FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3
FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2
AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1
LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3
2 13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2
3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2
4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4
5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

n FT "0 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3 &
FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2
AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2
LC/RC 1199 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3
2 19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3
3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3
4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5
5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

1el FT " 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3 1%
FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3
AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2
LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3
2 24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3
3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3
4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5
5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

u FT " 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3 176
FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3
AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2
LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4
2 30171 140 B4-U0-G3 32417 140 B4-U0-G3 5417 140 B4-U0-G3
3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4
4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

” 5W 20 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3 P
FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4
FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4
AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3
LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 3177 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE (CONT.)

DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI . . i . § . i i i Wattage

Delivered Lumens | Efficacy BUG Rating Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy BUG Rating
2 35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3
3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4
4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5
5w 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

3l FT " 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4 288
FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4
AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3
LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5
2 41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4
3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5
4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5
5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

4Zl FT " 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4 su
FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4
AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3
LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5
2 45133 13 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4
3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 12 B4-U0-G5
4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5
5w 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

l T 1 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5 i
FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4
AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 12 B4-U0-G3
LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5
2 50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4
3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5
4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5L 5w 0 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4 138
FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5
FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4
AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3
LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 11 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)* DELIVERED LUMENS*
Lumens 120v 208V 240V 2 un 480V L Pack Distributi Phosphor Converted Amber (Peak 610mm) Wit
9L 0.52 0.30 0.26 0.2 018 013 timen Fackage istribution Delivered Lumens Efficacy BUG Rating altage
m 0 041 035 031 0.4 018 2 5848 80 B2-U0-62
8L 13 065 056 049 039 028 5 6018 & BIU0-62
ul 133 077 0.67 0.58 0.46 033 Ul N Bl 74 e 1
- . . . - - T 5801 JL] BI-U0-G2
30L 178 1.02 0.89 0.77 0.61 0.44 A 5924 ol B1-U0-G1
36L 212 122 1.06 0.92 0.73 0.53 AM 5995 8l BI-U0-G1
Ly 2.62 151 131 113 0.90 0.65 2 7530 4 B2-U0-G2
4L 3.05 176 153 132 1.05 0.76 : il i A
5L 365 211 163 150 126 091 m M 105 ® allat o)
FT 7470 73 B2-U0-G2
FTA 7628 75 B2-U0-G2
RECOMMENDED LUMEN MAINTENANCE' (0-25°C) AM 7120 76 BI-U0-G1
Ambient Intial? 250 50hr? T5hr? 100hr? 2 9311 69 B2-U0-G2
9L-18L 100% 97% 93% 90% 86% 3 9582 n B2-U0-62
241 - 481 100% 95% 89% 84% 9% - SW 872 65 B3-U0-G2 -
551 100% 91% 82% 74% 67% T 9237 68 B2-U0-G2
T FTA 9433 10 B2-U0-G2
RECOMMENDED LUMEN MAINTENANCE' (40°C) M 9546 7l B2-U0-G1
Ambient Intial? 250 50hr 15hr? 100hr? 2 10955 63 B2-U0-G2
9L-18L 100% 97% 92% 88% 84% 3 1273 64 B2-U0-G2
241 - 481 100% 94% 87% 80% 4% L 5w 10249 59 B3-U0-G2 -
FT 10867 62 B2-U0-G2
1(500
RECOM:ENDED LUMEN I?I::NTENAN(E z(SI:lz 0 - E " - 1097 & B0
Ambient Intial 5 50hr 5hr I M 1730 64 82-U0-61
9L-18LC 100% 96% 91% 87% 83%
*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10% ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V il N 480V
1. Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing. 192[ 062 056 031 0.7 021 01>
2. Inaccordance with [ESNA TM-21-11, Projected Values represent interpolated value based on time durations that are L 085 0.50 043 0.38 050 0.2
within six times the IESNA LM-80-08 total test duration for the device under testing. 18L 1.13 0.65 0.56 0.49 0.39 0.28
3. Inaccordance with [ESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 L 147 0.85 073 0.64 051 037

totaltest duration for the device under testing. *LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS Back to Quick Links

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https:/www.Isicorp.com/ for detailed photometric data.

MRM-LED-30L-SIL-2-40-70CRI

Luminaire Data 150 Footcandle Polar Curve
Type 2 Distribution N

Description 4000 Kelvin, 70 CRI

Delivered Lumens 32416 T

Watts b5 — | =

Efficacy 140

IES Type Type Il - Short S (

BUG Rating B4-U0-G3 ‘ Y\

Zonal Lumen Summary T

Tone Lumens | % Luminaire |

Low (0-30°) 4796 15%

Medium (30-60°) 19811 61% |

High (60-80°) 474 2%

Very High (80-90°) 335 1% 25 Mounting Height / 25' Grid Spacing

Uplight (90-180°) 0 0% W e WK 05FC [ Vertical Plane Il Horizontal Cone
Total Flux 32416 100%

MRM-LED-30L-SIL-3-40-70CRI

150 Footcandle Polar Curve

Luminaire Data

Type 3 Distribution T

Description 4000 Kelvin, 70 CRI [ — —

Delivered Lumens 32,656 T

Watts 232 5 —

Efficacy 141

IES Type Type Ill - Short ‘ ‘ (\/7 ‘ ‘ J
BUG Rating B3-U0-64 AN oy

Zonal Lumen Summary 1=

Tone Lumens | % Luminaire I ‘
Low (0-30°) 3385 10%

Medium (30-60°) 16250 50% 1 ‘
High (60-80°) 12430 38%

N

. - 25’ Mounting Height / 25" Grid Spacing
::rlrgwtg(lljl()sgsg?’;) 59& (2):;0 W e WK 05FC [l Vertical Plane [l Horizontal Cone
= 0
Total Flux 32656 100%

MRM-LED-30L-SIL-FT-40-70CRI
150 Footcandle Polar Curve

Luminaire Data —
Type FT Distribution ; T

Description 4000 Kelvin, 70 (RI i I [
Delivered Lumens 32424 / T \

Watts 3 { \ K
Efficacy 140 \ F 7 | 4
IES Type Type IV - Short ‘ \ ‘ ‘ / ‘ [J
BUG Rating B3-U0-G4 ‘ ‘ ‘ ‘ ‘ ‘

Zonal Lumen Summary -

Zone Lumens | % Luminaire S ‘
Low (0-30°) 3952 12%

Medium (30-60°) 15505 48% 1

High (60-80°) 12219 38%

i -0()°0 0 25 Mounting Height / 25" Grid Spacing
n:?g:?(hgggszg)) 683 (2);: W Mc iR 05FC [ Vertical Plane [l Horizontal Cone

Total Flux 32424 100%

/)

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 « (513) 372-3200 * www.lsicorp.com Page 7/11 Rev. 03/20/24
©LSI Industries Inc. All Rights Reserved. Specifications and dimensions subject to industry standard tolerances. Specifications subject to change without notice. SPEC.1020.B.0422


https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=Photometrics


Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS (CONT)

Type:

MRM-LED-30L-SIL-4-40-70CRI

Luminaire Data

Type 4 Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 324

Watts 213

Efficacy 151

IES Type Type IV - Very Short

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 319 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 3241 100%

10 Footcandle

Polar Curve

S

W

Nz

‘.

S&s

25 Mounting Height / 25’ Grid Spacing

W5 e iR

MRM-LED-30L-SIL-5W-40-70CRI

Luminaire Data

Type 5W Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267

Watts 232

Efficacy 135

IES Type Type VS - Short

BUG Rating B5-U0-63

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 4%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

10 Footcandle

05FC

[ Vertical Plane Il Horizontal Cone

Polar Curve

25" Mounting Height / 25" Grid Spacing
W5 e IR

MRM-LED-30L-SIL-FTA-40-70CRI

05FC

[ Vertical Plane [l Horizontal Cone

Luminaire Data 150 Footcandle Polar Curve

Type FTA Distribution T o
Description 4000 Kelvin, 70 CRI 123
Delivered Lumens 32,566 T

Watts 32 — 8
Hifcacy 140 f |
IES Type Type VS - Short ‘ A K \

BUG Rating B4-U0-G3 ‘ \\V\”\/\///

Zonal Lumen Summary )

Zone Lumens | % Luminaire T

Low (0-30°) 6986 2%

Medium (30-60°) 19172 59% 1

High (60-80°) 5875 18%

Very High (80-90°) 534 2% 25" Mounting Height / 25' Grid Spacing

Uplight (90-180°) 0 0% s e K 05FC [ Vertical Plane [l Horizontal Cone
Total Flux 32566 100%
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS (CONT)

Type:

Back to Quick Links

MRM-LED-30L-SIL-AM-40-70CRI

Luminaire Data

Type AM Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 52,960

Watts 252

Efficacy 142

IES Type Type Il - Very Short

BUG Rating B3-U0-G3

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 319 1%
Uplight (90-180°) 0 0%
Total Flux 32960 100%

150 Footcandle

Polar Curve

.

25’ Mounting Height / 25 Grid Spacing

| Hi P LS

MRM-LED-30L-SIL-LC-40-70CRI

Luminaire Data

Left Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 213

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

10 Footcandle

05FC

[ Vertical Plane [l Horizontal Cone

Polar Curve

25 Mounting Height / 25’ Grid Spacing

W e WK

MRM-LED-30L-SIL-RC-40-70CRI

Luminaire Data

Right Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 23

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

150 Footcandle

05FC

[ Vertical Plane Il Horizontal Cone

Polar Curve

25" Mounting Height / 25" Grid Spacing

W W WK

05FC

[ Vertical Plane [l Horizontal Cone
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Mirada Medium Outdoor LED Area Light

Typer
0 Have questions? Call us at (800) 436-7800
PRODUCT DIMENSIONS
B .
(G4amm) ‘ 0 5 Luminaire EPA Chart
16" i Tilt Degree 0° 150 300 450
(192mm) "
A08% - Single | 0.5 1.0 15 19
90563
== D180 |10 15 15 19
B, |Dogoe |08 18 19 23
' [T000 |10 40 25 28
B3 Pole Drill Pattern
p— oo | TNZ° |10 29 33 39
wl= 000 |10 (40 (25 |28

MSBT Motion &
Photocell Sensor

Photo Control
Receptacle

-
18"

p (198mm)

Y S

Bottom View Top View

65
(165mm)
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Mirada Medium Outdoor LED Area Light e

0 Have questions? Call us at (800) 436-7800

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)

Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

ik i
[=]= [Ny

LEVITON App Apple Android

AirLink Blue (ALBCSXx)

Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue
(' & (=] [m]
Zy &
Airlink Blue App ~ Apple

Sensor Sequence of Operations

Standard Programming On Event 0ff Event On Light Level Dim Light Level Daylight Harvesting | Delay To Off Sensitivity

OMSBTXL/IMSBTXL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMs Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description

On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

0ff Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 « (513) 372-3200 « www.Isicorp.com Page 11/11 Rev. 03/20/24
©LSI Industries Inc. All Rights Reserved. Specifications and dimensions subject to industry standard tolerances. Specifications subject to change without notice. SPEC.1020.B.0422



Gtalog #: MRM-LED-09L-SIL-4-UNV-DIM-40-70CRI p, ..y Taco Bell - Rockwall, TX

Type: A

Date:

Prepared By :

Mirada Medium (MRM)

Qutdoor LED Area Light

TI'@E
¢

MANUFACTURED
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Sl LISTED = @I CONPLIANT

OVERVIEW
Lumen Package 7,000 - 55,000
Wattage Range 48 - 438
Efficacy Range (LPW) 15 -162
Weight Ibs(kg) 30 (13.6)
Control Options lMSETPIAnLgchS

FEATURES & SPECIFICATIONS

ROHS 1P66 K08

e

QUICK LINKS

Ordering Guide Performance

Photometrics Dimensions

Construction

* Rugged die-cast aluminum housing
contains factory prewired driver and optical
unit. Cast aluminum wiring access door
located underneath.

Designed to mount to square or round
poles.

Fixtures are finished with LSI’s DuraGrip’
polyester powder coat finishing process.
The DuraGrip finish withstands extreme
weather changes without cracking or
peeling. Other standard LSI finishes
available. Consult factory.

¢ Shipping weight: 37 lbs in carton.
Optical System

« State-of-the-Art one piece silicone optic
sheet delivers industry leading optical
control with an integrated gasket to provide
IP66 rated sealed optical chamber in1
component.

Proprietary silicone refractor optics provide
exceptional coverage and uniformity in IES
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC.

Silicone optical material does not yellow or
crack with age and provides a typical light
transmittance of 93-95%.

Zero uplight.

Available in 5000K, 4000K, and 3000K
color temperatures per ANSI C78.377. Also
Available in Phosphor Converted Amber
with Peak intensity at 610nm.

Minimum CRI of 70.

Integral louver (IL) and integral half
louver (IH) options available for enhanced
backlight control.

Electrical

High-performance programmable driver

features over-voltage, under-voltage, short-

circuit and over temperature protection.
Custom lumen and wattage packages
available.

0-10V dimming (10% - 100%) standard.

Standard Universal Voltage (120-277 Vac)
Input 50/60 Hz or optional High Voltage
(347-480 Vac).

L80 Calculated Life: >100k Hours (See
Lumen Maintenance chart)

Total harmonic distortion: <20%

Operating temperature: -40°C to +50°C
(-40°F to +122°F). 42L and 48L lumen
packages rated to +40°C. 55L lumen
package rate to +35°C.

Power factor: >.90

Input power stays constant over life.

Field replaceable 10kV surge protection
device meets a minimum Category C Low
operation (per ANSI/IEEE C62.41.2).

High-efficacy LEDs mounted to metal-core
circuit board to maximize heat dissipation

Components are fully encased in potting
material for moisture resistance. Driver
complies with FCC standards. Driver and
key electronic components can easily be
accessed.

Controls

* Optional integral passive infrared
Bluetooth™ motion. Fixtures operate
independently and can be commissioned
via iOS or Android configuration app

¢ LSI’s AirLink™ wireless control system
options reduce energy and maintenance

costs while optimizing light quality 24/7.
(see controls section for more details).

Installation

¢ Designed to mount to square or round
poles.

A single fastener secures the hinged door,
underneath the housing and provides
quick & easy access to the electrical
compartment.

Included terminal block accepts up to 12 ga.
wire.

Utilizes LSI’s traditional 3” drill pattern B3
for easy fastening of LS| products.

Warranty

¢ LSI LED Fixtures carry a 5-year warranty.

Listings

* Listed to UL 1598 and UL 8750.

* Meets Buy American Act requirements.

« IDA compliant; with 3000K color
temperature selection.

« Title 24 Compliant; see local ordinance for
qualification information.

¢« ROHS compliant

 Suitable for wet Locations.

« |IP66 rated Luminaire per IEC 60598.

* 3G rated for ANSI C136.31 high vibration
applications are qualified.

e DesignLights Consortium® (DLC) qualified
product. Not all versions of this product
may be DLC qualified. Please check the DLC
Qualified Products List at www.designlights.
org/QPL to confirm which versions are
qualified.

« Patented Silicone Optics (US Patent NO.
10,816,165 B2)

* |KO8 rated luminiare per IEC 66262
mechanical impact code

2
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

ORDERING GUIDE

Back to Quick Links

TYPICAL ORDER EXAMPLE: MRM LED 36L SIL FTA UNV DIM 50 70CRI ALSCS04 BRZ IL

Prefix Light Source | Lumen Package Lens Distribution Orientation? Voltage Driver
MRM - Miradia Medium LED 7L-7,000 Ims, 48W SIL-Silicone | 2-Type2 (blank) - standard UNV - Universal Voltage (120-277V) | DIM-0-10V Dimming (0-10%)
Arealight 9L- 9,000 Ims, 62W 3-Type3 L- Optics rotated left 90° | HV - High Voltage (347-480V)
128 - 12,000 Ims, 85W 4-Typed R - Optics rotated right 90°
18L - 18,000 Ims, 135W 5W - Type 5 Wide
241 - 24,000 Ims, 176W FT- Forward Throw
30L - 30,000 Ims, 252W FTA - Forward Throw Automotive
361 - 36,000 Ims, 288W AM - Automotive Merchandise
421 - 42,000 Ims, 314W LC- Left Comer
481 - 48,000 Ims, 401W RC-Right Corner
551 - 55,000 Ims, 438W
Custom Lumen Packages'
Color Temp Color Rendering Finish Options
50- 5,000 (CT T0CRI- 70 RI BLK - Black MSV - Metallic Silver (Blank) - None
40- 4,000 (CT BRZ - Dark Bronze PLP - Platinum Plus
30-3,000 ((T GMG - Gun Metal Gray SVG - Satin Verde Green IH - Integral Half Louver (Moderate Spill Light Cutoff)?
AMB - Phosphor Converted Ambert GPT - Graphite WHT - White IL - Integral Louver (Sharp Spill Light Cutoff)?
Controls (Choose One)
(Blank) - None Stand-Alone Controls Button Type Photocells
EXT - 0-10v Dimming leads extended to housing exterior P(I120- 120V
Wireless Controls System ;
Wi OISt RTP- 7 PinControl Receptade ANSI C136.41° PCI208-277 - 208-277V
ynep 4 IMSBILL- Integral Bluetooth™ Motion and Photocell Sensor (8-24' M) PCI34T - 347V

ALSCS02 - Airlink Synapse Control System with 12-20" Motion Sensor™®
ALSCS04 - Airlink Synapse Control System with 20-40° Motion Sensor®
ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) ®

ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40° mounting height) ®

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40° MH)®

-E'E:‘EEI Nged more information? Have additional questions? E
& Click here for our glossary Call us at (800) 436-7800
ACCESSORY ORDERING INFORMATION’

CONTROLS ACCESSORIES FUSING OPTIONS" SHIELDING OPTIONS

Description Order Number Single Fusing (120V) Mirada Small

PC120 Photocell for use with CR7P option (120V)° 122514 Single Fusing 277V) _ Mirada Medium

PC208-277 Photocel foruse with CR7P option (208Y, 240V, 277V 122515 DoubleFusing 208, 2401) ocessory s e See Shielding
Twist Lock Photocell (347V) for use with CR7P & 122516 Double Fusing (480V) cude Zone Large -
Twist Lock Photocell (480V) for use with CR7P 8 1225180 Double Fusing (347V) Slice Medium

AirLink 5 Pin Twist Lock Controller (120-277V Only)? 661409

AirLink 7 Pin Twist Lock Controller (120-277V Only)® 661410

AirLink 7 Pin Twist Lock Controller (347-480V) 679948

Shorting Cap for use with (R7P 149328
1. Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed. 7. Accessories are shipped separately and field installed.
2. Not available with SW distribution 8. Factory installed CR7P option required. See Options.
3. Consult Factory for availability. 9. “CLR” denotes finish. See Finish options.
4. Not available in HV. 10. Only available with ALSC/ALSCH control options.
5. Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 11 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability.

for more details.

6. Control device or shorting cap must be ordered separately. See Accessory Ordering Information.

12. Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13. Not available with 55L Lumen Package.
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

Type:

ACCESSORIES
MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES
Universal Mounting Bracket Integral Louver
Mounts to = 3" square or round (tapered/straight) poles with (2) mounting hole spaces Field Install Integral Louver provides maximum backlight control by shiedling each
between3.5”t05” individual row of LEDS
Part Number: BKA UMB (LR Part Number: 690981
Quick Mount Plate Integral Half Louver
= True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to - Field Install Integral Half Louver provides great backlight control without impacting front
= | 467 S | side distribution.
Part Number: BKS PQM B3B5 XX (LR Part Number: 743415
15° Tilt Quick Mount Plate External Shield
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to External shield blocks view of light source from anyside of luminaire, additional shielding
46” configurations available
Part Number: BKS PQ15 B3B5 XX (LR " Part Number: 783607BLK (3”) / 776538BLK (6”)
Adjustable Slipfitter Square Poles
Mounts onto a 2” (SImm) IP, 2.375” (60mm) 0.D. tenon and provides 180° of tilt (max 45° above 14 - 39’ steel and aluminum poles in 4”, 5 and 6” sizes for retrofit and new construction
horizontal)
Part Number: 450/550/65Q
Part Number: BKA ASF (LR
_ | Square Tenon Top Round Poles
__ﬁ: Mounts onto a 2” (SImm) IP, 2.375” (60mm) 0.D. tenon and allows for mounting up to 4 10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction
£ | luminaires s
= S | Part Number: 4RP/5RP
S | Part Number: BKA XNM *
Square Internal Slipfitter Tapered Poles
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires 20’ - 39’ steel and aluminum poles for retrofit and new construction
Part Number: BKA X_ISF * (LR Part Number: RTP .
Wall Mount Bracket Bird Spikes
Mounts onto vertical wall surface ( hardware/anchors not included) 10" Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and |
| application tool T
Part Number: BKS XBO WM (LR % Gy
2 Spike Part Number: 751631
= Adhesive Part Number: 751632
é Caulk Gun Part Number: 751636
E Wood Pole Bracket Replace CLR with paint finish description
E Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded) Replace X with:3
Part Number: BKS XBO WP (LR Replace XX with SQ for square pole or RD for round pole (=3 0D)
Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)
Replace _ with 4 (4” square pole) or 5 (5” square pole)

OPTICS ROTATION

ACCESSORIES/OPTIONS

Top View

Optics Rotated Left Straight Optics Rotated Right

Pole

Use Type EXAMPLE Use Type

(Optics Rotated Right)

(Optics Rotated Left)

Integral Louver (IL) and House-Side Shield (IH)

Integral louver (IL) and half louver (IH) accessory shields available for improved backlight
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral
House-Side Shield (IH) options deliver backlight control that significantly reduces spill
light behind the poles for applications with pole locations close to adjacent properties.
The design maximizes forward reflected light while reducing glare, maintaining the optical
distribution selected, and most importantly eliminating light trespass. Both options rotate

Luminaire Shown with Integral
Louver (IL)

7 Pin Photoelectric Control

Luminaire Shown with
IMSBTL Option

IMSBIL

Luminaire Shown
with CR7P

7-pin ANSI C136.41-2013 control receptacle option available for twist

lock photocontrols or wireless control modules. Control accessories
sold separately. Dimming leads from the receptacle will be connected
to the driver dimming leads (Consult factory for alternate wiring).

-
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE Back to Quick Links
DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI _ . . _ . . _ . . Wattage

Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating
2 9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2
3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2
4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

oL 5W 70 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2 6
FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3
FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2
AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1
LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3
2 13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2
3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2
4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4
5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

n FT "0 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3 &
FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2
AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2
LC/RC 1199 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3
2 19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3
3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3
4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5
5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

1el FT " 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3 1%
FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3
AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2
LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3
2 24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3
3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3
4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5
5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

u FT " 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3 176
FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3
AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2
LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4
2 30171 140 B4-U0-G3 32417 140 B4-U0-G3 5417 140 B4-U0-G3
3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4
4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

” 5W 20 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3 P
FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4
FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4
AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3
LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 3177 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:
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PERFORMANCE (CONT.)

DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI . . i . § . i i i Wattage

Delivered Lumens | Efficacy BUG Rating Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy BUG Rating
2 35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3
3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4
4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5
5w 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

3l FT " 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4 288
FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4
AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3
LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5
2 41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4
3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5
4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5
5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

4Zl FT " 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4 su
FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4
AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3
LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5
2 45133 13 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4
3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 12 B4-U0-G5
4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5
5w 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

l T 1 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5 i
FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4
AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 12 B4-U0-G3
LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5
2 50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4
3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5
4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5L 5w 0 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4 138
FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5
FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4
AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3
LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 11 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)* DELIVERED LUMENS*
Lumens 120v 208V 240V 2 un 480V L Pack Distributi Phosphor Converted Amber (Peak 610mm) Wit
9L 0.52 0.30 0.26 0.2 018 013 timen Fackage istribution Delivered Lumens Efficacy BUG Rating altage
m 0 041 035 031 0.4 018 2 5848 80 B2-U0-62
8L 13 065 056 049 039 028 5 6018 & BIU0-62
ul 133 077 0.67 0.58 0.46 033 Ul N Bl 74 e 1
- . . . - - T 5801 JL] BI-U0-G2
30L 178 1.02 0.89 0.77 0.61 0.44 A 5924 ol B1-U0-G1
36L 212 122 1.06 0.92 0.73 0.53 AM 5995 8l BI-U0-G1
Ly 2.62 151 131 113 0.90 0.65 2 7530 4 B2-U0-G2
4L 3.05 176 153 132 1.05 0.76 : il i A
5L 365 211 163 150 126 091 m M 105 ® allat o)
FT 7470 73 B2-U0-G2
FTA 7628 75 B2-U0-G2
RECOMMENDED LUMEN MAINTENANCE' (0-25°C) AM 7120 76 BI-U0-G1
Ambient Intial? 250 50hr? T5hr? 100hr? 2 9311 69 B2-U0-G2
9L-18L 100% 97% 93% 90% 86% 3 9582 n B2-U0-62
241 - 481 100% 95% 89% 84% 9% - SW 872 65 B3-U0-G2 -
551 100% 91% 82% 74% 67% T 9237 68 B2-U0-G2
T FTA 9433 10 B2-U0-G2
RECOMMENDED LUMEN MAINTENANCE' (40°C) M 9546 7l B2-U0-G1
Ambient Intial? 250 50hr 15hr? 100hr? 2 10955 63 B2-U0-G2
9L-18L 100% 97% 92% 88% 84% 3 1273 64 B2-U0-G2
241 - 481 100% 94% 87% 80% 4% L 5w 10249 59 B3-U0-G2 -
FT 10867 62 B2-U0-G2
1(500
RECOM:ENDED LUMEN I?I::NTENAN(E z(SI:lz 0 - E " - 1097 & B0
Ambient Intial 5 50hr 5hr I M 1730 64 82-U0-61
9L-18LC 100% 96% 91% 87% 83%
*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10% ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V il N 480V
1. Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing. 192[ 062 056 031 0.7 021 01>
2. Inaccordance with [ESNA TM-21-11, Projected Values represent interpolated value based on time durations that are L 085 0.50 043 0.38 050 0.2
within six times the IESNA LM-80-08 total test duration for the device under testing. 18L 1.13 0.65 0.56 0.49 0.39 0.28
3. Inaccordance with [ESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 L 147 0.85 073 0.64 051 037

totaltest duration for the device under testing. *LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS Back to Quick Links

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https:/www.Isicorp.com/ for detailed photometric data.

MRM-LED-30L-SIL-2-40-70CRI

Luminaire Data 150 Footcandle Polar Curve
Type 2 Distribution N

Description 4000 Kelvin, 70 CRI

Delivered Lumens 32416 T

Watts b5 — | =

Efficacy 140

IES Type Type Il - Short S (

BUG Rating B4-U0-G3 ‘ Y\

Zonal Lumen Summary T

Tone Lumens | % Luminaire |

Low (0-30°) 4796 15%

Medium (30-60°) 19811 61% |

High (60-80°) 474 2%

Very High (80-90°) 335 1% 25 Mounting Height / 25' Grid Spacing

Uplight (90-180°) 0 0% W e WK 05FC [ Vertical Plane Il Horizontal Cone
Total Flux 32416 100%

MRM-LED-30L-SIL-3-40-70CRI

150 Footcandle Polar Curve

Luminaire Data

Type 3 Distribution T

Description 4000 Kelvin, 70 CRI [ — —

Delivered Lumens 32,656 T

Watts 232 5 —

Efficacy 141

IES Type Type Ill - Short ‘ ‘ (\/7 ‘ ‘ J
BUG Rating B3-U0-64 AN oy

Zonal Lumen Summary 1=

Tone Lumens | % Luminaire I ‘
Low (0-30°) 3385 10%

Medium (30-60°) 16250 50% 1 ‘
High (60-80°) 12430 38%

N

. - 25’ Mounting Height / 25" Grid Spacing
::rlrgwtg(lljl()sgsg?’;) 59& (2):;0 W e WK 05FC [l Vertical Plane [l Horizontal Cone
= 0
Total Flux 32656 100%

MRM-LED-30L-SIL-FT-40-70CRI
150 Footcandle Polar Curve

Luminaire Data —
Type FT Distribution ; T

Description 4000 Kelvin, 70 (RI i I [
Delivered Lumens 32424 / T \

Watts 3 { \ K
Efficacy 140 \ F 7 | 4
IES Type Type IV - Short ‘ \ ‘ ‘ / ‘ [J
BUG Rating B3-U0-G4 ‘ ‘ ‘ ‘ ‘ ‘

Zonal Lumen Summary -

Zone Lumens | % Luminaire S ‘
Low (0-30°) 3952 12%

Medium (30-60°) 15505 48% 1

High (60-80°) 12219 38%

i -0()°0 0 25 Mounting Height / 25" Grid Spacing
n:?g:?(hgggszg)) 683 (2);: W Mc iR 05FC [ Vertical Plane [l Horizontal Cone

Total Flux 32424 100%

/)
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS (CONT)

Type:

MRM-LED-30L-SIL-4-40-70CRI

Luminaire Data

Type 4 Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 324

Watts 213

Efficacy 151

IES Type Type IV - Very Short

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 319 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 3241 100%

10 Footcandle

Polar Curve

S

W

Nz

‘.

S&s

25 Mounting Height / 25’ Grid Spacing

W5 e iR

MRM-LED-30L-SIL-5W-40-70CRI

Luminaire Data

Type 5W Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267

Watts 232

Efficacy 135

IES Type Type VS - Short

BUG Rating B5-U0-63

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 4%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

10 Footcandle

05FC

[ Vertical Plane Il Horizontal Cone

Polar Curve

25" Mounting Height / 25" Grid Spacing
W5 e IR

MRM-LED-30L-SIL-FTA-40-70CRI

05FC

[ Vertical Plane [l Horizontal Cone

Luminaire Data 150 Footcandle Polar Curve

Type FTA Distribution T o
Description 4000 Kelvin, 70 CRI 123
Delivered Lumens 32,566 T

Watts 32 — 8
Hifcacy 140 f |
IES Type Type VS - Short ‘ A K \

BUG Rating B4-U0-G3 ‘ \\V\”\/\///

Zonal Lumen Summary )

Zone Lumens | % Luminaire T

Low (0-30°) 6986 2%

Medium (30-60°) 19172 59% 1

High (60-80°) 5875 18%

Very High (80-90°) 534 2% 25" Mounting Height / 25' Grid Spacing

Uplight (90-180°) 0 0% s e K 05FC [ Vertical Plane [l Horizontal Cone
Total Flux 32566 100%
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS (CONT)

Type:

Back to Quick Links

MRM-LED-30L-SIL-AM-40-70CRI

Luminaire Data

Type AM Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 52,960

Watts 252

Efficacy 142

IES Type Type Il - Very Short

BUG Rating B3-U0-G3

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 319 1%
Uplight (90-180°) 0 0%
Total Flux 32960 100%

150 Footcandle

Polar Curve

.

25’ Mounting Height / 25 Grid Spacing

| Hi P LS

MRM-LED-30L-SIL-LC-40-70CRI

Luminaire Data

Left Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 213

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

10 Footcandle

05FC

[ Vertical Plane [l Horizontal Cone

Polar Curve

25 Mounting Height / 25’ Grid Spacing

W e WK

MRM-LED-30L-SIL-RC-40-70CRI

Luminaire Data

Right Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 23

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

150 Footcandle

05FC

[ Vertical Plane Il Horizontal Cone

Polar Curve

25" Mounting Height / 25" Grid Spacing

W W WK

05FC

[ Vertical Plane [l Horizontal Cone
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Mirada Medium Outdoor LED Area Light

Typer
0 Have questions? Call us at (800) 436-7800
PRODUCT DIMENSIONS
B .
(G4amm) ‘ 0 5 Luminaire EPA Chart
16" i Tilt Degree 0° 150 300 450
(192mm) "
A08% - Single | 0.5 1.0 15 19
90563
== D180 |10 15 15 19
B, |Dogoe |08 18 19 23
' [T000 |10 40 25 28
B3 Pole Drill Pattern
p— oo | TNZ° |10 29 33 39
wl= 000 |10 (40 (25 |28

MSBT Motion &
Photocell Sensor

Photo Control
Receptacle

-
18"

p (198mm)

Y S

Bottom View Top View

65
(165mm)
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Mirada Medium Outdoor LED Area Light e

0 Have questions? Call us at (800) 436-7800

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)

Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

ik i
[=]= [Ny

LEVITON App Apple Android

AirLink Blue (ALBCSXx)

Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue
(' & (=] [m]
Zy &
Airlink Blue App ~ Apple

Sensor Sequence of Operations

Standard Programming On Event 0ff Event On Light Level Dim Light Level Daylight Harvesting | Delay To Off Sensitivity

OMSBTXL/IMSBTXL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMs Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description

On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

0ff Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE Back to Quick Links
DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI _ . . _ . . _ . . Wattage

Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy | BUGRating
2 9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2
3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2
4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

oL 5W 70 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2 6
FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3
FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2
AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1
LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3
2 13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2
3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2
4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4
5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

n FT "0 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3 &
FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2
AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2
LC/RC 1199 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3
2 19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3
3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3
4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5
5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

1el FT " 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3 1%
FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3
AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2
LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3
2 24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3
3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3
4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5
5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

u FT " 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3 176
FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3
AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2
LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4
2 30171 140 B4-U0-G3 32417 140 B4-U0-G3 5417 140 B4-U0-G3
3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4
4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

” 5W 20 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3 P
FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4
FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4
AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3
LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 3177 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type:

0 Have questions? Call us at (800) 436-7800

PERFORMANCE (CONT.)

DELIVERED LUMENS*
3000K CCT 4000K CCT 5000K CCT
Lumen Package Distribution CRI . . i . § . i i i Wattage

Delivered Lumens | Efficacy BUG Rating Delivered Lumens | Efficacy | BUGRating | Delivered Lumens | Efficacy BUG Rating
2 35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3
3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4
4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5
5w 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

3l FT " 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4 288
FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4
AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3
LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5
2 41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4
3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5
4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5
5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

4Zl FT " 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4 su
FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4
AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3
LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5
2 45133 13 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4
3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 12 B4-U0-G5
4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5
5w 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

l T 1 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5 i
FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4
AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 12 B4-U0-G3
LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5
2 50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4
3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5
4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5L 5w 0 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4 138
FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5
FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4
AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3
LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 11 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light

Typer
0 Have questions? Call us at (800) 436-7800
PRODUCT DIMENSIONS
B .
(G4amm) ‘ 0 5 Luminaire EPA Chart
16" i Tilt Degree 0° 150 300 450
(192mm) "
A08% - Single | 0.5 1.0 15 19
90563
== D180 |10 15 15 19
B, |Dogoe |08 18 19 23
' [T000 |10 40 25 28
B3 Pole Drill Pattern
p— oo | TNZ° |10 29 33 39
wl= 000 |10 (40 (25 |28

MSBT Motion &
Photocell Sensor

Photo Control
Receptacle

-
18"

p (198mm)

Y S

Bottom View Top View

65
(165mm)
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Mirada Medium Outdoor LED Area Light e

0 Have questions? Call us at (800) 436-7800

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)

Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

ik i
[=]= [Ny

LEVITON App Apple Android

AirLink Blue (ALBCSXx)

Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue
(' & (=] [m]
Zy &
Airlink Blue App ~ Apple

Sensor Sequence of Operations

Standard Programming On Event 0ff Event On Light Level Dim Light Level Daylight Harvesting | Delay To Off Sensitivity

OMSBTXL/IMSBTXL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMs Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description

On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

0ff Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.
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(atalog # : Project : Type:
Prepared By : Date:
Mirada Medium (MRM)
Outdoor LED Area Light
TI'@E v
2= b (@ i ROHS 166 K08
R . LISTED = @I CONPLIANT
OVERVIEW
Lumen Package 7,000 - 55,000
Wattage Range 48 - 438
Efficacy Range (LPW) 15 -162
Weight Ibs(kg) 30 (13.6) QUICK LINKS
Control Options IMSBT, ALB, ALS,
7-Pin, PCI Ordering Guide Performance Photometrics Dimensions

FEATURES & SPECIFICATIONS

Construction

* Rugged die-cast aluminum housing
contains factory prewired driver and optical
unit. Cast aluminum wiring access door
located underneath.

Designed to mount to square or round
poles.

Fixtures are finished with LSI’s DuraGrip’
polyester powder coat finishing process.
The DuraGrip finish withstands extreme
weather changes without cracking or
peeling. Other standard LSI finishes
available. Consult factory.

¢ Shipping weight: 37 lbs in carton.
Optical System

« State-of-the-Art one piece silicone optic
sheet delivers industry leading optical
control with an integrated gasket to provide
IP66 rated sealed optical chamber in1
component.

Proprietary silicone refractor optics provide
exceptional coverage and uniformity in IES
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC.

Silicone optical material does not yellow or
crack with age and provides a typical light
transmittance of 93-95%.

Zero uplight.

Available in 5000K, 4000K, and 3000K
color temperatures per ANSI C78.377. Also
Available in Phosphor Converted Amber
with Peak intensity at 610nm.

Minimum CRI of 70.

Integral louver (IL) and integral half
louver (IH) options available for enhanced
backlight control.

Electrical

High-performance programmable driver

features over-voltage, under-voltage, short-

circuit and over temperature protection.
Custom lumen and wattage packages
available.

0-10V dimming (10% - 100%) standard.

Standard Universal Voltage (120-277 Vac)
Input 50/60 Hz or optional High Voltage
(347-480 Vac).

L80 Calculated Life: >100k Hours (See
Lumen Maintenance chart)

Total harmonic distortion: <20%

Operating temperature: -40°C to +50°C
(-40°F to +122°F). 42L and 48L lumen
packages rated to +40°C. 55L lumen
package rate to +35°C.

Power factor: >.90

Input power stays constant over life.

Field replaceable 10kV surge protection
device meets a minimum Category C Low
operation (per ANSI/IEEE C62.41.2).

High-efficacy LEDs mounted to metal-core
circuit board to maximize heat dissipation

Components are fully encased in potting
material for moisture resistance. Driver
complies with FCC standards. Driver and
key electronic components can easily be
accessed.

Controls

* Optional integral passive infrared
Bluetooth™ motion. Fixtures operate
independently and can be commissioned
via iOS or Android configuration app

¢ LSI’s AirLink™ wireless control system
options reduce energy and maintenance

costs while optimizing light quality 24/7.
(see controls section for more details).

Installation

¢ Designed to mount to square or round
poles.

A single fastener secures the hinged door,
underneath the housing and provides
quick & easy access to the electrical
compartment.

Included terminal block accepts up to 12 ga.
wire.

Utilizes LSI’s traditional 3” drill pattern B3
for easy fastening of LS| products.

Warranty

¢ LSI LED Fixtures carry a 5-year warranty.

Listings

* Listed to UL 1598 and UL 8750.

* Meets Buy American Act requirements.

« IDA compliant; with 3000K color
temperature selection.

« Title 24 Compliant; see local ordinance for
qualification information.

¢« ROHS compliant

 Suitable for wet Locations.

« |IP66 rated Luminaire per IEC 60598.

* 3G rated for ANSI C136.31 high vibration
applications are qualified.

e DesignLights Consortium® (DLC) qualified
product. Not all versions of this product
may be DLC qualified. Please check the DLC
Qualified Products List at www.designlights.
org/QPL to confirm which versions are
qualified.

« Patented Silicone Optics (US Patent NO.
10,816,165 B2)

* |KO8 rated luminiare per IEC 66262
mechanical impact code

2
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Mirada Medium Outdoor LED Area Light

0 Have questions? Call us at (800) 436-7800

PHOTOMETRICS (CONT)

Type:

Back to Quick Links

MRM-LED-30L-SIL-AM-40-70CRI

Luminaire Data

Type AM Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 52,960

Watts 252

Efficacy 142

IES Type Type Il - Very Short

BUG Rating B3-U0-G3

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 319 1%
Uplight (90-180°) 0 0%
Total Flux 32960 100%

150 Footcandle

Polar Curve

.

25’ Mounting Height / 25 Grid Spacing

| Hi P LS

MRM-LED-30L-SIL-LC-40-70CRI

Luminaire Data

Left Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 213

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

10 Footcandle

05FC

[ Vertical Plane [l Horizontal Cone

Polar Curve

25 Mounting Height / 25’ Grid Spacing

W e WK

MRM-LED-30L-SIL-RC-40-70CRI

Luminaire Data

Right Corner Distribution

Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498

Watts 23

Efficacy 153

IES Type N/A

BUG Rating B3-U0-G5

Zonal Lumen Summary

Zone Lumens | % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 %
Uplight (90-180°) 0 0%
Total Flux 52498 100%

150 Footcandle

05FC

[ Vertical Plane Il Horizontal Cone

Polar Curve

25" Mounting Height / 25" Grid Spacing

W W WK

05FC

[ Vertical Plane [l Horizontal Cone

@ LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 « (513) 372-3200 *« www.Isicorp.com

©LSI Industries Inc. All Rights Reserved. Specifications and dimensions subject to industry standard tolerances. Specifications subject to change without notice.

Page 9/11 Rev. 03/20/24

SPEC.1020.B.0422






Mirada Medium Outdoor LED Area Light e

0 Have questions? Call us at (800) 436-7800

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)

Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

ik i
[=]= [Ny

LEVITON App Apple Android

AirLink Blue (ALBCSXx)

Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue
(' & (=] [m]
Zy &
Airlink Blue App ~ Apple

Sensor Sequence of Operations

Standard Programming On Event 0ff Event On Light Level Dim Light Level Daylight Harvesting | Delay To Off Sensitivity

OMSBTXL/IMSBTXL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMs Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description

On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

0ff Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.
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Prepared By :

Steel Poles
Square Straight

B ,
= @ @@ :
IN THE USA

(atalog #:_4SQ-B3-S11G-25-S-BRZ Project : _Taco Bell - Rockwall, TX Type: A B,C, D
Date:
QUICK LINKS
Ordering Guide Configurations Dimensions EPA

FEATURES & SPECIFICATIONS

Pole Shaft
¢ Straight poles are 4”, 57, or 6” square.

* Pole shaft is electro-welded ASTM-A500
Grade C steel tubing with a minimum yield
strength of 50,000 psi.

* On Tenon Mount steel poles, tenon is
2-3/8” O.D. high-strength pipe. Tenon is
4-3/4” in length.

Hand-Hole

* Standard hand-hole location is 12” above
pole base.

* Poles 22’ and above have a 3x6 reinforced
hand hole.

Base

* Pole base is ASTM-A36 hot-rolled steel
plate with a minimum yield strength of
36,000 psi.

* Two-piece square base cover is optional.

Anchor Bolts

* Poles are furnished with anchor bolts
featuring zinc-plated double nuts and
washers. Galvanized anchor bolts are
optional.

¢ Anchor Bolts conform to ASTM F 1554-07a
Grade 55 with a minimum yield strength of
55,000 PSI.

Ground Lug
¢ Ground lug is standard.

Duplex Receptacle

* Weatherproof duplex receptacle is
optional.

Ground Fault Circuit Interrupter

« Self-testing Ground fault circuit interrupter
is optional.

Finishes

» Every pole is provided with the DuraGrip
Protection System and a 5-year limited
warranty:

When the top-of-the line DuraGrip Plus
Protection System is selected, in addition
to the DuraGrip Protection System, a
non-porous, automotive-grade corrosion
coating is applied to the lower portion

of the pole interior sealing and further
protecting it from corrosion. This option
extends the limited warranty to 7 years.

Determining The Luminaire/Pole
Combination For Your Application:

» Select luminaire from luminaire ordering
information.

* Select bracket configuration if required

» Determine EPA value from luminaire/
bracket EPA chart

Select Pole Height

Select MPH to match wind speed in the
application area (See windspeed maps).

« Confirm pole EPA equal to or exceeding
value of luminaire/bracket EPA

¢ Consult factory for special wind load
requirements and banner brackets.
Pole Vibration Damper

* A pole vibration damper is recommended
in open terrain areas of the country where
low steady state winds are common.

* Non-tapered poles and lightly loaded
poles are more susceptible to destructive
vibration if a damper is not installed.

Listings

« UL Listed

« BAA/TAA Compliant
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Steel Poles Square Straight

0 Have questions? Call us at (800) 436-7800

ORDERING GUIDE

Type:

Back to Quick Links

TYPICAL ORDER EXAMPLE: 450 B3 S116 24 S PLP DGP

Pole Series Mounting Method Material Height? | Mounting Configuration | Pole Finish Options
450 - 4” x 4” Square Straight Pole (New Build) | Bolt-On Mount: - See pole selection guide for S116- 11 Ga. Steel 3 S- Single/Parallel BRZ - Bronze GA - Galvanized Anchor Bolts
580 - 5” x 5” Square Straight Pole (New Build) patterns and fixture matches (4S0/45QUand 10 D180 - Double BLK - Black SF - Single Flood®
650 - 6” x 6” Square Straight Pole (New Build) | B5 - 5” Traditional Drilling Pattern 550/550U Only) 17 D90 - Double PLP - Platinum Plus DF - Double Flood ®
45U - 4” x 4” Square Straight Pole (Retrofit) | B3 - 3” Reduced Pattern $076 - 07 Ga. Steel 13 DN90 - Double WHT - White DGP - DuraGrip’ Plus
55QU - 5" x 5” Square Straight Pole (Retrofit) | B2 -2” Low Profile Drilling Pattern 1% 190 - Triple VG - Satin Verde Green | LAB - Less Anchor Bolts
65QU - 6” x 6” Square Straight Pole (Retrofit) | B2R - Raised 2" Low Profile Drilling Pattern (LAL4 15 NIZ0 - Trple GPT - Graphite CRXX - Condluit Raceway*
ONLY) :;’ 090 - Quad MSV - Metallic Silver
176" QN90 - Quad BZA - Alternate Bronze
T-Tenon Mount - See pole selection guide for tenon and 1¢ N - Tenon Mount GMG - Gun Metal Gray
fixture/bracket matches w (Standard Tenon
u size is 2-3/8”
6" 0.,
B (Blank) - Use with | for
1-No Mounting Holes! gg, Mounting Method

26’

r

2%

30

74

35

39

EesE

P Need more information?
ﬁ Click here for our glossary

Have additional questions?
Call us at (800) 436-7800

ACCESSORY ORDERING INFORMATION

ANCHOR BOLT KIT ORDERING INFORMATION

1- See Area Light Brackets - 3” Reduced Drill Pattern and Area Light Brackets - 5” Traditional Drill Pattern Spec Sheets.
2 - Pole heights will have +/- 1/2” tolerance.

Part Number Description Part Number Description

122559CLR 4BC - 4" Square Base Cover AB KIT 122584 450 S11G/S07G Anchor Bolts (Steel Plated)
122561CLR 5BC - 5" Square Base Cover ABKIT 122609 450 5116/5076G Anchor Bolts (Galvanized)
122563CLR 6BC - 6” Square Base Cover AB KIT 1225850 550 5116 Anchor Bolts (Steel Plated)
132488C1R 5BC - 5" Square Universal Base Cover AB KIT 122610 550 5116 Anchor Bolts (Galvanized)
B12520R 6BC - 6 Square Universal Base Cover AB KIT 122586 550 5076 Anchor Bolts (Steel Plated)
12256601 ER2 - Weatherproof Duplex Receptacle AB KIT 122611 550 5076 Anchor Bolts (6alvanized)
122567CLR GFI - Ground Fault Circuit Interrupter AB KIT 122612 650 5076 Anchor Bolts (Galvanized)
132336 MH5 - mounting Hole Plugs for use with 5” traditional drill pattern (3 set of 3 plugs)

681126 MH3 - mounting Hole Plugs for use with 3" reduced drill pattern (3 set of 3 plugs)

725841 MH2 - Mounting Hole Plugs for use with 2” reduced drill pattern (3 sets of 3 plugs)

172539 Vibration Damper - 4" Square Pole (bolt-on mount only)

172538 Vibration Damper - 5” Square Pole (holt-on mount only)

178361 Vibration Damper - 6” Square Pole (bolt-on mount only)

3- See Flood Lighting Brackets section for choice of FBO brackets.
4 - (R selection must indicate required height and side of pole mounting location. Mounting template required at time of order.
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Steel Poles Square Straight Type:

0 Have questions? Call us at (800) 436-7800

DRILLING LOCATIONS Back to Quick Links
Sides A B ( D
Side “C” 1~ Two locations will be 45° to the left and right of Side A.
Hand-hole X | 2- Other tw locations will be 120° to the left and right of Side A.
Single X ‘ 3~ Two locations will be 45° to the left and right of Side A and two locations will be 135°
D180 X X ‘ to theleft and right of Side A.
D90 X X ‘ Consult factory for custom variations. Standard SF and DF pole preparations are located 3/4
DN9O! ‘ of the height of the pole from the base, except on 20" poles. Maximum height for SF and DF
. . le preparations on 20° poles is 13’ from the base.
Side“p” — {— . _ L Side “B” pol
190 X X X
N120? ‘
I
090 X X X X ‘
QN9(? |
Single FBO X . \ .
Double FBO X X Side “A” (Hand-hole Side)

FIXTURE CONFIGURATIONS

i'ﬁe‘%mﬁ'ﬁ'ﬁw?ﬁ"!"

Single DN90 D180 Parallel TN120 QN90

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 « (513) 372-3200 *« www.Isicorp.com Page 3/8 Rev. 09/04/24
©LSI Industries Inc. All Rights Reserved. Specifications and dimensions subject to industry standard tolerances. Specifications subject to change without notice. SPEC.1070.B.0622


https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet

Steel Poles Square Straight

0 Have questions? Call us at (800) 436-7800

BOLT CIRCLE

Type:

Back to Quick Links

STANDARD BASEPLATE

4" (102mm) square 5" (127mm) square 5" (127mm) square 6" (152mm) square
10-1/8" (257mm) s 10-1/8" (257mm) sq. 10-1/8" (257mm) s 12" (305mm) sq.
o TSy 4\/(\\’">v ‘//&/ \\\7‘%&/
+ ) m
P T = SSNEEN
11" (279mm) Dia. Bolt Circle 11" (219mm) Dia. Bolt Circle 11" (279mm) Dia. Bolt Circle 12" (305mm) Dia. Bolt Circle
Bolt Circle Designator B ( D J
. Slotted Slotted Slotted Slotted
Bolt Circle 811" (203mm-279mm) 9”-11" (229mm-279mm) 911" (229mm-279mm) 12" (305mm)
" 34”X24" 3 4”X24” 11, U 11, n
Anchor Bolt Size (l9mn4 X 609mm) (l9mn4 X 609mm) (25mm x 762mm) (25mm x 762mm)
Anchor Bolt 3-1/4" 3-8 " "
Projection (83mm) (83mm) (102mm) (102mm)
Base Plate Opening 33/ 434 4-5/8" 5-5/8"
for Wireway Entry (9zn/1m) (IZ]m/m) (I17m/m) (143mm)
imanc 10-1/8" 501 X 3/4" thk. 10-1/8" s01. X 3/4" thk. 10-1/8" 501, X 1" thk. 12" 5. x 1-1/8" thk.
Base Plate Dimensions (25T x19mm) (257mm X 19mm) (257mm x 25mm) (305mm x 29mm)
Pole Gauge I I 1 1
Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the appropriate anchor bolt template.
UNIVERSAL BASEPLATE
4" (102mm) square 5" (127mm) square 5" (127mm) square 6" (152mm) square
10.5" (267mm) sq. 11.125"/(}§§|pm) S, 12-1/2" (318mm) sq.
! S x\\l ‘\
| '\\ /' I
w 14" (356mm) Dia. Bot irde
Bolt Circle Designator E P 6 H
. Slotted
Bolt Circle Yitted Soited Sotted 114" Q79mm-356mm)
; 34 4" 34 30" 130"
Anchor Bolt Size o r41 X609 mm) (19mm xX609 mm) (5mm X 762mm) (25mm x 762mm)
iacti 3-9/4" /A" " p
Anchor Bolt Projection @ r41m) (833%4m) (102 mm) (102mm)
Base Plate Opening 334 434" 4-5/8" 5-5/8"
for Wireway Entry (92mm) (12imm) (130 mm) (143mm)
T 10-1/2" sq1. x 3/4" thk. 11-1/8 501, x 3/4" thk. 11-3/4" 5q. x 1" thk, 121/2" 0. x11/8" thk.
Base Plate Dimensions (267 mmx19 mm) (283 m?n %19 mm) (298 mqu 25mm) (3/18ni?n)>(( 29/mm)
Pole Gauge n m 7 7

Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the appropriate anchor bolt template.

1- Full Galvanized option is 1” x 30” straight headed anchor bolt. Contact factory for questions
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Steel Poles Square Straight

0 Have questions? Call us at (800) 436-7800

PRODUCT DIMENSIONS

Type:

Back to Quick Links

N=2-3/8" (60mm) 0.D. x 4-3/4" (12Imm) Tenon

1
8'-39'
(2.4m -11.9m)
Hand-hole
./ SF -
Dﬂﬁ" Single Flood
12 Pole Preparation
. (305mm)
Optional Standard
Base Cover —l
N m%‘J
’—' e
Projection
@
Anchor
Bolts
= le Foundation
By Other
Bolt-0n Mount 2-Bolt Pattern
B2 B3
(P TOP OF POLE L TP OF POLE
\ f \ {
0.40 —| 250 |
- 0.63 | 1.05
015 | Y 3.50
— 100 24 T 1
0.40 —| -
MAX MN 4 | Al
r 0.56

\Q: j 100
\T |

|

|

B2R
0.63 [— 4.0050—
i |
2.103 %

~-0.40

&
XR ~—0.75
|
|

ONLY FOR USE WITH LAL4 PRODUCT

B2R- Raised 2" low profile drilling pattern

SIDE VIEW

SHIPPING WEIGHTS

4”(202mm) sq. 11 Ga. is approximately 7.50 Ibs./ft.
4(102mm) sq. 07 Ga. is approximately 10.00 Ibs./ft.
5”(127mm) sq. 11 Ga. is approximately 9.00 Ibs./ft.
5”(127mm) sq. 07 Ga. is approximately 12.50 Ibs./ft.
6”(152mm) sq. 07 Ga. is approximately 15.40 Ibs./ft.

Anchor Bolts (3/4” x 24”)(19mm x 609mm)

15Ibs. (7kg)/set

Anchor Bolts (1” x 30”) (25mm x 762mm)

30 Ibs. (L4kg)/set

B
(P TP OF POLE

0565 250TVP
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Steel Poles Square Straight Type:

0 Have questions? Call us at (800) 436-7800

WIND SPEED Back to Quick Links

EPA Information
ANILSI Indlustries” poles are guaranteed to meet the EPA requirements listed. LS| Indlustries is not responsible if a pole order has a lower EPA rating than the indicated wind-loading zone where the pole will be located.
CAUTION: This guarantee does not apply if the pole/bracket/fixture combination is used to support any other items suich as flags, pennants, or signs, which would add stress to the pole. LS| Industries cannot accept responsibility for harm or damage caused in these situations.

NOTE: Pole calculations include a 1.3 qust factor over steady wind velocity. Example: poles designed to withstand 80 MPH steady wind will withstand gusts to 104 MPH. EPAs are for locations 100 miles away from hurricane ocean lines. Consult LSI for other areas. Note: Hurricane ocean lines are the Atlantic and Gulf of Mexico
coastal areas. For applications in Florida or Canada, consult factory.

BOLT CIRCLE EPA
POLE Mto. Height Length (ft) | Wall Thick (ga)
Designator | Dia.(in) | AnchorboltDia {in} | 110MPH | 115MPH | 120MPH | 130MPH | 140MPH | 150MPH | 160MPH | 170MPH | 180 MPH
£ x11-gax 12’ 1 i B 8"-11" 0.75 139 125 113 92 76 6.3 52 43 36
P x11-gax14 14 1 B g"-11" 0.75 10.7 95 85 6.8 54 44 35 27 21
4’ x11-gax 16’ 16 i B 8"-11" 0.75 82 72 64 49 38 29 21 15 10
§ x11-gax18 18 1 B g"-11" 0.75 6.3 54 47 34 24 16 10 04 n/a
P x11-gax20° 20 1 B g"-11" 0.75 46 39 32 21 12 0.6 n/a n/a n/a
P x11-gax22’ 2 il B 8"-11" 0.75 76 6.6 5.7 42 30 20 12 05 n/a
x11-gax20’ 24 1 B g"-11" 0.75 6.0 51 43 29 18 09 n/a n/a n/a
§x11-gax 26’ 26 1 B 8"-11" 0.75 46 37 30 17 0.7 n/a nfa n/a n/a
P x7-gax 14 14 I B g"-1" 0.75 183 164 149 122 102 85 JA 59 50
4’ x7-gax16’ 16 1 B 8- 0.75 147 132 18 96 18 6.3 5.2 42 34
P x7-gax1¢ 18 1 B 8- 0.5 19 105 93 74 59 46 36 28 2
1’ x7-gax20 20 7 B g"-11" 0.75 96 84 74 5.7 43 3.2 23 16 09
Px7-gax22 2 7 B 8"-11" 0.75 11 6.6 5.7 42 30 20 12 05 n/a
P x7-gax 24 24 7 B g"-11" 0.75 6.0 51 43 29 18 09 n/a n/a n/a
4"x7-gax26' 26 7 B 8"-11" 0.75 46 37 30 17 0.7 n/a n/a n/a n/a
4’ x7-gax28” 28 7 B g"-11" 0.75 33 25 18 0.7 nfa nfa nfa n/a nfa
£’ x7-gax 30" k(] 7 B 8"-11" 0.75 22 14 08 n/a n/a n/a n/a n/a nfa
5" x1-gax14 14 1 ( 9"-11” 0.75 174 157 141 15 93 11 63 52 42
5 x1-gax16’ 16 1 ( 9-11r 0.75 138 123 109 8.7 69 55 43 33 25
5”x1-gax18’ 18 1 ( 9"-11” 075 108 96 84 65 49 31 26 18 I
5”x1-gax 20’ 0 1 ( 9"-11" 0.75 85 13 63 46 32 2 12 05 nfa
5 x1-gax22’ Pl 1 ( 9"-11” 075 109 95 83 62 45 32 2 12 05
5 xM-gax 28 4 I ( 9-11” 0.75 88 75 64 45 30 18 08 nfa nfa
5’ xN-gax 26’ 26 I ( 9-11 0.75 6.8 57 46 30 16 06 nfa nfa nfa
5 x1-gax28 8 1 ( 9"-11” 075 52 4] 32 16 04 nfa nfa nfa nfa
5 xM-gax30° 30 1 ( 9-11 0.75 36 21 18 04 nfa nfa nfa nfa nfa
5" x7-gax20’ 2 1 D 9"-11” 100 6 193 173 140 13 92 74 60 48
5 xT-gax22 2 7 D 9-11” 100 207 186 166 133 107 85 6.8 54 42
5 x7-gax 28 y! 7 D 9-11 100 177 156 138 108 85 6.6 50 3l 26
5"x7-gax26' % 1 D 9"-11” 100 149 131 4 88 66 49 35 23 13
5’ x7-9ax28’ 2 7 D 9-11r 100 125 109 94 69 49 34 21 10 nfa
5”x7-gax30’ 30 1 D 9"-11” 100 103 89 75 52 34 20 08 nfa nfa
5”x7-gax3y B ] D 9"-11” 100 6.0 48 36 18 nfa nfa nfa nfa nfa
6”x7-gax24’ U 1 J 14 100 186 164 143 12 86 65 48 34 22
6”x7-gax 26’ 26 7 J 12" 100 156 134 7 88 6.5 46 30 18 07
6”x7-gax28’ 8 ] J 4 100 19 109 93 67 46 28 15 nfa nfa
6”x7-gax30’ 30 ] J 14 100 104 88 13 48 29 13 nfa nfa nfa
6”x7-gax32 R 1 J ' 100 83 68 55 3l 13 nfa nfa nfa nfa
6”x7-gax34 % 1 J ' 100 65 50 37 16 nfa nfa nfa nfa nfa
6”x7-gax35 35 ] J ' 100 55 42 29 09 nfa nfa nfa nfa nfa
6”x7-gax39’ b 1 J 7' 100 23 10 nfa nfa nfa nfa nfa nfa nfa
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Steel Poles Square Straight Type:

0 Have questions? Call us at (800) 436-7800

WIND SPEED
POLE! Mtg. Height Length (ft) | Wall Thick (ga) BOTRE A
Designator | Dia.(in) | AnchorBoltDia(in) | 110MPH | 115MPH | 120MPH | 130MPH | 140MPH | 150MPH | 160MPH | 170MPH | 180 MPH
5"x11-gax 14' u 1 F 1" 075 176 158 142 115 94 11 63 52 43
5"x11-gax 14' i 1 f 13" 0.75 176 158 142 115 94 17 6.3 52 43
5"x11-gax 16' 16 1 f 1" 0.75 139 122 110 88 70 55 43 34 25
5"x11-gax 16' 16 1 F 13" 075 139 122 110 838 70 55 43 34 25
5"x11-gax 18' 18 1 f 1" 0.75 110 96 84 65 50 37 27 18 11
5"x11-gax18' 18 1 F 13 075 110 96 84 65 50 37 27 18 11
5"x11-gax 20' 20 1 f 1" 0.75 86 74 64 46 33 22 13 05
5"x11-gax 20' 20 1 F 13 0.75 86 74 64 46 33 22 13 05
5"x11-gax 22' 0 I f m 055 1 m 96 74 56 4 30 20 11
5"x11-gax22' 0 I f ' 075 103 89 11 57 4 28 18 09
5"x11-gax 22' 0 1 F 13 075 86 4 64 46 31 20 1
5"x11-gax 24' 2 1 f 1" 0.75 102 89 16 56 40 26 16 07
5"x11-gax 24' U 1 F s 075 80 69 58 40 26 15 05
5"x11-gax 24' 24 1 f 1" 0.75 6.7 55 46 30 17 07
5"x11-gax 26' 2% 1 F 1" 0.75 8.1 69 58 40 25 13
5"x11-gax 26' 26 1 f 12" 0.75 6.2 51 41 26 13
5" x11-gax 26' 26 1 f 1" 0.75 50 40 31 16 05
5"x11-gax 28' Ji 1 F 1" 075 63 52 43 25 )
5"x11-gax 28’ 8 1 F 1 075 46 36 27 12
5"x11-gax 28' Pi 1 F 13" 075 34 25 17
5" x11-ga x 30' 0 I f 1" 0755 41 37 28 12
5"x11-gax 30’ 30 1 F s 075 3 12 14
5"x11-ga x 30' 0 I f 1" 055 20 12 05
5"x7-gax20' 20 1 G 1" 075 190 170 150 122 97 18 62 50 38
5"x7-gax 20’ 20 1 G s 075 04 191 m 138 12 9 13 59 47
5"x7-gax20' 0 1 G 1" 075 04 192 172 139 n3 92 74 60 48
5"x7-gax 20’ 0 1 G 1" 1 a7 194 174 140 4 93 75 6.0 48
5"x7-gax20' 0 1 @ 1" 1 i 194 174 140 n4 93 75 6.0 48
5"x7-gax22' 2 1 @ 1" 075 160 ] 125 98 76 59 44 33 23
5"x7-gax22' 0 1 @ 12" 055 77 159 142 12 87 70 54 4] 30
5"x7-gax22' 2 1 @ 13 075 199 173 156 126 100 80 63 50 38
5"x7-gax2?2' 0 1 G 1" 1 20 187 167 134 106 85 68 54 42
5"x7-gax22' 2 1 G s 1 B4 206 184 150 122 99 80 64 51
5"x7-gax22' 7 1 @ 3 1 3 188 170 137 10 88 170 56 43
5"x7-gax24' u 1 @ m 075 133 16 100 7 57 42 29 19 10
5"x7-gax24' A 1 G ' 075 150 130 16 89 68 51 38 26 17
5"x7-gax24' pl 1 @ 3 075 166 146 129 102 80 61 46 33 23
5"x7-gax24' ! 1 G 1§ 1 175 157 139 109 86 67 50 37 27
5"x7-gax24' % 1 @ '3 1 20 174 154 123 99 18 6.0 47 35
5"x7-gax24' p/ 7 G 13 1 181 160 142 10 87 67 53 39 28
5"x7-gax26' 2 1 @ I8 075 109 93 80 59 4] 2 16 06
5"x7-gax26' % 1 G ' 075 124 109 95 10 51 36 23 13
5"x7-gax 26' % 1 G 13 075 140 23 107 81 6.0 44 3 20 10
5"x7-gax26' 2% 1 @ m 1 150 132 15 88 6.7 49 35 23 13
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Steel Poles Square Straight Type:

0 Have questions? Call us at (800) 436-7800

WIND SPEED
BOLT CIRCLE EPA
POLE! Mtg. Height Length (ft) | Wall Thick (ga)
Designator | Dia.(in) | AnchorBoltDia(in) | 110MPH | 115MPH | 120MPH | 130MPH | 140MPH | 150MPH | 160MPH | 170MPH | 180 MPH
5"x7-gax26' 26 7 @ 12" 1 17.0 14.8 130 10.2 79 6.0 44 31 21
5"x7-gax26' 26 7 @ 3" 1 153 135 118 9.0 6.8 5.0 3.6 25 14
5"x7-gax28' 28 7 @ 11" 0.75 89 74 6.3 43 27 14
5"x7-gax28' 28 7 @ 1" 0.75 10.2 8.8 15 53 35 21 10
5"x7-gax28' 28 7 @ 13" 0.75 11.8 102 8.8 6.4 45 30 17 0.7
5"x7-gax28' 28 7 @ 11" 1 125 109 95 7.0 5.0 33 21 10
5"x7-gax28' 28 7 @ 12" 1 142 124 110 8.2 6.0 43 30 17 0.8
5"x7-gax28' 28 7 @ 13" 1 129 11.0 9.7 712 52 36 22 11
5"x7-gax30' 30 7 ¢ 11" 0.75 7.0 5.8 47 28 13
5"x7-gax 30’ 30 7 @ 1" 0.75 8.4 70 58 38 22 09
5"x7-gax30' 30 7 @ 3" 0.75 9.7 8.2 7.0 48 3.0 16 05
5"x7-gax30' 30 7 @ 11" 1 10.4 8.8 1.6 53 34 20 0.8
5"x7-gax30' 30 7 @ 12" 1 120 103 9.0 6.4 44 29 16 05
5"x7-gax 30’ 30 7 @ 13" 1 10.6 9.1 17 55 36 21 10
5"x7-gax35 35 7 @ 1" 0.75 32 22 12
5"x7-gax35' 35 7 @ 12" 0.75 44 32 22 05
5"x7-gax35 35 7 @ 3" 0.75 55 42 31 13
5"x7-gax35' 35 7 ¢ 1" 1 6.0 48 36 18
5"x7-gax35 35 7 @ 1" 1 13 6.0 48 2.7 11
5"x7-gax35' 35 7 ¢ 13" 1 6.3 50 38 19
6"x7-gax24' 24 7 H 1" 1 16.5 144 12,6 9.6 72 53 38 25 14
6"x7-gax24' 24 7 H 12-1/2" 1 19.8 175 154 120 92 7.0 53 38 27
6"x7-gax24' 24 7 H 1" 1 230 205 18.0 143 112 8.9 6.9 53 38
6" x7-gax26' 26 7 H 11" 1 137 118 102 15 53 36 21 10
6"x7-gax26' 26 7 H 12-1/2" 1 16.5 14.6 12,6 9.6 7.0 5.2 3.6 22 11
6" x7-gax26' 26 7 H 14" 1 19.6 173 152 117 8.9 6.7 50 35 22
6"x7-gax28' 28 7 H 11" 1 11.0 93 78 55 35 19 0.6
6"x7-gax28' 28 7 H 12-1/2" 1 138 120 102 15 52 34 19 0.7
6"x7-gax28' 28 7 H u" 1 16.4 145 125 94 6.9 47 32 18 0.7
6" x7-gax30' 30 7 H 1" 1 9.0 13 6.0 36 19 05
6" x7-gax 30’ 30 7 H 12-1/2" 1 114 9.6 8.0 55 34 17
6" x7-gax 30' 30 7 H 1" 1 14.0 12,0 10.0 12 5.0 32 16
6"x7-gax 32 32 7 H 11" 1 7.0 55 42 20
6"x7-gax32' 32 7 H 12-1/2" 1 92 76 6.0 38 18
6"x7-gax 32 32 7 H 14" 1 114 9.7 8.0 54 32 16
6" x7-gax 34’ 34 7 H 1" 1 51 37 25 0.6
6" x7-gax 34 34 7 H 12-1/2" 1 72 5.6 44 22
6" x7-gax 34’ 34 7 H 1" 1 93 16 6.2 3.6 17
6"x7-gax 35 35 7 H 11" 1 42 3.0 18
6"x7-gax35 35 7 H 12-1/2" 1 6.2 48 36 14
6" x7-gax35' 35 7 H 14" 1 8.2 6.6 52 29 10
6"x7-gax 39’ 39 7 H 1" 1 10
6" x7-gax 39’ 39 7 H 12-1/2" 1 3.0 16 05
6"x7-gax 39’ 39 7 H 1" 1 46 33 20
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