
PLANNING AND ZONING COMMISSION AGENDA: OCTOBER 14, 2025 

AGENDA   
NOTES: [1] ADDITIONAL CASE INFORMATION CAN BE FOUND AT HTTPS://SITES.GOOGLE.COM/SITE/ROCKWALLPLANNING/DEVELOPMENT/DEVELOPMENT-CASES, 
AND [2] TO PROVIDE INPUT ON A ZONING OR SPECIFIC USE PERMIT CASE PLEASE CLICK HERE OR CLICK ON THE LINK ABOVE AND USE THE ZONING AND SPECIFIC 
USE PERMIT INPUT FORM ON THE CITY’S WEBSITE. 
 
(I) CALL TO ORDER  
 
(II) OPEN FORUM 

 

This is a time for anyone to address the Planning and Zoning Commission on any topic that is not already listed on the agenda for a 
public hearing.  Per the policies of the City of Rockwall, public comments are limited to three (3) minutes out of respect for the time of 
other citizens.  On topics raised during the OPEN FORUM, please know that the Planning and Zoning Commission is not permitted to 
respond to your comments during the meeting per the Texas Open Meetings Act. 
 

(III) CONSENT AGENDA 
 

These agenda items are administrative in nature or include cases that meet all of the technical requirements stipulated by the Unified 
Development Code (UDC) and Chapter 38, Subdivisions, of the Municipal Code of Ordinances, and do not involve discretionary 
approvals.  

 
(1) Approval of Minutes for the September 30, 2025 Planning and Zoning Commission meeting. 

 
(2) P2025-032 (HENRY LEE) 

Consider a request by Dean & Tina Sweat for the approval of a Final Plat for Lots 1 & 2, Block A, Sweat Addition for an 8.67-acre 
tract of land identified as Tract 23-2 of the S. McFadgin Survey, Abstract No. 142, City of Rockwall, Rockwall County, Texas, situated 
within the City of Rockwall’s Extraterritorial Jurisdiction (ETJ), addressed as 200 Sabine Creek Road, and take any action necessary. 

 
(IV) PUBLIC HEARING ITEMS 

 

This is a time for anyone to speak concerning their issues with a public hearing case.  If you would like to speak regarding an item listed 
in this section, please submit a Request to Address the Planning and Zoning Commission (i.e. the yellow forms available at the podium 
or from staff).  The Planning and Zoning Commission Chairman will call upon you to come forward at the proper time or will ask if anyone 
in the audience would like to speak.  Please limit all comments to three (3) minutes out of respect for the time of other citizens. 

 
(3) Z2025-062 (BETHANY ROSS) 

Hold a public hearing to discuss and consider a request by Sairong Cheng of Joyful Claw, LLC on behalf of Jeff Carter of PA Harbor 
Retail, LLC for the approval of a Specific Use Permit (SUP) for Indoor Commercial Amusement/Recreation on a portion of a 12.89-
acre parcel of land identified as Lot 8, Block A, the Harbor-Rockwall Addition, City of Rockwall, Rockwall County, Texas, zoned 
Planned Development District 7 (PD-7) for limited General Retail (GR) District land uses, addressed as 2071 Summer Lee Drive, 
Suite R103, and take any action necessary. 
 

(4) Z2025-063 (BETHANY ROSS) 
Hold a public hearing to discuss and consider a request by T. J. Mutcherson for the approval of a Specific Use Permit (SUP) for 
Residential Infill Adjacent to an Established Subdivision for the purpose of constructing a single-family home on a 0.16-acre tract of 
land identified as a Tract 36 of R. Ballard Survey, Abstract No. 29, City of Rockwall, Rockwall County, Texas, zoned Single-Family 
7 (SF-7) District, addressed as 902 Aluminum Plant Road, and take any action necessary. 

 
(5) Z2025-064 (BETHANY ROSS) 

Hold a public hearing to discuss and consider a request by Phillip Craddock of Craddock Architecture, PLLC on behalf of Clay 
Shipman of Shipman Fire Protection for the approval of a Specific Use Permit (SUP) to exceed the Maximum Permissible Height in 
a Commercial (C) District on a 5.104-acre tract of land identified as Lot 19, Block A, La Jolla Pointe Addition and Lots 10 & 24, Block 
A, La Jolla Pointe, Phase 2 Addition, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, situated within the 
Scenic Overlay (SOV) and IH-30 Overlay (IH-30 OV) District, addressed as 1020 La Jolla Pointe Drive. 
 

(6) Z2025-065 (HENRY LEE) 
Hold a public hearing to discuss and consider a request by Jimmy Strohmeyer of Strohmeyer Architects on behalf of D. W. Bost of 
JBR2, LLC for the approval of an Specific Use Permit (SUP) for a Retail Store with Gasoline Sales that has more than Two (2) 
Dispensers on a 2.59-acre parcel of land identified as Lot 2, Block A, JBR2 Addition, City of Rockwall, Rockwall County, Texas, 
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zoned General Retail (GR) District, generally located at the south corner of the intersection of S. Goliad Street [SH-205] and FM-
549, and take any action necessary. 

 
(V) ACTION ITEMS 

 

These items are not advertised public hearings and deal with discretionary approvals for the Planning and Zoning Commission related 
to variances and special exceptions to the technical requirements of the Unified Development Code (UDC) or Chapter 38, Subdivisions, 
of the Municipal Code of Ordinances. 

 
(7) MIS2025-016 (HENRY LEE)  

Discuss and consider a request by Gary and Carol Byrd for the approval of a Miscellaneous Case for an Exception for [1] a Front 
Yard Fence and [2] to the Fence Standards for a 0.2850-acre parcel of land identified as Lot 5B, Block 5, Griffith Addition, City of 
Rockwall, Rockwall County, Texas, zoned Single Family 7 (SF-7) District, situated within the Old Town Rockwall (OTR) Historic 
District, addressed as 403 E. Kaufman Street, and take any action necessary. 
 

(8) MIS2025-017 (BETHANY ROSS)  
Discuss and consider a request by John Arnold of Skorburg Company for the approval of a Miscellaneous Case for an Alternative 
Tree Mitigation Settlement Agreement for a residential subdivision on a 98.40-acre tract of land identified as a portion of Tract 4 of 
the J. M. Gass Survey, Abstract No. 88, City of Rockwall, Rockwall County, Texas zoned Planned Development District 104 (PD-
104) for Single-Family 10 (SF-10) District land uses, generally located on the southside of North Country Lane east of the intersection 
of North Country Lane and FM-1141, and take any action necessary. 

 
(9) SP2025-039 (HENRY LEE) 

Discuss and consider a request by Keaton Mai of the Dimension Group on behalf of Michael Hampton of Creekside Commons 
Crossing LP for the approval of a Site Plan for a Restaurant with 2,000 SF or More with Drive-Through on a 0.936-acre parcel of 
land identified as a portion of Lot 18, Block A, Creekside Commons Addition, City of Rockwall, Rockwall County, Texas, zoned 
Commercial (C) District, generally located east of the intersection of S. Goliad Street [SH-205] and FM-549, and take any action 
necessary. 

 
(VI) DISCUSSION ITEMS 

 
(10) Director’s Report of post City Council meeting outcomes for development cases (RYAN MILLER). 

 
• P2025-031: Final Plat for Lots 23 & 24, Block A, Rainbo Acres (APPROVED) 
• P2025-033: Final Plat for Lot 2, Block G, Lake Rockwall Estates East Addition (APPROVED) 
• P2025-034: Final Plat for Lots 1 & 2, Block A, Rockwall Medical Office Building Addition (APPROVED) 
• P2025-035: Replat for Lot 9, Block A, Ellis Centre Phase 2 Addition (APPROVED) 
• Z2025-050: Text Amendment to Article 11, Development Applications and Review Procedures, of the UDC for Failure to Appear 

(2ND READING; APPROVED) 
• Z2025-051: Text Amendment to Article 12, Enforcement, of the UDC for the Expiration of Building Permits (2ND READING; 

APPROVED) 
• Z2025-052: Text Amendment to Article 05, District Development Standards, of the UDC for the Southside Residential 

Neighborhood Overlay (SRO) District (2ND READING; APPROVED) 
• Z2025-053: Specific Use Permit (SUP) for a Carwash (WITHDRAWN) 
• Z2025-054: Specific Use Permit (SUP) for a Carport and Accessory Structure at 2389 Saddlebrook Lane (2nd READING; 

APPROVED) 
• Z2025-055: PD Development Plan for a Medical Office Building at 1301 S. Goliad Street (2nd READING; APPROVED) 
• Z2025-056: Specific Use Permit (SUP) for Residential Infill in an Established Subdivision for 308 Harborview Drive (2nd 

READING; APPROVED) 
• Z2025-057: Specific Use Permit (SUP) for a Residence Hotel (TABLED TO THE NOVEMBER 3, 2025 CITY COUNCIL 

MEETING) 
• Z2025-058: Specific Use Permit (SUP) for an Accessory Structure at 2310 Sarah Drive (2nd READING; APPROVED) 
• Z2025-059: Zoning Change from Agricultural (AG) District to Planned Development District for Single-Family 1 (SF-1) District 

land uses (1ST READING; APPROVED) 
• Z2025-060: Specific Use Permit (SUP) for an Accessory Structure at 710 Hartman Street (2nd READING; APPROVED) 
• Z2025-061: Zoning Change (MF-14 to SF-7) in the Southside Residential Neighborhood Overlay (SRO) District (2nd READING; 

APPROVED) 
 

(VII) ADJOURNMENT 
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The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters 
listed on the agenda above, as authorized by Texas Local Government Code §55.071 (Consultation with City Attorney) or any other exception 
allowed under Chapter 551 of the Texas Local Government Code. 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must 
be made 48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, 
in a place readily accessible to the general public at all times, on October 8, 2025 at 5:00 PM, and remained so posted for at least three (3) 
business days preceding the scheduled time of said meeting. 
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PLANNING AND ZONING DEPARTMENT PAGE 4 CITY OF ROCKWALL 

According to Subsection 09, Exceptions and Variances, of Article 11, Development Applications and Review Procedures, of 
the Unified Development Code (UDC), “…an applicant may request the Planning and Zoning Commission grant variances and 
exceptions to the provisions contained in the Unified Development Code (UDC), where unique or extraordinary conditions 
exist or where strict adherence to the technical requirements of the Unified Development Code (UDC) would create an undue 
hardship.” In addition, the code requires that the applicant provide compensatory measures that directly offset the requested 
variances and exceptions. In this case, the applicant is providing the following compensatory measures: [1] an internalized 
roof access ladder, [2] 48% stone on the primary façade, [3] masonry above the 90% required in an Overlay District, [4] 
vertical projections greater than required, [5] additional architectural elements, and [6] a 25-foot landscape buffer in lieu of a 
10-foot landscape buffer. Staff should note that compensatory item [4] does not appear to be accurate as the vertical 
projections meet the minimum requirements; however, the other compensatory items appear to meet or exceed the intent of 
the Unified Development Code (UDC). That being said, requests for exceptions and variances to the Unified Development 
Code (UDC) are discretionary decisions for the Planning and Zoning Commission, that require a supermajority vote (e.g. six 
[6] out of the seven [7] commissioners) -- with a minimum of four (4) votes in the affirmative -- for the approval of a variance or 
exception. 
 
CONFORMANCE WITH OURHOMETOWN VISION 2040 COMPREHENSIVE PLAN 
 
According to the Future Land Use Plan contained in the OURHometown Vision 2040 Comprehensive Plan, the subject 
property is situated within the South Central Residential District and is designated for Commercial land uses. According to the 
District Strategies this land use designation should “… support the existing and proposed residential developments and should 
be compatible in scale with the adjacent residential structures.” In this case, the applicant is proposing a Restaurant, 2,000 SF 
or More, with Drive-Through or Drive-In. Based on this, the applicant’s land use appears to conform with the Comprehensive 
Plan. In addition, Chapter 09, Non-Residential, of the OURHometown Vision 2040 Comprehensive Plan states as one (1) of 
the architectural policies the community should “… encourage high quality and inspiring architecture throughout the City...” 
More specifically the OURHometown Vision 2040 Comprehensive Plan states that “(l)ong, blank wall facades on all 
nonresidential buildings should be subdivided with vertical breaks -- or ’articulated‘ in architectural terms --, and architectural 
elements should be incorporated to reflect a scale and rhythm that is more traditional of a small-town.” In this case, the 
applicant’s request appears to conform with the goals and policies for non-residential buildings contained in the 
Comprehensive Plan; however, this will be a discretionary decision for the Planning and Zoning Commission concerning the 
applicant’s request for an exception to the articulation requirements.  
 
ARCHITECTURAL REVIEW BOARD (ARB) RECOMMENDATION 
 
On September 30, 2025, the Architectural Review Board (ARB) reviewed the applicant’s proposed building elevations and 
approved a motion to recommend approval of the building elevations by a vote of 6-0, with Board Member Kirkpatrick absent, 
with the condition that the building footprint on the site plan be updated to reflect the articulation shown on the building 
elevations. The applicant has corrected this and is meeting the conditions of the Architectural Review Board’s (ARB’s) 
recommendation. 
 
CONDITIONS OF APPROVAL 
 
If the Planning and Zoning Commission chooses to approve the applicant’s Site Plan for a Restaurant with 2,000 SF or More 
with Drive-Through on the subject property, then staff would propose the following conditions of approval: 
 
(1) All staff comments provided by the Planning, Engineering and Fire Department must be addressed prior to the submittal 

of engineering plans.  
 
(2) Any construction resulting from the approval of this Site Plan shall conform to the requirements set forth by the Unified 

Development Code (UDC), the International Building Code (IBC), the Rockwall Municipal Code of Ordinances, city 
adopted engineering and fire codes and with all other applicable regulatory requirements administered and/or enforced by 
the state and federal government. 
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Type : Project :  Catalog # : 

Date : Prepared By : 

Mirada Medium (MRM)
Outdoor LED Area Light

FEATURES & SPECIFICATIONS

Construction
•	 	Rugged die-cast aluminum housing 

contains factory prewired driver and optical 
unit. Cast aluminum wiring access door 
located underneath.

•	Designed to mount to square or round 
poles.

•	Fixtures are finished with LSI’s DuraGrip® 
polyester powder coat finishing process. 
The DuraGrip finish withstands extreme 
weather changes without cracking or 
peeling. Other standard LSI finishes 
available. Consult factory.

•	Shipping weight: 37 lbs in carton.

Optical System
•	State-of-the-Art one piece silicone optic 

sheet delivers industry leading optical 
control with an integrated gasket to provide 
IP66 rated sealed optical chamber in 1 
component.

•	Proprietary silicone refractor optics provide 
exceptional coverage and uniformity in IES 
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC. 

•	Silicone optical material does not yellow or 
crack with age and provides a typical light 
transmittance of 93-95%.

•	Zero uplight.

•	Available in 5000K, 4000K, and 3000K 
color temperatures per ANSI C78.377. Also 
Available in Phosphor Converted Amber 
with Peak intensity at 610nm.

•	Minimum CRI of 70.

•	 Integral louver (IL) and integral half 
louver (IH) options available for enhanced 
backlight control.

Electrical
•	High-performance programmable driver 

features over-voltage, under-voltage, short-
circuit and over temperature protection. 
Custom lumen and wattage packages 
available.

•	0-10V dimming (10% - 100%) standard.

•	Standard Universal Voltage (120-277 Vac) 
Input 50/60 Hz or optional High Voltage 
(347-480 Vac).

•	L80 Calculated Life: >100k Hours (See 
Lumen Maintenance chart)

•	Total harmonic distortion: <20%

•	Operating temperature:  -40°C to +50°C 
(-40°F to +122°F). 42L and 48L lumen 
packages rated to +40°C. 55L lumen 
package rate to +35°C.

•	Power factor: >.90

•	 Input power stays constant over life.

•	Field replaceable 10kV surge protection 
device meets a minimum Category C Low 
operation (per ANSI/IEEE C62.41.2).

•	High-efficacy LEDs mounted to metal-core 
circuit board to maximize heat dissipation

•	Components are fully encased in potting 
material for moisture resistance. Driver 
complies with FCC standards. Driver and 
key electronic components can easily be 
accessed.

Controls	

•	Optional integral passive infrared 
Bluetooth™ motion. Fixtures operate 
independently and can be commissioned 
via iOS or Android configuration app

•	LSI’s AirLink™ wireless control system 
options reduce energy and maintenance 

costs while optimizing light quality 24/7. 
(see controls section for more details).

Installation
•	Designed to mount to square or round 

poles.

•	A single fastener secures the hinged door, 
underneath the housing and provides 
quick & easy access to the electrical 
compartment.

•	 Included terminal block accepts up to 12 ga. 
wire.

•	Utilizes LSI’s traditional 3” drill pattern B3 
for easy fastening of LSI products.  

Warranty

•	LSI LED Fixtures carry a 5-year warranty.

Listings
• Listed to UL 1598 and UL 8750.
• Meets Buy American Act requirements.
• IDA compliant; with 3000K color 

temperature selection.
• Title 24 Compliant; see local ordinance for 

qualification information.
• RoHS compliant
• Suitable for wet Locations.
• IP66 rated Luminaire per IEC 60598.
• 3G rated for ANSI C136.31 high vibration 

applications are qualified.
•	DesignLights Consortium® (DLC) qualified 

product. Not all versions of this product 
may be DLC qualified. Please check the DLC 
Qualified Products List at www.designlights.
org/QPL to confirm which versions are 
qualified.

•	Patented Silicone Optics (US Patent NO. 
10,816,165 B2)

•	 IK08 rated luminiare per IEC 66262 
mechanical impact code

OVERVIEW

Lumen Package 7,000 - 55,000

Wattage Range 48 - 438

Efficacy Range (LPW) 115 - 162

Weight lbs(kg) 30 (13.6)

Control Options IMSBT, ALB, ALS,  
7-Pin, PCI

QUICK LINKS

Ordering Guide Performance Photometrics Dimensions

http://www.designlights.org/QPL
http://www.designlights.org/QPL
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Mirada Medium Outdoor LED Area Light Type : 

ORDERING GUIDE Back to Quick Links

Color Temp Color Rendering Finish Options

50 - 5,000  CCT
40 - 4,000  CCT
30 - 3,000  CCT
AMB - Phosphor Converted Amber12

70CRI - 70 CRI BLK - Black
BRZ - Dark Bronze
GMG - Gun Metal Gray
GPT - Graphite

MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

(Blank) - None

IH - Integral Half Louver (Moderate Spill Light Cutoff)2

IL - Integral Louver (Sharp Spill Light Cutoff)2

ACCESSORY ORDERING INFORMATION7

1.	 Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed.
2.	 Not available with 5W distribution
3.	 Consult Factory for availability.
4.	 Not available in HV.
5.	 Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 

for more details.
6.	 Control device or shorting cap must be ordered separately. See Accessory Ordering Information. 

7.	 Accessories are shipped separately and field installed.
8.	 Factory installed CR7P option required. See Options. 
9.	 “CLR” denotes finish. See Finish options. 
10.	 Only available with ALSC/ALSCH control options.
11.	 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability. 
12.	 Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13.	 Not available with 55L Lumen Package.

CONTROLS ACCESSORIES
Description Order Number
PC120 Photocell for use with CR7P option (120V)8 122514
PC208-277 Photocell for use with CR7P option (208V, 240V, 277V)8 122515
Twist Lock Photocell (347V) for use with CR7P 8 122516
Twist Lock Photocell (480V) for use with CR7P 8 1225180
AirLink 5 Pin Twist Lock Controller (120-277V Only)8 661409
AirLink 7 Pin Twist Lock Controller (120-277V Only)8 661410
AirLink 7 Pin Twist Lock Controller (347-480V) 679948
Shorting Cap for use with CR7P 149328

FUSING OPTIONS11

Single Fusing (120V)

See Fusing 
Accessory

Guide

Single Fusing (277V)

Double Fusing (208V, 240V)

Double Fusing (480V)

Double Fusing (347V)

SHIELDING OPTIONS
Mirada Small

See Shielding 
Guide

Mirada Medium
Mirada Large
Zone Medium
Zone Large
Slice Medium

TYPICAL ORDER EXAMPLE:    MRM    LED    36L    SIL    FTA    UNV    DIM    50    70CRI    ALSCS04    BRZ    IL

Prefix Light Source Lumen Package Lens Distribution Orientation2 Voltage Driver

MRM - Mirada Medium 
Area Light

LED 7L - 7,000 lms, 48W
9L - 9,000 lms, 62W
12L - 12,000 lms, 85W
18L - 18,000 lms, 135W
24L - 24,000 lms, 176W
30L - 30,000 lms, 232W
36L - 36,000 lms, 288W
42L - 42,000 lms, 314W
48L - 48,000 lms, 401W
55L - 55,000 lms, 438W

Custom Lumen Packages1

SIL - Silicone 2 - Type 2
3 - Type 3
4 - Type 4
5W - Type 5 Wide 
FT -  Forward Throw
FTA - Forward Throw  Automotive
AM - Automotive Merchandise
LC - Left Corner
RC - Right Corner

(blank) - standard
L- Optics rotated left 90°
R - Optics rotated right 90°

UNV - Universal Voltage (120-277V)
HV - High Voltage (347-480V)

DIM - 0-10V Dimming (0-10%)

Controls (Choose One)

(Blank) - None

Wireless Controls System 
ALSC - AirLink Synapse Control System13

ALSCS02 - AirLink Synapse  Control System with 12-20’ Motion Sensor13

ALSCS04 - AirLink Synapse Control System with 20-40’ Motion Sensor13

ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) 5
ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40’ mounting height) 5

Stand-Alone Controls
EXT - 0-10v Dimming leads extended to housing exterior
CR7P - 7 Pin Control Receptacle ANSI C136.41 6
IMSBTL1- Integral Bluetooth™ Motion and Photocell Sensor (8-24’ MH)5

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40’ MH)5

Button Type Photocells
PCI120 - 120V
PCI208-277 - 208 -277V
PCI347 - 347V

Need more information?
Click here for our glossary

Have additional questions?
Call us at (800) 436-7800 

https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
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Mirada Medium Outdoor LED Area Light Type : 

ACCESSORIES

OPTICS ROTATION ACCESSORIES/OPTIONS

Integral Louver (IL) and House-Side Shield (IH)
Integral louver (IL) and half louver (IH) accessory shields available for improved backlight 
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral 
House-Side Shield (IH) options deliver backlight control that significantly reduces spill 
light behind the poles for applications with pole locations close to adjacent properties. 
The design maximizes forward reflected light while reducing glare, maintaining the optical 
distribution selected, and most importantly eliminating light trespass. Both options rotate

7 Pin Photoelectric Control
7-pin ANSI C136.41-2013 control receptacle option available for twist 
lock photocontrols or wireless control modules. Control accessories 
sold separately. Dimming leads from the receptacle will be connected 
to the driver dimming leads (Consult factory for alternate wiring).

Luminaire Shown 
with CR7P

Luminaire Shown with Integral 
Louver (IL)

Luminaire Shown with 
IMSBTL Option

IMSBTL

MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES

Sid
e A

rm

Universal Mounting Bracket
Mounts to ≥ 3” square or round (tapered/straight) poles with (2) mounting hole spaces 
between 3.5” to 5”

Part Number: BKA UMB CLR

Sh
iel

din
g

Integral Louver		
Field Install Integral Louver provides maximum backlight control by shiedling each 
individual row of LEDS

Part Number: 690981	

Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”	

Part Number: BKS PQM B3B5 XX CLR

Integral Half Louver
Field Install Integral Half Louver provides great  backlight control without impacting front 
side distribution.

Part Number: 743415

15° Tilt Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”

Part Number: BKS PQ15 B3B5 XX CLR

External Shield
External shield blocks view of light source from anyside of luminaire, additional shielding 
configurations available

Part Number: 783607BLK (3”) / 776538BLK (6”)

Te
no

n /
 Sl

ipfi
tte

r

Adjustable Slipfitter	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and provides 180° of tilt (max 45° above 
horizontal)	

Part Number: BKA ASF CLR

Po
les

Square Poles
14 - 39’ steel and aluminum poles in 4”, 5” and 6” sizes for retrofit and new construction

Part Number: 4SQ/5SQ/6SQ

Square Tenon Top	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and allows for mounting up to 4 
luminaires	

Part Number: BKA XNM *	

Round Poles
10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction

Part Number: 4RP/5RP

Square Internal Slipfitter
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires

Part Number: BKA X_ISF * CLR

Tapered Poles
20’ - 39’ steel and aluminum poles for retrofit and new construction	

Part Number: RTP

Wa
ll M

ou
nt

/ W
oo

d P
ole

Wall Mount Bracket		
Mounts onto vertical wall surface ( hardware/anchors not included)		

Part Number: BKS XBO WM CLR Mi
sc.

Bird Spikes			 
10’ Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and 
application tool		

Spike Part Number: 751631
Adhesive Part Number: 751632
Caulk Gun Part Number: 751636	

Wood Pole Bracket		
Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded)

Part Number: BKS XBO WP CLR

Replace CLR with paint finish description

Replace X with: 3

Replace XX with SQ for square pole or RD for round pole (≥3” OD)

Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)

Replace _ with 4 (4” square pole) or 5 (5” square pole)

Optics Rotated Left Straight Optics Rotated Right

Use Type
R

(Optics Rotated Right)

Pole

EXAMPLE Use Type
L

(Optics Rotated Left)

Top View
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE Back to Quick Links

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

9L

2

70

9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2

62

3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2

4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

5W 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2

FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3

FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2

AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1

LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3

12L

2

70

13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2

85

3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2

4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4

5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

FT 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3

FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2

AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2

LC/RC 11996 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3

18L

2

70

19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3

135

3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3

4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5

5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

FT 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3

FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3

AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2

LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3

24L

2

70

24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3

176

3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3

4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5

5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

FT 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3

FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3

AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2

LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4

30L

2

70

30171 140 B4-U0-G3 32417 140 B4-U0-G3 32417 140 B4-U0-G3

232

3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4

4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

5W 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3

FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4

FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4

AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3

LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 31777 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.

JBujake
Highlight

JBujake
Highlight

JBujake
Highlight

JBujake
Highlight

JBujake
Highlight



Page 5/11 Rev. 03/20/24 
SPEC.1020.B.0422

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • (513) 372-3200 • www.lsicorp.com
©LSI Industries Inc. All Rights Reserved. Specifi cations and dimensions subject to industry standard tolerances. Specifi cations subject to change without notice.

Have questions? Call us at (800) 436-7800 

Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

36L

2

70

35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3

288

3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4

4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5

5W 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

FT 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4

FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4

AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3

LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5

42L

2

70

41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4

314

3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5

4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5

5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

FT 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4

FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4

AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3

LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5

48L

2

70

45133 123 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4

401

3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 132 B4-U0-G5

4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5

5W 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

FT 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5

FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4

AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 132 B4-U0-G3

LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5

55L

2

70

50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4

438

3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5

4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5W 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4

FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5

FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4

AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3

LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 121 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.52  0.30  0.26  0.22  0.18  0.13 

12L  0.71  0.41  0.35  0.31  0.24  0.18 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L 1.33 0.77 0.67 0.58 0.46 0.33 

30L 1.78 1.02 0.89 0.77 0.61 0.44 

36L 2.12 1.22 1.06 0.92 0.73 0.53 

42L 2.62 1.51 1.31 1.13 0.90 0.65 

48L 3.05 1.76 1.53 1.32 1.05 0.76 

55L 3.65 2.11 1.83 1.58 1.26 0.91

ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.62  0.36  0.31  0.27  0.21  0.15 

12L  0.85  0.50  0.43  0.38  0.30  0.22 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L  1.47  0.85  0.73  0.64  0.51  0.37

RECOMMENDED LUMEN MAINTENANCE1 (40°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 92% 88% 84%

24L - 48L 100% 94% 87% 80% 74%

RECOMMENDED LUMEN MAINTENANCE1 (0-25°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 93% 90% 86%

24L - 48L 100% 95% 89% 84% 79%

55L 100% 91% 82% 74% 67%

RECOMMENDED LUMEN MAINTENANCE1 (50°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L C 100% 96% 91% 87% 83%

DELIVERED LUMENS*

Lumen Package Distribution
Phosphor Converted Amber (Peak 610mm)

WattageDelivered Lumens Efficacy BUG Rating

9L

2 5848 80 B2-U0-G2

74

3 6018 82 B1-U0-G2

5W 5471 74 B3-U0-G1

FT 5801 79 B1-U0-G2

FTA 5924 81 B1-U0-G1

AM 5995 81 B1-U0-G1

12L

2 7530 74 B2-U0-G2

102

3 7749 76 B1-U0-G2

5W 7045 69 B3-U0-G2

FT 7470 73 B2-U0-G2

FTA 7628 75 B2-U0-G2

AM 7720 76 B1-U0-G1

18L

2 9311 69 B2-U0-G2

135

3 9582 71 B2-U0-G2

5W 8712 65 B3-U0-G2

FT 9237 68 B2-U0-G2

FTA 9433 70 B2-U0-G2

AM 9546 71 B2-U0-G1

24L

2 10955 63 B2-U0-G2

175

3 11273 64 B2-U0-G2

5W 10249 59 B3-U0-G2

FT 10867 62 B2-U0-G2

FTA 11097 63 B2-U0-G2

AM 11230 64 B2-U0-G1

1.	 Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing.

2.	 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are 
within six times the IESNA LM-80-08 total test duration for the device under testing.

3.	 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 
total test duration for the device under testing.

*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10%

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

Back to Quick Links

MRM-LED-30L-SIL-2-40-70CRI

MRM-LED-30L-SIL-3-40-70CRI

.5

1
2

5

6310

12620

18929

25239

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

PHOTOMETRICS

.5
1

2
5

2

5470

10941

16411

21881

1

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

MRM-LED-30L-SIL-FT-40-70CRI

.5
1

2

5
4752

9503

14255

19006

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

Luminaire Data
Type 2 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,416
Watts 232
Efficacy 140
IES Type Type II - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 4796 15%
Medium (30-60°) 19811 61%
High (60-80°) 7474 23%
Very High (80-90°) 335 1%
Uplight (90-180°) 0 0%
Total Flux 32416 100%

Luminaire Data
Type 3 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,656
Watts 232
Efficacy 141
IES Type Type III - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3385 10%
Medium (30-60°) 16250 50%
High (60-80°) 12430 38%
Very High (80-90°) 591 2%
Uplight (90-180°) 0 0%
Total Flux 32656 100%

Luminaire Data
Type FT Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,424
Watts 232
Efficacy 140
IES Type Type IV - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3952 12%
Medium (30-60°) 15505 48%
High (60-80°) 12279 38%
Very High (80-90°) 688 2%
Uplight (90-180°) 0 0%
Total Flux 32424 100%

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by 
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https://www.lsicorp.com/ for detailed photometric data.

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=Photometrics
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-FTA-40-70CRI

MRM-LED-30L-SIL-5W-40-70CRI

MRM-LED-30L-SIL-4-40-70CRI

.5
1
2 5

4127

8253

12380

16506

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

.5
1

2

5

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

1

3777

7554

11330

15107

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
.5

1

2

5

4174

8347

12521

16694

1

2

Luminaire Data
Type 5W Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267
Watts 232
Efficacy 135
IES Type Type VS - Short
BUG Rating B5-U0-G3

Luminaire Data
Type 4 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,141
Watts 213
Efficacy 151
IES Type Type IV - Very Short
BUG Rating B3-U0-G5

Luminaire Data
Type FTA Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,566
Watts 232
Efficacy 140
IES Type Type VS - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 47%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3119 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 32141 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6986 21%
Medium (30-60°) 19172 59%
High (60-80°) 5875 18%
Very High (80-90°) 534 2%
Uplight (90-180°) 0 0%
Total Flux 32566 100%
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-AM-40-70CRI

MRM-LED-30L-SIL-LC-40-70CRI

MRM-LED-30L-SIL-RC-40-70CRI

.5
1

2
5

26544

6636

13272

19908

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
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1
2

5 7095

14190

21284

28379

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
.5

1

2

5

7095

14190

21284

28379

1

2

Back to Quick Links

Luminaire Data
Type AM Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,960
Watts 232
Efficacy 142
IES Type Type III - Very Short
BUG Rating B3-U0-G3

Luminaire Data
Left Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Luminaire Data
Right Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 379 1%
Uplight (90-180°) 0 0% 
Total Flux 32960 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%
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Mirada Medium Outdoor LED Area Light Type : 

PRODUCT DIMENSIONS

7.6"
(192mm)

13-1/2"
(342mm)

7.8"
(198mm)

6.5"
(165mm)

31.3"
(795mm)

IMSBT Motion &
Photocell Sensor

Bottom View Top View

Photo Control
Receptacle

B3 Pole Drill Pattern

ø0.875
ø0.563

2.422

1.211

Luminaire EPA Chart

Tilt Degree 0° 15° 30° 45°

Single 0.5 1.0 1.5 1.9

D180° 1.0 1.5 1.5 1.9

D90° 0.8 1.8 1.9 2.3

T90° 1.0 4.0 2.5 2.8

TN120° 1.0 2.9 3.3 3.9

Q90° 1.0 4.0 2.5 2.8
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Mirada Medium Outdoor LED Area Light Type : 

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)
Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for 
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters 
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

AirLink Blue (ALBCSx)
Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for 
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of 
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue

Sensor Sequence of Operations

Standard Programming On Event Off Event On Light Level Dim Light Level Daylight Harvesting Delay To Off Sensitivity
OMSBTxL/IMSBTxL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMS Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description
On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

Off Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the 
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time 
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature 
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.

Apple

Apple

Android LEVITON App

AirLink Blue App
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Type : Project :  Catalog # : 

Date : Prepared By : 

Mirada Medium (MRM)
Outdoor LED Area Light

FEATURES & SPECIFICATIONS

Construction
•	 	Rugged die-cast aluminum housing 

contains factory prewired driver and optical 
unit. Cast aluminum wiring access door 
located underneath.

•	Designed to mount to square or round 
poles.

•	Fixtures are finished with LSI’s DuraGrip® 
polyester powder coat finishing process. 
The DuraGrip finish withstands extreme 
weather changes without cracking or 
peeling. Other standard LSI finishes 
available. Consult factory.

•	Shipping weight: 37 lbs in carton.

Optical System
•	State-of-the-Art one piece silicone optic 

sheet delivers industry leading optical 
control with an integrated gasket to provide 
IP66 rated sealed optical chamber in 1 
component.

•	Proprietary silicone refractor optics provide 
exceptional coverage and uniformity in IES 
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC. 

•	Silicone optical material does not yellow or 
crack with age and provides a typical light 
transmittance of 93-95%.

•	Zero uplight.

•	Available in 5000K, 4000K, and 3000K 
color temperatures per ANSI C78.377. Also 
Available in Phosphor Converted Amber 
with Peak intensity at 610nm.

•	Minimum CRI of 70.

•	 Integral louver (IL) and integral half 
louver (IH) options available for enhanced 
backlight control.

Electrical
•	High-performance programmable driver 

features over-voltage, under-voltage, short-
circuit and over temperature protection. 
Custom lumen and wattage packages 
available.

•	0-10V dimming (10% - 100%) standard.

•	Standard Universal Voltage (120-277 Vac) 
Input 50/60 Hz or optional High Voltage 
(347-480 Vac).

•	L80 Calculated Life: >100k Hours (See 
Lumen Maintenance chart)

•	Total harmonic distortion: <20%

•	Operating temperature:  -40°C to +50°C 
(-40°F to +122°F). 42L and 48L lumen 
packages rated to +40°C. 55L lumen 
package rate to +35°C.

•	Power factor: >.90

•	 Input power stays constant over life.

•	Field replaceable 10kV surge protection 
device meets a minimum Category C Low 
operation (per ANSI/IEEE C62.41.2).

•	High-efficacy LEDs mounted to metal-core 
circuit board to maximize heat dissipation

•	Components are fully encased in potting 
material for moisture resistance. Driver 
complies with FCC standards. Driver and 
key electronic components can easily be 
accessed.

Controls	

•	Optional integral passive infrared 
Bluetooth™ motion. Fixtures operate 
independently and can be commissioned 
via iOS or Android configuration app

•	LSI’s AirLink™ wireless control system 
options reduce energy and maintenance 

costs while optimizing light quality 24/7. 
(see controls section for more details).

Installation
•	Designed to mount to square or round 

poles.

•	A single fastener secures the hinged door, 
underneath the housing and provides 
quick & easy access to the electrical 
compartment.

•	 Included terminal block accepts up to 12 ga. 
wire.

•	Utilizes LSI’s traditional 3” drill pattern B3 
for easy fastening of LSI products.  

Warranty

•	LSI LED Fixtures carry a 5-year warranty.

Listings
• Listed to UL 1598 and UL 8750.
• Meets Buy American Act requirements.
• IDA compliant; with 3000K color 

temperature selection.
• Title 24 Compliant; see local ordinance for 

qualification information.
• RoHS compliant
• Suitable for wet Locations.
• IP66 rated Luminaire per IEC 60598.
• 3G rated for ANSI C136.31 high vibration 

applications are qualified.
•	DesignLights Consortium® (DLC) qualified 

product. Not all versions of this product 
may be DLC qualified. Please check the DLC 
Qualified Products List at www.designlights.
org/QPL to confirm which versions are 
qualified.

•	Patented Silicone Optics (US Patent NO. 
10,816,165 B2)

•	 IK08 rated luminiare per IEC 66262 
mechanical impact code

OVERVIEW

Lumen Package 7,000 - 55,000

Wattage Range 48 - 438

Efficacy Range (LPW) 115 - 162

Weight lbs(kg) 30 (13.6)

Control Options IMSBT, ALB, ALS,  
7-Pin, PCI

QUICK LINKS

Ordering Guide Performance Photometrics Dimensions

http://www.designlights.org/QPL
http://www.designlights.org/QPL
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Mirada Medium Outdoor LED Area Light Type : 

ORDERING GUIDE Back to Quick Links

Color Temp Color Rendering Finish Options

50 - 5,000  CCT
40 - 4,000  CCT
30 - 3,000  CCT
AMB - Phosphor Converted Amber12

70CRI - 70 CRI BLK - Black
BRZ - Dark Bronze
GMG - Gun Metal Gray
GPT - Graphite

MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

(Blank) - None

IH - Integral Half Louver (Moderate Spill Light Cutoff)2

IL - Integral Louver (Sharp Spill Light Cutoff)2

ACCESSORY ORDERING INFORMATION7

1.	 Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed.
2.	 Not available with 5W distribution
3.	 Consult Factory for availability.
4.	 Not available in HV.
5.	 Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 

for more details.
6.	 Control device or shorting cap must be ordered separately. See Accessory Ordering Information. 

7.	 Accessories are shipped separately and field installed.
8.	 Factory installed CR7P option required. See Options. 
9.	 “CLR” denotes finish. See Finish options. 
10.	 Only available with ALSC/ALSCH control options.
11.	 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability. 
12.	 Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13.	 Not available with 55L Lumen Package.

CONTROLS ACCESSORIES
Description Order Number
PC120 Photocell for use with CR7P option (120V)8 122514
PC208-277 Photocell for use with CR7P option (208V, 240V, 277V)8 122515
Twist Lock Photocell (347V) for use with CR7P 8 122516
Twist Lock Photocell (480V) for use with CR7P 8 1225180
AirLink 5 Pin Twist Lock Controller (120-277V Only)8 661409
AirLink 7 Pin Twist Lock Controller (120-277V Only)8 661410
AirLink 7 Pin Twist Lock Controller (347-480V) 679948
Shorting Cap for use with CR7P 149328

FUSING OPTIONS11

Single Fusing (120V)

See Fusing 
Accessory

Guide

Single Fusing (277V)

Double Fusing (208V, 240V)

Double Fusing (480V)

Double Fusing (347V)

SHIELDING OPTIONS
Mirada Small

See Shielding 
Guide

Mirada Medium
Mirada Large
Zone Medium
Zone Large
Slice Medium

TYPICAL ORDER EXAMPLE:    MRM    LED    36L    SIL    FTA    UNV    DIM    50    70CRI    ALSCS04    BRZ    IL

Prefix Light Source Lumen Package Lens Distribution Orientation2 Voltage Driver

MRM - Mirada Medium 
Area Light

LED 7L - 7,000 lms, 48W
9L - 9,000 lms, 62W
12L - 12,000 lms, 85W
18L - 18,000 lms, 135W
24L - 24,000 lms, 176W
30L - 30,000 lms, 232W
36L - 36,000 lms, 288W
42L - 42,000 lms, 314W
48L - 48,000 lms, 401W
55L - 55,000 lms, 438W

Custom Lumen Packages1

SIL - Silicone 2 - Type 2
3 - Type 3
4 - Type 4
5W - Type 5 Wide 
FT -  Forward Throw
FTA - Forward Throw  Automotive
AM - Automotive Merchandise
LC - Left Corner
RC - Right Corner

(blank) - standard
L- Optics rotated left 90°
R - Optics rotated right 90°

UNV - Universal Voltage (120-277V)
HV - High Voltage (347-480V)

DIM - 0-10V Dimming (0-10%)

Controls (Choose One)

(Blank) - None

Wireless Controls System 
ALSC - AirLink Synapse Control System13

ALSCS02 - AirLink Synapse  Control System with 12-20’ Motion Sensor13

ALSCS04 - AirLink Synapse Control System with 20-40’ Motion Sensor13

ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) 5
ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40’ mounting height) 5

Stand-Alone Controls
EXT - 0-10v Dimming leads extended to housing exterior
CR7P - 7 Pin Control Receptacle ANSI C136.41 6
IMSBTL1- Integral Bluetooth™ Motion and Photocell Sensor (8-24’ MH)5

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40’ MH)5

Button Type Photocells
PCI120 - 120V
PCI208-277 - 208 -277V
PCI347 - 347V

Need more information?
Click here for our glossary

Have additional questions?
Call us at (800) 436-7800 

https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
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Mirada Medium Outdoor LED Area Light Type : 

ACCESSORIES

OPTICS ROTATION ACCESSORIES/OPTIONS

Integral Louver (IL) and House-Side Shield (IH)
Integral louver (IL) and half louver (IH) accessory shields available for improved backlight 
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral 
House-Side Shield (IH) options deliver backlight control that significantly reduces spill 
light behind the poles for applications with pole locations close to adjacent properties. 
The design maximizes forward reflected light while reducing glare, maintaining the optical 
distribution selected, and most importantly eliminating light trespass. Both options rotate

7 Pin Photoelectric Control
7-pin ANSI C136.41-2013 control receptacle option available for twist 
lock photocontrols or wireless control modules. Control accessories 
sold separately. Dimming leads from the receptacle will be connected 
to the driver dimming leads (Consult factory for alternate wiring).

Luminaire Shown 
with CR7P

Luminaire Shown with Integral 
Louver (IL)

Luminaire Shown with 
IMSBTL Option

IMSBTL

MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES

Sid
e A

rm

Universal Mounting Bracket
Mounts to ≥ 3” square or round (tapered/straight) poles with (2) mounting hole spaces 
between 3.5” to 5”

Part Number: BKA UMB CLR

Sh
iel

din
g

Integral Louver		
Field Install Integral Louver provides maximum backlight control by shiedling each 
individual row of LEDS

Part Number: 690981	

Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”	

Part Number: BKS PQM B3B5 XX CLR

Integral Half Louver
Field Install Integral Half Louver provides great  backlight control without impacting front 
side distribution.

Part Number: 743415

15° Tilt Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”

Part Number: BKS PQ15 B3B5 XX CLR

External Shield
External shield blocks view of light source from anyside of luminaire, additional shielding 
configurations available

Part Number: 783607BLK (3”) / 776538BLK (6”)

Te
no

n /
 Sl

ipfi
tte

r

Adjustable Slipfitter	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and provides 180° of tilt (max 45° above 
horizontal)	

Part Number: BKA ASF CLR

Po
les

Square Poles
14 - 39’ steel and aluminum poles in 4”, 5” and 6” sizes for retrofit and new construction

Part Number: 4SQ/5SQ/6SQ

Square Tenon Top	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and allows for mounting up to 4 
luminaires	

Part Number: BKA XNM *	

Round Poles
10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction

Part Number: 4RP/5RP

Square Internal Slipfitter
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires

Part Number: BKA X_ISF * CLR

Tapered Poles
20’ - 39’ steel and aluminum poles for retrofit and new construction	

Part Number: RTP

Wa
ll M

ou
nt

/ W
oo

d P
ole

Wall Mount Bracket		
Mounts onto vertical wall surface ( hardware/anchors not included)		

Part Number: BKS XBO WM CLR Mi
sc.

Bird Spikes			 
10’ Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and 
application tool		

Spike Part Number: 751631
Adhesive Part Number: 751632
Caulk Gun Part Number: 751636	

Wood Pole Bracket		
Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded)

Part Number: BKS XBO WP CLR

Replace CLR with paint finish description

Replace X with: 3

Replace XX with SQ for square pole or RD for round pole (≥3” OD)

Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)

Replace _ with 4 (4” square pole) or 5 (5” square pole)

Optics Rotated Left Straight Optics Rotated Right

Use Type
R

(Optics Rotated Right)

Pole

EXAMPLE Use Type
L

(Optics Rotated Left)

Top View

JBujake
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE Back to Quick Links

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

9L

2

70

9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2

62

3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2

4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

5W 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2

FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3

FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2

AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1

LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3

12L

2

70

13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2

85

3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2

4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4

5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

FT 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3

FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2

AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2

LC/RC 11996 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3

18L

2

70

19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3

135

3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3

4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5

5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

FT 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3

FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3

AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2

LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3

24L

2

70

24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3

176

3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3

4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5

5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

FT 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3

FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3

AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2

LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4

30L

2

70

30171 140 B4-U0-G3 32417 140 B4-U0-G3 32417 140 B4-U0-G3

232

3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4

4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

5W 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3

FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4

FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4

AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3

LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 31777 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

36L

2

70

35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3

288

3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4

4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5

5W 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

FT 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4

FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4

AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3

LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5

42L

2

70

41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4

314

3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5

4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5

5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

FT 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4

FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4

AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3

LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5

48L

2

70

45133 123 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4

401

3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 132 B4-U0-G5

4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5

5W 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

FT 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5

FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4

AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 132 B4-U0-G3

LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5

55L

2

70

50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4

438

3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5

4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5W 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4

FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5

FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4

AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3

LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 121 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.52  0.30  0.26  0.22  0.18  0.13 

12L  0.71  0.41  0.35  0.31  0.24  0.18 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L 1.33 0.77 0.67 0.58 0.46 0.33 

30L 1.78 1.02 0.89 0.77 0.61 0.44 

36L 2.12 1.22 1.06 0.92 0.73 0.53 

42L 2.62 1.51 1.31 1.13 0.90 0.65 

48L 3.05 1.76 1.53 1.32 1.05 0.76 

55L 3.65 2.11 1.83 1.58 1.26 0.91

ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.62  0.36  0.31  0.27  0.21  0.15 

12L  0.85  0.50  0.43  0.38  0.30  0.22 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L  1.47  0.85  0.73  0.64  0.51  0.37

RECOMMENDED LUMEN MAINTENANCE1 (40°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 92% 88% 84%

24L - 48L 100% 94% 87% 80% 74%

RECOMMENDED LUMEN MAINTENANCE1 (0-25°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 93% 90% 86%

24L - 48L 100% 95% 89% 84% 79%

55L 100% 91% 82% 74% 67%

RECOMMENDED LUMEN MAINTENANCE1 (50°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L C 100% 96% 91% 87% 83%

DELIVERED LUMENS*

Lumen Package Distribution
Phosphor Converted Amber (Peak 610mm)

WattageDelivered Lumens Efficacy BUG Rating

9L

2 5848 80 B2-U0-G2

74

3 6018 82 B1-U0-G2

5W 5471 74 B3-U0-G1

FT 5801 79 B1-U0-G2

FTA 5924 81 B1-U0-G1

AM 5995 81 B1-U0-G1

12L

2 7530 74 B2-U0-G2

102

3 7749 76 B1-U0-G2

5W 7045 69 B3-U0-G2

FT 7470 73 B2-U0-G2

FTA 7628 75 B2-U0-G2

AM 7720 76 B1-U0-G1

18L

2 9311 69 B2-U0-G2

135

3 9582 71 B2-U0-G2

5W 8712 65 B3-U0-G2

FT 9237 68 B2-U0-G2

FTA 9433 70 B2-U0-G2

AM 9546 71 B2-U0-G1

24L

2 10955 63 B2-U0-G2

175

3 11273 64 B2-U0-G2

5W 10249 59 B3-U0-G2

FT 10867 62 B2-U0-G2

FTA 11097 63 B2-U0-G2

AM 11230 64 B2-U0-G1

1.	 Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing.

2.	 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are 
within six times the IESNA LM-80-08 total test duration for the device under testing.

3.	 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 
total test duration for the device under testing.

*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10%

*LEDs are frequently updated therefore values are nominal.

JBujake
Highlight
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Mirada Medium Outdoor LED Area Light Type : 

Back to Quick Links

MRM-LED-30L-SIL-2-40-70CRI

MRM-LED-30L-SIL-3-40-70CRI
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25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

PHOTOMETRICS
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MRM-LED-30L-SIL-FT-40-70CRI
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25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

Luminaire Data
Type 2 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,416
Watts 232
Efficacy 140
IES Type Type II - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 4796 15%
Medium (30-60°) 19811 61%
High (60-80°) 7474 23%
Very High (80-90°) 335 1%
Uplight (90-180°) 0 0%
Total Flux 32416 100%

Luminaire Data
Type 3 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,656
Watts 232
Efficacy 141
IES Type Type III - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3385 10%
Medium (30-60°) 16250 50%
High (60-80°) 12430 38%
Very High (80-90°) 591 2%
Uplight (90-180°) 0 0%
Total Flux 32656 100%

Luminaire Data
Type FT Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,424
Watts 232
Efficacy 140
IES Type Type IV - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3952 12%
Medium (30-60°) 15505 48%
High (60-80°) 12279 38%
Very High (80-90°) 688 2%
Uplight (90-180°) 0 0%
Total Flux 32424 100%

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by 
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https://www.lsicorp.com/ for detailed photometric data.

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=Photometrics
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-FTA-40-70CRI

MRM-LED-30L-SIL-5W-40-70CRI

MRM-LED-30L-SIL-4-40-70CRI
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Luminaire Data
Type 5W Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267
Watts 232
Efficacy 135
IES Type Type VS - Short
BUG Rating B5-U0-G3

Luminaire Data
Type 4 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,141
Watts 213
Efficacy 151
IES Type Type IV - Very Short
BUG Rating B3-U0-G5

Luminaire Data
Type FTA Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,566
Watts 232
Efficacy 140
IES Type Type VS - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 47%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3119 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 32141 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6986 21%
Medium (30-60°) 19172 59%
High (60-80°) 5875 18%
Very High (80-90°) 534 2%
Uplight (90-180°) 0 0%
Total Flux 32566 100%



Page 9/11 Rev. 03/20/24 
SPEC.1020.B.0422

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • (513) 372-3200 • www.lsicorp.com
©LSI Industries Inc. All Rights Reserved. Specifi cations and dimensions subject to industry standard tolerances. Specifi cations subject to change without notice.

Have questions? Call us at (800) 436-7800 

Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-AM-40-70CRI

MRM-LED-30L-SIL-LC-40-70CRI

MRM-LED-30L-SIL-RC-40-70CRI

.5
1

2
5

26544

6636

13272

19908

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
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Back to Quick Links

Luminaire Data
Type AM Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,960
Watts 232
Efficacy 142
IES Type Type III - Very Short
BUG Rating B3-U0-G3

Luminaire Data
Left Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Luminaire Data
Right Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 379 1%
Uplight (90-180°) 0 0% 
Total Flux 32960 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%
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Mirada Medium Outdoor LED Area Light Type : 

PRODUCT DIMENSIONS

7.6"
(192mm)

13-1/2"
(342mm)

7.8"
(198mm)

6.5"
(165mm)

31.3"
(795mm)

IMSBT Motion &
Photocell Sensor

Bottom View Top View

Photo Control
Receptacle

B3 Pole Drill Pattern

ø0.875
ø0.563

2.422

1.211

Luminaire EPA Chart

Tilt Degree 0° 15° 30° 45°

Single 0.5 1.0 1.5 1.9

D180° 1.0 1.5 1.5 1.9

D90° 0.8 1.8 1.9 2.3

T90° 1.0 4.0 2.5 2.8

TN120° 1.0 2.9 3.3 3.9

Q90° 1.0 4.0 2.5 2.8
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Mirada Medium Outdoor LED Area Light Type : 

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)
Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for 
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters 
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

AirLink Blue (ALBCSx)
Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for 
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of 
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue

Sensor Sequence of Operations

Standard Programming On Event Off Event On Light Level Dim Light Level Daylight Harvesting Delay To Off Sensitivity
OMSBTxL/IMSBTxL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMS Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description
On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

Off Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the 
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time 
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature 
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.

Apple

Apple

Android LEVITON App

AirLink Blue App
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Type : Project :  Catalog # : 

Date : Prepared By : 

Mirada Medium (MRM)
Outdoor LED Area Light

FEATURES & SPECIFICATIONS

Construction
•	 	Rugged die-cast aluminum housing 

contains factory prewired driver and optical 
unit. Cast aluminum wiring access door 
located underneath.

•	Designed to mount to square or round 
poles.

•	Fixtures are finished with LSI’s DuraGrip® 
polyester powder coat finishing process. 
The DuraGrip finish withstands extreme 
weather changes without cracking or 
peeling. Other standard LSI finishes 
available. Consult factory.

•	Shipping weight: 37 lbs in carton.

Optical System
•	State-of-the-Art one piece silicone optic 

sheet delivers industry leading optical 
control with an integrated gasket to provide 
IP66 rated sealed optical chamber in 1 
component.

•	Proprietary silicone refractor optics provide 
exceptional coverage and uniformity in IES 
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC. 

•	Silicone optical material does not yellow or 
crack with age and provides a typical light 
transmittance of 93-95%.

•	Zero uplight.

•	Available in 5000K, 4000K, and 3000K 
color temperatures per ANSI C78.377. Also 
Available in Phosphor Converted Amber 
with Peak intensity at 610nm.

•	Minimum CRI of 70.

•	 Integral louver (IL) and integral half 
louver (IH) options available for enhanced 
backlight control.

Electrical
•	High-performance programmable driver 

features over-voltage, under-voltage, short-
circuit and over temperature protection. 
Custom lumen and wattage packages 
available.

•	0-10V dimming (10% - 100%) standard.

•	Standard Universal Voltage (120-277 Vac) 
Input 50/60 Hz or optional High Voltage 
(347-480 Vac).

•	L80 Calculated Life: >100k Hours (See 
Lumen Maintenance chart)

•	Total harmonic distortion: <20%

•	Operating temperature:  -40°C to +50°C 
(-40°F to +122°F). 42L and 48L lumen 
packages rated to +40°C. 55L lumen 
package rate to +35°C.

•	Power factor: >.90

•	 Input power stays constant over life.

•	Field replaceable 10kV surge protection 
device meets a minimum Category C Low 
operation (per ANSI/IEEE C62.41.2).

•	High-efficacy LEDs mounted to metal-core 
circuit board to maximize heat dissipation

•	Components are fully encased in potting 
material for moisture resistance. Driver 
complies with FCC standards. Driver and 
key electronic components can easily be 
accessed.

Controls	

•	Optional integral passive infrared 
Bluetooth™ motion. Fixtures operate 
independently and can be commissioned 
via iOS or Android configuration app

•	LSI’s AirLink™ wireless control system 
options reduce energy and maintenance 

costs while optimizing light quality 24/7. 
(see controls section for more details).

Installation
•	Designed to mount to square or round 

poles.

•	A single fastener secures the hinged door, 
underneath the housing and provides 
quick & easy access to the electrical 
compartment.

•	 Included terminal block accepts up to 12 ga. 
wire.

•	Utilizes LSI’s traditional 3” drill pattern B3 
for easy fastening of LSI products.  

Warranty

•	LSI LED Fixtures carry a 5-year warranty.

Listings
• Listed to UL 1598 and UL 8750.
• Meets Buy American Act requirements.
• IDA compliant; with 3000K color 

temperature selection.
• Title 24 Compliant; see local ordinance for 

qualification information.
• RoHS compliant
• Suitable for wet Locations.
• IP66 rated Luminaire per IEC 60598.
• 3G rated for ANSI C136.31 high vibration 

applications are qualified.
•	DesignLights Consortium® (DLC) qualified 

product. Not all versions of this product 
may be DLC qualified. Please check the DLC 
Qualified Products List at www.designlights.
org/QPL to confirm which versions are 
qualified.

•	Patented Silicone Optics (US Patent NO. 
10,816,165 B2)

•	 IK08 rated luminiare per IEC 66262 
mechanical impact code

OVERVIEW

Lumen Package 7,000 - 55,000

Wattage Range 48 - 438

Efficacy Range (LPW) 115 - 162

Weight lbs(kg) 30 (13.6)

Control Options IMSBT, ALB, ALS,  
7-Pin, PCI

QUICK LINKS

Ordering Guide Performance Photometrics Dimensions

http://www.designlights.org/QPL
http://www.designlights.org/QPL
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Mirada Medium Outdoor LED Area Light Type : 

ORDERING GUIDE Back to Quick Links

Color Temp Color Rendering Finish Options

50 - 5,000  CCT
40 - 4,000  CCT
30 - 3,000  CCT
AMB - Phosphor Converted Amber12

70CRI - 70 CRI BLK - Black
BRZ - Dark Bronze
GMG - Gun Metal Gray
GPT - Graphite

MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

(Blank) - None

IH - Integral Half Louver (Moderate Spill Light Cutoff)2

IL - Integral Louver (Sharp Spill Light Cutoff)2

ACCESSORY ORDERING INFORMATION7

1.	 Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed.
2.	 Not available with 5W distribution
3.	 Consult Factory for availability.
4.	 Not available in HV.
5.	 Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 

for more details.
6.	 Control device or shorting cap must be ordered separately. See Accessory Ordering Information. 

7.	 Accessories are shipped separately and field installed.
8.	 Factory installed CR7P option required. See Options. 
9.	 “CLR” denotes finish. See Finish options. 
10.	 Only available with ALSC/ALSCH control options.
11.	 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability. 
12.	 Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13.	 Not available with 55L Lumen Package.

CONTROLS ACCESSORIES
Description Order Number
PC120 Photocell for use with CR7P option (120V)8 122514
PC208-277 Photocell for use with CR7P option (208V, 240V, 277V)8 122515
Twist Lock Photocell (347V) for use with CR7P 8 122516
Twist Lock Photocell (480V) for use with CR7P 8 1225180
AirLink 5 Pin Twist Lock Controller (120-277V Only)8 661409
AirLink 7 Pin Twist Lock Controller (120-277V Only)8 661410
AirLink 7 Pin Twist Lock Controller (347-480V) 679948
Shorting Cap for use with CR7P 149328

FUSING OPTIONS11

Single Fusing (120V)

See Fusing 
Accessory

Guide

Single Fusing (277V)

Double Fusing (208V, 240V)

Double Fusing (480V)

Double Fusing (347V)

SHIELDING OPTIONS
Mirada Small

See Shielding 
Guide

Mirada Medium
Mirada Large
Zone Medium
Zone Large
Slice Medium

TYPICAL ORDER EXAMPLE:    MRM    LED    36L    SIL    FTA    UNV    DIM    50    70CRI    ALSCS04    BRZ    IL

Prefix Light Source Lumen Package Lens Distribution Orientation2 Voltage Driver

MRM - Mirada Medium 
Area Light

LED 7L - 7,000 lms, 48W
9L - 9,000 lms, 62W
12L - 12,000 lms, 85W
18L - 18,000 lms, 135W
24L - 24,000 lms, 176W
30L - 30,000 lms, 232W
36L - 36,000 lms, 288W
42L - 42,000 lms, 314W
48L - 48,000 lms, 401W
55L - 55,000 lms, 438W

Custom Lumen Packages1

SIL - Silicone 2 - Type 2
3 - Type 3
4 - Type 4
5W - Type 5 Wide 
FT -  Forward Throw
FTA - Forward Throw  Automotive
AM - Automotive Merchandise
LC - Left Corner
RC - Right Corner

(blank) - standard
L- Optics rotated left 90°
R - Optics rotated right 90°

UNV - Universal Voltage (120-277V)
HV - High Voltage (347-480V)

DIM - 0-10V Dimming (0-10%)

Controls (Choose One)

(Blank) - None

Wireless Controls System 
ALSC - AirLink Synapse Control System13

ALSCS02 - AirLink Synapse  Control System with 12-20’ Motion Sensor13

ALSCS04 - AirLink Synapse Control System with 20-40’ Motion Sensor13

ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) 5
ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40’ mounting height) 5

Stand-Alone Controls
EXT - 0-10v Dimming leads extended to housing exterior
CR7P - 7 Pin Control Receptacle ANSI C136.41 6
IMSBTL1- Integral Bluetooth™ Motion and Photocell Sensor (8-24’ MH)5

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40’ MH)5

Button Type Photocells
PCI120 - 120V
PCI208-277 - 208 -277V
PCI347 - 347V

Need more information?
Click here for our glossary

Have additional questions?
Call us at (800) 436-7800 

https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
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Mirada Medium Outdoor LED Area Light Type : 

ACCESSORIES

OPTICS ROTATION ACCESSORIES/OPTIONS

Integral Louver (IL) and House-Side Shield (IH)
Integral louver (IL) and half louver (IH) accessory shields available for improved backlight 
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral 
House-Side Shield (IH) options deliver backlight control that significantly reduces spill 
light behind the poles for applications with pole locations close to adjacent properties. 
The design maximizes forward reflected light while reducing glare, maintaining the optical 
distribution selected, and most importantly eliminating light trespass. Both options rotate

7 Pin Photoelectric Control
7-pin ANSI C136.41-2013 control receptacle option available for twist 
lock photocontrols or wireless control modules. Control accessories 
sold separately. Dimming leads from the receptacle will be connected 
to the driver dimming leads (Consult factory for alternate wiring).

Luminaire Shown 
with CR7P

Luminaire Shown with Integral 
Louver (IL)

Luminaire Shown with 
IMSBTL Option

IMSBTL

MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES

Sid
e A

rm

Universal Mounting Bracket
Mounts to ≥ 3” square or round (tapered/straight) poles with (2) mounting hole spaces 
between 3.5” to 5”

Part Number: BKA UMB CLR

Sh
iel

din
g

Integral Louver		
Field Install Integral Louver provides maximum backlight control by shiedling each 
individual row of LEDS

Part Number: 690981	

Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”	

Part Number: BKS PQM B3B5 XX CLR

Integral Half Louver
Field Install Integral Half Louver provides great  backlight control without impacting front 
side distribution.

Part Number: 743415

15° Tilt Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”

Part Number: BKS PQ15 B3B5 XX CLR

External Shield
External shield blocks view of light source from anyside of luminaire, additional shielding 
configurations available

Part Number: 783607BLK (3”) / 776538BLK (6”)

Te
no

n /
 Sl

ipfi
tte

r

Adjustable Slipfitter	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and provides 180° of tilt (max 45° above 
horizontal)	

Part Number: BKA ASF CLR

Po
les

Square Poles
14 - 39’ steel and aluminum poles in 4”, 5” and 6” sizes for retrofit and new construction

Part Number: 4SQ/5SQ/6SQ

Square Tenon Top	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and allows for mounting up to 4 
luminaires	

Part Number: BKA XNM *	

Round Poles
10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction

Part Number: 4RP/5RP

Square Internal Slipfitter
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires

Part Number: BKA X_ISF * CLR

Tapered Poles
20’ - 39’ steel and aluminum poles for retrofit and new construction	

Part Number: RTP

Wa
ll M

ou
nt

/ W
oo

d P
ole

Wall Mount Bracket		
Mounts onto vertical wall surface ( hardware/anchors not included)		

Part Number: BKS XBO WM CLR Mi
sc.

Bird Spikes			 
10’ Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and 
application tool		

Spike Part Number: 751631
Adhesive Part Number: 751632
Caulk Gun Part Number: 751636	

Wood Pole Bracket		
Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded)

Part Number: BKS XBO WP CLR

Replace CLR with paint finish description

Replace X with: 3

Replace XX with SQ for square pole or RD for round pole (≥3” OD)

Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)

Replace _ with 4 (4” square pole) or 5 (5” square pole)

Optics Rotated Left Straight Optics Rotated Right

Use Type
R

(Optics Rotated Right)

Pole

EXAMPLE Use Type
L

(Optics Rotated Left)

Top View

JBujake
Highlight
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE Back to Quick Links

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

9L

2

70

9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2

62

3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2

4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

5W 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2

FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3

FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2

AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1

LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3

12L

2

70

13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2

85

3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2

4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4

5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

FT 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3

FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2

AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2

LC/RC 11996 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3

18L

2

70

19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3

135

3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3

4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5

5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

FT 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3

FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3

AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2

LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3

24L

2

70

24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3

176

3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3

4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5

5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

FT 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3

FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3

AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2

LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4

30L

2

70

30171 140 B4-U0-G3 32417 140 B4-U0-G3 32417 140 B4-U0-G3

232

3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4

4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

5W 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3

FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4

FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4

AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3

LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 31777 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

36L

2

70

35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3

288

3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4

4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5

5W 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

FT 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4

FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4

AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3

LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5

42L

2

70

41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4

314

3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5

4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5

5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

FT 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4

FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4

AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3

LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5

48L

2

70

45133 123 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4

401

3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 132 B4-U0-G5

4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5

5W 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

FT 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5

FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4

AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 132 B4-U0-G3

LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5

55L

2

70

50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4

438

3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5

4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5W 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4

FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5

FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4

AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3

LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 121 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.52  0.30  0.26  0.22  0.18  0.13 

12L  0.71  0.41  0.35  0.31  0.24  0.18 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L 1.33 0.77 0.67 0.58 0.46 0.33 

30L 1.78 1.02 0.89 0.77 0.61 0.44 

36L 2.12 1.22 1.06 0.92 0.73 0.53 

42L 2.62 1.51 1.31 1.13 0.90 0.65 

48L 3.05 1.76 1.53 1.32 1.05 0.76 

55L 3.65 2.11 1.83 1.58 1.26 0.91

ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.62  0.36  0.31  0.27  0.21  0.15 

12L  0.85  0.50  0.43  0.38  0.30  0.22 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L  1.47  0.85  0.73  0.64  0.51  0.37

RECOMMENDED LUMEN MAINTENANCE1 (40°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 92% 88% 84%

24L - 48L 100% 94% 87% 80% 74%

RECOMMENDED LUMEN MAINTENANCE1 (0-25°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 93% 90% 86%

24L - 48L 100% 95% 89% 84% 79%

55L 100% 91% 82% 74% 67%

RECOMMENDED LUMEN MAINTENANCE1 (50°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L C 100% 96% 91% 87% 83%

DELIVERED LUMENS*

Lumen Package Distribution
Phosphor Converted Amber (Peak 610mm)

WattageDelivered Lumens Efficacy BUG Rating

9L

2 5848 80 B2-U0-G2

74

3 6018 82 B1-U0-G2

5W 5471 74 B3-U0-G1

FT 5801 79 B1-U0-G2

FTA 5924 81 B1-U0-G1

AM 5995 81 B1-U0-G1

12L

2 7530 74 B2-U0-G2

102

3 7749 76 B1-U0-G2

5W 7045 69 B3-U0-G2

FT 7470 73 B2-U0-G2

FTA 7628 75 B2-U0-G2

AM 7720 76 B1-U0-G1

18L

2 9311 69 B2-U0-G2

135

3 9582 71 B2-U0-G2

5W 8712 65 B3-U0-G2

FT 9237 68 B2-U0-G2

FTA 9433 70 B2-U0-G2

AM 9546 71 B2-U0-G1

24L

2 10955 63 B2-U0-G2

175

3 11273 64 B2-U0-G2

5W 10249 59 B3-U0-G2

FT 10867 62 B2-U0-G2

FTA 11097 63 B2-U0-G2

AM 11230 64 B2-U0-G1

1.	 Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing.

2.	 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are 
within six times the IESNA LM-80-08 total test duration for the device under testing.

3.	 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 
total test duration for the device under testing.

*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10%

*LEDs are frequently updated therefore values are nominal.

JBujake
Highlight
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Mirada Medium Outdoor LED Area Light Type : 

Back to Quick Links

MRM-LED-30L-SIL-2-40-70CRI

MRM-LED-30L-SIL-3-40-70CRI
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1
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5

6310

12620

18929

25239

1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

PHOTOMETRICS
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25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

MRM-LED-30L-SIL-FT-40-70CRI
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5
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1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

Luminaire Data
Type 2 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,416
Watts 232
Efficacy 140
IES Type Type II - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 4796 15%
Medium (30-60°) 19811 61%
High (60-80°) 7474 23%
Very High (80-90°) 335 1%
Uplight (90-180°) 0 0%
Total Flux 32416 100%

Luminaire Data
Type 3 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,656
Watts 232
Efficacy 141
IES Type Type III - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3385 10%
Medium (30-60°) 16250 50%
High (60-80°) 12430 38%
Very High (80-90°) 591 2%
Uplight (90-180°) 0 0%
Total Flux 32656 100%

Luminaire Data
Type FT Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,424
Watts 232
Efficacy 140
IES Type Type IV - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3952 12%
Medium (30-60°) 15505 48%
High (60-80°) 12279 38%
Very High (80-90°) 688 2%
Uplight (90-180°) 0 0%
Total Flux 32424 100%

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by 
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https://www.lsicorp.com/ for detailed photometric data.

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=Photometrics



Page 8/11 Rev. 03/20/24 
SPEC.1020.B.0422

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • (513) 372-3200 • www.lsicorp.com
©LSI Industries Inc. All Rights Reserved. Specifi cations and dimensions subject to industry standard tolerances. Specifi cations subject to change without notice.

Have questions? Call us at (800) 436-7800 

Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-FTA-40-70CRI

MRM-LED-30L-SIL-5W-40-70CRI

MRM-LED-30L-SIL-4-40-70CRI
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2 5
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1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
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        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

1

3777

7554

11330

15107
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ISO Footcandle Polar Curve
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Luminaire Data
Type 5W Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267
Watts 232
Efficacy 135
IES Type Type VS - Short
BUG Rating B5-U0-G3

Luminaire Data
Type 4 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,141
Watts 213
Efficacy 151
IES Type Type IV - Very Short
BUG Rating B3-U0-G5

Luminaire Data
Type FTA Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,566
Watts 232
Efficacy 140
IES Type Type VS - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 47%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3119 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 32141 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6986 21%
Medium (30-60°) 19172 59%
High (60-80°) 5875 18%
Very High (80-90°) 534 2%
Uplight (90-180°) 0 0%
Total Flux 32566 100%
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-AM-40-70CRI

MRM-LED-30L-SIL-LC-40-70CRI

MRM-LED-30L-SIL-RC-40-70CRI
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25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
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Back to Quick Links

Luminaire Data
Type AM Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,960
Watts 232
Efficacy 142
IES Type Type III - Very Short
BUG Rating B3-U0-G3

Luminaire Data
Left Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Luminaire Data
Right Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 379 1%
Uplight (90-180°) 0 0% 
Total Flux 32960 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%
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Mirada Medium Outdoor LED Area Light Type : 

PRODUCT DIMENSIONS

7.6"
(192mm)

13-1/2"
(342mm)

7.8"
(198mm)

6.5"
(165mm)

31.3"
(795mm)

IMSBT Motion &
Photocell Sensor

Bottom View Top View

Photo Control
Receptacle

B3 Pole Drill Pattern

ø0.875
ø0.563

2.422

1.211

Luminaire EPA Chart

Tilt Degree 0° 15° 30° 45°

Single 0.5 1.0 1.5 1.9

D180° 1.0 1.5 1.5 1.9

D90° 0.8 1.8 1.9 2.3

T90° 1.0 4.0 2.5 2.8

TN120° 1.0 2.9 3.3 3.9

Q90° 1.0 4.0 2.5 2.8
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Mirada Medium Outdoor LED Area Light Type : 

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)
Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for 
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters 
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

AirLink Blue (ALBCSx)
Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for 
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of 
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue

Sensor Sequence of Operations

Standard Programming On Event Off Event On Light Level Dim Light Level Daylight Harvesting Delay To Off Sensitivity
OMSBTxL/IMSBTxL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMS Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description
On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

Off Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the 
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time 
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature 
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.

Apple

Apple

Android LEVITON App

AirLink Blue App
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Type : Project :  Catalog # : 

Date : Prepared By : 

Mirada Medium (MRM)
Outdoor LED Area Light

FEATURES & SPECIFICATIONS

Construction
•	 	Rugged die-cast aluminum housing 

contains factory prewired driver and optical 
unit. Cast aluminum wiring access door 
located underneath.

•	Designed to mount to square or round 
poles.

•	Fixtures are finished with LSI’s DuraGrip® 
polyester powder coat finishing process. 
The DuraGrip finish withstands extreme 
weather changes without cracking or 
peeling. Other standard LSI finishes 
available. Consult factory.

•	Shipping weight: 37 lbs in carton.

Optical System
•	State-of-the-Art one piece silicone optic 

sheet delivers industry leading optical 
control with an integrated gasket to provide 
IP66 rated sealed optical chamber in 1 
component.

•	Proprietary silicone refractor optics provide 
exceptional coverage and uniformity in IES 
Types 2, 3, 4, 5W, FT, FTA, AM, and LC/RC. 

•	Silicone optical material does not yellow or 
crack with age and provides a typical light 
transmittance of 93-95%.

•	Zero uplight.

•	Available in 5000K, 4000K, and 3000K 
color temperatures per ANSI C78.377. Also 
Available in Phosphor Converted Amber 
with Peak intensity at 610nm.

•	Minimum CRI of 70.

•	 Integral louver (IL) and integral half 
louver (IH) options available for enhanced 
backlight control.

Electrical
•	High-performance programmable driver 

features over-voltage, under-voltage, short-
circuit and over temperature protection. 
Custom lumen and wattage packages 
available.

•	0-10V dimming (10% - 100%) standard.

•	Standard Universal Voltage (120-277 Vac) 
Input 50/60 Hz or optional High Voltage 
(347-480 Vac).

•	L80 Calculated Life: >100k Hours (See 
Lumen Maintenance chart)

•	Total harmonic distortion: <20%

•	Operating temperature:  -40°C to +50°C 
(-40°F to +122°F). 42L and 48L lumen 
packages rated to +40°C. 55L lumen 
package rate to +35°C.

•	Power factor: >.90

•	 Input power stays constant over life.

•	Field replaceable 10kV surge protection 
device meets a minimum Category C Low 
operation (per ANSI/IEEE C62.41.2).

•	High-efficacy LEDs mounted to metal-core 
circuit board to maximize heat dissipation

•	Components are fully encased in potting 
material for moisture resistance. Driver 
complies with FCC standards. Driver and 
key electronic components can easily be 
accessed.

Controls	

•	Optional integral passive infrared 
Bluetooth™ motion. Fixtures operate 
independently and can be commissioned 
via iOS or Android configuration app

•	LSI’s AirLink™ wireless control system 
options reduce energy and maintenance 

costs while optimizing light quality 24/7. 
(see controls section for more details).

Installation
•	Designed to mount to square or round 

poles.

•	A single fastener secures the hinged door, 
underneath the housing and provides 
quick & easy access to the electrical 
compartment.

•	 Included terminal block accepts up to 12 ga. 
wire.

•	Utilizes LSI’s traditional 3” drill pattern B3 
for easy fastening of LSI products.  

Warranty

•	LSI LED Fixtures carry a 5-year warranty.

Listings
• Listed to UL 1598 and UL 8750.
• Meets Buy American Act requirements.
• IDA compliant; with 3000K color 

temperature selection.
• Title 24 Compliant; see local ordinance for 

qualification information.
• RoHS compliant
• Suitable for wet Locations.
• IP66 rated Luminaire per IEC 60598.
• 3G rated for ANSI C136.31 high vibration 

applications are qualified.
•	DesignLights Consortium® (DLC) qualified 

product. Not all versions of this product 
may be DLC qualified. Please check the DLC 
Qualified Products List at www.designlights.
org/QPL to confirm which versions are 
qualified.

•	Patented Silicone Optics (US Patent NO. 
10,816,165 B2)

•	 IK08 rated luminiare per IEC 66262 
mechanical impact code

OVERVIEW

Lumen Package 7,000 - 55,000

Wattage Range 48 - 438

Efficacy Range (LPW) 115 - 162

Weight lbs(kg) 30 (13.6)

Control Options IMSBT, ALB, ALS,  
7-Pin, PCI

QUICK LINKS

Ordering Guide Performance Photometrics Dimensions

http://www.designlights.org/QPL
http://www.designlights.org/QPL
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Mirada Medium Outdoor LED Area Light Type : 

ORDERING GUIDE Back to Quick Links

Color Temp Color Rendering Finish Options

50 - 5,000  CCT
40 - 4,000  CCT
30 - 3,000  CCT
AMB - Phosphor Converted Amber12

70CRI - 70 CRI BLK - Black
BRZ - Dark Bronze
GMG - Gun Metal Gray
GPT - Graphite

MSV - Metallic Silver
PLP - Platinum Plus
SVG - Satin Verde Green
WHT - White

(Blank) - None

IH - Integral Half Louver (Moderate Spill Light Cutoff)2

IL - Integral Louver (Sharp Spill Light Cutoff)2

ACCESSORY ORDERING INFORMATION7

1.	 Custom lumen and wattage packages available, consult factory. Values are within industry standard tolerances but not DLC listed.
2.	 Not available with 5W distribution
3.	 Consult Factory for availability.
4.	 Not available in HV.
5.	 Motion sensors are field configurable via an app that can be downloaded from your smartphone’s native app store. See controls section 

for more details.
6.	 Control device or shorting cap must be ordered separately. See Accessory Ordering Information. 

7.	 Accessories are shipped separately and field installed.
8.	 Factory installed CR7P option required. See Options. 
9.	 “CLR” denotes finish. See Finish options. 
10.	 Only available with ALSC/ALSCH control options.
11.	 Fusing must be located in hand hole of pole. See Fusing Accessory Guide for compatability. 
12.	 Only available in 9L, 12L, 18L and 24L Lumen Packages. Consult factory for lead time and availability.
13.	 Not available with 55L Lumen Package.

CONTROLS ACCESSORIES
Description Order Number
PC120 Photocell for use with CR7P option (120V)8 122514
PC208-277 Photocell for use with CR7P option (208V, 240V, 277V)8 122515
Twist Lock Photocell (347V) for use with CR7P 8 122516
Twist Lock Photocell (480V) for use with CR7P 8 1225180
AirLink 5 Pin Twist Lock Controller (120-277V Only)8 661409
AirLink 7 Pin Twist Lock Controller (120-277V Only)8 661410
AirLink 7 Pin Twist Lock Controller (347-480V) 679948
Shorting Cap for use with CR7P 149328

FUSING OPTIONS11

Single Fusing (120V)

See Fusing 
Accessory

Guide

Single Fusing (277V)

Double Fusing (208V, 240V)

Double Fusing (480V)

Double Fusing (347V)

SHIELDING OPTIONS
Mirada Small

See Shielding 
Guide

Mirada Medium
Mirada Large
Zone Medium
Zone Large
Slice Medium

TYPICAL ORDER EXAMPLE:    MRM    LED    36L    SIL    FTA    UNV    DIM    50    70CRI    ALSCS04    BRZ    IL

Prefix Light Source Lumen Package Lens Distribution Orientation2 Voltage Driver

MRM - Mirada Medium 
Area Light

LED 7L - 7,000 lms, 48W
9L - 9,000 lms, 62W
12L - 12,000 lms, 85W
18L - 18,000 lms, 135W
24L - 24,000 lms, 176W
30L - 30,000 lms, 232W
36L - 36,000 lms, 288W
42L - 42,000 lms, 314W
48L - 48,000 lms, 401W
55L - 55,000 lms, 438W

Custom Lumen Packages1

SIL - Silicone 2 - Type 2
3 - Type 3
4 - Type 4
5W - Type 5 Wide 
FT -  Forward Throw
FTA - Forward Throw  Automotive
AM - Automotive Merchandise
LC - Left Corner
RC - Right Corner

(blank) - standard
L- Optics rotated left 90°
R - Optics rotated right 90°

UNV - Universal Voltage (120-277V)
HV - High Voltage (347-480V)

DIM - 0-10V Dimming (0-10%)

Controls (Choose One)

(Blank) - None

Wireless Controls System 
ALSC - AirLink Synapse Control System13

ALSCS02 - AirLink Synapse  Control System with 12-20’ Motion Sensor13

ALSCS04 - AirLink Synapse Control System with 20-40’ Motion Sensor13

ALBCS1 - AirLink Blue Wireless Motion & Photo Sensor Controller (8-24’ mounting height) 5
ALBCS2 - AirLink Blue Wireless Motion & Photo Sensor Controller (25-40’ mounting height) 5

Stand-Alone Controls
EXT - 0-10v Dimming leads extended to housing exterior
CR7P - 7 Pin Control Receptacle ANSI C136.41 6
IMSBTL1- Integral Bluetooth™ Motion and Photocell Sensor (8-24’ MH)5

IMSBTL2- Integral Bluetooth™ Motion and Photocell Sensor (25-40’ MH)5

Button Type Photocells
PCI120 - 120V
PCI208-277 - 208 -277V
PCI347 - 347V

Need more information?
Click here for our glossary

Have additional questions?
Call us at (800) 436-7800 

https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
https://www.lsicorp.com/wp-content/uploads/fusing-accessories-guide.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
http://www.lsicorp.com/wp-content/uploads/documents/products/ehs-specsheet.pdf
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Mirada Medium Outdoor LED Area Light Type : 

ACCESSORIES

OPTICS ROTATION ACCESSORIES/OPTIONS

Integral Louver (IL) and House-Side Shield (IH)
Integral louver (IL) and half louver (IH) accessory shields available for improved backlight 
control without sacrificing street side performance. LSI’s Integral Louver (IL) and Integral 
House-Side Shield (IH) options deliver backlight control that significantly reduces spill 
light behind the poles for applications with pole locations close to adjacent properties. 
The design maximizes forward reflected light while reducing glare, maintaining the optical 
distribution selected, and most importantly eliminating light trespass. Both options rotate

7 Pin Photoelectric Control
7-pin ANSI C136.41-2013 control receptacle option available for twist 
lock photocontrols or wireless control modules. Control accessories 
sold separately. Dimming leads from the receptacle will be connected 
to the driver dimming leads (Consult factory for alternate wiring).

Luminaire Shown 
with CR7P

Luminaire Shown with Integral 
Louver (IL)

Luminaire Shown with 
IMSBTL Option

IMSBTL

MOUNTING ACCESSORIES SHIELDING, POLES & MISC. ACCESSORIES

Sid
e A

rm

Universal Mounting Bracket
Mounts to ≥ 3” square or round (tapered/straight) poles with (2) mounting hole spaces 
between 3.5” to 5”

Part Number: BKA UMB CLR

Sh
iel

din
g

Integral Louver		
Field Install Integral Louver provides maximum backlight control by shiedling each 
individual row of LEDS

Part Number: 690981	

Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”	

Part Number: BKS PQM B3B5 XX CLR

Integral Half Louver
Field Install Integral Half Louver provides great  backlight control without impacting front 
side distribution.

Part Number: 743415

15° Tilt Quick Mount Plate
True one person installation to existing/new contruction poles with hole spaces beteen 2.4 to 
4.6”

Part Number: BKS PQ15 B3B5 XX CLR

External Shield
External shield blocks view of light source from anyside of luminaire, additional shielding 
configurations available

Part Number: 783607BLK (3”) / 776538BLK (6”)

Te
no

n /
 Sl

ipfi
tte

r

Adjustable Slipfitter	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and provides 180° of tilt (max 45° above 
horizontal)	

Part Number: BKA ASF CLR

Po
les

Square Poles
14 - 39’ steel and aluminum poles in 4”, 5” and 6” sizes for retrofit and new construction

Part Number: 4SQ/5SQ/6SQ

Square Tenon Top	
Mounts onto a 2” (51mm) IP, 2.375” (60mm) O.D. tenon and allows for mounting up to 4 
luminaires	

Part Number: BKA XNM *	

Round Poles
10 - 30’ steel and aluminum poles in 4” and 5” sizes for retrofit and new construction

Part Number: 4RP/5RP

Square Internal Slipfitter
Mounts inside 4” or 5” square pole and allows for mounting up to 4 lumianires

Part Number: BKA X_ISF * CLR

Tapered Poles
20’ - 39’ steel and aluminum poles for retrofit and new construction	

Part Number: RTP

Wa
ll M

ou
nt

/ W
oo

d P
ole

Wall Mount Bracket		
Mounts onto vertical wall surface ( hardware/anchors not included)		

Part Number: BKS XBO WM CLR Mi
sc.

Bird Spikes			 
10’ Linear Bird Spike Kit, 4’ recommended per luminaire, includes silcone adhesive and 
application tool		

Spike Part Number: 751631
Adhesive Part Number: 751632
Caulk Gun Part Number: 751636	

Wood Pole Bracket		
Mounts onto wooden poles (6” minimum OD, hardware/anchors not inlcuded)

Part Number: BKS XBO WP CLR

Replace CLR with paint finish description

Replace X with: 3

Replace XX with SQ for square pole or RD for round pole (≥3” OD)

Replace * with S (Single), D180 (Double @180°), D90 (Double @90°), T90 (Triple), Q90 (Quad)

Replace _ with 4 (4” square pole) or 5 (5” square pole)

Optics Rotated Left Straight Optics Rotated Right

Use Type
R

(Optics Rotated Right)

Pole

EXAMPLE Use Type
L

(Optics Rotated Left)

Top View

JBujake
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE Back to Quick Links

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

9L

2

70

9853 159 B2-U0-G2 9853 159 B2-U0-G2 9853 159 B2-U0-G2

62

3 9926 160 B2-U0-G2 9926 160 B2-U0-G2 9926 160 B2-U0-G2

4 9178 148 B2-U0-G3 9713 157 B2-U0-G3 9498 153 B2-U0-G3

5W 9504 153 B3-U0-G2 9504 153 B3-U0-G2 9504 153 B3-U0-G2

FT 9856 159 B2-U0-G3 9856 159 B2-U0-G3 9856 159 B2-U0-G3

FTA 9900 160 B2-U0-G2 9900 160 B2-U0-G2 9900 160 B2-U0-G2

AM 10019 162 B2-U0-G1 10019 162 B2-U0-G1 10019 162 B2-U0-G1

LC/RC 9008 145 B2-U0-G3 9533 154 B2-U0-G3 9321 150 B2-U0-G3

12L

2

70

13135 155 B3-U0-G2 13135 155 B3-U0-G2 13135 155 B3-U0-G2

85

3 13232 156 B2-U0-G2 13232 156 B2-U0-G2 13232 156 B2-U0-G2

4 12223 144 B2-U0-G3 12935 152 B2-U0-G4 12648 149 B2-U0-G4

5W 12669 149 B4-U0-G2 12669 149 B4-U0-G2 12669 149 B4-U0-G2

FT 13138 155 B2-U0-G3 13138 155 B2-U0-G3 13138 155 B2-U0-G3

FTA 13196 155 B2-U0-G2 13196 155 B2-U0-G2 13196 155 B2-U0-G2

AM 13355 157 B2-U0-G2 13355 157 B2-U0-G2 13355 157 B2-U0-G2

LC/RC 11996 141 B2-U0-G3 12695 149 B2-U0-G3 12414 146 B2-U0-G3

18L

2

70

19318 143 B3-U0-G3 19318 143 B3-U0-G3 19318 143 B3-U0-G3

135

3 19461 144 B3-U0-G3 19461 144 B3-U0-G3 19461 144 B3-U0-G3

4 18013 133 B2-U0-G4 19063 141 B3-U0-G5 18640 138 B3-U0-G5

5W 18633 138 B4-U0-G2 18633 138 B4-U0-G2 18633 138 B4-U0-G2

FT 19324 143 B3-U0-G3 19324 143 B3-U0-G3 19324 143 B3-U0-G3

FTA 19408 144 B3-U0-G3 19408 144 B3-U0-G3 19408 144 B3-U0-G3

AM 19641 145 B3-U0-G2 19641 145 B3-U0-G2 19641 145 B3-U0-G2

LC/RC 17679 131 B2-U0-G3 18710 139 B2-U0-G3 18295 136 B2-U0-G3

24L

2

70

24142 147 B4-U0-G3 25957 147 B4-U0-G3 25957 147 B4-U0-G3

176

3 25001 149 B3-U0-G3 26149 149 B3-U0-G3 26149 149 B3-U0-G3

4 24396 152 B3-U0-G5 25600 160 B3-U0-G5 25457 159 B3-U0-G5

5W 24327 142 B5-U0-G3 25037 142 B5-U0-G3 25037 142 B5-U0-G3

FT 24994 148 B3-U0-G3 25964 148 B3-U0-G3 25964 148 B3-U0-G3

FTA 24171 148 B3-U0-G3 26077 148 B4-U0-G3 26077 148 B4-U0-G3

AM 24939 150 B3-U0-G2 26393 150 B3-U0-G2 26393 150 B3-U0-G2

LC/RC 25884 162 B3-U0-G4 25884 162 B3-U0-G4 25310 158 B3-U0-G4

30L

2

70

30171 140 B4-U0-G3 32417 140 B4-U0-G3 32417 140 B4-U0-G3

232

3 31243 141 B3-U0-G4 32656 141 B3-U0-G4 32656 141 B3-U0-G4

4 30631 144 B3-U0-G5 32141 151 B3-U0-G5 31961 150 B3-U0-G5

5W 30402 135 B5-U0-G3 31267 135 B5-U0-G3 31267 135 B5-U0-G3

FT 31233 140 B4-U0-G4 32424 140 B4-U0-G4 32424 140 B4-U0-G4

FTA 30207 140 B4-U0-G4 32566 140 B4-U0-G4 32566 140 B4-U0-G4

AM 3116 142 B4-U0-G3 32960 142 B4-U0-G3 32960 142 B4-U0-G3

LC/RC 32498 153 B3-U0-G5 32498 153 B3-U0-G5 31777 149 B3-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

DELIVERED LUMENS*

Lumen Package Distribution CRI
3000K CCT 4000K CCT 5000K CCT

Wattage
Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating Delivered Lumens Efficacy BUG Rating

36L

2

70

35357 133 B4-U0-G3 38275 133 B4-U0-G3 38275 133 B4-U0-G3

288

3 36614 134 B4-U0-G4 38557 134 B4-U0-G4 38557 134 B4-U0-G4

4 35402 139 B3-U0-G5 37148 146 B4-U0-G5 36940 145 B4-U0-G5

5W 35627 128 B5-U0-G4 36917 128 B5-U0-G4 36917 128 B5-U0-G4

FT 36602 133 B4-U0-G4 38283 133 B4-U0-G4 38283 133 B4-U0-G4

FTA 35399 134 B4-U0-G4 38450 134 B4-U0-G4 38450 134 B4-U0-G4

AM 36524 135 B4-U0-G3 38916 135 B4-U0-G3 38916 135 B4-U0-G3

LC/RC 37561 147 B3-U0-G5 37561 147 B3-U0-G5 36727 144 B3-U0-G5

42L

2

70

41035 131 B5-U0-G4 42602 136 B5-U0-G4 42542 135 B5-U0-G4

314

3 42493 135 B4-U0-G5 44115 140 B4-U0-G5 44053 140 B4-U0-G5

4 41453 132 B4-U0-G5 43497 138 B4-U0-G5 43254 138 B4-U0-G5

5W 41349 132 B5-U0-G4 42927 134 B5-U0-G4 42866 137 B5-U0-G4

FT 42481 135 B4-U0-G4 44103 140 B4-U0-G4 44040 140 B4-U0-G4

FTA 41083 131 B4-U0-G4 42652 136 B5-U0-G4 42591 136 B5-U0-G4

AM 42389 135 B4-U0-G3 44007 140 B4-U0-G3 43944 140 B4-U0-G3

LC/RC 43980 140 B3-U0-G5 43980 140 B3-U0-G5 43004 137 B3-U0-G5

48L

2

70

45133 123 B5-U0-G4 46856 128 B5-U0-G4 46789 128 B5-U0-G4

401

3 46737 128 B4-U0-G5 48521 133 B4-U0-G5 48452 132 B4-U0-G5

4 46006 126 B4-U0-G5 48275 132 B4-U0-G5 48005 131 B4-U0-G5

5W 45478 124 B5-U0-G4 47214 129 B5-U0-G4 47147 129 B5-U0-G4

FT 46723 128 B4-U0-G5 48507 133 B4-U0-G5 48438 132 B4-U0-G5

FTA 45187 123 B5-U0-G4 46912 128 B5-U0-G4 46845 128 B5-U0-G4

AM 4662 127 B4-U0-G3 48402 132 B4-U0-G3 48333 132 B4-U0-G3

LC/RC 48811 133 B4-U0-G5 48811 133 B4-U0-G5 47728 130 B4-U0-G5

55L

2

70

50179 115 B5-U0-G4 52095 119 B5-U0-G4 52021 119 B5-U0-G4

438

3 51963 119 B4-U0-G5 53947 123 B4-U0-G5 53870 123 B4-U0-G5

4 51635 119 B4-U0-G5 54181 125 B4-U0-G5 53878 124 B4-U0-G5

5W 50563 115 B5-U0-G4 52493 120 B5-U0-G4 52418 120 B5-U0-G4

FT 50539 115 B4-U0-G5 52468 120 B4-U0-G5 52394 120 B4-U0-G5

FTA 50239 115 B5-U0-G4 52157 119 B5-U0-G4 52082 119 B5-U0-G4

AM 52223 119 B4-U0-G3 54216 124 B4-U0-G3 54139 124 B4-U0-G3

LC/RC 54113 124 B4-U0-G5 54113 124 B4-U0-G5 52912 121 B4-U0-G5

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

PERFORMANCE (CONT.)

ELECTRICAL DATA (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.52  0.30  0.26  0.22  0.18  0.13 

12L  0.71  0.41  0.35  0.31  0.24  0.18 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L 1.33 0.77 0.67 0.58 0.46 0.33 

30L 1.78 1.02 0.89 0.77 0.61 0.44 

36L 2.12 1.22 1.06 0.92 0.73 0.53 

42L 2.62 1.51 1.31 1.13 0.90 0.65 

48L 3.05 1.76 1.53 1.32 1.05 0.76 

55L 3.65 2.11 1.83 1.58 1.26 0.91

ELECTRICAL DATA - PHOSPHOR CONVERTED AMBER (AMPS)*
Lumens 120V 208V 240V 277V 347V 480V

9L  0.62  0.36  0.31  0.27  0.21  0.15 

12L  0.85  0.50  0.43  0.38  0.30  0.22 

18L  1.13  0.65  0.56  0.49  0.39  0.28 

24L  1.47  0.85  0.73  0.64  0.51  0.37

RECOMMENDED LUMEN MAINTENANCE1 (40°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 92% 88% 84%

24L - 48L 100% 94% 87% 80% 74%

RECOMMENDED LUMEN MAINTENANCE1 (0-25°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L 100% 97% 93% 90% 86%

24L - 48L 100% 95% 89% 84% 79%

55L 100% 91% 82% 74% 67%

RECOMMENDED LUMEN MAINTENANCE1 (50°C)
Ambient Intial2 25h2 50hr2 75hr2 100hr2

9L - 18L C 100% 96% 91% 87% 83%

DELIVERED LUMENS*

Lumen Package Distribution
Phosphor Converted Amber (Peak 610mm)

WattageDelivered Lumens Efficacy BUG Rating

9L

2 5848 80 B2-U0-G2

74

3 6018 82 B1-U0-G2

5W 5471 74 B3-U0-G1

FT 5801 79 B1-U0-G2

FTA 5924 81 B1-U0-G1

AM 5995 81 B1-U0-G1

12L

2 7530 74 B2-U0-G2

102

3 7749 76 B1-U0-G2

5W 7045 69 B3-U0-G2

FT 7470 73 B2-U0-G2

FTA 7628 75 B2-U0-G2

AM 7720 76 B1-U0-G1

18L

2 9311 69 B2-U0-G2

135

3 9582 71 B2-U0-G2

5W 8712 65 B3-U0-G2

FT 9237 68 B2-U0-G2

FTA 9433 70 B2-U0-G2

AM 9546 71 B2-U0-G1

24L

2 10955 63 B2-U0-G2

175

3 11273 64 B2-U0-G2

5W 10249 59 B3-U0-G2

FT 10867 62 B2-U0-G2

FTA 11097 63 B2-U0-G2

AM 11230 64 B2-U0-G1

1.	 Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing.

2.	 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are 
within six times the IESNA LM-80-08 total test duration for the device under testing.

3.	 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times the IESNA LM-80-08 
total test duration for the device under testing.

*Electrical data at 25°C (77°F). Actual wattage may differ by +/-10%

*LEDs are frequently updated therefore values are nominal.
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Mirada Medium Outdoor LED Area Light Type : 

Back to Quick Links

MRM-LED-30L-SIL-2-40-70CRI

MRM-LED-30L-SIL-3-40-70CRI
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1

2

25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

PHOTOMETRICS
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MRM-LED-30L-SIL-FT-40-70CRI
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25’ Mounting Height / 25’ Grid Spacing
        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve

Luminaire Data
Type 2 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,416
Watts 232
Efficacy 140
IES Type Type II - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 4796 15%
Medium (30-60°) 19811 61%
High (60-80°) 7474 23%
Very High (80-90°) 335 1%
Uplight (90-180°) 0 0%
Total Flux 32416 100%

Luminaire Data
Type 3 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,656
Watts 232
Efficacy 141
IES Type Type III - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3385 10%
Medium (30-60°) 16250 50%
High (60-80°) 12430 38%
Very High (80-90°) 591 2%
Uplight (90-180°) 0 0%
Total Flux 32656 100%

Luminaire Data
Type FT Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,424
Watts 232
Efficacy 140
IES Type Type IV - Short
BUG Rating B3-U0-G4

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3952 12%
Medium (30-60°) 15505 48%
High (60-80°) 12279 38%
Very High (80-90°) 688 2%
Uplight (90-180°) 0 0%
Total Flux 32424 100%

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in accordance with IESNA LM-79-08. As specified by 
IESNA LM-79-08 the entire luminaire is tested as the source resulting in a luminaire efficiency of 100%.

See the individual product page on https://www.lsicorp.com/ for detailed photometric data.

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=Photometrics
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-FTA-40-70CRI

MRM-LED-30L-SIL-5W-40-70CRI

MRM-LED-30L-SIL-4-40-70CRI
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        5 FC                  2 FC                  1 FC                  0.5 FC         Vertical Plane                  Horizontal Cone

ISO Footcandle Polar Curve
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Luminaire Data
Type 5W Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 31,267
Watts 232
Efficacy 135
IES Type Type VS - Short
BUG Rating B5-U0-G3

Luminaire Data
Type 4 Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,141
Watts 213
Efficacy 151
IES Type Type IV - Very Short
BUG Rating B3-U0-G5

Luminaire Data
Type FTA Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,566
Watts 232
Efficacy 140
IES Type Type VS - Short
BUG Rating B4-U0-G3

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3138 10%
Medium (30-60°) 13193 42%
High (60-80°) 14641 47%
Very High (80-90°) 296 1%
Uplight (90-180°) 0 0%
Total Flux 31267 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 3119 10%
Medium (30-60°) 13569 42%
High (60-80°) 13649 42%
Very High (80-90°) 1804 6%
Uplight (90-180°) 0 0%
Total Flux 32141 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6986 21%
Medium (30-60°) 19172 59%
High (60-80°) 5875 18%
Very High (80-90°) 534 2%
Uplight (90-180°) 0 0%
Total Flux 32566 100%
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Mirada Medium Outdoor LED Area Light Type : 

PHOTOMETRICS (CONT)

MRM-LED-30L-SIL-AM-40-70CRI

MRM-LED-30L-SIL-LC-40-70CRI

MRM-LED-30L-SIL-RC-40-70CRI
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Back to Quick Links

Luminaire Data
Type AM Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,960
Watts 232
Efficacy 142
IES Type Type III - Very Short
BUG Rating B3-U0-G3

Luminaire Data
Left Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Luminaire Data
Right Corner Distribution
Description 4000 Kelvin, 70 CRI
Delivered Lumens 32,498
Watts 213
Efficacy 153
IES Type N/A
BUG Rating B3-U0-G5

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 6363 19%
Medium (30-60°) 22026 67%
High (60-80°) 4192 13%
Very High (80-90°) 379 1%
Uplight (90-180°) 0 0% 
Total Flux 32960 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%

Zonal Lumen Summary
Zone Lumens % Luminaire
Low (0-30°) 5083 16%
Medium (30-60°) 14808 46%
High (60-80°) 11603 36%
Very High (80-90°) 1005 3%
Uplight (90-180°) 0 0%
Total Flux 32498 100%



Page 10/11 Rev. 03/20/24 
SPEC.1020.B.0422

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • (513) 372-3200 • www.lsicorp.com
©LSI Industries Inc. All Rights Reserved. Specifi cations and dimensions subject to industry standard tolerances. Specifi cations subject to change without notice.

Have questions? Call us at (800) 436-7800 

Mirada Medium Outdoor LED Area Light Type : 

PRODUCT DIMENSIONS

7.6"
(192mm)

13-1/2"
(342mm)

7.8"
(198mm)

6.5"
(165mm)

31.3"
(795mm)

IMSBT Motion &
Photocell Sensor

Bottom View Top View

Photo Control
Receptacle

B3 Pole Drill Pattern

ø0.875
ø0.563

2.422

1.211

Luminaire EPA Chart

Tilt Degree 0° 15° 30° 45°

Single 0.5 1.0 1.5 1.9

D180° 1.0 1.5 1.5 1.9

D90° 0.8 1.8 1.9 2.3

T90° 1.0 4.0 2.5 2.8

TN120° 1.0 2.9 3.3 3.9

Q90° 1.0 4.0 2.5 2.8
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Mirada Medium Outdoor LED Area Light Type : 

CONTROLS

Integral Bluetooth™ Motion and Photocell Sensor (IMSBTxL)
Slim low profile sensor provides multi-level control based on motion and/or daylight. Sensor controls 0-10 VDC LED drivers and is IP66 rated for 
cold and wet locations (-40°F to 167°F). Two unique PIR lenses are available and used based on fixture mounting height. All control parameters 
are adjustable via an iOS or Android App capable of storing and transmitting sensor profiles.

Click here to learn more details about IMSBT

AirLink Blue (ALBCSx)
Wireless Bluetooth Mesh Outdoor Lighting Control System that provides energy savings, code compliance and enhanced safety/security for 
parking lots and parking garages. Three key components; Bluetooth wireless radio/sensor controller, Time Keeper and an iOS App. Capable of 
grouping multiple fixtures and sensors as well as scheduling time-based events by zone. Radio/Sensor Controller is factory integrated into Area/
Site, Wall Mounted, Parking Garage and Canopy luminaires.

Click here to learn more details about AirLink Blue

Sensor Sequence of Operations

Standard Programming On Event Off Event On Light Level Dim Light Level Daylight Harvesting Delay To Off Sensitivity
OMSBTxL/IMSBTxL Motion No Motion 100% N/A On; Auto Calibration 20 minutes High

OMS Motion No Motion N/A N/A N/A 30 seconds Auto

Operation Description
On Event Trigger that activates lights to turn on; either automatic via motion detected or manually activated via push of button.

Off Event Trigger that activates lights to turn off; either automatic via no motion detected or manually activated via push of button.

On Light Level The light level that the fixtures will turn on to when ON EVENT occurs.

Dim Light Level The light level that the fixtures will dim down to when no motion is detected.

Delay to Dim The amount of time after which no motion is detected that the fixtures will be triggered to dim down. This sequence is optional, and sensor can be programmed to only trigger the 
fixture to turn off by entering 100% in this field.

Delay to Off The amount of time after which no motion is detected that the fixtures will be triggered to turn off. If delay to dim is part of the programmed functionality, this is the amount of time 
after which no motion is detected after the fixture have already dimmed down.

Sensitivity The sensitivity can be set to high, medium, low, or auto where applicable. High will detect smaller, simple motions. Low will only detect larger more complex motions. Auto temperature 
calibration adjusts the PIR sensitivity as ambient temperature rises to increase detection of heat movement through the field of view.

Apple

Apple

Android LEVITON App

AirLink Blue App



LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • (513) 372-3200 • www.lsicorp.com
©LSI Industries Inc. All Rights Reserved. Specifi cations and dimensions subject to industry standard tolerances. Specifi cations subject to change without notice.

Have questions? Call us at (800) 436-7800 

Type : Project :  Catalog # : 

Date : Prepared By : 

Page 1/8 Rev. 09/04/24

Steel Poles  
Square Straight

Pole Shaft 
•	Straight poles are 4”, 5”, or 6” square. 

•	Pole shaft is electro-welded ASTM-A500 
Grade C steel tubing with a minimum yield 
strength of 50,000 psi. 

•	On Tenon Mount steel poles, tenon is 
2-3/8” O.D. high-strength pipe. Tenon is 
4-3/4” in length. 

Hand-Hole
•	Standard hand-hole location is 12” above 

pole base. 

•	Poles 22’ and above have a 3x6 reinforced 
hand hole.

Base
•	Pole base is ASTM-A36 hot-rolled steel 

plate with a minimum yield strength of 
36,000 psi. 

•	Two-piece square base cover is optional.

Anchor Bolts
•	Poles are furnished with anchor bolts 

featuring zinc-plated double nuts and 
washers. Galvanized anchor bolts are 
optional. 

•	Anchor Bolts conform to ASTM F 1554-07a 
Grade 55 with a minimum yield strength of 
55,000 PSI.

Ground Lug
•	 Ground lug is standard.

Duplex Receptacle
•	Weatherproof duplex receptacle is 

optional.

Ground Fault Circuit Interrupter 
•	Self-testing Ground fault circuit interrupter 

is optional.

Finishes
•	Every pole is provided with the DuraGrip 

Protection System and a 5-year limited 
warranty: 

•	When the top-of-the line DuraGrip Plus 
Protection System is selected, in addition 
to the DuraGrip Protection System, a 
non-porous, automotive-grade corrosion 
coating is applied to the lower portion 
of the pole interior sealing and further 
protecting it from corrosion. This option 
extends the limited warranty to 7 years.

Determining The Luminaire/Pole 
Combination For Your Application:
•	Select luminaire from luminaire ordering 

information. 

•	Select bracket configuration if required

•	Determine EPA value from luminaire/
bracket EPA chart

•	Select Pole Height

•	Select MPH to match wind speed in the 
application area (See windspeed maps). 

•	Confirm pole EPA equal to or exceeding 
value of luminaire/bracket EPA

•	Consult factory for special wind load 
requirements and banner brackets. 

Pole Vibration Damper
•	A pole vibration damper is recommended 

in open terrain areas of the country where 
low steady state winds are common. 

•	Non-tapered poles and lightly loaded 
poles are more susceptible to destructive 
vibration if a damper is not installed.

Listings
•	UL Listed 

•	BAA/TAA Compliant

QUICK LINKS

FEATURES & SPECIFICATIONS

SPEC.1070.B.0622

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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Steel Poles Square Straight Type : 
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1 - See Area Light Brackets - 3” Reduced Drill Pattern and Area Light Brackets - 5” Traditional Drill Pattern Spec Sheets.

2 - Pole heights will have +/- 1/2” tolerance. 

3 - See Flood Lighting Brackets section for choice of FBO brackets.

4 - CR selection must indicate required height and side of pole mounting location. Mounting template required at time of order. 

ORDERING GUIDE

TYPICAL ORDER EXAMPLE:    4SQ     B3     S11G   24     S     PLP    DGP
Pole Series Mounting Method Material Height 2 Mounting Configuration Pole Finish Options

4SQ - 4” x 4” Square Straight Pole (New Build)
5SQ - 5” x 5” Square Straight Pole (New Build)
6SQ - 6” x 6” Square Straight Pole (New Build)
4SQU - 4” x 4” Square Straight Pole (Retrofit)
5SQU - 5” x 5” Square Straight Pole (Retrofit)
6SQU - 6” x 6” Square Straight Pole (Retrofit)

Bolt-On Mount1 - See pole selection guide for 
patterns and fixture matches

B5 - 5” Traditional Drilling Pattern
B3 - 3” Reduced Pattern
B2 - 2” Low Profile Drilling Pattern
B2R - Raised 2” Low Profile Drilling Pattern (LAL4 

ONLY)

T - Tenon Mount - See pole selection guide for tenon and 
fixture/bracket matches

I - No Mounting Holes1

S11G – 11 Ga. Steel 
(4SQ/4SQU and 
5SQ/5SQU Only)

S07G – 07 Ga. Steel

8’
10’
12’
13’
14’
15’
16’
17’

17’6”
18’
20’
22’

22’6”
23’
24’
25’
26’
27’
28’
30’
32’
35’
39’

S – Single/Parallel
D180 – Double
D90 – Double
DN90 – Double
T90 – Triple
TN120 – Triple
Q90 – Quad
QN90 – Quad

N – Tenon Mount 
(Standard Tenon 
size is 2-3/8” 
O.D.)8 

(Blank) - Use with I for 
Mounting Method

BRZ – Bronze
BLK – Black
PLP – Platinum Plus
WHT – White
SVG – Satin Verde Green
GPT – Graphite
MSV – Metallic Silver 
BZA – Alternate Bronze
GMG - Gun Metal Gray

GA – Galvanized Anchor Bolts
SF – Single Flood3

DF – Double Flood 3

DGP – DuraGrip® Plus
LAB – Less Anchor Bolts
CRXX - Conduit Raceway4

Need more information?
Click here for our glossary 

Have additional questions?
Call us at (800) 436-7800

ACCESSORY ORDERING INFORMATION 

Part Number Description

122559CLR 4BC – 4" Square Base Cover

122561CLR 5BC – 5" Square Base Cover

122563CLR 6BC – 6” Square Base Cover

132488CLR 5BC - 5’ Square Universal Base Cover

131252CLR 6BC - 6’ Square Universal Base Cover

122566CLR ER2 – Weatherproof Duplex Receptacle

122567CLR GFI – Ground Fault Circuit Interrupter

132336 MH5 - mounting Hole Plugs for use with 5” traditional drill pattern (3 set of 3 plugs)

681126 MH3 - mounting Hole Plugs for use with 3” reduced drill pattern (3 set of 3 plugs)

725841 MH2 - Mounting Hole Plugs for use with 2” reduced drill pattern (3 sets of 3 plugs)

172539 Vibration Damper - 4" Square Pole (bolt-on mount only) 

172538 Vibration Damper - 5” Square Pole (bolt-on mount only)

178361 Vibration Damper - 6” Square Pole (bolt-on mount only)

ANCHOR BOLT KIT ORDERING INFORMATION

Part Number Description

AB KIT 122584 4SQ S11G/S07G Anchor Bolts (Steel Plated)

AB KIT 122609 4SQ S11G/S07G Anchor Bolts (Galvanized)

AB KIT 1225850 5SQ S11G Anchor Bolts (Steel Plated)

AB KIT 122610 5SQ S11G Anchor Bolts (Galvanized)

AB KIT 122586 5SQ S07G Anchor Bolts (Steel Plated)

AB KIT 122611 5SQ S07G Anchor Bolts (Galvanized)

AB KIT 122612 6SQ S07G Anchor Bolts (Galvanized)

https://www.lsicorp.com/glossary/?utm_source=spec+sheet&amp;utm_medium=QR+code&amp;utm_campaign=glossary

https://www.lsicorp.com/glossary/?utm_source=spec+sheet&amp;utm_medium=QR+code&amp;utm_campaign=glossary

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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Type : 

DRILLING LOCATIONS

Side “B”Side “D”

Side “A” (Hand-hole Side)

Side “C”
Sides A B C D

Hand-hole            X
Single                  X
D180 X X
D90 X X
DN901

T90 X X X
TN1202

Q90                     X X X X
QN903

Single FBO           X
Double FBO  X X

1 -	 Two locations will be 45° to the left and right of Side A.
2 -	 Other two locations will be 120° to the left and right of Side A.
3 -	 Two locations will be 45° to the left and right of Side A and two locations will be 135° 

to the left and right of Side A.

Consult factory for custom variations. Standard SF and DF pole preparations are located 3/4 
of the height of the pole from the base, except on 20’ poles. Maximum height for SF and DF 
pole preparations on 20’ poles is 13’ from the base.

FIXTURE CONFIGURATIONS

Single D90 DN90 Parallel T90 TN120 QN90 Q90D180

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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Type : 

BOLT CIRCLE

Bolt Circle Designator

Bolt Circle

Anchor Bolt Size

Anchor Bolt Projection

Base Plate Opening 
for Wireway Entry

Base Plate Dimensions

Pole Gauge

Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the appropriate anchor bolt template.

H

1"x30"
(25mm x 762mm)

4"
(102mm)

5-5/8"
(143mm)

12 1/2" sq. x 1 1/8" thk.
(318mm x 29mm)

7 

Slotted
11”-14" (279mm-356mm)

14" (356mm) Dia. Bolt Circle

Bolt Circle Designator

STANDARD BASEPLATE

UNIVERSAL BASEPLATE

Bolt Circle

Anchor Bolt Size

Anchor Bolt
Projection 

Base Plate Opening
for Wireway Entry 

Base Plate Dimensions 

Pole Gauge

Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the appropriate anchor bolt template.

B JDC

4" (102mm) square 5" (127mm) square 5" (127mm) square 6" (152mm) square

Slotted
8”-11"  (203mm-279mm)

3/4" x 24"
(19mm x 609mm)

3-1/4"
(83mm)

3-3/4"
(92mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

11

3/4" x 24"
(19mm x 609mm)

3-1/4"
(83mm)

4-3/4"
(121mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

11

1"x30"
(25mm x 762mm)

1"x30"
(25mm x 762mm)

4"
(102mm)

4-5/8"
(117mm)

10-1/8" sq. x 1" thk.
(257mm x 25mm)

7

Slotted
9”-11"  (229mm-279mm)

4"
(102mm)

5-5/8"
(143mm)

12" sq. x 1-1/8" thk.
(305mm x 29mm) 

7

Slotted
12"  (305mm)

Slotted
9”-11"  (229mm-279mm)

10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 12" (305mm) sq.

11" (279mm) Dia. Bolt Circle 12" (305mm) Dia. Bolt Circle11" (279mm) Dia. Bolt Circle11" (279mm) Dia. Bolt Circle

4SQ

E

Slotted
9"-12"

3/4" x 24"
(19mm x 609 mm)

3-1/4"
(83 mm)

3-3/4"
(92mm)

10-1/2" sq. x 3/4" thk.
(267 mm x 19 mm)

11

5SQ

F
Slotted
10-13"

3/4x 24"
(19mm x 609 mm)

3-1/4"
(83 mm)

4-3/4"
(121mm)

11-1/8 sq. x 3/4" thk.
(283 mm x 19 mm)

11

5SQ

G
Slotted
10-13"

1"x30"
(25mm x 762mm)

4"
(102 mm)

4-5/8"
(130 mm)

11-3/4" sq. x 1" thk.
(298 mm x 25 mm)

7

4" (102mm) square
10.5" (267mm) sq.

5" (127mm) square
11.125" (283mm) sq.

5" (127mm) square
11.75" (298mm) sq.

6" (152mm) square
12-1/2" (318mm) sq.

1 -  Full Galvanized option is 1” x 30” straight headed anchor bolt. Contact factory for questions

https://www.lsicorp.com/?utm_source=spec+sheet&utm_medium=hyperlink&utm_campaign=lsicorp.com&utm_id=spec+sheet
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Type : 

PRODUCT DIMENSIONS

SHIPPING WEIGHTS
4”(102mm) sq. 11 Ga. is approximately   7.50 lbs./ft.
4”(102mm) sq. 07 Ga. is approximately 10.00 lbs./ft.
5”(127mm) sq. 11 Ga. is approximately   9.00 lbs./ft.
5”(127mm) sq. 07 Ga. is approximately 12.50 lbs./ft.
6”(152mm) sq. 07 Ga. is approximately 15.40 lbs./ft.
Anchor Bolts (3/4” x 24”)(19mm x 609mm) 15 lbs. (7kg)/set
Anchor Bolts (1” x 30”) (25mm x 762mm) 30 lbs. (14kg)/set

Projection

8'-39'
(2.4m - 11.9m)

(4)
Anchor
Bolts

Foundation
By Other

Optional
Base Cover

SQT –
N= 2-3/8" (60mm) O.D. x 4-3/4" (121mm) Tenon

Hand-hole

12"
(305mm)
Standard

SF –
Single Flood 

Pole Preparation

Bolt-On Mount 2-Bolt Pattern

ONLY FOR USE WITH LAL4 PRODUCT
B2R- Raised 2" low profile drilling pattern

B2

2.50

1.00
1.00

1.00
2.00

4.00 SQ

0.40

0.75

0.75

0.40

0.40

TOP OF POLE
CL

B5

TOP OF POLE
CL

2.50 TYP

1.50

3.13

0.563

0.750

0.563

B3

B2R TOP VIEWSIDE VIEW

TOP OF POLE
CL

3.50
2.41
MAX

1.79
MIN

1.05

2.10

0.63

0.63

0.56
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Type : 

WIND SPEED

EPA Information
All LSI Industries’ poles are guaranteed to meet the EPA requirements listed. LSI Industries is not responsible if a pole order has a lower EPA rating than the indicated wind-loading zone where the pole will be located.
CAUTION: This guarantee does not apply if the pole/bracket/fixture combination is used to support any other items such as flags, pennants, or signs, which would add stress to the pole. LSI Industries cannot accept responsibility for harm or damage caused in these situations.

NOTE: Pole calculations include a 1.3 gust factor over steady wind velocity. Example: poles designed to withstand 80 MPH steady wind will withstand gusts to 104 MPH. EPAs are for locations 100 miles away from hurricane ocean lines. Consult LSI for other areas. Note: Hurricane ocean lines are the Atlantic and Gulf of Mexico 
coastal areas. For applications in Florida or Canada, consult factory.

POLE1 Mtg. Height Length (ft) Wall Thick (ga)
BOLT CIRCLE EPA

Designator Dia. (in) Anchor bolt Dia {in} 110 MPH 115 MPH 120 MPH 130 MPH 140 MPH 150 MPH 160 MPH 170 MPH 180 MPH

4” x 11-ga x 12’ 12 11 B 8" - 11" 0.75 13.9 12.5 11.3 9.2 7.6 6.3 5.2 4.3 3.6
4” x 11-ga x 14’ 14 11 B 8" - 11" 0.75 10.7 9.5 8.5 6.8 5.4 4.4 3.5 2.7 2.1
4” x 11-ga x 16’ 16 11 B 8" - 11" 0.75 8.2 7.2 6.4 4.9 3.8 2.9 2.1 1.5 1.0
4” x 11-ga x 18’ 18 11 B 8" - 11" 0.75 6.3 5.4 4.7 3.4 2.4 1.6 1.0 0.4 n/a
4” x 11-ga x 20’ 20 11 B 8" - 11" 0.75 4.6 3.9 3.2 2.1 1.2 0.6 n/a n/a n/a
4” x 11-ga x 22’ 22 11 B 8" - 11" 0.75 7.6 6.6 5.7 4.2 3.0 2.0 1.2 0.5 n/a
4” x 11-ga x 24’ 24 11 B 8" - 11" 0.75 6.0 5.1 4.3 2.9 1.8 0.9 n/a n/a n/a
4” x 11-ga x 26’ 26 11 B 8" - 11" 0.75 4.6 3.7 3.0 1.7 0.7 n/a n/a n/a n/a
4” x 7-ga x 14’ 14 7 B 8" - 11" 0.75 18.3 16.4 14.9 12.2 10.2 8.5 7.1 5.9 5.0
4” x 7-ga x 16’ 16 7 B 8" - 11" 0.75 14.7 13.2 11.8 9.6 7.8 6.3 5.2 4.2 3.4
4” x 7-ga x 18’ 18 7 B 8" - 11" 0.75 11.9 10.5 9.3 7.4 5.9 4.6 3.6 2.8 2.1
4” x 7-ga x 20’ 20 7 B 8" - 11" 0.75 9.6 8.4 7.4 5.7 4.3 3.2 2.3 1.6 0.9
4” x 7-ga x 22’ 22 7 B 8" - 11" 0.75 7.7 6.6 5.7 4.2 3.0 2.0 1.2 0.5 n/a
4” x 7-ga x 24’ 24 7 B 8" - 11" 0.75 6.0 5.1 4.3 2.9 1.8 0.9 n/a n/a n/a
4" x 7-ga x 26' 26 7 B 8" - 11" 0.75 4.6 3.7 3.0 1.7 0.7 n/a n/a n/a n/a
4” x 7-ga x 28’2 28 7 B 8" - 11" 0.75 3.3 2.5 1.8 0.7 n/a n/a n/a n/a n/a
4” x 7-ga x 30’2 30 7 B 8" - 11" 0.75 2.2 1.4 0.8 n/a n/a n/a n/a n/a n/a
5” x 11-ga x 14’ 14 11 C 9” - 11” 0.75 17.4 15.7 14.1 11.5 9.3 7.7 6.3 5.2 4.2
5” x 11-ga x 16’ 16 11 C 9” - 11” 0.75 13.8 12.3 10.9 8.7 6.9 5.5 4.3 3.3 2.5
5” x 11-ga x 18’ 18 11 C 9” - 11” 0.75 10.8 9.6 8.4 6.5 4.9 3.7 2.6 1.8 1.1
5” x 11-ga x 20’ 20 11 C 9” - 11” 0.75 8.5 7.3 6.3 4.6 3.2 2.1 1.2 0.5 n/a
5” x 11-ga x 22’ 22 11 C 9” - 11” 0.75 10.9 9.5 8.3 6.2 4.5 3.2 2.1 1.2 0.5
5” x 11-ga x 24’ 24 11 C 9” - 11” 0.75 8.8 7.5 6.4 4.5 3.0 1.8 0.8 n/a n/a
5” x 11-ga x 26’ 26 11 C 9” - 11” 0.75 6.8 5.7 4.6 3.0 1.6 0.6 n/a n/a n/a
5” x 11-ga x 28’ 28 11 C 9” - 11” 0.75 5.2 4.1 3.2 1.6 0.4 n/a n/a n/a n/a
5” x 11-ga x 30’ 30 11 C 9” - 11” 0.75 3.6 2.7 1.8 0.4 n/a n/a n/a n/a n/a
5” x 7-ga x 20’ 20 7 D 9” - 11” 1.00 21.6 19.3 17.3 14.0 11.3 9.2 7.4 6.0 4.8
5” x 7-ga x 22’ 22 7 D 9” - 11” 1.00 20.7 18.6 16.6 13.3 10.7 8.5 6.8 5.4 4.2
5” x 7-ga x 24’ 24 7 D 9” - 11” 1.00 17.7 15.6 13.8 10.8 8.5 6.6 5.0 3.7 2.6
5" x 7-ga x 26' 26 7 D 9” - 11” 1.00 14.9 13.1 11.4 8.8 6.6 4.9 3.5 2.3 1.3
5” x 7-ga x 28’ 28 7 D 9” - 11” 1.00 12.5 10.9 9.4 6.9 4.9 3.4 2.1 1.0 n/a
5” x 7-ga x 30’ 30 7 D 9” - 11” 1.00 10.3 8.9 7.5 5.2 3.4 2.0 0.8 n/a n/a
5” x 7-ga x 35’ 35 7 D 9” - 11” 1.00 6.0 4.8 3.6 1.8 n/a n/a n/a n/a n/a
6” x 7-ga x 24’ 24 7 J 12" 1.00 18.6 16.4 14.3 11.2 8.6 6.5 4.8 3.4 2.2
6” x 7-ga x 26’ 26 7 J 12" 1.00 15.6 13.4 11.7 8.8 6.5 4.6 3.0 1.8 0.7
6” x 7-ga x 28’ 28 7 J 12" 1.00 12.9 10.9 9.3 6.7 4.6 2.8 1.5 n/a n/a
6” x 7-ga x 30’ 30 7 J 12" 1.00 10.4 8.8 7.3 4.8 2.9 1.3 n/a n/a n/a
6” x 7-ga x 32’ 32 7 J 12" 1.00 8.3 6.8 5.5 3.1 1.3 n/a n/a n/a n/a
6” x 7-ga x 34’ 34 7 J 12" 1.00 6.5 5.0 3.7 1.6 n/a n/a n/a n/a n/a
6” x 7-ga x 35’ 35 7 J 12" 1.00 5.5 4.2 2.9 0.9 n/a n/a n/a n/a n/a
6” x 7-ga x 39’ 39 7 J 12" 1.00 2.3 1.0 n/a n/a n/a n/a n/a n/a n/a
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Steel Poles Square Straight
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SPEC.1070.B.0622

Type : 

POLE1 Mtg. Height Length (ft) Wall Thick (ga)
BOLT CIRCLE EPA

Designator Dia. (in) Anchor Bolt Dia (in) 110 MPH 115 MPH 120 MPH 130 MPH 140 MPH 150 MPH 160 MPH 170 MPH 180 MPH

5" x 11-ga x 14' 14 11 F 11" 0.75 17.6 15.8 14.2 11.5 9.4 7.7 6.3 5.2 4.3

5" x 11-ga x 14' 14 11 F 13" 0.75 17.6 15.8 14.2 11.5 9.4 7.7 6.3 5.2 4.3

5" x 11-ga x 16' 16 11 F 11" 0.75 13.9 12.2 11.0 8.8 7.0 5.5 4.3 3.4 2.5

5" x 11-ga x 16' 16 11 F 13" 0.75 13.9 12.2 11.0 8.8 7.0 5.5 4.3 3.4 2.5

5" x 11-ga x 18' 18 11 F 11" 0.75 11.0 9.6 8.4 6.5 5.0 3.7 2.7 1.8 1.1

5" x 11-ga x 18' 18 11 F 13" 0.75 11.0 9.6 8.4 6.5 5.0 3.7 2.7 1.8 1.1

5" x 11-ga x 20' 20 11 F 11" 0.75 8.6 7.4 6.4 4.6 3.3 2.2 1.3 0.5 -

5" x 11-ga x 20' 20 11 F 13" 0.75 8.6 7.4 6.4 4.6 3.3 2.2 1.3 0.5 -

5" x 11-ga x 22' 22 11 F 11" 0.75 12.7 11.1 9.6 7.4 5.6 4.1 3.0 2.0 1.1

5" x 11-ga x 22' 22 11 F 12" 0.75 10.3 8.9 7.7 5.7 4.1 2.8 1.8 0.9 -

5" x 11-ga x 22' 22 11 F 13" 0.75 8.6 7.4 6.4 4.6 3.1 2.0 1.1 - -

5" x 11-ga x 24' 24 11 F 11" 0.75 10.2 8.9 7.6 5.6 4.0 2.6 1.6 0.7 -

5" x 11-ga x 24' 24 11 F 12" 0.75 8.0 6.9 5.8 4.0 2.6 1.5 0.5 - -

5" x 11-ga x 24' 24 11 F 13" 0.75 6.7 5.5 4.6 3.0 1.7 0.7 - - -

5" x 11-ga x 26' 26 11 F 11" 0.75 8.1 6.9 5.8 4.0 2.5 1.3 - - -

5" x 11-ga x 26' 26 11 F 12" 0.75 6.2 5.1 4.1 2.6 1.3 - - - -

5" x 11-ga x 26' 26 11 F 13" 0.75 5.0 4.0 3.1 1.6 0.5 - - - -

5" x 11-ga x 28' 28 11 F 11" 0.75 6.3 5.2 4.3 2.5 1.1 - - - -

5" x 11-ga x 28' 28 11 F 12" 0.75 4.6 3.6 2.7 1.2 - - - - -

5" x 11-ga x 28' 28 11 F 13" 0.75 3.4 2.5 1.7 - - - - - -

5" x 11-ga x 30' 30 11 F 11" 0.75 4.7 3.7 2.8 1.2 - - - - -

5" x 11-ga x 30' 30 11 F 12" 0.75 3.1 2.2 1.4 - - - - - -

5" x 11-ga x 30' 30 11 F 13" 0.75 2.0 1.2 0.5 - - - - - -

5" x 7-ga x 20' 20 7 G 11" 0.75 19.0 17.0 15.0 12.2 9.7 7.8 6.2 5.0 3.8

5" x 7-ga x 20' 20 7 G 12" 0.75 21.4 19.1 17.1 13.8 11.2 9.1 7.3 5.9 4.7

5" x 7-ga x 20' 20 7 G 13" 0.75 21.4 19.2 17.2 13.9 11.3 9.2 7.4 6.0 4.8

5" x 7-ga x 20' 20 7 G 11" 1 21.7 19.4 17.4 14.0 11.4 9.3 7.5 6.0 4.8

5" x 7-ga x 20' 20 7 G 13" 1 21.7 19.4 17.4 14.0 11.4 9.3 7.5 6.0 4.8

5" x 7-ga x 22' 22 7 G 11" 0.75 16.0 14.1 12.5 9.8 7.6 5.9 4.4 3.3 2.3

5" x 7-ga x 22' 22 7 G 12" 0.75 17.7 15.9 14.2 11.2 8.7 7.0 5.4 4.1 3.0

5" x 7-ga x 22' 22 7 G 13" 0.75 19.9 17.3 15.6 12.6 10.0 8.0 6.3 5.0 3.8

5" x 7-ga x 22' 22 7 G 11" 1 21.0 18.7 16.7 13.4 10.6 8.5 6.8 5.4 4.2

5" x 7-ga x 22' 22 7 G 12" 1 23.4 20.6 18.4 15.0 12.2 9.9 8.0 6.4 5.1

5" x 7-ga x 22' 22 7 G 13" 1 21.3 18.8 17.0 13.7 11.0 8.8 7.0 5.6 4.3

5" x 7-ga x 24' 24 7 G 11" 0.75 13.3 11.6 10.0 7.7 5.7 4.2 2.9 1.9 1.0

5" x 7-ga x 24' 24 7 G 12" 0.75 15.0 13.0 11.6 8.9 6.8 5.1 3.8 2.6 1.7

5" x 7-ga x 24' 24 7 G 13" 0.75 16.6 14.6 12.9 10.2 8.0 6.1 4.6 3.3 2.3

5" x 7-ga x 24' 24 7 G 11" 1 17.5 15.7 13.9 10.9 8.6 6.7 5.0 3.7 2.7

5" x 7-ga x 24' 24 7 G 12" 1 20.0 17.4 15.4 12.3 9.9 7.8 6.0 4.7 3.5

5" x 7-ga x 24' 24 7 G 13" 1 18.1 16.0 14.2 11.0 8.7 6.7 5.3 3.9 2.8

5" x 7-ga x 26' 26 7 G 11" 0.75 10.9 9.3 8.0 5.9 4.1 2.7 1.6 0.6 -

5" x 7-ga x 26' 26 7 G 12" 0.75 12.4 10.9 9.5 7.0 5.1 3.6 2.3 1.3 -

5" x 7-ga x 26' 26 7 G 13" 0.75 14.0 12.3 10.7 8.1 6.0 4.4 3.1 2.0 1.0

5" x 7-ga x 26' 26 7 G 11" 1 15.0 13.2 11.5 8.8 6.7 4.9 3.5 2.3 1.3

WIND SPEED
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Steel Poles Square Straight
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SPEC.1070.B.0622

Type : 

POLE1 Mtg. Height Length (ft) Wall Thick (ga)
BOLT CIRCLE EPA

Designator Dia. (in) Anchor Bolt Dia (in) 110 MPH 115 MPH 120 MPH 130 MPH 140 MPH 150 MPH 160 MPH 170 MPH 180 MPH

5" x 7-ga x 26' 26 7 G 12" 1 17.0 14.8 13.0 10.2 7.9 6.0 4.4 3.1 2.1

5" x 7-ga x 26' 26 7 G 13" 1 15.3 13.5 11.8 9.0 6.8 5.0 3.6 2.5 1.4

5" x 7-ga x 28' 28 7 G 11" 0.75 8.9 7.4 6.3 4.3 2.7 1.4 - - -

5" x 7-ga x 28' 28 7 G 12" 0.75 10.2 8.8 7.5 5.3 3.5 2.1 1.0 - -

5" x 7-ga x 28' 28 7 G 13" 0.75 11.8 10.2 8.8 6.4 4.5 3.0 1.7 0.7 -

5" x 7-ga x 28' 28 7 G 11" 1 12.5 10.9 9.5 7.0 5.0 3.3 2.1 1.0 -

5" x 7-ga x 28' 28 7 G 12" 1 14.2 12.4 11.0 8.2 6.0 4.3 3.0 1.7 0.8

5" x 7-ga x 28' 28 7 G 13" 1 12.9 11.0 9.7 7.2 5.2 3.6 2.2 1.1 -

5" x 7-ga x 30' 30 7 G 11" 0.75 7.0 5.8 4.7 2.8 1.3 - - - -

5" x 7-ga x 30' 30 7 G 12" 0.75 8.4 7.0 5.8 3.8 2.2 0.9 - - -

5" x 7-ga x 30' 30 7 G 13" 0.75 9.7 8.2 7.0 4.8 3.0 1.6 0.5 - -

5" x 7-ga x 30' 30 7 G 11" 1 10.4 8.8 7.6 5.3 3.4 2.0 0.8 - -

5" x 7-ga x 30' 30 7 G 12" 1 12.0 10.3 9.0 6.4 4.4 2.9 1.6 0.5 -

5" x 7-ga x 30' 30 7 G 13" 1 10.6 9.1 7.7 5.5 3.6 2.1 1.0 - -

5" x 7-ga x 35' 35 7 G 11" 0.75 3.2 2.2 1.2 - - - - - -

5" x 7-ga x 35' 35 7 G 12" 0.75 4.4 3.2 2.2 0.5 - - - - -

5" x 7-ga x 35' 35 7 G 13" 0.75 5.5 4.2 3.1 1.3 - - - - -

5" x 7-ga x 35' 35 7 G 11" 1 6.0 4.8 3.6 1.8 - - - - -

5" x 7-ga x 35' 35 7 G 12" 1 7.3 6.0 4.8 2.7 1.1 - - - -

5" x 7-ga x 35' 35 7 G 13" 1 6.3 5.0 3.8 1.9 - - - - -

6" x 7-ga x 24' 24 7 H 11" 1 16.5 14.4 12.6 9.6 7.2 5.3 3.8 2.5 1.4

6" x 7-ga x 24' 24 7 H 12-1/2" 1 19.8 17.5 15.4 12.0 9.2 7.0 5.3 3.8 2.7

6" x 7-ga x 24' 24 7 H 14" 1 23.0 20.5 18.0 14.3 11.2 8.9 6.9 5.3 3.8

6" x 7-ga x 26' 26 7 H 11" 1 13.7 11.8 10.2 7.5 5.3 3.6 2.1 1.0 -

6" x 7-ga x 26' 26 7 H 12-1/2" 1 16.5 14.6 12.6 9.6 7.0 5.2 3.6 2.2 1.1

6" x 7-ga x 26' 26 7 H 14" 1 19.6 17.3 15.2 11.7 8.9 6.7 5.0 3.5 2.2

6" x 7-ga x 28' 28 7 H 11" 1 11.0 9.3 7.8 5.5 3.5 1.9 0.6 - -

6" x 7-ga x 28' 28 7 H 12-1/2" 1 13.8 12.0 10.2 7.5 5.2 3.4 1.9 0.7 -

6" x 7-ga x 28' 28 7 H 14" 1 16.4 14.5 12.5 9.4 6.9 4.7 3.2 1.8 0.7

6" x 7-ga x 30' 30 7 H 11" 1 9.0 7.3 6.0 3.6 1.9 0.5 - - -

6" x 7-ga x 30' 30 7 H 12-1/2" 1 11.4 9.6 8.0 5.5 3.4 1.7 - - -

6" x 7-ga x 30' 30 7 H 14" 1 14.0 12.0 10.0 7.2 5.0 3.2 1.6 - -

6" x 7-ga x 32' 32 7 H 11" 1 7.0 5.5 4.2 2.0 - - - - -

6" x 7-ga x 32' 32 7 H 12-1/2" 1 9.2 7.6 6.0 3.8 1.8 - - - -

6" x 7-ga x 32' 32 7 H 14" 1 11.4 9.7 8.0 5.4 3.2 1.6 - - -

6" x 7-ga x 34' 34 7 H 11" 1 5.1 3.7 2.5 0.6 - - - - -

6" x 7-ga x 34' 34 7 H 12-1/2" 1 7.2 5.6 4.4 2.2 - - - - -

6" x 7-ga x 34' 34 7 H 14" 1 9.3 7.6 6.2 3.6 1.7 - - - -

6" x 7-ga x 35' 35 7 H 11" 1 4.2 3.0 1.8 - - - - - -

6" x 7-ga x 35' 35 7 H 12-1/2" 1 6.2 4.8 3.6 1.4 - - - - -

6" x 7-ga x 35' 35 7 H 14" 1 8.2 6.6 5.2 2.9 1.0 - - - -

6" x 7-ga x 39' 39 7 H 11" 1 1.0 - - - - - - - -

6" x 7-ga x 39' 39 7 H 12-1/2" 1 3.0 1.6 0.5 - - - - - -

6" x 7-ga x 39' 39 7 H 14" 1 4.6 3.3 2.0 - - - - - -

WIND SPEED
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